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25 YEARS OF PROGRESS:
asecos CELEBRATES COMPANY
ANNIVERSARY IN 2019
25 years ago – in 1994 – Michael
Schumacher became Formula 1 World
Champion for the ﬁrst time, the CDROM was the newest electronic data
storage media – and we had a revolutionary idea. asecos started its success
story as a small family-run company
with the goal of making it safer to store
hazardous materials at the workplace.
Up to that point, safety storage cabinets with a ﬁre resistance of 20 minutes could only be used with exemption
permits. However, we wanted to build
cabinets with 90 minute ﬁre resistance
– with all the quality of a storage room.
No sooner said than done: On our
journey to higher safety, we developed our hazardous materials cabinets
with 90 minute ﬁre resistance as the
new standard. Today, this technology
is a safety standard not only in Germany, but also throughout Europe.

truly guarantee our corporate success.
Without you, we would have no innovations or successes to celebrate.
That is why we would like to warmly
thank all of you for your collaboration
over the past 25 years. As a small thank
you, please visit www.asecos-25.com
for a competition you can enter to win
many great prizes ranging from a football table to a ﬂatscreen TV for you and
your colleagues. We hope you enjoy
our special anniversary catalogue.

Günther Rossdeutscher,
Michael Schrems,
Managing Directors and Shareholders
of the asecos GmbH

We have laid the asecos cornerstone,
but our high-performing employees,
reliable partners, and loyal customers

Raising safety awareness has always
been one of the key elements of the
asecos philosophy but even today, in
the 21st century, there are still many
countries with underdeveloped work
safety procedures. We from the international division take great pride in assisting to create new safety standards
and ultimately reducing the number of
accidents, through the use of approved
asecos products. Our representatives
in the ﬁeld and our global network of
specialised sales partners are frequently offering training sessions at conferences and exhibitions worldwide and
in addition, our tech support team is
running webinars remotely. With the

latest expansion of our headquarters in
Gründau, we have created the asecos
World. A place to which we warmly invite you to experience asecos products
first hand and to learn more about
the risks associated with the improper storage and handling of hazardous
materials and how to safely mitigate
those risks. We are looking forward
to welcoming you in Gründau soon!

Sascha Kunkel,
Vice President
Global Markets
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THE WORLD THAT MOVES US
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… revolves around hazardous materials.
We ensure that hazardous substances are appropriately
stored and safely handled in our day-to-day working life.
The best possible protection of humankind and
the environment is our number 1 priority.
Driven by this desire, we developed the first safety storage cabinet with 90-minute fire resistance for
the storage of ﬂammable liquids in 1994. What was
a technical revolution in the industry at that time has
now become the generally accepted technical standard. asecos products combine quality, innovation
and safety for one purpose: to beneﬁt the customer.
Whatever kind of hazardous substance we are dealing
with, our developments set new standards. With a team
of excellently trained workers and our high company standards, we guarantee consistency and perfection.
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HERE TO HELP YOU!

As an expert for hazardous materials storage, we offer
our customers single source solutions:
from innovative developments certiﬁed according to the highest standards and in-depth consulting expertise to manufacturing and subsequent maintenance services.
We combine quality and expertise with the mission to provide
our customers with the best possible solutions to meet their
individual needs.

Always at our customers' side.
Wherever in the world there is a demand for ﬁrst-class safety
storage cabinets, asecos experts are sure to be close at hand.
Throughout the world, our customers beneﬁt from selected
partner companies and local asecos representatives. In Europe, we are represented by branch offices in the Netherlands,
France, Spain and the United Kingdom. In North America asecos Inc. is taking care of our customer base. Our global sales
network has one principle aim: to be present at all times.
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EXPERTISE DIRECT FROM
THE MANUFACTURER

Our customers beneﬁt from our competent on-site

Passion, expertise and the desire to create
innovative product solutions are what
drive asecos' 300 employees.

consultants and sales specialists — both in Germany and abroad. Because all members of our sales
force have an in-depth knowledge of our products.
And with asecos' mobile showroom, they have all
they need to offer an attractive, practice-oriented
consultation.

Our staff have experience and expertise and they
regularly undergo further training. In a modern
working environment with an open corporate
culture, we also offer them numerous opportunities to try out new tasks or develop existing areas
of expertise.

Our expertise is sound, international and
multimedia-based.

In Germany, our consultants are also independentBDSF experts (German Association of Consultants
and Expert Valuers) and abroad, they have an indepth knowledge of local legal speciﬁcations. Customised and legally compliant solutions to meet all
customer requirements are the result.
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asecos PRODUCT CONFIGURATOR

Customised and individual
The new asecos product conﬁgurator is a valuable tool. You can use the online tool to customise
your own safety storage cabinet, including interior equipment, dimensions, and design – your
product is then displayed and you can request
an offer. Get an overview of our extensive asecos
product range, and easily ﬁnd the right cabinet to
meet your needs. Test the conﬁgurator now at:
www.asecos-conﬁgurator.com

Our online service for you
Our new product conifgurator provides you with
technical speciﬁcations, drawings, BIM data,
product images, tender texts, operating manuals,
certiﬁcates, test reports and much more. Simply
structured and easily accessible: At the end of
each conﬁguration, all common data formats
to assist in designing your laboratory, are held
ready for your use.
Or visit www.asecos-specs.com to download
all available data.
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asecos ACADEMY

We are raising awareness of the dangers in handling
hazardous materials.
With practice-oriented live demonstrations, we educate people at exhibitions, customer events and special seminars
around the world. These events raise awareness about the
safe handling of hazardous materials — for sustainably higher levels of safety in our day-to-day working life. More detailed background information is provided in our multilingual
HazMat Guides on www.asecos.global or in our videos on
www.youtube.com/asecosChannel.

25 Years of asecos – A success story for Type 90
technology!
Over the 25 years of our company's history, we have made
a major contribution to standardising Type 90 technology in
Germany, Austria, Switzerland, and large parts of Europe. But
that’s not enough for us! We are active participants on a number of safety committees and boards, working to establish
a uniformly high safety standard around the world. As part
of our anniversary celebration, we are creating a new administrative complex and training centre, as well as the asecos
World – an interactive experience that helps explain the topic of "safe hazardous materials storage" in a fun way. Learn
about the consequences of improper hazardous materials
storage, and get to know us and our products in detail.
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CERTIFIED SAFETY PROVEN
SAFETY YOU CAN RELY ON

We develop and produce our products exclusively in the German town of Gründau — our
headquarters.
From here, we deliver safety storage cabinets to
over 100 countries all over the world. As a reliable partner and supplier, we satisfy the highest standards in terms of technology, customer orientation
and value added potential.
The quality and functionality of our products is regularly monitored and certiﬁed by the relevant testing
institutes.

Our safety storage cabinets burn
in the cause of safety
Every single model type of our ﬁreresistant safety storage cabinets from
asecos must be successfully tested
in a fire chamber by an independent material testing laboratory. It is
thus tested according to the stringent requirements of the European
standard EN 14470 Part 1 or 2 to
demonstrate its ﬁre protection rating.
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Safety in daily use

On-going quality control

Safety storage cabinets from asecos are
tested according to the requirements
of those safety regulations in force. By
successfully passing GS testing, an independent organisation documents
and certiﬁes that asecos products are
tough enough and of the highest quality with the extended GS test program.
The GS mark is only granted if, for example, the products under test have
undergone a continuous mechanical
test of 50,000 cycles without damage.
The safety storage cabinets from asecos have easily proved themselves so
successfully.

Production of asecos safety storage
cabinets are subject to voluntary and
permanent external monitoring by an
accredited and independent materials
testing institute. Without any advance
notice, safety storage cabinets from the
current production process are taken
and subjected to retesting in the ﬁre
chamber.

asecos is AEO certiﬁed

Outstanding quality management

Ventilation - protection and safety
at work

The AEO certiﬁcate issued by the Federal Ministry of Finance / Central
Customs Authority is subject to extensive requirements with respect to reliability, solvency as well as compliance
with legal requirements. The goal is
to secure the integrated international
supply chain from the manufacturer
of a product to the end consumer.

Our certiﬁed quality management
system complies with the international
standard ISO 9001 and thus proves
that the quality control of every subprocess of asecos conﬁrms the company philosophy and all its activities.

For over 20 years asecos has been manufacturing ventilation equipment for
working with hazardous materials.
All asecos hazardous material work
stations have been thoroughly tested
over time on the basis of German (e.g.
DIN 12924-1) and European standards (e.g. EN 14175-3 Para. 5.4.4).
Also in the ﬁeld of ventilation of safety
storage cabinets, asecos offers a wide,
ever-expanding range of different solutions.
With all its products, asecos is supported by renowned test institutes such as
infraserv Höchst, IFI Institute for Industrial Aerodynamics, Tintschl Engineering
and others from the development of
the perfect solution right up to the serial
production of certiﬁed products.

A reliable partner throughout
Once again asecos GmbH was
awarded the coveted “CrefoZert” seal
for an “outstanding” creditworthiness
in 2017. The price is awarded by the
leading rating company Creditreform
Hanau Leibrock KG.
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SUSTAINABILITY MEANS
ASSUMING RESPONSIBILITY

Sustainability is a matter of great importance
to us.
asecos' mission statement lays the foundation for the company's long-term success.
Our mission statement is based on ecological, social and economic considerations. These include fair
treatment and mutual respect among employees
beyond national and cultural borders, long-term personnel retention and the strategic development of
young employees. This guarantees social responsibility and environmental consciousness in the long
term.
Sustained economic stability — over a period of
many years — forms the foundation for a reliable
partnership. For both customers and suppliers, we
are a strong and widely trusted partner.
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Already looking to the future
From product development and throughout the
entire manufacturing process asecos has a focus on
sustainability. State-of-the-art production processes
are closely integrated with one another to conserve
resources with local suppliers guaranteeing short
and eco-friendly delivery channels.
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SERVICE AND MAINTENANCE —
OUT AND ABOUT FOR YOUR SAFETY

asecos is uncompromising when it comes to safety.
Our expertise as developers and manufacturers of
technical safety products is also reﬂected in the range of services we offer. Seamless, professional maintenance can prevent serious damage in critical cases, and is also required by law in many countries.
A selected number of sales partners around the world
have undergone a special certiﬁcation process and are
able to provide professional services where asecos cannot be present personally. Ask us for more information.
With the asecos services you are always on the safe side.

For more information on the asecos service programme visit www.asecos.global
or contact our experts via service@asecos.com.
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NEW PRODUCTS
V-LINE
asecos presents the next major inno-

of a button. Stored containers can be

that went unused in the past is now

vation: Safety storage cabinets with

viewed and accessed from both sides

electrical motorised vertical drawer
technology. The vertical drawers allow
you to work easily with the cabinet
and operate it conveniently, thanks to

at any time.

optimally utilised with the new cabinet
depth.

V-LINE cabinets can be set up with
their front sides ﬂush against labora-

Further information on these
models from page 26

easy opening and closing at the push

behind the safety storage cabinets

tory hoods and work tables. Space

FM Standard 6050 &
UL/ULC Standard 1275
Safety storage cabinets in the Q-CLASSIC-90 and
Q-CLASSIC-30 model groups were complimented with
cabinet models successfully tested under FM Standard
6050 as well as UL Standard 1275 and ULC /ORD –
C1275-84-Standard. Furthermore over 20 under bench
safety storage cabinets have been tested according to UL
Standard 1275 and ULC /ORD – C1275-84-Standard.
Further information on these models
from page 64
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CERTIFIED QUALITY
Thanks to the FM and UL approvals, asecos safety storage cabinets
can be used anywhere in the world.
As a global player, it is important for asecos that our products
fulﬁl the national safety standards of our target markets. In

Essentially there are two bodies that deﬁne the certiﬁcations
for safety storage cabinets frequently speciﬁed by internatio-

addition to the safety storage cabinet standard EN 14470-1

nal customers: FM Global, one of the world's leading proper-

that applies throughout Europe, the other certiﬁcations that
our cabinets comply with are:

ty insurers for industry, and Underwriters Laboratories (UL),
an independent globally active US-American organisation for

• FM-Approvals Standard 6050 (Standard for Storage

product certiﬁcations.

Cabinets for Ignitable (Flammable) Liquids) and
• Underwriters Laboratories-Standard 1275 (Standard for
Safety — Flammable Liquid Storage Cabinets).

UL is one of the few companies that
have an OSHA approval (Occupational Safety and Health Administration)
as a ‘Nationally Recognised Testing
Laboratory’ and manages numerous state-recognised test
laboratories. This organisation, which has its head office in
the state of Illinois/USA, checks whether the components,
materials and systems satisfy safety-related requirements.
For instance, a ﬁre test is carried out during the UL test for
safety storage cabinets according to UL 1275, and steps
are also taken to check whether the interior ﬁttings can
withstand the deﬁned maximum load. In addition, fusible
link trigger elements, such as those used in self-closing
doors, are checked separately and many other productrelevant features are examined.
A further test according to ULC /ORD – C1275-84-Standard also enables approvals for the Canadian market.

FM Global sets the standard for
industrial operations. The FM Approvals
division is represented in more than
130 countries and is a globally qualiﬁed
testing service for systems and products with the highest
of quality and safety standards. The requirements for
storage cabinets for ﬂammable liquids are deﬁned in the
FM standard 6050. According to these speciﬁcations, a
safety storage cabinet must be designed so that, in case
of ﬁre, the temperature inside the cabinet does not rise
above 163°C for a period of just 10 minutes. In the USA,
for instance, this is deemed adequate in conjunction with
a sprinkler system to initiate any necessary evacuation
measures. Also, technical performance requirements are
deﬁned with respect to loads, ﬂame arresters, arresting
and locking devices.

Products that have all three approvals demonstrate
exemplary quality features and offer the customer
a product that can be used anywhere in the world.
Certiﬁed manufacturers, like asecos, undergo
repeat and exacting company audits to ensure the
customer a sustained high level of product quality.
Approximately 30 different cabinets of asecos’ tall
and under bench cabinet models are already
certiﬁed — more are set to follow.

See page 260 for under bench cabinets according
to UL Standard 1275 and page 64 for safety storage
cabinets tested in accordance with FM Standard 6050
and UL Standard 1275.
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Content part 1 – Safety storage cabinets
V-LINE 90
Vertical drawer technology with maximum operating
comfort

Q-LINE 90/30
Flammable storage cabinets with extra sturdy
construction

S-LINE 90/30
The classic range of ﬂammable storage cabinets

K-LINE
Combined storage of different hazardous substances
in one cabinet

XL-LINE
XL storage space for drums or large containers

UB-LINE 90/30
Cabinets for integration into fume hoods or
work benches

SL-LINE
Combined storage of non ﬂammable acids and alkalis

C-LINE
Combined storage of non ﬂammable chemicals and
toxic substances

E-LINE
Storage of non ﬂammable water pollutants

FX-/CX-/SLX-LINE
Cabinets with integrated ﬁltration systems

G-LINE 90/30
Safe storage and provision of pressurised gas cylinders

Part 2
22
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V-MOVE-90

Q-L

page 26–39

E

IN

S-L
Q-CLASSIC-90
Q-PEGASUS-90
Q-PHOENIX-90
Q-CLASSIC-30
Q-DISPLAY-30

page 42–69
page 70–83
page 84–89
page 92–111
page 112–117

Q-CLASSIC-90 (FM/UL)
Q-CLASSIC-30 (FM/UL)

page 64–69
page 106–111

S-CLASSIC-90
S-PEGASUS-90
S-CLASSIC-30
S-PHOENIX-90
S-PHOENIX Vol.2-90

page 120–151
page 152–159
page 160–161
page 164–189
page 190–203

S-PHOENIX touchless-90
S-PHOENIX-30

page 204–217
page 220–225

K-PHOENIX-90
K-PHOENIX Vol. 2-90
K-PHOENIX-30
K-UB-90

page 232–241
page 232–241
page 242–245
page 246–251

XL-CLASSIC-90

page 252–259
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K-L

INE

-L
XL

INE

-L
UB

INE

-L
SL

E

IN

C-L
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E-L
UB-S-90
UB-ST-90
UB-T-90
UB-S-90K
UB-S-30

from page 262
from page 266
from page 274
from page 306
from page 310

SL-CLASSIC
SL-CLASSIC-UB

page 332–337
page 338–341

UB-T-30
UB-LINE (UL/ULC)

from page 318
page 262–293

FXX
SL CX

E

IN

G-L

rt 2
Pa
CS-CLASSIC
CF-CLASSIC
CS-CLASSIC-MultiRisk

page 344–361
page 368–369
page 362–367

E-CLASSIC
E-CLASSIC-UF
E-PSM-(UF)

page 371
page 372
page 373

FX-PEGASUS-90
FX-CLASSIC-90
FX-DISPLAY-30
SLX-CLASSIC
CX-CLASSIC

page 380–393
page 394–397
page 398–401
page 402–407
page 408–415

G-ULTIMATE-90
G-CLASSIC-30
G-OD
G-PG

page 420–433
page 434–439
page 440–447
page 448–449

Extraction of hazardous materials
Storage of hazardous materials – sump pallets and containers
Hazardous materials handling

P
GANE
-LI
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Model lines at a glance

S30.197.120.FDAS
page 222

601 mm

601 mm

K90.060.110.050.UB.2T
page 248

K90.060.110.050.UB.ST
page 248

K90.060.140.050.UB.3T
page 250

K90.060.140.050.UB.ST
page 250

UB90.060.110.2S
page 270

UB90.060.110.S
page 268

UB90.060.089.S
page 276

UB90.060.059.S
page 280

UB90.080.110.060.2S
page 294

K90.196.120.MC.FWAS
page 234

1953 mm
S90.196.060.FDAC
page 196

UB90.060.110.2T
page 274

UB90.060.089.2T
page 278

UB90.060.059.T
page 282

UB90.080.110.060.2T
page 296

1105 mm

UB90.080.059.060.T
page 302

600 mm

1402 mm

XL90.222.110.WDAS
page 258

UB90.060.140.2S
page 264

1102 mm

UB90.060.140.S2T
page 266

UB90.060.110.ST
page 272
UB-T-30

UB30.060.140.2S
page 312

1102 mm

UB30.060.110.S
page 314

1102 mm

600 mm

1102 mm

600 mm

1402 mm

600 mm

593 mm

800 mm

1102 mm

800 mm

593 mm

600 mm

600 mm

600 mm

893 mm

K90.196.120.MC.FWAC
page 238
UB-S-90

UB-S-30
1102 mm

1197 mm

1969 mm

K90.196.120.MF.FWAC
page 238

UB-ST-90
1402 mm

UB90.080.059.060.S
page 300

S90.196.060.075.FDAC
page 200

K-PHOENIX Vol. 2-90
1197 mm

XL-CLASSIC-90
1555 mm

XL90.222.155.WDAS
page 254

596 mm

1968 mm

1968 mm
1197 mm

600 mm

UB-T-90
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593 mm

800 mm

1102 mm

800 mm

593 mm

600 mm

893 mm

600 mm

600 mm

600 mm

1102 mm

1968 mm

1968 mm
482 mm
1402 mm

596 mm

S90.196.120.FDAC
page 192

2224 mm

1402 mm

UB-S-90
1102 mm

S-PHOENIX Vol.2-90
1196 mm

1969 mm

K90.196.120.MF.FWAS
page 234

601 mm

1102 mm

S90.196.060.MH.WDAS
page 138

S30.045.097.WM
page 160

K-PHOENIX-90
1197 mm

601 mm

1968 mm
K30.197.120.MC.FWAS
page 242

1102 mm

S90.196.060.WDAS
page 134

S90.196.060.075.FDAS
page 186

K-UB-90
1202 mm

596 mm

S-CLASSIC-30
995 mm

1968 mm

596 mm

1968 mm
S30.197.060.FDAS
page 224

596 mm

S90.129.060.WDAC
page 156

1969 mm

1968 mm

602 mm

1953 mm

1953 mm
1947 mm

1947 mm
1968 mm
1298 mm

1298 mm
S90.196.060.MH.FDAS
page 182

Q30.195.086.WDFW
page 114

600 mm

S90.196.060.075.FDAO
page 214

596 mm

596 mm

S-PHOENIX-30
1202 mm

1968 mm

1968 mm
S90.196.060.FDAO
page 210

S90.196.060.FDAS
page 178

Q-DISPLAY-30
864 mm

S90.196.060
page 134

S90.129.120.WDAC
page 152

1968 mm

1968 mm

1968 mm

1968 mm
1968 mm
S90.196.120.FDAO
page 206

K-PHOENIX-30
1202 mm

596 mm

S90.196.090.WDAS
page 130

Q90.195.060
page 60

Q90.195.120.FD
page 86

596 mm

S-PEGASUS-90
1196 mm

596 mm

S90.196.090.FWAS
page 174

596 mm

896 mm

S90.129.060.WDAS
page 148

896 mm

S90.196.120.MV.FDAS
page 170

Q30.195.056.FU.WDC
Q30.195.056.FU.WDAS
page 110

1968 mm

1968 mm
1298 mm
S90.129.060
page 148

1196 mm

Q30.195.086.FU.WDC
Q30.195.086.FU.WDAS
page 108

S90.196.090
page 130
596 mm

564 mm

1947 mm

1947 mm

1947 mm
1298 mm

1298 mm

1298 mm

Q90.195.060.WDAC
page 80

864 mm

896 mm

596 mm

S90.129.120.WDAS
page 144

S-PHOENIX touchless-90
1196 mm

Q30.195.116.FU.WDC
Q30.195.116.FU.WDAS
page 106

S90.196.120.MV.WDAS
page 126

1196 mm

S-PHOENIX-90
1196 mm

1164 mm

1196 mm

1968 mm
S90.196.120.WDAS
page 122

S90.129.120
page 144

1968 mm

Q90.195.090.WDAC
page 76

Q90.195.090
page 56

1969 mm

1947 mm
1968 mm

1968 mm
S90.196.120
page 122

1968 mm

Q30.195.056
page 102

1196 mm

S-CLASSIC-90
1196 mm

1968 mm

564 mm

Q30.195.086.WD
page 98

S-CLASSIC-90
1196 mm

K30.197.120.MV.FWAS
page 242

Q90.195.120.WDAC
page 72

599 mm

Q-CLASSIC-30 (FM/UL)
864 mm

Q30.195.116
page 94

S90.196.120.FDAS
page 166

893 mm

Q90.195.120.MM
page 52

599 mm

Q-PHOENIX-90
1193 mm

2224 mm

Q90.195.060.FU.WDC
Q90.195.060.FU.WDAS
page 68

Q90.195.120.MV
page 48

893 mm

600 mm

1953 mm

Q90.195.090.FU.WDC
Q90.195.090.FU.WDAS
page 66

1193 mm

1953 mm

1953 mm

Q90.195.120.FU.WDC
Q90.195.120.FU.WDAS
page 64
Q-CLASSIC-30
1164 mm

Q90.195.120
page 44

Q-PEGASUS-90
1193 mm

1953 mm

1953 mm

599 mm

1947 mm

893 mm

V90.196.045.VDAC:0013
page 36

1953 mm

V90.196.045.VDAC:0012
page 36

1193 mm

1953 mm

V90.196.081.VDAC:0013
page 32

Q-CLASSIC-90
1193 mm

1953 mm

1966 mm

V90.196.081.VDAC:0012
page 32
Q-CLASSIC-90 (FM/UL)
1193 mm

449 mm

1966 mm

1966 mm

449 mm

1966 mm

819 mm

1953 mm

V-MOVE-90
819 mm

UB30.060.110.2S
page 316

UB30.060.110.2T
page 318

810 mm

545 mm

CX-CLASSIC-MultiRisk
1055 mm

G90.205.140
page 422

G90.205.120
page 424

G-CLASSIC-30
1398 mm

1198 mm

CX.229.081.WDFW
page 412

598 mm

G90.205.090
page 426

1105 mm

FX90.229.060.WDAC
page 390

CF.195.060.R:0004
page 369

CF.195.095.F:0005
page 369

FX-CLASSIC-90
1193 mm

FX-DISPLAY-30
864 mm

FX90.229.120.MV
page 394

FX30.229.086.WDFW
page 398

CX.229.105.MM.4WD
page 414

598 mm

2050 mm

898 mm

2050 mm

1198 mm

599 mm

CF-CLASSIC-F
950 mm

G90.205.060.2F
page 428

598 mm

1450 mm

CX.229.105.WDFW
page 410

1950 mm

1950 mm

810 mm

600 mm

CF.195.095:0004
page 369

893 mm

2294 mm

2294 mm

CX-CLASSIC-G
1055 mm

950 mm

CF.195.120:0004
page 369

FX90.229.090.WDAC
page 386

CS.195.105.F
page 350

2290 mm

600 mm

CS.195.105.F.WDFW
page 350

2294 mm

1105 mm

FX90.229.120.WDAC
page 382

2290 mm

EP.195.095
page 373

2290 mm

E.195.095.F
page 372

2050 mm

G90.205.060
page 430

G90.145.060
page 430

1356 mm

1006 mm

G30.205.140
page 436

G30.205.120
page 436

1356 mm

1006 mm

G30.205.090
page 438

G30.205.060
page 438

GOD.215.135.WDHW
page 442

706 mm

2149 mm

2149 mm

598 mm

2149 mm

2050 mm

2050 mm

G-OD
898 mm

2050 mm

2050 mm

FX-PEGASUS-90
1193 mm

CS-CLASSIC-F
1055 mm

1200 mm

CF.140.060.R:0005
page 368

E-PSM-UF
950 mm

SLX.230.060.MH
page 406

G-ULTIMATE-90
1398 mm

CF.140.095:0005
page 368

E-CLASSIC-UF/MF
950 mm

2050 mm

SLX.230.120.MV
page 404

CF.140.120:0005
page 368

CS.110.054.WDFW
page 360

600 mm

E.140.095
page 371

2300 mm

2300 mm

SLX-CLASSIC
1197 mm

950 mm

1950 mm

950 mm

1400 mm

1950 mm

1400 mm

CS.195.054.MH.3WDR
page 366

E.195.095
page 371

2050 mm

CF-CLASSIC
1200 mm

CS.110.081.WDFW
page 356

1950 mm

CS.195.105.MM.4WD
page 364
E-CLASSIC
950 mm

CS.110.105.WDFW
page 352

1400 mm

545 mm

1950 mm

1950 mm

CS-CLASSIC-MultiRisk
1055 mm

CS.195.054.WDFW
page 358

1400 mm

CS.195.081.WDFW
page 354

CS-CLASSIC-GF
1055 mm

1950 mm

1055 mm

CS.110.105.FD
page 352

2294 mm

545 mm

CS.195.105.FD
page 348

1950 mm

810 mm

1055 mm

1950 mm

CS-CLASSIC-G
1055 mm

1105 mm

CS.110.054
page 360

1105 mm

CS.110.081
page 356

1950 mm

CS.110.105
page 352

1950 mm

CS.195.054
page 358

1950 mm

CS.195.081
page 354

SL.060.059.UB.T
page 338

2294 mm

545 mm

SL.080.059.UB.TR
page 340
CS-PHOENIX
1055 mm

1950 mm

810 mm

590 mm

600 mm

800 mm
SL.060.110.UB.2T
page 338

CS.195.105
page 347

CS.195.105.WDFW
page 346

590 mm

1950 mm

SL.080.110.UB.2T
page 340

1055 mm

1105 mm

1100 mm

600 mm

600 mm
SL.060.140.UB.3T
page 338

545 mm

1950 mm

810 mm

1950 mm

1950 mm

SL.196.060.MH
page 336

1100 mm

1105 mm

SL.196.120.MV
page 334

CS-CLASSIC
1055 mm

SL-CLASSIC-UB
1400 mm

800 mm

1965 mm
UB90.060.110.KU.S
page 308

597 mm

1105 mm

SL-CLASSIC
1197 mm

1965 mm

UB-S-90K
1108 mm

630 mm

Model lines at a glance

GOD.215.100.WDHW
page 444

GOD.215.070.WDHWR
page 446

GOD.215.135
page 442

GOD.215.100
page 444

GOD.215.070.R
page 446

GOD.215.135.WDFW
page 442

706 mm

2149 mm

1006 mm

2149 mm

1356 mm

2149 mm

706 mm

2149 mm

2149 mm

2149 mm

G-OD

GOD.215.100.WDFW
page 444

GOD.215.070.WDFWR
page 446

G-PG

GPG.150.168.P
page 449

GPG.150.084.P
page 449

840 mm

750 mm

1485 mm

840 mm

GPG.150.084
page 449

460 mm

750 mm

840 mm

1500 mm

1500 mm

1680 mm

GPG.075.084
page 449

GPG.075.046
page 449
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V-LINE
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V-LINE

Overview: model line V-LINE
Safety storage cabinets type 90

1966 mm

1966 mm

V-MOVE-90 model class with unicolour design and electronic vertical drawer with automatic closing system
819 mm
449 mm

V90.196.081.VDAC:0012

V90.196.045.VDAC:0012

page 32

page 36

1966 mm

1966 mm

V-MOVE-90 model class with bi-colour design and electronic vertical drawer with automatic closing system
819 mm
449 mm

V90.196.081.VDAC:0013

V90.196.045.VDAC:0013

page 32

page 36

27

V-MOVE-90

asecos V-LINE
TAKING SAFETY A STEP FURTHER
Maximum safety while storing hazardous materials was an ambition for the asecos developers.
Various requirements needed to be fulﬁlled by the new
V-LINE cabinets: Type-tested ﬁre resistance of 90 minutes, automatic drawer closing when the cabinet is not
in active use and electronic vertical drawers with an intelligent stop function in order to prevent being trapped.
Due to the standard automatic closing system, the
vertical drawers of the V-LINE are always safely
closed. When not in use the drawers close automatically
after approx. 60 seconds. In the event of ﬁre an electronic temperature sensor triggers the closing of the vertical drawers. Even in the case of a power breakdown, a
back-up battery ensures that the drawers close safely and
automatically at any time.
Furthermore, the standard stop function of the electronic
vertical drawers detects resistance and reacts immediately. Should the drawer be blocked by an object during the
opening procedure, the process will stop and an acoustic
signal will be emitted.

28

An acoustic signal is similarly emitted if the vertical drawer is blocked while closing. In this case the drawer stops
immediately and opens again slightly.
The risk of being trapped is eliminated.
Thought has also been given to the possible risk of tipping over. If one of the vertical drawers of the two-drawer
cabinet is open, the electronics detects this and holds
the second drawer in the closed position. The inadvertent opening of both drawers is prevented. (see picture
below)
Locking the cabinet using the cylinder lock, over-rides
the motor and ensures the vertical drawers can not be
moved.
This reliably prevents unauthorised access to the
stored hazardous materials.

V-MOVE-90

MAXIMUM COMFORT
FOR THE USER
Same storage volume as standard cabinets – but only
half the cabinet width
With a width of just 45 cm, a V-LINE safety storage cabinet can
hold almost the same quantity of hazardous materials as a 90
cm-wide safety storage cabinet with drawers.

Cabinet

asecos V-LINE
Vertical drawers
with shelves
Width: 45 cm

asecos S-LINE
Wing doors
with drawers
Width: 90 cm

Storage levels

6

6

Total storage volume of
1-litre bottles
(ISO 4796-1)

126

138

Application example — laboratory

Flexible storage
V-LINE cabinets are easily adapted to suit personal storage
needs. The shelves can be adjusted by the cabinet user to any
desired division with increments of 25 mm.

Application example — industry
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V-MOVE-90

Overview: model line V-LINE
Safe and approved storage of ﬂammable hazardous substances in working areas

Optimum integration and
use of space
• With a depth of 86 cm, V-LINE cabinets
now use the space next to laboratory
fume cupboards and work benches that
conventional hazardous material cabinets
have left unused.

Maximum comfort

Warranty up to 10 years

• The vertical drawer technology allows

• The quality of the V-LINE convinces. That’s

access and visibility to all stored containers
from both sides

why we give you a manufacturer’s warranty
of up to 10 years

Further features of this model class

Modern colour design

Innovative technology

No unauthorised use

• Bi-colour design – choice of 5 door colours
for the scratch proof surface
• Unicolour design – choice of 2 colours for
the powder-coated surface

• at the push of a button the vertical drawers
open and close automatically
• the drawers glide softly and quietly out of
and into the cabinet body, without additional physical efforts
• the stop function of the vertical drawers
detects resistances and eliminates the risk
of being trapped

• doors lockable with cylinder lock; the
cabinets can be integrated by the customer
in an existing master key system
• locking status indicator (red/green) signals
the locking status of the cabinet

Possible interior equipment

1

• Height-adjustable shelves in
different versions

30

2

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

3

• Guard rail system for shelves
as additional tilt protection for
stored containers (optional)

V-MOVE-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• Excellent products with special manufacturer warranty
• Extended manufacturer warranty of up
to 10 years in combination with an asecos
service tariff

1

3

2
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V-MOVE-90 081 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
V-MOVE-90 model V90.196.081.VDAC:0012
light grey (RAL 7035), interior equipment with 5 x shelf, 1 x perforated
insert, 1 x bottom collecting sump, 5 x shelf, 1 x perforated insert
(sheet steel powder-coated), 1 x bottom collecting sump (sheet steel
powder-coated)
Order No. 35035-001-35103 4
(Guard rail system optional)

• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated surface
• Electronic opening and closing:
the vertical drawers open and close at
the push of a button
• Perfect access: the vertical drawers
provide an overview and simple access
to the stored containers
• Always closed: serial automatic door
closing (TSA) after approx. 60 seconds
with acoustic and visual signal before
drawer closing
• No unauthorised use: vertical
drawers lockable with cylinder locking
(integration in an existing locking

system possible) and locking state
indicator (red/green)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Anti-slip rubber mats
• Shelves with load capacity of 50 kg
• Perforated insert useable as storage
area
• Shelf guard rail system
• Bottom collecting sump
• Tray shelves with load capacity of
50 kg
• Sump inliner (PP)

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Bi-colour design
For harmonious integration in all industrial environments
Guard rail system (optional)
Additional tilt protection for stored containers
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Order No. 25099 3

V-MOVE-90 081 cm

Safety storage cabinet
V-MOVE-90 model V90.196.081.VDAC:0013
body colour anthracite grey (RAL 7016), with vertical drawers in warning yellow
(RAL 1004), interior equipment with 4 x shelf, 1 x perforated insert, 1 x bottom
collecting sump, 4 x shelf, 1 x perforated insert (sheet steel powder-coated),
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 35086-040-35102 4
(Guard rail system optional)

Safety storage cabinet
V-MOVE-90 model V90.196.081.VDAC:0013
body colour anthracite grey (RAL 7016), with vertical drawers in stainless steel,
interior equipment with 4 x shelf, 1 x perforated insert, 1 x bottom collecting sump,
5 x shelf, 1 x perforated insert (sheet steel powder-coated), 1 x bottom collecting
sump (sheet steel powder-coated)
Order No. 35086-051-35104 4
(Guard rail system optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

RAL
7035

RAL
3020

001

040

041

046

RAL
5010

047

V-MOVE-90: PLEASE CHECK LOCAL AVAILABILITY.
STAA INLESS S
STAI
STEEE L

051

35035 —

001

Unicolour
Model
V90.196.081.VDAC:0012

Information / equipment
without interior equipment with vertical drawers, with TSA

Order No.
35035

Body colour
Light grey RAL 7035

Front colour vertical drawer
light grey RAL 7035

Order No.
001

Bi-colour
Model
V90.196.081.VDAC:0013

Information / equipment
without interior equipment with vertical drawers, with TSA

Order No.
35086

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Front colour vertical drawer
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
stainless steel

Order No.
040
041
046
047
051

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 4x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
Right: 4x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
Left: 5x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
Right: 5x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
Left: 4x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
Right: 5x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
Left: 4x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)
Right: 4x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)
Left: 4x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)
Right: 5x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)
Left: 5x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)
Right: 5x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)

Material
sheet steel powder-coated RAL 7035

— 35102

Order No.
35102

sheet steel powder-coated RAL 7035

35103

sheet steel powder-coated RAL 7035

35104

sheet steel powder-coated RAL 7035

36113

sheet steel powder-coated RAL 7035

36114

sheet steel powder-coated RAL 7035

36115

Ready for dispatch within
Days
Weeks
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V-MOVE-90 081 cm

Individual conﬁguration of model V90.196.081.VDAC

Unicolour
Model
V90.196.081.VDAC:0012

Information / equipment
without interior equipment with vertical drawers, with TSA

Body colour
Light grey RAL 7035

Front colour vertical drawer
light grey RAL 7035

Bi-colour
Model
V90.196.081.VDAC:0013

Information / equipment
without interior equipment with vertical drawers, with TSA

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Front colour vertical drawer
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
stainless steel

W x D x H (mm)
819 x 860 x 1966

Order No.
35035

Order No.
001

W x D x H (mm)
819 x 860 x 1966

Order No.
35086

Order No.
040
041
046
047
051
1)

Interior equipment

Material

W x D x H (mm)

Shelf guard rail system (set for 1x shelf)

sheet steel powder-coated RAL 7035

40 x 719 x 80

Shelf

sheet steel powder-coated RAL 7035

316 x 716 x 21*

2)

3)

Order No.
35099
50.00

35097

Tray shelf

sheet steel powder-coated RAL 7035

316 x 716 x 28*

50.00

Perforated insert

sheet steel powder-coated RAL 7035

310 x 713 x 60

50.00

Bottom collecting sump

sheet steel powder-coated RAL 7035

315 x 718 x 80

12.50

11.36

33524

5.50

5.00

36355

Sump inliner for tray shelf

PP

310 x 700 x 30

Anti-slip rubber mat

grey

305 x 705 x 2

Accessories
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

6.00

5.45

35978
35098

33575

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

V-MOVE-90: PLEASE CHECK LOCAL AVAILABILITY.
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Ready for dispatch within
Days
Weeks

V-MOVE-90 081 cm
Front view

Side view

819

1448

Selectional view

1966

Guard rail system

Shelf

Bottom collecting sump
Perforated insert

Top view

V90.196.081.VDAC
mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²
W
W
V
A

819 x 860 x 1966
701 x 775 x 1750
500
9
5
5
240
512
0,5
50
85-265
0.5

V90.196.081.VDAC
Shelves/number
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves
5
4
250
248
300
248
298
248
298
248
298
245
295

V90.196.081.VDAC
Quantity
46
21
8

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Laboratory glass bottles
1 litre
Laboratory glass bottles
2.5 litres

230

292
Earthing link

392

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Power consump. in standby mode
Power consump. in operation
Nominal voltage
Max. current consumption

860

Technical data

Exhaust air DN 75
Fresh air

3

2

1
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V-MOVE-90 045 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
V-MOVE-90 model V90.196.045.VDAC:0013
body colour anthracite grey (RAL 7016), with vertical drawer in stainless steel, interior equipment with 4 x tray shelf, 1 x bottom collecting
sump (sheet steel powder-coated)
Order No. 35085-051-36111 4
(Guard rail system optional)

• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated surface
• Electronic opening and closing:
the vertical drawer opens and closes at
the push of a button
• Perfect access: the vertical drawer
provides an overview and simple
access to the stored containers
• Always closed: serial automatic door
closing (TSA) after approx. 60 seconds
with acoustic and visual signal before
drawer closing
• No unauthorised use: vertical
drawer lockable with cylinder locking
(integration in an existing locking

system possible) and locking state
indicator (red/green)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Anti-slip rubber mats
• Shelves with load capacity of 50 kg
• Perforated insert useable as storage
area
• Shelf guard rail system
• Bottom collecting sump
• Tray shelves with load capacity of
50 kg
• Sump inliner (PP)

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Guard rail system (optional)
Additional tilt protection for stored containers
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Stainless steel front
V-LINE cabinets are available with resistant, food-safe,
stainless steel fronts – ideal whenever maximum resistance is required.
Order No. 25099 3

V-MOVE-90 045 cm

Safety storage cabinet
V-MOVE-90 model V90.196.045.VDAC:0013
body colour anthracite grey (RAL 7016), with vertical drawer in warning yellow
(RAL 1004), interior equipment with 4 x shelf, 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 35085-040-35100 4
(Guard rail system optional)

Safety storage cabinet
V-MOVE-90 model V90.196.045.VDAC:0012
light grey (RAL 7035), interior equipment with 5 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 35034-001-35101 4
(Guard rail system optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

RAL
7035

RAL
3020

001

040

041

046

RAL
5010

047

V-MOVE-90: PLEASE CHECK LOCAL AVAILABILITY.
STAA INLESS S
STAI
STEEE L

051

35034 —

001

Unicolour
Model
V90.196.045.VDAC:0012

Information / equipment
without interior equipment with vertical drawer, with TSA

Order No.
35034

Body colour
Light grey RAL 7035

Front colour vertical drawer
light grey RAL 7035

Order No.
001

Bi-colour
Model
V90.196.045.VDAC:0013

Information / equipment
without interior equipment with vertical drawer, with TSA

Order No.
35085

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Front colour vertical drawer
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
stainless steel

Order No.
040
041
046
047
051

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
5x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.5L)
4x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)
5x tray shelf (V=6.0L), 1x bottom collecting sump (V=12.5L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035

— 35100

Order No.
35100
35101
36111
36112

Ready for dispatch within
Days
Weeks
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V-MOVE-90 045 cm

Individual conﬁguration of model V90.196.045.VDAC

Unicolour
Model
V90.196.045.VDAC:0012

Information / equipment
without interior equipment with vertical drawer, with TSA

Body colour
Light grey RAL 7035

Front colour vertical drawer
light grey RAL 7035

Bi-colour
Model
V90.196.045.VDAC:0013

Information / equipment
without interior equipment with vertical drawer, with TSA

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Front colour vertical drawer
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
stainless steel

W x D x H (mm)
449 x 860 x 1966

Order No.
35034

Order No.
001

W x D x H (mm)
449 x 860 x 1966

Order No.
35085

Order No.
040
041
046
047
051
1)

Interior equipment

Material

W x D x H (mm)

Shelf guard rail system (set for 1x shelf)

sheet steel powder-coated RAL 7035

40 x 719 x 80

Shelf

sheet steel powder-coated RAL 7035

316 x 716 x 21*

2)

3)

Order No.
35099
50.00

35097

Tray shelf

sheet steel powder-coated RAL 7035

316 x 716 x 28*

50.00

Perforated insert

sheet steel powder-coated RAL 7035

310 x 713 x 60

50.00

Bottom collecting sump

sheet steel powder-coated RAL 7035

315 x 718 x 80

12.50

11.36

33524

5.50

5.00

36355

Sump inliner for tray shelf

PP

310 x 700 x 30

Anti-slip rubber mat

grey

305 x 705 x 2

Accessories
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

6.00

5.45

35978
35098

33575

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

V-MOVE-90: PLEASE CHECK LOCAL AVAILABILITY.
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Ready for dispatch within
Days
Weeks

V-MOVE-90 045 cm
Front view

Side view

449

1448

Selectional view

1966

Shelf guard rail system

Shelf

Bottom collecting sump
Perforated insert

Top view

V90.196.045.VDAC
449 x 860 x 1966
331 x 775 x 1750
344
5
5
5
120
580
0,5
50
85-265
0.5

V90.196.045.VDAC
Shelves/number
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves
5
4
250
248
300
248
298
248
298
248
298
245
295

V90.196.045.VDAC
Quantity
46
21
8

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Laboratory glass bottles
1 litre
Laboratory glass bottles
2.5 litres

224

Earthing link

399

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²
W
W
V
A

187

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Power consump. in standby mode
Power consump. in operation
Nominal voltage
Max. current consumption

860

Technical data

Exhaust air DN 75
Fresh air

3

2

1

39

Q-LINE
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Q-LINE

Overview: model line Q-LINE
Safety storage cabinets type 90
Q-CLASSIC-90 model class with wing doors

1193 mm
1953 mm

1193 mm
1953 mm

599 mm
1953 mm

893 mm
1953 mm

1953 mm

1193 mm

Q-CLASSIC-90 model class with wing doors and dividing walls

Q90.195.120

Q90.195.090

Q90.195.060

Q90.195.120.MV

Q90.195.120.MM

page 44

page 56

page 60

page 48

page 52

Q-PHOENIX-90 model class with folding doors
1193 mm
1953 mm

1953 mm

1953 mm

1953 mm

Q-PEGASUS-90 model class with wing doors, door open arrest system,
automatic door closing (TSA) and one-hand operation (AGT)
1193 mm
893 mm
599 mm

Q90.195.120.WDAC

Q90.195.090.WDAC

Q90.195.060.WDAC

Q90.195.120.FD

page 72

page 76

page 80

page 86

1953 mm

1953 mm

1953 mm

Q-CLASSIC-90 model class with wing doors and door open arrest system (partly),
additionally tested in accordance with FM standard 6050 and UL/ULC standard 1275
1193 mm
893 mm
599 mm

Q90.195.120.FU.WDC
Q90.195.120.FU.WDAS

Q90.195.090.FU.WDC
Q90.195.090.FU.WDAS

Q90.195.060.FU.WDC
Q90.195.060.FU.WDAS

page 64

page 66

page 68

Safety storage cabinets type 30
Q-CLASSIC-30 model class with wing doors

1947 mm

564 mm
1947 mm

864 mm
1947 mm

1947 mm

1164 mm

Q-DISPLAY-30 model class with wing door
and ﬁxed window
864 mm

Q30.195.116

Q30.195.086.WD

Q30.195.056

Q30.195.086.WDFW

page 94

page 98

page 102

page 114

1947 mm

1947 mm

1947 mm

Q-CLASSIC-30 model class with wing doors and door open arrest system (partly), additionally tested in accordance with FM standard 6050
and UL/ULC standard 1275
1164 mm
864 mm
564 mm

Q30.195.116.FU.WDC
Q30.195.116.FU.WDAS

Q30.195.086.FU.WDC
Q30.195.086.FU.WDAS

Q30.195.056.FU.WDC
Q30.195.056.FU.WDAS

page 106

page 108

page 110
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Q-CLASSIC-90

Overview: model class Q-CLASSIC-90
Safe and approved storage of ﬂammable hazardous substances in working areas

Robust talent

High ﬂexibility

Warranty up to 10 years

• Extremely robust design with scratch-proof

• Integrated transport base for simple

• The quality of Q convinces. That’s why we

surface
• Triple hinged door for extreme strain
• Safety elements assembled outside the
storage compartment for increased protection against corrosion

inhouse transport
• Cabinet can be transported upright through
doors (all Q-LINE models)
• Adjustable feet installed in the base allow
the safe and fast compensation of minor
surface unevenness

give you a manufacturer’s warranty of up
to 10 years

Further features of this model class

Modern bicolour design
• The Q-CLASSIC brings colour to your
workplace: choice of seven door colours at
no extra cost
• Language-free labelling for optimum international usability

Cylinder lock with locking status
indicator

Visual inspection of the exhaust air
function

• Doors lockable with cylinder lock; the
cabinets can be integrated by the customer
in an existing master key system
• Locking status indicator (red/green) signals
the locking status of the cabinet

• Integrated air ducts ready for connection
(DN 75) to a technical exhaust system
• Visual inspection of the exhaust air function
in the exhaust grille (rotating fan impeller)

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump
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2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

Q-CLASSIC-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to ten years in connection with the asecos
PREMIUM tariff

1

2

3
• Certain cabinets of this model group have
been additionally tested in accordance with FM
Standard 6050 and are compliant to NFPA
Code 30, NFPA 1 Fire Code, OSHA
• Further information on these models
from page 64

4

• Certain cabinets of this model group have been
additionally tested in accordance with Underwriters Laboratories-Standard 1275 and
ULC /ORD - C1275-84-Standard.
• Further information on these models
from page 64
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Q-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30001-040-33635 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Order No. 14220 3
Further information from page 48
Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand
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Maximum ﬂexibility
No problem with the Q-CLASSIC-90 including transport
base and
- technical ventilation with recirculating air ﬁlter system
(optional)
- Q-Mover (optional) for in-house transport

Order No. 25099 3

Q-CLASSIC-90 120 cm

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 30001-041-33647 4
(base cover optional)

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120
body colour anthracite grey (RAL 7016), with wing doors in traffic red (RAL 3020),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 30001-046-33649 4
(base cover and recirculating air ﬁlter system optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

30001 —

040

without interior equipment
Q90.195.120

Information / equipment
without interior equipment

Order No.
30001

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33649

Order No.
33635
33636
33637
33638
33640
33642
33643
33644
33645
30013
30014
33647
33648
33649
33651
33652
33653

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 120 cm

Individual conﬁguration of model Q90.195.120

Model
Q90.195.120

Information / equipment
without interior equipment

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
1193 x 615 x 1953

Order No.
30001

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

30793

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 120 cm
Front view

Side view

1193

Selectional view

615

1193

Tray shelf, metal-free

Drawer (heavy-duty)

1953

Drawer

Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert

1120

Top view

Q90.195.120
155

1193 x 615 x 1953
1050 x 522 x 1647
424
9
5
5
600
531

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
1120

884

(155)

Exhaust air DN
75
Fresh air

551

°

,5

89

,5

89

°

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

615

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

156

Technical data

1007

Q90.195.120
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
130
185
130
170
215
130
170
200
280
130
170
200
230
280
280
130
170
200
230
295
230
130
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q90.195.120
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves

Q90.195.120
Quantity
90
40
40
40
15

(mm)
(mm)
(mm)
(mm)

4

375
360
360
390
4
370
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

3

2

1
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Q-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.MV
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (stainless steel), 3 x tray shelf,
1 x bottom collecting sump (PP)
Order No. 34214-040-33544 4
(base cover optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Two in one: 2 compartments
(vertical seperated) allow the storage
of ﬂammable liquids and aggressive
chemicals in one cabinet
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Separate storage
Dividing wall allows the spatial separated storage of
different hazardous materials
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Order No. 25099 3

Q-CLASSIC-90 120 cm

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.MV
body colour anthracite grey (RAL 7016), with wing doors in traffic red (RAL 3020),
interior equipment with 3 x shelf, 1 x perforated insert, 1 x bottom collecting sump
(sheet steel powder-coated), 3 x tray shelf, 1 x bottom collecting sump (PP)
Order No. 34214-046-33656 4
(base cover optional)

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.MV
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 3 x tray shelf, 1 x bottom collecting sump (PP), 6 x drawer
(sheet steel powder-coated)
Order No. 34214-041-33657 4
(base cover and recirculating air ﬁlter system optional)

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

34214 —

050

040

Model
Q90.195.120.MV

Information / equipment
without interior equipment, with vertical dividing wall

Order No.
34214

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035, PP grey
stainless steel, PP grey

— 33544

Order No.
33656
33544

sheet steel powder-coated RAL 7035, PP grey

33657

stainless steel, PP grey

33658

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 120 cm

Individual conﬁguration of model Q90.195.120.MV

Model
Q90.195.120.MV

Information / equipment
without interior equipment, with vertical dividing wall

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
1193 x 615 x 1953

Order No.
34214

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036 30036

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

30793 30793

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 120 cm
Front view

Side view

1193

Selectional view

615

1193

Tray shelf, metal-free

Drawer

1953

Tray shelf (bottom collecting
sump used as storage area)

Shelf

Storage box

90

Bottom collecting sump

Perforated insert

1120

Top view

Q90.195.120.MV
155

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

1193 x 615 x 1953
left: 450 x 522 x 1647
right: 450 x 522 x 1647
454
9
5
5
600
595

Transport base
Entry width transport base
Entry height transport base

mm
mm

1120
90

884

(155)

Exhaust air DN
75
Fresh air

551

°

,5

89

,5

89

°

mm
mm

615

External dimensions W x D x H
Internal dimensions W x D x H

156

Technical data

1007

Q90.195.120.MV
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers (right or left side)
9
8
7
6
5
4+1
4
3+1
3
180
135
180
135
170
210
135
170
200
275
135
170
200
230
275
275
135
170
200
230
295
230
370
340
135
170
200
230
295
230
360
330
470
170
170
200
230
295
230
360
330
525
200
200
200
230
295
475
390
475
525

Q90.195.120.MV
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves (right or left side)
4
3
370
285
400
315
380
315
410

Q90.195.120.MV
Quantity
30
12
12
12
6

(mm)
(mm)
(mm)
(mm)

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

2

1045
490

3

3

2

2

1

1

2
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Q-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.MM
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 4 x shelf, 4 x bottom
collecting sump (sheet steel powder-coated)
Order No. 34192-040-34210 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• All in one: different compartments
(multiple seperation) allow the storage
of different hazardous materials in one
cabinet
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Order No. 25099 3
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Separate storage
Dividing wall allows the spatial separated storage of
different hazardous materials

Q-CLASSIC-90 120 cm

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.MM
body colour anthracite grey (RAL 7016), with wing doors in traffic red (RAL 3020),
interior equipment with 2 x shelf, 2 x perforated insert, 2 x bottom collecting sump,
2 x drawer, 2 x drawer (sheet steel powder-coated)
Order No. 34192-046-34212 4
(base cover and recirculating air ﬁlter system optional)

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.MM
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 2 x tray shelf, 2 x bottom collecting sump (PP), 4 x drawer
(sheet steel powder-coated)
Order No. 34192-041-34213 4
(base cover optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

34192 —

040

Model
Q90.195.120.MM

Information / equipment
without interior equipment, with horizontal / vertical dividing wall

Order No.
34192

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x shelf, 4x perforated insert, 4x bottom collecting sump (V=22.0L)
4x shelf, 4x perforated insert, 4x bottom collecting sump (V=22.0L)
4x shelf, 4x bottom collecting sump (V=22.0L)
4x shelf, 4x bottom collecting sump (V=22.0L)
Top: 2x shelf, 2x perforated insert, 2x bottom collecting sump (V=22.0L)
Bottom: 2x drawer (V=4.5L), 2x drawer (V=4.5L)
Left: 4x drawer (V=4.5L)
Right: 2x tray shelf (V=11.0L), 2x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035, PP grey

— 34212

Order No.
34211
34207
34210
34205
34212
34213

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 120 cm

Individual conﬁguration of model Q90.195.120.MM

Model
Q90.195.120.MM

Information / equipment
without interior equipment, with horizontal / vertical dividing wall

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
1193 x 615 x 1953

Order No.
34192

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036 30036

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

30793 30793

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 120 cm
Front view

Side view

1193

Selectional view
1193

615

Drawer

Tray shelf (bottom collecting
sump used as storage area)

1953

Bottom collecting sump

Perforated insert
Tray shelf, metal-free

Storage box

Shelf

90

Bottom collecting sump

1120

Top view

Q90.195.120.MM
155

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

1193 x 615 x 1953
all compartments:
450 x 522 x 810
460
9
5
5
600
531

Transport base
Entry width transport base
Entry height transport base

mm
mm

1120
90

884

(155)

Exhaust air DN
75
Fresh air

551

°

,5

89

,5

89

°

mm
mm

615

External dimensions W x D x H
Internal dimensions W x D x H

156

Technical data

1007

Q90.195.120.MM

Standard storage heights of the drawers
top compartments
bottom compartments
2
2

Drawers/number
Distance
Distance

o
n

(mm)

340

339

(mm)

330

330

Q90.195.120.MM
Shelves/number
Distance

n

Q90.195.120.MM
Quantity

3

3

2

2

1

1

Standard storage heights of the shelves
top compartments
bottom compartments
2
2
(mm)

370

370

Storage capacities per drawer/type of container
Type of container
Container size

30

Aerosol cans

400 ml

12

Cans

1 litre

12

Laboratory glass bottles

1 litre

12

Laboratory PE-bottles

1 litre

6

Laboratory glass bottles

2.5 litres
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Q-CLASSIC-90 090 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.090
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30041-040-33622 4
(base cover and extraction unit optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand
For PEGASUS safety storage cabinets see page 70

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Drawers
High storage capacity
Ideal for the storage of small containers
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Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Order No. 25099 3

Q-CLASSIC-90 090 cm

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.090
body colour anthracite grey (RAL 7016), with wing doors in gentian blue
(RAL 5010), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 30041-047-33627 4
(base cover optional)

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.090
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 30041-041-33629 4
(base cover optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

30041 —

040

without interior equipment
Q90.195.090

Information / equipment
without interior equipment

Order No.
30041

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33627

Order No.
33622
33623
33624
33625
30047
30048
30049
30050
30051
30052
33627
33628
33629
33631
33632
33633

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 090 cm

Individual conﬁguration of model Q90.195.090

Model
Q90.195.090

Information / equipment
without interior equipment

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
893 x 615 x 1953

Order No.
30041

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

stainless steel
sheet steel powder-coated RAL 7035

723 x 488 x 83*
725 x 445 x 80*

22.00
22.00

20.00
20.00

30062
33621

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

27948

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

9707

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

818 x 35 x 85

30069

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

30793

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 090 cm
Front view

Side view

Selectional view

615

893

893

Tray shelf, metal-free

Drawer (heavy-duty)

1953

Drawer
Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert
820

Top view

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

893 x 615 x 1953
750 x 522 x 1647
343
6
5
5
600
654

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
820

155

584
Exhaust air DN
75

(155)

Fresh air

89

401

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

156

Q90.195.090

615

Technical data

706

Q90.195.090
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
135
185
135
170
215
135
170
200
280
135
170
200
230
280
280
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q90.195.090
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves

Q90.195.090
Quantity
49
23
23
23
9

(mm)
(mm)
(mm)
(mm)

4

375
360
360
390
4
370
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

3

2

1
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Q-CLASSIC-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.060
body colour anthracite grey (RAL 7016), with wing door in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30072-040-33600 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Easy handling with comfort: door
stops in any position, self-closing in the
event of ﬁre
• No unauthorised use: door lockable
with cylinder locking (integration in an
existing locking system possible) and
locking state indicator (red/green)
• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Drawers
High storage capacity
Ideal for the storage of small containers

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

60

Maximum ﬂexibility
No problem with the Q-CLASSIC-90 including transport
base and
- technical ventilation with recirculating air ﬁlter system
(optional)
- Q-Mover (optional) for in-house transport

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Q-CLASSIC-90 060 cm

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.060
body colour anthracite grey (RAL 7016), with wing door in traffic red (RAL 3020),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 30072-046-33608 4
(base cover optional)

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.060
body colour anthracite grey (RAL 7016), with wing door in gentian blue (RAL 5010),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 30072-047-33610 4
(base cover and recirculating air ﬁlter system optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

30072 —

040

without interior equipment
Q90.195.060
Q90.195.060.R

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged

Order No.
30072
30073

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 30096

Order No.
Door hinge: left right
33600 34371
33602 34372
33603 34373
33604 34374
33606 34375
30081 33412
30082 33413
30083 33414
30084 33415
30085 33416
30086 33417
30087 33418
33608 34376
33609 34377
33610 34378
30091 33422
30092 33423
33616 34381
33617 34382
33618 34383
30096 33427
30097 33428

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 060 cm

Individual conﬁguration of model Q90.195.060

Model
Q90.195.060
Q90.195.060.R

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
599 x 615 x 1953
599 x 615 x 1953

Order No.
30072
30073

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 170 mm
Bottom collecting sump height = 180 mm

stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

415 x 480 x 127*
442 x 457 x 130
439 x 504 x 171*
439 x 454 x 180*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

30104 30104
33594 33594
30105 30105
33605 33605

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30029 30029
9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

8719

8719

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Base cover

sheet steel powder-coated textured RAL 7016

524 x 35 x 85

30112

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037 30037

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring

30112

30793 30793

Order No.
14218
25099
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 060 cm
Front view

Side view

599

Selectional view

615

599

Tray shelf, metal-free

Drawer
1953

Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert

526

Top view

Q90.195.060
599 x 615 x 1953
450 x 522 x 1647
265
4
5
5
600
894

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
526

Q90.195.060
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
180
135
180
135
170
210
135
170
200
275
135
170
200
230
275
275
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
475

Q90.195.060
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves

Q90.195.060
Quantity
30
12
12
12
6

(mm)
(mm)
(mm)
(mm)

(155)

290

(155)
156

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air
Exhaust air DN 75

514

89

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

615

Technical data

4

3+1

3

2

370
360
360
390

340
330
330
475

470
525
525

1045
490

3

2

4
370
285
315
315
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

400
380
410

3

2

1
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Q-CLASSIC-90 120 cm TRIPLE CERTIFIED

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.120.FU.WDC
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 34632-040-34637 4

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts
ready for connection (DN 75) to a
technical exhaust system, spinning
wheel in the exhaust grid as an
indicator of sufficient technical ventilation
• Triple certiﬁed: cabinet tested
in accordance with EN 14470-1,
FM Standard 6050 and UL/ULC
Standard 1275
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as
storage area
• Tray shelves with load capacity
of 150 kg
• Bottom collecting sump

Technical data

Q90.195.120.FU.WDC/.WDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

1193 x 615 x 1953
1050 x 522 x 1647
424
9
5
5
600
531

Transport base
Entry width transport base
Entry height transport base

mm
mm

1120
90
Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

RAL
7035

040

041

34632 —

040

Model
Q90.195.120.FU.WDC
Q90.195.120.FU.WDAS

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved
without interior equipment, FM 6050 and UL/ULC 1275 approved , with door open arrest system

Order No.
34632
37584

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035
7035
7035
7035

— 34637

Order No.
34637
34638
34639
34640
37594
37597
37606
37609

Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 120 cm TRIPLE CERTIFIED
Front view

Side view

1193

Selectional view

615

1193

Shelf

1953

Tray shelf (bottom collecting
sump used as storage area)

90

Perforated insert
Bottom collecting sump

1120

Top view
884

(155)

156

155

Fresh air

551

°

,5

89

,5

89

°

615

Exhaust air DN
75

Individual conﬁguration of model
Q90.195.120.FU.WDC/Q90.195.120.FU.WDAS

1007

Q90.195.120.FU.WDC
Q90.195.120.FU.WDAS

Information / equipment
W x D x H (mm)
without interior equipment, FM 6050 and UL/ULC 1275 approved
1193 x 615 x 1953
without interior equipment, FM 6050 and UL/ULC 1275 approved , with door open arrest 1193 x 615 x 1953
system

Order No.
34632
37584

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041
1)

Interior equipment
Shelf
Tray shelf
Perforated insert
Bottom collecting sump

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel

7035
7035
7035
7035

W x D x H (mm)
1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*
1024 x 417 x 60
1024 x 417 x 60
1025 x 445 x 80*
1025 x 445 x 80*

75.00
75.00
150.00
150.00
75.00
75.00

2)

3)

33.00
33.00

30.00
30.00

33.00
33.00

30.00
30.00

Order No.
30021
30024
30028
30064
5536
5773
33634
33641

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 90 cm TRIPLE CERTIFIED

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.090.FU.WDC
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 34623-040-34628 4
(base cover optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts
ready for connection (DN 75) to a
technical exhaust system, spinning
wheel in the exhaust grid as an
indicator of sufficient technical ventilation
• Triple certiﬁed: cabinet tested in
accordance with EN 14470-1, FM
Standard 6050 and UL/ULC Standard
1275
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Technical data

Q90.195.090.FU.WDC/.WDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

893 x 615 x 1953
750 x 522 x 1647
343
6
5
5
600
654

Transport base
Entry width transport base
Entry height transport base

mm
mm

820
90
Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

RAL
7035

040

041

34623 —

040

Model
Q90.195.090.FU.WDC
Q90.195.090.FU.WDAS

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved
without interior equipment, FM 6050 and UL/ULC 1275 approved , with door open arrest system

Order No.
34623
37585

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=23.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=23.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=23.5L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=23.5L), 1x bottom collecting sump (V=22.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035
7035
7035
7035

— 34628

Order No.
34628
34629
34630
34631
37595
37598
37607
37610

Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 90 cm TRIPLE CERTIFIED
Front view

Side view

Selectional view

615

893

893

Shelf

1953

Tray shelf (bottom collecting
sump used as storage area)

90

Perforated insert
Bottom collecting sump
820

Top view
584

(155)

615

Exhaust air DN
75

156

155

401

89

°

Fresh air

Individual conﬁguration of model
Q90.195.090.FU.WDC/Q90.195.090.FU.WDAS

706

Q90.195.090.FU.WDC
Q90.195.090.FU.WDAS

Information / equipment
W x D x H (mm)
without interior equipment, FM 6050 and UL/ULC 1275 approved
893 x 615 x 1953
without interior equipment, FM 6050 and UL/ULC 1275 approved , with door open arrest 893 x 615 x 1953
system

Order No.
34623
37585

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041
1)

Interior equipment
Shelf
Tray shelf
Perforated insert
Bottom collecting sump

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
stainless steel
sheet steel powder-coated RAL

7035
7035
7035

7035

W x D x H (mm)
740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*
724 x 417 x 70
724 x 417 x 70
723 x 488 x 83*
725 x 445 x 80*

75.00
75.00
150.00
150.00
75.00
75.00

2)

3)

23.50
22.00

21.36
20.00

22.00
22.00

20.00
20.00

Order No.
30059
30061
30828
30829
11165
11168
30062
33621

Base cover

sheet steel powder-coated textured RAL 7016

818 x 35 x 85

30069

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-90 60 cm TRIPLE CERTIFIED

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-90 model Q90.195.060.FU.WDC
body colour anthracite grey (RAL 7016), with wing door in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 34610-040-34617 4
(base cover optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

RAL
7035

040

041

Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Technical data

Q90.195.060.FU.WDC(R)/.WDAS(R)

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

599 x 615 x 1953
450 x 522 x 1647
265
4
5
5
600
894

Transport base
Entry width transport base
Entry height transport base

mm
mm

526
90
Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts
ready for connection (DN 75) to a
technical exhaust system, spinning
wheel in the exhaust grid as an
indicator of sufficient technical ventilation
• Triple certiﬁed: cabinet tested in
accordance with EN 14470-1, FM
Standard 6050 and UL/ULC Standard
1275

34610 —

040

Model
Q90.195.060.FU.WDC
Q90.195.060.FU.WDCR
Q90.195.060.FU.WDAS
Q90.195.060.FU.WDASR

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged, with door open arrest system
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged, with door open arrest system

Order No.
34610
34619
37586
37587

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=11.5L), 1x bottom collecting sump (V=22.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035
7035
7035
7035

— 34617

Order No.
34617
34618
34615
34616
37596
37599
37608
37611

Ready for dispatch within
Days
Weeks

Q-CLASSIC-90 60 cm TRIPLE CERTIFIED
Front view

Side view

599

Selectional view

615

599

Shelf

1953

Tray shelf (bottom collecting
sump used as storage area)

90

Perforated insert
Bottom collecting sump

526

Top view
290

(155)

615

156

(155)

Fresh air

514

89

°

Exhaust air DN 75

Individual conﬁguration of model
Q90.195.060.FU.WDC/Q90.195.060.FU.WDAS
Q90.195.060.FU.WDC
Q90.195.060.FU.WDCR
Q90.195.060.FU.WDAS
Q90.195.060.FU.WDASR

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged, with door
open arrest system
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged, with door
open arrest system

W x D x H (mm)
599 x 615 x 1953
599 x 615 x 1953
599 x 615 x 1953

Order No.
34610
34619
37586

599 x 615 x 1953

37587

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041
1)

Interior equipment
Shelf
Tray shelf
Perforated insert
Bottom collecting sump

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
stainless steel
sheet steel powder-coated RAL

7035
7035
7035

7035

W x D x H (mm)
440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*
420 x 439 x 60
420 x 439 x 60
415 x 480 x 127*
442 x 457 x 130

75.00
75.00
150.00
150.00
75.00
75.00

2)

3)

11.50
11.50

10.45
10.45

22.00
22.00

20.00
20.00

Order No.
30098
30102
30099
30103
5555
5776
30104
33594

Base cover

sheet steel powder-coated textured RAL 7016

524 x 35 x 85

30112

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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Q-PEGASUS-90

Overview: model class Q-PEGASUS-90
Safe and approved storage of ﬂammable hazardous substances in working areas

Robust talent

One hand operation

• Extremely robust design with scratch-proof

• One-hand operation for double-door

surface

cabinets

• Triple hinged door for extreme strain
• Safety elements assembled outside the
storage compartment for increased protection against corrosion

Door open arrest system
with serial automatic door
closing

• Container remains in one hand whilst
opening

• Doors remain open in the serial door open
arrest system, convenient and safe removal
or storage of containers
• Doors close automatically after approx. 60
seconds
• Acoustic and visual signal before closing

Cylinder lock with locking status
indicator

Visual inspection of the exhaust air
function

• Doors lockable with cylinder lock; the
cabinets can be integrated by the customer
in an existing master key system
• Locking status indicator (red/green) signals
the locking status of the cabinet

• Integrated air ducts ready for connection
(DN 75) to a technical exhaust system
• Visual inspection of the exhaust air function
in the exhaust grille (rotating fan impeller)

Further features of this model class

Modern bicolour design
• The Q-PEGASUS brings colour to your
workplace: choice of seven door colours at
no extra cost
• Language-free labelling for optimum international usability

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump

70

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

Q-PEGASUS-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to ten years in connection with the asecos
PREMIUM tariff

1

2

3

4
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Q-PEGASUS-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.120.WDAC
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30002-040-33635 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Effortless use: one-hand operation
for double-door cabinets (AGT)
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested doors
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Order No. 14220 3
Further information from page 374
Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand
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Maximum ﬂexibility
No problem with the Q-PEGASUS-90 including transport
base and
- technical ventilation with recirculating air ﬁlter system
(optional)
- Q-Mover (optional) for in-house transport

Order No. 25099 3

Q-PEGASUS-90 120 cm

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.120.WDAC
body colour anthracite grey (RAL 7016), with wing doors in pure white (RAL 9010),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 30002-050-33647 4
(base cover optional)

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.120.WDAC
body colour anthracite grey (RAL 7016), with wing doors in reseda green
(RAL 6011), interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 30002-048-33649 4
(base cover optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

30002 —

040

Model
Q90.195.120.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Order No.
30002

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33649

Order No.
33635
33636
33637
33638
33640
33642
33643
33644
33645
30013
30014
33647
33648
33649
33651
33652
33653

Ready for dispatch within
Days
Weeks
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Q-PEGASUS-90 120 cm

Individual conﬁguration of model Q90.195.120.WDAC

Model
Q90.195.120.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
1193 x 615 x 1953

Order No.
30002

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14220
14218
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-PEGASUS-90 120 cm
Front view

Side view

1193

Selectional view

615

1193

Tray shelf, metal-free

Drawer (heavy-duty)

1953

Drawer

Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert
1120

Top view

Q90.195.120.WDAC
1193 x 615 x 1953
1050 x 522 x 1647
424
9
5
5
600
531

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
1120

155

884

(155)
156

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Exhaust air DN 75
Fresh air

89

°

551

89

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

615

Technical data

1007

Q90.195.120.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
130
185
130
170
215
130
170
200
280
130
170
200
230
280
280
130
170
200
230
295
230
130
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q90.195.120.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Q90.195.120.WDAC
Quantity
90
40
40
40
15

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

375
360
360
390
4
370
285
315
315

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

3

2

1
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Q-PEGASUS-90 090 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.090.WDAC
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30042-040-33622 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Effortless use: one-hand operation
for double-door cabinets (AGT)
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested doors
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand
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Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Order No. 25099 3

Q-PEGASUS-90 090 cm

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.090.WDAC
body colour anthracite grey (RAL 7016), with wing doors in traffic red (RAL 3020),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 30042-046-33627 4
(base cover and recirculating air ﬁlter system optional)

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.090.WDAC
body colour anthracite grey (RAL 7016), with wing doors in gentian blue
(RAL 5010), interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 30042-047-33629 4
(base cover optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

30042 —

040

Model
Q90.195.090.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Order No.
30042

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33629

Order No.
33622
33623
33624
33625
30047
30048
30049
30050
30051
30052
33627
33628
33629
33631
33632
33633

Ready for dispatch within
Days
Weeks
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Q-PEGASUS-90 090 cm

Individual conﬁguration of model Q90.195.090.WDAC

Model
Q90.195.090.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
893 x 615 x 1953

Order No.
30042

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

stainless steel
sheet steel powder-coated RAL 7035

723 x 488 x 83*
725 x 445 x 80*

22.00
22.00

20.00
20.00

30062
33621

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

27948

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

9707

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

818 x 35 x 85

30069

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-PEGASUS-90 090 cm
Front view

Side view

Selectional view

615

893

893

Tray shelf, metal-free

Drawer (heavy-duty)

1953

Drawer
Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert
820

Top view

Q90.195.090.WDAC

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
820

155

584

(155)
156

893 x 615 x 1953
750 x 522 x 1647
343
6
5
5
600
654

Exhaust air DN
75
Fresh air

89

°

401

°

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

89

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

615

Technical data

706

Q90.195.090.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
135
185
135
170
215
135
170
200
280
135
170
200
230
280
280
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q90.195.090.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Q90.195.090.WDAC
Quantity
49
23
23
23
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

375
360
360
390
4
370
285
315
315

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

3

2

1
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Q-PEGASUS-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.060.WDAC
body colour anthracite grey (RAL 7016), with wing door in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30074-040-33600 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested door
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: door lockable
with cylinder locking (integration in an
existing locking system possible) and
locking state indicator (red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Maximum ﬂexibility
No problem with the Q-PEGASUS-90 including transport
base and
- technical ventilation with recirculating air ﬁlter system
(optional)
- Q-Mover (optional) for in-house transport
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Order No. 25099 3

Q-PEGASUS-90 060 cm

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.060.WDAC
body colour anthracite grey (RAL 7016), with wing door in traffic red (RAL 3020),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 30074-046-33608 4
(base cover optional)

Safety storage cabinet
Q-PEGASUS-90 model Q90.195.060.WDAC
body colour anthracite grey (RAL 7016), with wing door in gentian blue (RAL 5010),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 30074-047-33610 4
(base cover and recirculating air ﬁlter system optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

RAL
5010

047

RAL
6011

asecos
SILVER

RAL
9010

048

049

050

30074 —

040

Model
Q90.195.060.WDAC
Q90.195.060.WDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Order No.
30074
30075

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 33608

Order No.
Door hinge: left right
33600 34371
33602 34372
33603 34373
33604 34374
33606 34375
30081 33412
30082 33413
30083 33414
30084 33415
30085 33416
30086 33417
30087 33418
33608 34376
33609 34377
33610 34378
30091 33422
30092 33423
33616 34381
33617 34382
33618 34383
30096 33427
30097 33428

Ready for dispatch within
Days
Weeks
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Q-PEGASUS-90 060 cm

Individual conﬁguration of model Q90.195.060.WDAC

Model
Q90.195.060.WDAC
Q90.195.060.WDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
599 x 615 x 1953
599 x 615 x 1953

Order No.
30074
30075

Order No.
040
041
046
047
048
049
050
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 170 mm
Bottom collecting sump height = 180 mm

stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

415 x 480 x 127*
442 x 457 x 130
439 x 504 x 171*
439 x 454 x 180*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

30104 30104
33594 33594
30105 30105
33605 33605

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

18.50

16.82

18474

18474

8719

8719

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Base cover

sheet steel powder-coated textured RAL 7016

524 x 35 x 85

30112

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037 30037

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30112

30793 30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-PEGASUS-90 060 cm
Front view

Side view

599

Selectional view

615

599

Tray shelf, metal-free

Drawer
1953

Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert

526

Top view

Q90.195.060.WDAC
599 x 615 x 1953
450 x 522 x 1647
265
4
5
5
600
894

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
526

290

(155)
156

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air
Exhaust air DN 75

514

89

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

615

Technical data

Q90.195.060.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
180
135
180
135
170
210
135
170
200
275
135
170
200
230
275
275
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
475

Q90.195.060.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Q90.195.060.WDAC
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

3+1

3

2

370
360
360
390

340
330
330
475

470
525
525

1045
490

3

2

4
370
285
315
315

400
380
410

3

2

1
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Q-PHOENIX-90

Overview: model class Q-PHOENIX-90
Safe and approved storage of ﬂammable hazardous substances in working areas

The space-saving talent

High ﬂexibility

Warranty up to 10 years

• Extremely robust design with scratch-proof

• Integrated transport base for simple

• The quality of Q convinces. That’s why we

surface
• Space-saving folding doors, ideal for use in
case of narrow passage widths in front of
the cabinet
• Continuous anti-trapping door strips on the
folding doors offer maximum protection
during operation

inhouse transport
• Cabinet can be transported upright through
doors (all Q-LINE models)
• Adjustable feet installed in the base allow
the safe and fast compensation of minor
surface unevenness

give you a manufacturer’s warranty of up
to 10 years

Further features of this model class

Modern bicolour design
• Q-PHOENIX brings colour to your workplace: choice of two door colours at no
extra cost
• Language-free labelling for optimum international usability

Cylinder lock with locking status
indicator

Visual inspection of the exhaust air
function

• Doors lockable with cylinder lock; the
cabinets can be integrated by the customer
in an existing master key system
• Locking status indicator (red/green) signals
the locking status of the cabinet

• Integrated air ducts ready for connection
(DN 75) to a technical exhaust system
• Visual inspection of the exhaust air function
in the exhaust grille (rotating fan impeller)

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump

84

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

Q-PHOENIX-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to ten years in connection with the asecos
PREMIUM tariff

1

2

3

4
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Q-PHOENIX-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-PHOENIX-90 model Q90.195.120.FD
body colour anthracite grey (RAL 7016), with folding doors in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 32149-040-33635 4
(base cover optional)

• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Space saving folding doors: less
required space in front of the cabinet
while doors are open
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system
possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system, spinning wheel in
the exhaust grid as an indicator of
sufficient technical ventilation
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Maximum ﬂexibility and space saving construction
No problem with the Q-PEGASUS-90 including transport
base and
- technical ventilation with recirculating air ﬁlter system
(optional)
- Q-Mover (optional) for in-house transport
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Order No. 25099 3

Q-PHOENIX-90 120 cm

Safety storage cabinet
Q-PHOENIX-90 model Q90.195.120.FD
body colour anthracite grey (RAL 7016), with folding doors in warning yellow
(RAL 1004), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 32149-040-33647 4
(base cover optional)

Safety storage cabinet
Q-PHOENIX-90 model Q90.195.120.FD
body colour anthracite grey (RAL 7016), with folding doors in light grey (RAL 7035),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 32149-041-33649 4
(base cover optional)

Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

RAL
7035

040

041

32149 —

040

Model
Q90.195.120.FD

Information / equipment
without interior equipment with folding doors

Order No.
32149

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
040
041

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33647

Order No.
33635
33636
33637
33638
33640
33642
33643
33644
33645
30013
30014
33647
33648
33649
33651
33652
33653

Ready for dispatch within
Days
Weeks
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Q-PHOENIX-90 120 cm

Individual conﬁguration of model Q90.195.120.FD

Model
Q90.195.120.FD

Information / equipment
without interior equipment with folding doors

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035

W x D x H (mm)
1193 x 615 x 1953

Order No.
32149

Order No.
040
041
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14220
14218
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-PHOENIX-90 120 cm
Front view

Side view

1193

Selectional view

615

1193

Tray shelf, metal-free

Drawer (heavy-duty)

1953

Drawer

Tray shelf (bottom collecting
sump used as storage area)

Storage box
Shelf

90

Bottom collecting sump
Perforated insert
1120

1193 x 615 x 1953
1050 x 522 x 1647
424
9
5
5
600
531

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
1120

Q90.195.120.FD
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
130
185
130
170
215
130
170
200
280
130
170
200
230
280
280
130
170
200
230
295
230
130
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q90.195.120.FD
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves
(mm)
(mm)
(mm)
(mm)

155

884

Exhaust air DN 75
Fresh air

375
360
360
390
4
370
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

935

94

327

4

(155)
156

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

Q90.195.120.FD
Quantity
90
40
40
40
15

Top view

Q90.195.120.FD

615

Technical data

94

°

3

2

1
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Drawers vs. shelves

Have you got space to waste?
… probably not.
This is exactly the reason why we want to introduce you to the beneﬁts of safety storage cabinets with full drawers.

THE TASK
A situation known to many users:
• Which conditions should be used when clearing the
containers in the cabinet?
• Which containers are on the front of the shelves,
which are to the rear?
• Which hazardous materials should be placed on one
storage level if possible?
• How can it be guaranteed that the containers from
the rear rows can be easily and safely removed?

THE SOLUTION

Safety storage cabinets with
drawers make these questions
redundant!
• Logical storage of small containers
• Easily accessible for storage and removal
• Storage options for waste containers
• Safe and simple collection of waste materials
in waste containers
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Drawers vs. shelves

Conﬁgure the required number of full drawers according to the
quantity and dimensions of containers to be stored. We can
offer you the option of storage in up to 9 full drawers in one
safety cabinet.

Safety when placing and removing the containers – no
accidental knocking or upsetting of other containers when they
are placed in the cabinet or removed.

Convenient – no awkward removal of containers to remove
containers from the rear storage area.

The question of whether containers should be at the front or
rear does not arise. The full drawer always gives you the complete overview of the storage level.

Hazardous materials that should be placed together on a
storage level can be easily and logically arranged in a full
drawer. Double your possible storage capacity in the
safety cabinet!

For your information
The following 3 comparisons show the possible storage volume with drawers compared to shelves.

width

container

3 shelves

6 drawers

your advantage

your saving

1200 mm

1 and 2 litres

~ 95 L

~ 190 L

100 %
more storage capacity

800,00 €*

900 mm

1 and 2 litres

~ 60 L

~ 130 L

115 %
more storage capacity

500,00 €*

600 mm

1 and 2 litres

~ 35 L

~ 75 L

105 %
more storage capacity

600,00 €*

up to

up to

up to

* saving compared to 2 cabinets with shelves
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Q-CLASSIC-30

Overview: model class Q-CLASSIC-30
Safe and approved storage of ﬂammable hazardous substances in working areas

Price-performance winner

High ﬂexibility

Warranty up to 5 years

• The sophisticated design and the use of

• Integrated transport base for simple

• Quality from which you beneﬁt

inhouse transport
• Cabinet can be transported upright through
doors (all Q-LINE models)
• Adjustable feet installed in the base allow
the safe and fast compensation of minor
surface unevenness

• You get an extended manufacturer’s warranty of up to 5 years on the
Q-CLASSIC-30 cabinets

melamine-resin-coated, ﬁreproof special
plates ensures an optimum price/performance ratio for the Q-CLASSIC-30

Further features of this model class

Modern bicolour design

Cylinder lock

• The Q-CLASSIC brings colour to your
workplace: choice of seven door colours at
no extra cost
• Language-free labelling for optimum international usability

• Door lockable with cylinder lock, the cabinets can be integrated by the customer in
an existing locking system

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump
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2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

Q-CLASSIC-30

Safety storage cabinets for the unrestricted storage
of ﬂammable hazardous materials in working areas
according to EN 14470-1 and TRGS 510

• Fire resistance of 30 minutes (type 30),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

• Certain cabinets of this model group have
been additionally tested in accordance with FM
Standard 6050 and are compliant to NFPA
Code 30, NFPA 1 Fire Code, OSHA
• Further information on these models from
page 106
• Certain cabinets of this model group have been
additionally tested in accordance with Underwriters Laboratories-Standard 1275 and
ULC /ORD - C1275-84-Standard.
• Further information on these models from
page 106

1

2

3

4
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Q-CLASSIC-30 116 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.116
body colour anthracite grey, with wing doors in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 31003-060-33635 4
(base cover and recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Maximum ﬂexibility
No problem with the Q-CLASSIC-30 including transport
base and technical ventilation with recirculating air ﬁlter
system (optional), Q-Mover (optional) for in-house
transport
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Order No. 25099 3

Q-CLASSIC-30 116 cm

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.116
body colour anthracite grey, with wing doors in light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 31003-061-33647 4
(base cover optional)

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.116
body colour anthracite grey, with wing doors in gentian blue (RAL 5010), interior
equipment with 6 x drawer (sheet steel powder-coated)
Order No. 31003-067-33649 4
(base cover and recirculating air ﬁlter system optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

RAL
5010

RAL
6011

asecos
SILVER

060

061

066

067

068

069

RAL
9010

070

31003 —

060

Model
Q30.195.116

Information / equipment
without interior equipment

Order No.
31003

Body colour
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
060
061
066
067
068
069
070

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33649

Order No.
33635
33636
33637
33638
33640
33642
33643
33644
33645
30013
30014
33647
33648
33649
33651
33652
33653

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-30 116 cm

Individual conﬁguration of model Q30.195.116

Model
Q30.195.116

Information / equipment
without interior equipment

Body colour
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
1164 x 620 x 1947

Order No.
31003

Order No.
060
061
066
067
068
069
070
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

PP grey

888 x 415 x 107*

50.00

33.00

30.00

30027

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

sheet steel powder-coated RAL 7035

380 x 420 x 360

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

30030
7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

1086 x 536 x 88

31005

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

panel melamine resin-coated RAL 7016

1086 x 536 x 88

31925

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-30 116 cm
Front view

Side view

1164

620

Selectional view
1164

Tray shelf, metal-free

Storage box

1947

Shelf
Tray shelf (bottom collecting
sump used as storage area)

Drawer

Drawer (heavy-duty)
Bottom collecting sump

90

Perforated insert

1012

Top view

Q30.195.116
1164 x 620 x 1947
1050 x 519 x 1626
240
9
10
10
600
445

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
1012

Q30.195.116
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves

Q30.195.116
Quantity
90
40
40
40
15

(mm)
(mm)
(mm)
(mm)

160

Fresh air

Exhaust air DN 75

90
533

°

Standard storage heights of the drawers
9
8
7
6
5
4+1
130
135
130
135
170
160
135
170
200
225
135
170
200
230
225
225
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

843
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Q30.195.116
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

160

158

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

620

Technical data

4

320
360
360
390
4
350
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

420
520
520

865
615

3

2

380
380
410

3

2

1
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Q-CLASSIC-30 086 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.086.WD
body colour anthracite grey, with wing door in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 31008-060-33622 4
(base cover optional)

Drawers
High storage capacity
Ideal for the storage of small containers

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
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• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• Easy handling with comfort: door
stops in any position, self-closing in the
event of ﬁre
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Q-CLASSIC-30 086 cm

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.086.WD
body colour anthracite grey, with wing door in traffic red (RAL 3020), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 31008-066-33627 4
(base cover and extraction unit optional)

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.086.WD
body colour anthracite grey, with wing door in light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 31008-061-33629 4
(base cover optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

RAL
5010

RAL
6011

asecos
SILVER

060

061

066

067

068

069

RAL
9010

070

31008 —

060

Model
Q30.195.086.WD
Q30.195.086.WDR

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged

Order No.
31008
31009

Body colour
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
060
061
066
067
068
069
070

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33624

Order No.
33622
33623
33624
33625
30047
30048
30049
30050
30051
30052
33627
33628
33629
33631
33632
33633

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-30 086 cm

Individual conﬁguration of model Q30.195.086.WD

Model
Q30.195.086.WD
Q30.195.086.WDR

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged

Body colour
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
864 x 620 x 1947
864 x 620 x 1947

Order No.
31008
31009

Order No.
060
061
066
067
068
069
070
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

stainless steel
sheet steel powder-coated RAL 7035

723 x 488 x 83*
725 x 445 x 80*

22.00
22.00

20.00
20.00

30062
33621

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

27948

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

9707

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

786 x 536 x 88

31010

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

panel melamine resin-coated RAL 7016

786 x 536 x 88

31924

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-30 086 cm
Front view

Side view

864

620

Selectional view
864

Tray shelf, metal-free

Storage box

1947

Shelf
Tray shelf (bottom collecting
sump used as storage area)

Drawer

Drawer (heavy-duty)
Bottom collecting sump

90

Perforated insert

788

864 x 620 x 1947
750 x 519 x 1626
195
6
10
10
600
568

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
788

Q30.195.086
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
130
135
130
135
170
160
135
170
200
225
135
170
200
230
225
225
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q30.195.086
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves
(mm)
(mm)
(mm)
(mm)

160

543

160
158

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air

Exhaust air DN 75

774

90

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

Q30.195.086
Quantity
49
23
23
23
9

Top view

Q30.195.086.WD

620

Technical data

4

320
360
360
390
4
350
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

420
520
520

865
615

3

2

380
380
410

3

2

1
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Q-CLASSIC-30 056 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.056
body colour anthracite grey, with wing door in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 31002-060-33600 4
(base cover and extraction unit optional)

• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• Easy handling with comfort: door
stops in any position, self-closing in the
event of ﬁre
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Drawers
High storage capacity
Ideal for the storage of small containers

Order No. 14218 3

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
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Order No. 25099 3

Q-CLASSIC-30 056 cm

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.056
body colour anthracite grey, with wing door in traffic red (RAL 3020), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 31002-066-33608 4
(base cover optional)

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.056
body colour anthracite grey, with wing door in light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 31002-061-33610 4
(recirculating air ﬁlter system optional)

Order example - how to order correctly

7 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

RAL
5010

RAL
6011

asecos
SILVER

060

061

066

067

068

069

RAL
9010

070

31002 —

060

Model
Q30.195.056
Q30.195.056.R

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged

Order No.
31002
31007

Body colour
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
060
061
066
067
068
069
070

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 30096

Order No.
Door hinge: left right
33600 34371
33602 34372
33603 34373
33604 34374
33606 34375
30081 33412
30082 33413
30083 33414
30084 33415
30085 33416
30086 33417
30087 33418
33608 34376
33609 34377
33610 34378
30091 33422
30092 33423
33616 34381
33617 34382
33618 34383
30096 33427
30097 33428

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-30 056 cm

Individual conﬁguration of model Q30.195.056

Model
Q30.195.056
Q30.195.056.R

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged

Body colour
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

W x D x H (mm)
564 x 620 x 1947
564 x 620 x 1947

Order No.
31002
31007

Order No.
060
061
066
067
068
069
070
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump

sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*

22.00
22.00

20.00
20.00

33594 33594
30104 30104

Bottom collecting sump height = 170 mm

stainless steel

439 x 504 x 171*

33.00

30.00

30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719
31004

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump

30105

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Base cover with adjusting device (available
panel melamine resin-coated RAL 7016
for order only in combination with cabinet)

486 x 536 x 88

31004

Base cover

panel melamine resin-coated RAL 7016

486 x 536 x 88

31923 31923

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037 30037

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-CLASSIC-30 056 cm
Front view

Side view

564

Selectional view
564

620

Tray shelf, metal-free
Storage box

1947

Shelf
Tray shelf (bottom collecting
sump used as storage area)

Drawer
Drawer (heavy-duty)

Bottom collecting sump

90

Perforated insert

412

Top view

Q30.195.056
564 x 620 x 1947
450 x 519 x 1626
146
4
10
10
600
816

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
412

Q30.195.056
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
125
135
125
135
170
155
135
170
200
220
135
170
200
230
220
390
135
170
200
230
295
135
170
200
230
295
170
170
200
230
295
200
200
200
230
295

Q30.195.056
Shelves/number
Distance
q
Distance
p
Distance
o
Distance
n

Standard storage heights of the shelves

Q30.195.056
Quantity
30
12
12
12
6

(mm)
(mm)
(mm)
(mm)

160.5

4

315
360
360
360
4
350
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

243

160.5
158

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

474

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

620

Technical data

3

2

410
520
520

860
615

3

2

380
380
410

Fresh air

Exhaust air DN 75

°
90

3

2

1
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Q-CLASSIC-30 116 cm TRIPLE CERTIFIED

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.116.FU.WDC
body colour anthracite grey, with wing doors in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 34659-060-34637 4
(base cover optional)

• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover
• Ventilation: integrated air ducts
ready for connection (DN 75) to a
technical exhaust system
• Triple certiﬁed: cabinet tested in
accordance with EN 14470-1, FM
Standard 6050 and UL/ULC Standard
1275
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Technical data

Q30.195.116.FU.WDC/.WDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

1164 x 620 x 1947
1050 x 519 x 1626
240
9
10
10
600
445

Transport base
Entry width transport base
Entry height transport base

mm
mm

1012
90
Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

RAL
7035

060

061

34659 —

060

Model
Q30.195.116.FU.WDC
Q30.195.116.FU.WDAS

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved
without interior equipment, FM 6050 and UL/ULC 1275 approved , with door open arrest system

Order No.
34659
37579

Body colour
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
060
061

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035
7035
7035
7035

— 34637

Order No.
34637
34638
34639
34640
37594
37597
37606
37609

Ready for dispatch within
Days
Weeks

Q-CLASSIC-30 116 cm TRIPLE CERTIFIED
Front view

Side view

1164

620

Selectional view
1164

Shelf

1947

Tray shelf (bottom collecting
sump used as storage area)

Perforated insert

90

Bottom collecting sump

Top view
843

160

Fresh air

Exhaust air DN 75

90

533

°

90

°

620

158

160

Individual conﬁguration of model
Q30.195.116.FU.WDC/Q30.195.116.FU.WDAS
Q30.195.116.FU.WDC
Q30.195.116.FU.WDAS

Information / equipment
W x D x H (mm)
without interior equipment, FM 6050 and UL/ULC 1275 approved
1164 x 620 x 1947
without interior equipment, FM 6050 and UL/ULC 1275 approved , with door open arrest 1164 x 620 x 1947
system

Order No.
34659
37579

Body colour
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
060
061
1)

Interior equipment
Shelf
Tray shelf
Perforated insert
Bottom collecting sump

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel

7035
7035
7035
7035

W x D x H (mm)
1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*
1024 x 417 x 60
1024 x 417 x 60
1025 x 445 x 80*
1025 x 445 x 80*

75.00
75.00
150.00
150.00
75.00
75.00

2)

3)

33.00
33.00

30.00
30.00

33.00
33.00

30.00
30.00

Order No.
30021
30024
30028
30064
5536
5773
33634
33641

Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

1086 x 536 x 88

31005

Base cover

panel melamine resin-coated RAL 7016

1086 x 536 x 88

31925

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-30 086 cm TRIPLE CERTIFIED

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.086.FU.WDC
body colour anthracite grey, with wing door in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 34649-060-34628 4
(base cover optional)

• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover
• Ventilation: integrated air ducts
ready for connection (DN 75) to a
technical exhaust system
• Triple certiﬁed: cabinet tested in
accordance with EN 14470-1, FM
Standard 6050 and UL/ULC Standard
1275
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Technical data

Q30.195.086.FU.WDC/.WDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

864 x 620 x 1947
750 x 519 x 1626
195
6
10
10
600
568

Transport base
Entry width transport base
Entry height transport base

mm
mm

788
90
Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

RAL
7035

060

061

34649 —

060

Model
Q30.195.086.FU.WDC
Q30.195.086.FU.WDCR
Q30.195.086.FU.WDAS
Q30.195.086.FU.WDASR

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged, with door open arrest system
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged, with door open arrest system

Order No.
34649
34653
37580
37581

Body colour
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
060
061

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=23.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=23.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=23.5L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=23.5L), 1x bottom collecting sump (V=22.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035
7035
7035
7035

— 34628

Order No.
34628
34629
34630
34631
37595
37598
37607
37610

Ready for dispatch within
Days
Weeks

Q-CLASSIC-30 086 cm TRIPLE CERTIFIED
Front view

Side view

864

620

Selectional view
864

Shelf

1947

Tray shelf (bottom collecting
sump used as storage area)

Perforated insert

90

Bottom collecting sump

Top view
543

160

620

158

160

Fresh air

774

90

°

Exhaust air DN 75

Individual conﬁguration of model
Q30.195.086.FU.WDC/Q30.195.086.FU.WDAS
Q30.195.086.FU.WDC
Q30.195.086.FU.WDCR
Q30.195.086.FU.WDAS
Q30.195.086.FU.WDASR

Body colour
Anthracite grey
Anthracite grey

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged, with door
open arrest system
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged, with door
open arrest system

W x D x H (mm)
864 x 620 x 1947
864 x 620 x 1947
864 x 620 x 1947

Order No.
34649
34653
37580

864 x 620 x 1947

37581

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
060
061
1)

Interior equipment
Shelf
Tray shelf
Perforated insert
Bottom collecting sump

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
stainless steel
sheet steel powder-coated RAL

7035
7035
7035

7035
Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

W x D x H (mm)
740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*
724 x 417 x 70
724 x 417 x 70
723 x 488 x 83*
725 x 445 x 80*
786 x 536 x 88

75.00
75.00
150.00
150.00
75.00
75.00

2)

3)

23.50
22.00

21.36
20.00

22.00
22.00

20.00
20.00

Order No.
30059
30061
30828
30829
11165
11168
30062
33621
31010

Base cover

panel melamine resin-coated RAL 7016

786 x 536 x 88

31924

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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Q-CLASSIC-30 056 cm TRIPLE CERTIFIED

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-CLASSIC-30 model Q30.195.056.FU.WDC
body colour anthracite grey, with wing door in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 34641-060-34617 4
(base cover optional)

• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover
• Ventilation: integrated air ducts
ready for connection (DN 75) to a
technical exhaust system
• Triple certiﬁed: cabinet tested in
accordance with EN 14470-1, FM
Standard 6050 and UL/ULC Standard
1275
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Technical data

Q30.195.056.FU.WDC/.WDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

564 x 620 x 1947
450 x 519 x 1626
146
4
10
10
600
816

Transport base
Entry width transport base
Entry height transport base

mm
mm

412
90
Order example - how to order correctly

2 door colours are available at no extra cost:
RAL
1004

RAL
7035

060

061

34641 —

060

Model
Q30.195.056.FU.WDC
Q30.195.056.FU.WDCR
Q30.195.056.FU.WDAS
Q30.195.056.FU.WDASR

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged, with door open arrest system
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged, with door open arrest system

Order No.
34641
34645
37582
37583

Body colour
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
060
061

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=11.5L), 1x bottom collecting sump (V=22.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035
7035
7035
7035

— 34617

Order No.
34617
34618
34615
34616
37596
37599
37608
37611

Ready for dispatch within
Days
Weeks

Q-CLASSIC-30 056 cm TRIPLE CERTIFIED
Front view

Side view

564

Selectional view
564

620

Shelf

1947

Tray shelf (bottom collecting
sump used as storage area)

Perforated insert

90

Bottom collecting sump

Top view
243

160

620

158

160

Fresh air

Exhaust air DN 75

474

°
90

Individual conﬁguration of model
Q30.195.056.FU.WDC/Q30.195.056.FU.WDAS
Q30.195.056.FU.WDC
Q30.195.056.FU.WDCR
Q30.195.056.FU.WDAS
Q30.195.056.FU.WDASR

Body colour
Anthracite grey
Anthracite grey

Information / equipment
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged
without interior equipment, FM 6050 and UL/ULC 1275 approved , left hinged, with door
open arrest system
without interior equipment, FM 6050 and UL/ULC 1275 approved , right hinged, with door
open arrest system

W x D x H (mm)
564 x 620 x 1947
564 x 620 x 1947
564 x 620 x 1947

Order No.
34641
34645
37582

564 x 620 x 1947

37583

Door colour
warning yellow RAL 1004
light grey RAL 7035

Order No.
060
061
1)

Interior equipment
Shelf
Tray shelf
Perforated insert
Bottom collecting sump

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
stainless steel
sheet steel powder-coated RAL

7035
7035
7035

7035
Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

W x D x H (mm)
440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*
420 x 439 x 60
420 x 439 x 60
415 x 480 x 127*
442 x 457 x 130
486 x 536 x 88

75.00
75.00
150.00
150.00
75.00
75.00

2)

3)

11.50
11.50

10.45
10.45

22.00
22.00

20.00
20.00

Order No.
30098
30102
30099
30103
5555
5776
30104
33594
31004

Base cover

panel melamine resin-coated RAL 7016

486 x 536 x 88

31923

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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Q-DISPLAY-30

Overview: model class Q-DISPLAY-30
Safe and approved storage of ﬂammable hazardous substances in working areas

Everything in view

High ﬂexibility

Warranty up to 5 years

• Extra-large glass cutout in the doors

• Integrated transport base for simple

• Quality from which you beneﬁt

(ﬁre-resistant glass EI 30 according to BS
EN 13501-2) allows you to see at a glance
which materials are stored in the cabinet
• Ideal for installation in sales rooms or
material dispensing points

inhouse transport
• Cabinet can be transported upright through
doors (all Q-LINE models)
• Adjustable feet installed in the base allow
the safe and fast compensation of minor
surface unevenness

• You get an extended manufacturer’s warranty of up to 5 years on the
Q-DISPLAY-30 cabinets

Further features of this model class

Modern bicolour design

Cylinder lock

• Q-DISPLAY brings colour to your workplace: choice of three door colours at no
extra cost
• Language-free labelling for optimum international usability

• Door lockable with cylinder lock; the
cabinets can be integrated in an existing
locking system

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump

112

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

Q-DISPLAY-30

Safety storage cabinets for the unrestricted storage
of ﬂammable hazardous materials in working areas
according to EN 14470-1 and TRGS 510

• Fire resistance of 30 minutes (type 30),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1

2

3

4
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Q-DISPLAY-30 086 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
Q-DISPLAY-30 model Q30.195.086.WDFW
body colour anthracite grey, with glass-fronted wing door in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 32781-060-33622 4
(base cover optional)

• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• All containers at a glance: door
with large glass cutout allows a quick
and easy overview of the stored
containers – even with closed doors
• Easy handling with comfort: door
stops in any position, self-closing in the
event of ﬁre
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)

• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

114

Order No. 25099 3

Q-DISPLAY-30 086 cm

Safety storage cabinet
Q-DISPLAY-30 model Q30.195.086.WDFW
body colour anthracite grey, with glass-fronted wing door in warning yellow
(RAL 1004), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 32781-060-33627 4
(base cover and extraction unit optional)

Safety storage cabinet
Q-DISPLAY-30 model Q30.195.086.WDFW
body colour anthracite grey, with glass-fronted wing door in light grey (RAL 7035),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 32781-061-33629 4
(base cover optional)

3 door colours are available at no extra cost:
RAL
1004

060

RAL
7035

061

Order example - how to order correctly

RAL
3020

32781 —

066

060

Model
Q30.195.086.WDFW

Information / equipment
without interior equipment with glass-fronted wing door, left hinged

Order No.
32781

Body colour
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

Order No.
060
061
066

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 30045

Order No.
33622
33623
33624
33625
30047
30048
30049
30050
30051
30052
33627
33628
33629
33631
33632
33633

Ready for dispatch within
Days
Weeks
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Q-DISPLAY-30 086 cm

Individual conﬁguration of model Q30.195.086.WDFW

Model
Q30.195.086.WDFW

Information / equipment
without interior equipment with glass-fronted wing door, left hinged

Body colour
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

W x D x H (mm)
864 x 620 x 1947

Order No.
32781

Order No.
060
061
066
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

stainless steel
sheet steel powder-coated RAL 7035

723 x 488 x 83*
725 x 445 x 80*

22.00
22.00

20.00
20.00

30062
33621

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

27948

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

9707

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

786 x 536 x 88

31010

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

panel melamine resin-coated RAL 7016

786 x 536 x 88

31924

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

Q-DISPLAY-30 086 cm
Front view

Side view

864

620

Selectional view
864

Tray shelf, metal-free

Storage box

495

1490

1947

Shelf
Tray shelf (bottom collecting
sump used as storage area)

Drawer

Drawer (heavy-duty)
Bottom collecting sump

90

273

Perforated insert

788

Top view

Q30.195.086.WDFW
864 x 620 x 1947
750 x 519 x 1626
212
6
10
10
600
531

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
788

160

543

160
158

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air

Exhaust air DN 75

774

90

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

620

Technical data

Q30.195.086.WDFW
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
130
135
130
135
170
160
135
170
200
225
135
170
200
230
225
225
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

Q30.195.086.WDFW
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Q30.195.086.WDFW
Quantity
49
23
23
23
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

320
360
360
390
4
350
285
315
315

3+1

3

2

420
520
520

865
615

3

2

380
380
410

3

2

1
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S-LINE

118

S-LINE

Overview: model line S-LINE
Safety storage cabinets type 90
596 mm
1298 mm

1196 mm
1298 mm

596 mm
1968 mm

1968 mm

1968 mm

S-CLASSIC-90 model class with wing doors
1196 mm
896 mm

S90.196.120

S90.196.090

S90.196.060

S90.129.120

S90.129.060

page 122

page 130

page 134

page 144

page 148

596 mm
1298 mm

1196 mm

1298 mm

1968 mm

1968 mm

1968 mm

S-CLASSIC-90 model class with wing doors and door open arrest system
1196 mm
896 mm
596 mm

S90.196.120.WDAS

S90.196.090.WDAS

S90.196.060.WDAS

S90.129.120.WDAS

S90.129.060.WDAS

page 122

page 130

page 134

page 144

page 148

1968 mm

1968 mm

S-CLASSIC-90 model class with wing doors, door open arrest system and dividing wall
1196 mm
596 mm

S90.196.120.MV.WDAS

S90.196.060.MH.WDAS

page 126

page 138

1298 mm

1298 mm

S-PEGASUS-90 model class with wing doors, door open arrest system,
automatic door closing (TSA) and one-hand operation (AGT)
1196 mm
596 mm

S90.129.120.WDAC

S90.129.060.WDAC

page 152

page 156

Safety storage cabinets type 30

482 mm

S-CLASSIC-30 model class with wing doors for wall mounting
995 mm

S30.045.097.WM

page 160
S-LINE cabinets with folding doors from page 162
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S-CLASSIC-90

Overview: model class S-CLASSIC-90
Safe and approved storage of ﬂammable hazardous substances in working areas

Proven all-rounder

Large range of models

BEST PRICE

• Our ﬁrst EN compliant safety storage

• Available in three widths (60, 90, 120 cm)
and two heights (129, 19 cm)

• Our most cost-effective type 90 tall cabinet

cabinet
• Decades of developing and optimising
ensure that the S-CLASSIC-90 is technically
sophisticated

• Door open arrest system optional

• Versatile ﬁelds of application due to various
interior equipment

Convenient handling

Cylinder lock

Comfortable adjusting possibilities

• Door operation with minimal effort
• Door open arrest system (optional) allows
convenient and safe removal or storage of
containers with both hands

• Door lockable with cylinder lock, the cabinets can be integrated by the customer in
an existing locking system

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Further features of this model class

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump

120

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

S-CLASSIC-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1

2

3

4
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S-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.196.120
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30115-002-33715 4
(recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Drawers
High storage capacity
Ideal for the storage of small containers

Order No. 14220 3

Further information from page 40
Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
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Order No. 25099 3

S-CLASSIC-90 120 cm

Safety storage cabinet
S-CLASSIC-90 model S90.196.120.WDAS
warning yellow (RAL 1004), interior equipment with 4 x drawer (sheet steel powdercoated)
Order No. 30116-002-33724 4
(extraction unit optional)

Safety storage cabinet
S-CLASSIC-90 model S90.196.120.WDAS
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel powdercoated)
Order No. 30116-001-33726 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

PLEASE NOTE: interior equipment with drawers can
only be ordered in combination with WDAS cabinets
30115 —

001

Model
S90.196.120
S90.196.120.WDAS

Information / equipment
without interior equipment
without interior equipment, with door open arrest system

Order No.
30115
30116

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33715

Order No.
33715
33716
33717
33718
33719
33720
33721
33722
33723
30143
30144
33724
33725
33726
33727
33728
33729

Ready for dispatch within
Days
Weeks
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S-CLASSIC-90 120 cm

Individual conﬁguration of model S90.196.120 / S90.196.120.WDAS

Model
S90.196.120
S90.196.120.WDAS

Information / equipment
without interior equipment
without interior equipment, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1968
1196 x 616 x 1968

Order No.
30115
30116

Order No.
001
002
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

sheet steel powder-coated RAL 7035

380 x 420 x 360

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

30030

30793

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

PLEASE NOTE:
drawers are only available
in combination with
WDAS. cabinets
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Ready for dispatch within
Days
Weeks

S-CLASSIC-90 120 cm
Front view

Side view

Selectional view

1196

616

1196

Tray shelf, metal-free

Drawer (heavy-duty)

1968

Drawer

Tray shelf (bottom collecting
sump used as storage area)
Storage box
Shelf

Bottom collecting sump
Perforated insert

Top view

S90.196.120(.WDAS)
1196 x 616 x 1968
1050 x 524 x 1742
420
10
5
5
600
528

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

438

230

438
150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air
Exhaust air DN 75
Earthing link

558

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

616

Technical data

1004

S90.196.120(.WDAS)
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.120(.WDAS)
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Quantity
90
40
40
40
15

4

390
390
390
390
4
460
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

520
520
550

1125
490

3

2

490
380
410

3

2

1
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S-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.196.120.MV.WDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated), 3 x tray
shelf, 1 x bottom collecting sump (PP)
Order No. 30348-001-33848 4

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(vertical seperated) allow the storage
of ﬂammable liquids and aggressive
chemicals in one cabinet
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

126

Further information and
products from page 469

Order No. 14218 3

Separate storage
Dividing wall allows the spatial separated storage of
different hazardous materials

S-CLASSIC-90 120 cm

Safety storage cabinet
S-CLASSIC-90 model S90.196.120.MV.WDAS
light grey (RAL 7035), interior equipment with 3 x tray shelf, 1 x bottom collecting
sump (PP), 6 x drawer (sheet steel powder-coated)
Order No. 30348-001-33849 4

Safety storage cabinet
S-CLASSIC-90 model S90.196.120.MV.WDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (stainless steel), 3 x tray shelf, 1 x bottom collecting
sump (PP)
Order No. 30348-001-30350 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30348 —

001

Model
S90.196.120.MV.WDAS

Information / equipment
without interior equipment, with vertical dividing wall, with door open arrest system

Order No.
30348

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035, PP grey
stainless steel, PP grey

— 33848

Order No.
33848
30350

sheet steel powder-coated RAL 7035, PP grey

33849

stainless steel, PP grey

33850

Ready for dispatch within
Days
Weeks
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S-CLASSIC-90 120 cm

Individual conﬁguration of model S90.196.120.MV.WDAS

Model
S90.196.120.MV.WDAS

Information / equipment
without interior equipment, with vertical dividing wall, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1968

Order No.
30348

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Extraction unit without exhaust air monitoring

30793 30793

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-CLASSIC-90 120 cm
Front view

Side view

1197

Selectional view

617

Storage box
Shelf

1969

Drawer

Tray shelf, metal-free

Shelf

Bottom collecting sump
Perforated insert

Top view

S90.196.120.MV.WDAS

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

1196 x 616 x 1968
left: 450 x 524 x 1742
right: 450 x 524 x 1742
515
8
5
5
600
576

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

438

230

438
150

mm
mm

Fresh air
Exhaust air DN 75
Earthing link

557

External dimensions W x D x H
Internal dimensions W x D x H

617

Technical data

1004

S90.196.120.MV.WDAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.120.MV.WDAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

S90.196.120.MV.WDAS
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

390
390
390
390
4
460
285
315
315

3+1

3

2

520
520
550

1125
490

3

2

490
380
410

3

3

2

2

1

1
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S-CLASSIC-90 090 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.196.090
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30204-002-33705 4
(extraction unit optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
User-friendly and safe
Door open arrest system (optional),
convenient and safe removal or storage of containers

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
Further information on these models from page 164
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Order No. 25099 3

S-CLASSIC-90 090 cm

Safety storage cabinet
S-CLASSIC-90 model S90.196.090.WDAS
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30205-001-33709 4

Safety storage cabinet
S-CLASSIC-90 model S90.196.090.WDAS
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30205-002-33711 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

PLEASE NOTE: interior equipment with drawers can
only be ordered in combination with WDAS cabinets
30204 —

001

Model
S90.196.090
S90.196.090.WDAS

Information / equipment
without interior equipment
without interior equipment, with door open arrest system

Order No.
30204
30205

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33707

Order No.
33705
33706
33707
33708
30212
30213
30214
30215
30216
30217
33709
33710
33711
33712
33713
33714

Ready for dispatch within
Days
Weeks
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S-CLASSIC-90 090 cm

Individual conﬁguration of model S90.196.090 / S90.196.090.WDAS

Model
S90.196.090
S90.196.090.WDAS

Information / equipment
without interior equipment
without interior equipment, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
896 x 616 x 1968
896 x 616 x 1968

Order No.
30204
30205

Order No.
001
002
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

sheet steel powder-coated RAL 7035
stainless steel

725 x 445 x 80*
723 x 488 x 83*

22.00
22.00

20.00
20.00

33621
30062

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

27948

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

9707

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

PLEASE NOTE:
drawers are only available
in combination with
WDAS. cabinets

132

Ready for dispatch within
Days
Weeks

S-CLASSIC-90 090 cm
Front view

Side view

Selectional view

616

896

896

Tray shelf, metal-free

1968

Drawer (heavy-duty)

Drawer
Storage box

Shelf

Bottom collecting sump
Perforated insert

Top view

S90.196.090(.WDAS)
896 x 616 x 1968
750 x 524 x 1742
310
7
5
5
600
628

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 290

333

333

230

150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air

Exhaust air DN 75

Earthing link

89

406

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

616

Technical data

708

S90.196.090(.WDAS)
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.090(.WDAS)
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Quantity
49
23
23
23
9

4

390
390
390
390
4
465
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

520
520
550

1125
490

3

2

495
380
410

3

2

1
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S-CLASSIC-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.196.060
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30227-002-33659 4
(recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment
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Order No. 25099 3

S-CLASSIC-90 060 cm

Safety storage cabinet
S-CLASSIC-90 model S90.196.060.WDAS
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30228-001-33681 4

Safety storage cabinet
S-CLASSIC-90 model S90.196.060.WDAS
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30228-002-33683 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

PLEASE NOTE: interior equipment with drawers can
only be ordered in combination with WDAS cabinets
30227 —

001

Model
S90.196.060
S90.196.060.WDAS
S90.196.060.R
S90.196.060.WDASR

Information / equipment
without interior equipment, left hinged
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged
without interior equipment, right hinged, with door open arrest system

Order No.
30227
30228
30229
30230

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 33659

Order No.
Door hinge: left right
33659 34387
33660 34388
33661 34389
33662 34390
33663 34391
30257 33451
30258 33452
30260 33454
30261 33455
30263 33457
30266 33460
30265 33459
33681 34392
33682 34393
33683 34394
30270 33464
30271 33465
33686 34397
33687 34398
33688 34399
30275 33469
30276 33470

Ready for dispatch within
Days
Weeks

135

S-CLASSIC-90 060 cm

Individual conﬁguration of model S90.196.060 / S90.196.060.WDAS

Model
S90.196.060
S90.196.060.WDAS
S90.196.060.R
S90.196.060.WDASR

Information / equipment
without interior equipment, left hinged
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged
without interior equipment, right hinged, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1968
596 x 616 x 1968
596 x 616 x 1968
596 x 616 x 1968

Order No.
30227
30228
30229
30230

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

sheet steel powder-coated RAL 7035

380 x 420 x 360

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories
Storage box left hinged

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30030 30030
9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

8719

8719

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793 30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

PLEASE NOTE:
drawers are only available
in combination with
WDAS. cabinets
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Ready for dispatch within
Days
Weeks

S-CLASSIC-90 060 cm
Front view

Side view

596

Selectional view
596

616

Storage box

Shelf

1968

Tray shelf, metal-free

Tray shelf (bottom collecting sump used
as storage area)

Drawer

Bottom collecting sump
Perforated insert

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

596 x 616 x 1968
450 x 524 x 1742
260
4
5
5
600
893

Transport base optional
Entry height
Entry width

mm
mm

95
2 x 224

168

260

168
150

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Exhaust air DN 75

Earthing link

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060(.WDAS)
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

521

89

°

Fresh air

S90.196.060(.WDAS)
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Quantity
30
12
12
12
6

Top view

S90.196.060(.WDAS)

616

Technical data

4

3+1

385
390
390
390

400
390
295
275

4
460
285
315
315
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

3

3
490
380
410

2
2

1

137

S-CLASSIC-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.196.060.MH.WDAS
light grey (RAL 7035), interior equipment with 2 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated), 2 x tray
shelf, 1 x bottom collecting sump (PP)
Order No. 30353-001-33835 4

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(horizontal seperated) allow the
storage of ﬂammable liquids and
aggressive chemicals in one cabinet
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment
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Order No. 14218 3

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

S-CLASSIC-90 060 cm

Safety storage cabinet
S-CLASSIC-90 model S90.196.060.MH.WDAS
light grey (RAL 7035), interior equipment with 2 x tray shelf, 1 x bottom collecting
sump (PP), 3 x drawer (sheet steel powder-coated)
Order No. 30353-001-33837 4

Safety storage cabinet
S-CLASSIC-90 model S90.196.060.MH.WDAS
light grey (RAL 7035), interior equipment with 2 x shelf, 1 x perforated insert,
1 x bottom collecting sump (stainless steel), 2 x tray shelf, 1 x bottom collecting
sump (PP)
Order No. 30353-001-30355 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30353 —

001

Model
S90.196.060.MH.WDAS
S90.196.060.MH.WDASR

Information / equipment
without interior equipment, with horizontal dividing wall, left hinged
without interior equipment, with horizontal dividing wall, right hinged

Order No.
30353
33823

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
Top: 2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Top: 2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Top: 2x drawer (V=4.5L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Top: 3x drawer (V=4.5L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035, PP grey

— 33835

Order No.
Door hinge: left right
33835 34423

stainless steel, PP grey

30355 33489

sheet steel powder-coated RAL 7035, PP grey

33836 34424

sheet steel powder-coated RAL 7035, PP grey

33837 34425

Ready for dispatch within
Days
Weeks
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S-CLASSIC-90 060 cm

Individual conﬁguration of model S90.196.060.MH.WDAS

Model
S90.196.060.MH.WDAS
S90.196.060.MH.WDASR

Information / equipment
without interior equipment, with horizontal dividing wall, left hinged
without interior equipment, with horizontal dividing wall, right hinged

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1968
596 x 616 x 1968

Order No.
30353
33823

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring

30793 30793

Order No.
14218
25099
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-CLASSIC-90 060 cm
Front view

Side view

596

Selectional view
596

616

Drawer

Shelf

1968

Bottom collecting sump

Perforated insert

Tray shelf, metal-free

polyethylene sump pallet

Top view

S90.196.060.MH.WDAS
mm
mm

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

596 x 616 x 1968
top: 450 x 524 x 877
bottom: 450 x 524 x 845
260
4
5
5
600
891

168

333

168
150

External dimensions W x D x H
Internal dimensions W x D x H

Exhaust air DN 75
616

Technical data

Earthing link

95
2 x 224

S90.196.060.MH.WDAS(R)
Drawers/number
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights for drawers (upper compartment)
3
2
271
266
399
234
395

S90.196.060.MH.WDAS(R)
Shelves/number
Distance
o (mm)
Distance
n (mm)

Standard storage heights for shelves (lower compartment)
2
270
250

S90.196.060.MH.WDAS(R)
Shelves/number
Distance
o (mm)
Distance
n (mm)

Standard storage heights for tray shelves (lower compartment)
2
255
240

S90.196.060.MH.WDAS(R)
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

521

mm
mm

89

°

Fresh air

Transport base optional
Entry height
Entry width

3

2

1
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Drawers vs. shelves

Have you got space to waste?
… probably not.
This is exactly the reason why we want to introduce you to the beneﬁts of safety storage cabinets with full drawers.

THE TASK
A situation known to many users:
• Which conditions should be used when clearing the
containers in the cabinet?
• Which containers are on the front of the shelves,
which are to the rear?
• Which hazardous materials should be placed on one
storage level if possible?
• How can it be guaranteed that the containers from
the rear rows can be easily and safely removed?

THE SOLUTION

Safety storage cabinets with
drawers make these questions
redundant!
• Logical storage of small containers
• Easily accessible for storage and removal
• Storage options for waste containers
• Safe and simple collection of waste materials
in waste containers

142

Drawers vs. shelves

Conﬁgure the required number of full drawers according to the
quantity and dimensions of containers to be stored. We can
offer you the option of storage in up to 9 full drawers in one
safety cabinet.

Safety when placing and removing the containers – no
accidental knocking or upsetting of other containers when they
are placed in the cabinet or removed.

Convenient – no awkward removal of containers to remove
containers from the rear storage area.

The question of whether containers should be at the front or
rear does not arise. The full drawer always gives you the complete overview of the storage level.

Hazardous materials that should be placed together on a
storage level can be easily and logically arranged in a full
drawer. Double your possible storage capacity in the
safety cabinet!

For your information
The following 3 comparisons show the possible storage volume with drawers compared to shelves.

width

container

3 shelves

6 drawers

your advantage

your saving

1200 mm

1 and 2 litres

~ 95 L

~ 190 L

100 %
more storage capacity

800,00 €*

900 mm

1 and 2 litres

~ 60 L

~ 130 L

115 %
more storage capacity

500,00 €*

600 mm

1 and 2 litres

~ 35 L

~ 75 L

105 %
more storage capacity

600,00 €*

up to

up to

up to

* saving compared to 2 cabinets with shelves
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S-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.129.120
warning yellow (RAL 1004), interior equipment with 2 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30121-002-33744 4
(recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Drawers
High storage capacity
Ideal for the storage of small containers
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Quickly put into operation
Integrated air ducts ready for connection (DN 75) to a
technical exhaust system

Order No. 25099 3

S-CLASSIC-90 120 cm

Safety storage cabinet
S-CLASSIC-90 model S90.129.120.WDAS
warning yellow (RAL 1004), interior equipment with 2 x drawer (sheet steel powdercoated)
Order No. 30122-002-33753 4

Safety storage cabinet
S-CLASSIC-90 model S90.129.120.WDAS
light grey (RAL 7035), interior equipment with 3 x drawer (sheet steel powdercoated)
Order No. 30122-001-33754 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

PLEASE NOTE: interior equipment with drawers can
only be ordered in combination with WDAS cabinets
30122 —

001

Model
S90.129.120.WDAS
S90.129.120

Information / equipment
without interior equipment, with door open arrest system
without interior equipment

Order No.
30122
30121

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
2x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
2x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
2x drawer (V=29.0L)
3x drawer (V=29.0L)
2x drawer (V=29.0L)
3x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035

— 33744

Order No.
33744
33745
33746
33747
33748
33749
33750
33751
33752
30165
30166
33753
33754
33755
33756

Ready for dispatch within
Days
Weeks
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S-CLASSIC-90 120 cm

Individual conﬁguration of model S90.129.120 / S90.129.120.WDAS

Model
S90.129.120
S90.129.120.WDAS

Information / equipment
without interior equipment
without interior equipment, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1298
1196 x 616 x 1298

Order No.
30121
30122

Order No.
001
002
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

sheet steel powder-coated RAL 7035

380 x 420 x 360

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30030

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

PLEASE NOTE:
drawers are only available
in combination with
WDAS. cabinets
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Ready for dispatch within
Days
Weeks

S-CLASSIC-90 120 cm
Front view

Side view

1196

Selectional view

616

1196

Tray shelf, metal-free
Tray shelf (bottom collecting
sump used as storage area)

1298

Drawer
Storage box
Shelf
Bottom collecting sump
Perforated insert

Top view

S90.129.120(.WDAS)
1196 x 616 x 1298
1050 x 524 x 1072
270
6
5
5
600
450

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

438

230

438
150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air
Earthing link
Exhaust air DN 75

558

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

616

Technical data

1004

S90.129.120(.WDAS)
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1

S90.129.120(.WDAS)
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Quantity
90
40
40
40
15

4

4

3+1

3

2

295
295
330

455
490

3

2

335
220
250
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

385
315

1
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S-CLASSIC-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-CLASSIC-90 model S90.129.060
warning yellow (RAL 1004), interior equipment with 2 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30238-002-33735 4
(recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe (model
.WDAS): door open arrest system,
convenient and safe removal or
storage of containers
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Drawers
High storage capacity
Ideal for the storage of small containers

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand
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Order No. 25099 3

S-CLASSIC-90 060 cm

Safety storage cabinet
S-CLASSIC-90 model S90.129.060.WDAS
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel
powder-coated)
Order No. 30239-001-33740 4

Safety storage cabinet
S-CLASSIC-90 model S90.129.060.WDAS
warning yellow (RAL 1004), interior equipment with 3 x drawer (sheet steel
powder-coated)
Order No. 30239-002-33741 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

PLEASE NOTE: interior equipment with drawers can
only be ordered in combination with WDAS cabinets
30238 —

001

Model
S90.129.060
S90.129.060.R
S90.129.060.WDAS
S90.129.060.WDASR

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged, with door open arrest system

Order No.
30238
30240
30239
30241

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
2x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
2x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
2x drawer (V=4.5L)
3x drawer (V=4.5L)
2x drawer (V=4.5L)
3x drawer (V=4.5L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035

— 33737

Order No.
Door hinge: left right
33735 34413
33736 34414
33737 34415
33738 34416
33739 34417
30283 33499
30284 33500
30285 33501
30286 33502
30287 33503
30289 33505
30290 33506
33740 34418
33741 34419
33742 34420
33743 34421

Ready for dispatch within
Days
Weeks
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S-CLASSIC-90 060 cm

Individual conﬁguration of model S90.129.060 / S90.129.060.WDAS

Model
S90.129.060
S90.129.060.R
S90.129.060.WDAS
S90.129.060.WDASR

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1298
596 x 616 x 1298
596 x 616 x 1298
596 x 616 x 1298

Order No.
30238
30240
30239
30241

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

sheet steel powder-coated RAL 7035

380 x 420 x 360

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories
Storage box left hinged

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30030 30030
9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

8719

8719

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring

30793 30793

Order No.
25099
14218
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

PLEASE NOTE:
drawers are only available
in combination with
WDAS. cabinets
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Ready for dispatch within
Days
Weeks

S-CLASSIC-90 060 cm
Front view

Side view

596

Selectional view

616

596

Tray shelf, metal-free
Tray shelf (bottom collecting
sump used as storage area)

1298

Drawer
Storage box
Shelf
Bottom collecting sump
Perforated insert

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

596 x 616 x 1298
450 x 524 x 1072
170
3
5
5
600
799

Transport base optional
Entry height
Entry width

mm
mm

95
2 x 224

168

260

168
150

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Exhaust air DN 75

Earthing link

Standard storage heights of the drawers
9
8
7
6
5
4+1

S90.129.060(.WDAS)
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

521

89

°

Fresh air

S90.129.060(.WDAS)
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Quantity
30
12
12
12
6

Top view

S90.129.060(.WDAS)

616

Technical data

4

4

3+1

3

2

290
295
330

450
490

3

2

335
220
250
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

395
315

1
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S-PEGASUS-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PEGASUS-90 model S90.129.120.WDAC
warning yellow (RAL 1004), interior equipment with 2 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30123-002-33744 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Effortless use: one-hand operation
for double-door cabinets (AGT)
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested doors
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

User-friendly and safe
One-hand operation of the doors (AGT) and automatic
door closing (TSA)

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Quickly put into operation
Integrated air ducts ready for connection (DN 75) to a
technical exhaust system
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Order No. 25099 3

S-PEGASUS-90 120 cm

Safety storage cabinet
S-PEGASUS-90 model S90.129.120.WDAC
warning yellow (RAL 1004), interior equipment with 2 x drawer (sheet steel
powder-coated)
Order No. 30123-002-33753 4
(recirculating air ﬁlter system optional)

Safety storage cabinet
S-PEGASUS-90 model S90.129.120.WDAC
light grey (RAL 7035), interior equipment with 3 x drawer (sheet steel
powder-coated)
Order No. 30123-001-33754 4
(recirculating air ﬁlter system optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30123 —

001

Model
S90.129.120.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Order No.
30123

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
2x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
2x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
2x drawer (V=29.0L)
3x drawer (V=29.0L)
2x drawer (V=29.0L)
3x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035

— 33753

Order No.
33744
33745
33746
33747
33748
33749
33750
33751
33752
30165
30166
33753
33754
33755
33756

Ready for dispatch within
Days
Weeks
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S-PEGASUS-90 120 cm

Individual conﬁguration of model S90.129.120.WDAC

Model
S90.129.120.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1298

Order No.
30123

Order No.
001
002
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14220
14218
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PEGASUS-90 120 cm
Front view

Side view

Selectional view

616

1196

1196

Tray shelf, metal-free
Tray shelf (bottom collecting
sump used as storage area)

1298

Drawer
Storage box
Shelf
Bottom collecting sump
Perforated insert

1196 x 616 x 1298
1050 x 524 x 1072
270
6
5
5
600
450

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

438

230

438
150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air
Earthing link

Exhaust air DN
75

S90.129.120.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1

S90.129.120.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

558

89

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Quantity
90
40
40
40
15

Top view

S90.129.120.WDAC

616

Technical data

4

4

3+1

3

2

295
295
330

455
490

3

2

335
220
250
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

385
315

1
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S-PEGASUS-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PEGASUS-90 model S90.129.060.WDAC
warning yellow (RAL 1004), interior equipment with 2 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30242-002-33735 4
(recirculating air ﬁlter system optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested door
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Drawers
High storage capacity
Ideal for the storage of small containers

Order No. 14218 3

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
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Order No. 25099 3

S-PEGASUS-90 060 cm

Safety storage cabinet
S-PEGASUS-90 model S90.129.060.WDAC
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel
powder-coated)
Order No. 30242-001-33740 4

Safety storage cabinet
S-PEGASUS-90 model S90.129.060.WDAC
warning yellow (RAL 1004), interior equipment with 3 x drawer (sheet steel
powder-coated)
Order No. 30242-002-33741 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30242 —

001

Model
S90.129.060.WDAC
S90.129.060.WDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Order No.
30242
30243

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
2x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
2x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
2x drawer (V=4.5L)
3x drawer (V=4.5L)
2x drawer (V=4.5L)
3x drawer (V=4.5L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035

— 33737

Order No.
Door hinge: left right
33735 34413
33736 34414
33737 34415
33738 34416
33739 34417
30283 33499
30284 33500
30285 33501
30286 33502
30287 33503
30289 33505
30290 33506
33740 34418
33741 34419
33742 34420
33743 34421

Ready for dispatch within
Days
Weeks
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S-PEGASUS-90 060 cm

Individual conﬁguration of model S90.129.060.WDAC

Model
S90.129.060.WDAC
S90.129.060.WDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1298
596 x 616 x 1298

Order No.
30242
30243

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793 30793

Order No.
14220
14218
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PEGASUS-90 060 cm
Front view

Side view

596

Selectional view

616

596

Tray shelf, metal-free
Tray shelf (bottom collecting sump used
as storage area)

1298

Drawer
Storage box
Shelf
Bottom collecting sump
Perforated insert

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

596 x 616 x 1298
450 x 524 x 1072
170
3
5
5
600
799

Transport base optional
Entry height
Entry width

mm
mm

95
2 x 224

168

260

168
150

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Exhaust air DN 75
Earthing link

Standard storage heights of the drawers
9
8
7
6
5
4+1

S90.129.060.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

521

89

°

Fresh air

S90.129.060.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Quantity
30
12
12
12
6

Top view

S90.129.060.WDAC(R)

616

Technical data

4

4

3+1

3

2

290
295
330

450
490

3

2

335
220
250
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

395
315

1
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S-CLASSIC-30 097 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas. Type 30 safety box for
wall mounting – perfect use for workshops or industries due to easy and ﬂexible wall mounting above
workbenches
Function / construction:
• Robust construction and longevity: sturdy sheet-steel
construction
• Easy self-installation: safety box including console and
ﬁxing material
• Easy handling: two self-closing wing doors (standard
version not lockable)
• no unauthorised use: optional lockable version with
proﬁle cylinder (lock can only be ordered in combination
with the cabinet, subsequent installation of the lock is not
possible)
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust system
Available equipment:
• tray shelves with load capacity of 25 kg
Safety storage cabinet
S-CLASSIC-30 model S30.045.097.WM
anthracite grey (RAL 7016), Interior equipment with bottom collecting sump
(sheet steel powder-coated), including wall bracket and installation material
Order No. 32467-912 4

Wall bracket
Simple and ﬂexible installation of the
safety box due to stable wall bracket
including the needed mounting
material

Extraction unit
Avoid complex wall breakthroughs and expensive
extraction piping
Further information and products from
page 469

Order No. 17178 3

Recirculating air ﬁlter system for wall mounting

Cylinder lock
Safety box lockable with cylinder locking
order now - can only be ordered in
combination with safety box (subsequent installation of the cylinder lock
is impossible)

Avoid complex wall breakthroughs and expensive
extraction piping
bracket for wall mounting has to be ordered
separately (see order table)
Further information from page 467

Order No. 32467-911 4

Order No. 27144 3

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Maximum load

160

mm
mm
kg
DN
m³/h
Pa
kg

S30.045.097.WM

Usable storage heights

995 x 470 x 482
942 x 419 x 414
63
75
2
1
150

S30.045.097.WM

mm
mm

202
207

1
2

S-CLASSIC-30 097 cm
Front view

Side view

995

470

Top view

526

Exhaust air DN 75

482

*) 518

158

28

Fresh air

*) Height with cylinder lock (optional)

Selectional view

Tray shelf (bottom
collecting sump used as
storage area)

Bottom collecting sump

Flexible mounting of the safety box – maximum height of
the upper storage level: 1.75 m

Type 30 safety box for wall mounting
safe and simple storage of hazardous materials directly
at the workplace and above the workbench

Order example - how to order correctly

32467 —

911

Model
S30.045.097.WM

Information / equipment
Interior equipment with bottom collecting sump (sheet steel powder-coated), including wall bracket and installation
material

Order No.
32467

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
anthracite grey RAL 7016 with cylinder locking
anthracite grey RAL 7016

Order No.
911
912
1)

Interior equipment
Tray shelf

Material
sheet steel powder-coated RAL 7035

Accessories
Extraction module without exhaust air monitoring for wall mounting
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter for wall mounting

W x D x H (mm)
935 x 390 x 50

25.00

2)
10.00

3)
9.09

Order No.
29573

Order No.
17178
27144
23458

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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S-LINE

162

S-LINE

Overview: model line S-LINE
Safety storage cabinets type 90
596 mm

1968 mm

1968 mm

1968 mm

1968 mm

S-PHOENIX-90 model class with folding doors and door open arrest system
1196 mm
896 mm
596 mm

S90.196.120.FDAS

S90.196.090.FWAS

S90.196.060.FDAS

S90.196.060.075.FDAS

page 166

page 174

page 178

page 186

1968 mm

1968 mm

S-PHOENIX-90 model class with folding doors, door open arrest system and dividing wall
1196 mm
596 mm

S90.196.120.MV.FDAS

S90.196.060.MH.FDAS

page 170

page 182

1968 mm

1968 mm

1968 mm

S-PHOENIX Vol.2-90 model class with wing and folding doors, door open arrest system,
automatic door closing (TSA) and one-hand operation (AGT)
1196 mm
596 mm
596 mm

S90.196.120.FDAC

S90.196.060.FDAC

S90.196.060.075.FDAC

page 192

page 196

page 200

1968 mm

1968 mm

1968 mm

S-PHOENIX touchless-90 model class with fully automatic folding doors
1196 mm
596 mm
596 mm

S90.196.120.FDAO

S90.196.060.FDAO

S90.196.060.075.FDAO

page 206

page 210

page 214

Safety storage cabinets type 30

1968 mm

1968 mm

S-PHOENIX-30 model class with folding doors and door open arrest system
1202 mm
602 mm

S30.197.120.FDAS

S30.197.060.FDAS

page 222

page 224
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S-PHOENIX-90

Overview: model class S-PHOENIX-90
Safe and approved storage of ﬂammable hazardous substances in working areas

First of its kind

Large range of models

• S-PHOENIX-90 led the way – ﬁrst safety

• Available in three widths (60, 90, 120 cm)

storage cabinet with folding doors according to EN 14470-1 worldwide
• Optimal developed door technology for an
easy operation of the doors
• Air-damped door buffer ensure soft and
low-wear closings

• Variety of interior equipment: shelves,
drawers available in stainless steel or sheet
steel plastic laminated, metal-free interior
equipment

Safety storage cabinets for
the use in conﬁned spaces
in laboratories
• Space saving folding doors – ideal for use
in case of narrow passage widths in front
of the cabinet

Further features of this model class

Convenient handling

Safe operation

Comfortable adjusting possibilities

• door operation with minimal effort
• door open arrest system allows convenient
and safe removal or storage of containers
with both hands

• Continuous anti-trapping door strips on the
folding doors offer maximum protection
during operation
• GS approved safety - S-PHOENIX-90 complies with all requirements of the German
regulations (Produktsicherheitsgesetzes
§21 Abs. 1) to guarantee safety and health

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump

164

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

S-PHOENIX-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1

2

3

4
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S-PHOENIX-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-90 model S90.196.120.FDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30118-001-33715 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding doors: less
required space in front of the cabinet
while doors are open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand
Further information on these models from page 230
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Order No. 25099 3

S-PHOENIX-90 120 cm

Safety storage cabinet
S-PHOENIX-90 model S90.196.120.FDAS
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30118-002-33726 4

Safety storage cabinet
S-PHOENIX-90 model S90.196.120.FDAS
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30118-001-33724 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30118 —

001

Model
S90.196.120.FDAS

Information / equipment
without interior equipment, with door open arrest system

Order No.
30118

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33715

Order No.
33715
33716
33717
33718
33719
33720
33721
33722
33723
30143
30144
33724
33725
33726
33727
33728
33729

Ready for dispatch within
Days
Weeks

167

S-PHOENIX-90 120 cm

Individual conﬁguration of model S90.196.120.FDAS

Model
S90.196.120.FDAS

Information / equipment
without interior equipment, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1968

Order No.
30118

Order No.
001
002
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

168

Ready for dispatch within
Days
Weeks

S-PHOENIX-90 120 cm
Front view

Side view

Selectional view

616

1196

1196

Tray shelf, metal-free

Drawer (heavy-duty)

1968

Drawer

Tray shelf (bottom collecting
sump used as storage area)
Storage box
Shelf

Bottom collecting sump
Perforated insert

1196 x 616 x 1968
1050 x 524 x 1742
420
10
5
5
600
528

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

483

S90.196.120.FDAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.120.FDAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

390
390
390
390
4
460
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

483

Fresh air
Earthing link

3

2

520
520
550

1125
490

3

2

490
380
410

93

331

4

230

150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Quantity
90
40
40
40
15

Top view

S90.196.120.FDAS

616

Technical data

Exhaust air DN
75

937

3

2

1
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S-PHOENIX-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-90 model S90.196.120.MV.FDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated), 3 x tray
shelf, 1 x bottom collecting sump (PP)
Order No. 30708-001-33848 4

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(vertical seperated) allow the storage
of ﬂammable liquids and aggressive
chemicals in one cabinet
• Space saving folding doors: less
required space in front of the cabinet
while doors are open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

170

Order No. 14218 3

Separate storage
Dividing wall allows the spatial separated storage of
different hazardous materials

S-PHOENIX-90 120 cm

Safety storage cabinet
S-PHOENIX-90 model S90.196.120.MV.FDAS
light grey (RAL 7035), interior equipment with 3 x tray shelf, 1 x bottom collecting
sump (PP), 6 x drawer (sheet steel powder-coated)
Order No. 30708-001-33849 4

Safety storage cabinet
S-PHOENIX-90 model S90.196.120.MV.FDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (stainless steel), 3 x tray shelf, 1 x bottom collecting
sump (PP)
Order No. 30708-001-30350 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30708 —

001

Model
S90.196.120.MV.FDAS

Information / equipment
without interior equipment, with vertical dividing wall, with door open arrest system

Order No.
30708

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035, PP grey
stainless steel, PP grey

— 33848

Order No.
33848
30350

sheet steel powder-coated RAL 7035, PP grey

33849

stainless steel, PP grey

33850

Ready for dispatch within
Days
Weeks
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S-PHOENIX-90 120 cm

Individual conﬁguration of model S90.196.120.MV.FDAS

Model
S90.196.120.MV.FDAS

Information / equipment
without interior equipment, with vertical dividing wall, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1968

Order No.
30708

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Extraction unit without exhaust air monitoring

30793 30793

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX-90 120 cm
Front view

Side view

1196

Selectional view

616

Storage box
Shelf

Drawer

1968

m

Tray shelf, metal-free

Shelf

Bottom collecting sump
Perforated insert

Top view

S90.196.120.MV.FDAS

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

1196 x 616 x 1968
left: 450 x 524 x 1742
right: 450 x 524 x 1742
515
8
5
5
600
576

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

483

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.120.MV.FDAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

S90.196.120.MV.FDAS
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

390
390
390
390
4
460
285
315
315

3+1

483

Fresh air
Earthing link

3

2

520
520
550

1125
490

3

2

490
380
410

93

333

S90.196.120.MV.FDAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

230

150

mm
mm

°

External dimensions W x D x H
Internal dimensions W x D x H

616

Technical data

Exhaust air DN
75

937

3

3

2

2

1

1
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S-PHOENIX-90 090 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-90 model S90.196.090.FWAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30207-001-33705 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Shelves
Height adjustable (32 mm increments), with 30 mm
upstand

User-friendly and safe
Door open arrest system (optional),
convenient and safe removal or storage of containers

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

174

Order No. 25099 3

S-PHOENIX-90 090 cm

Safety storage cabinet
S-PHOENIX-90 model S90.196.090.FWAS
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30207-001-33709 4
(recirculating air ﬁlter system optional)

Safety storage cabinet
S-PHOENIX-90 model S90.196.090.FWAS
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30207-002-33711 8

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30207 —

001

Model
S90.196.090.FWAS

Information / equipment
without interior equipment, with door open arrest system

Order No.
30207

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33707

Order No.
33705
33706
33707
33708
30212
30213
30214
30215
30216
30217
33709
33710
33711
33712
33713
33714

Ready for dispatch within
Days
Weeks

175

S-PHOENIX-90 090 cm

Individual conﬁguration of model S90.196.090.FWAS

Model
S90.196.090.FWAS

Information / equipment
without interior equipment, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
896 x 616 x 1968

Order No.
30207

Order No.
001
002
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

sheet steel powder-coated RAL 7035
stainless steel

725 x 445 x 80*
723 x 488 x 83*

22.00
22.00

20.00
20.00

33621
30062

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

27948

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

9707

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX-90 090 cm
Front view

Side view

Selectional view

616

896

896

Tray shelf, metal-free

1968

Drawer (heavy-duty)

Drawer
Storage box

Shelf

Bottom collecting sump
Perforated insert

Top view

S90.196.090.FWAS
896 x 616 x 1968
750 x 524 x 1742
310
7
5
5
600
628

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 290

333

230

333

150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Fresh air

Exhaust air DN 75

Earthing link

93

°

89

331

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

616

Technical data

676

S90.196.090.FWAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.090.FWAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

Quantity
49
23
23
23
9

4

390
390
390
390
4
465
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

3

2

520
520
550

1125
490

3

2

495
380
410

3

2

1

177

S-PHOENIX-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.FDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30233-001-33659 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Further information and
products from page 469
Drawers
High storage capacity
Ideal for the storage of small containers

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

178

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Order No. 25099 3

S-PHOENIX-90 060 cm

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.FDAS
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30233-001-33681 4
(recirculating air ﬁlter system optional)

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.FDAS
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30233-002-33683 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30234 —

001

Model
S90.196.060.FDAS
S90.196.060.FDASR

Information / equipment
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged, with door open arrest system

Order No.
30233
30234

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 33663

Order No.
Door hinge: left right
33659 34387
33660 34388
33661 34389
33662 34390
33663 34391
30257 33451
30258 33452
30260 33454
30261 33455
30263 33457
30266 33460
30265 33459
33681 34392
33682 34393
33683 34394
30270 33464
30271 33465
33686 34397
33687 34398
33688 34399
30275 33469
30276 33470

Ready for dispatch within
Days
Weeks
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S-PHOENIX-90 060 cm

Individual conﬁguration of model S90.196.060.FDAS

Model
S90.196.060.FDAS
S90.196.060.FDASR

Information / equipment
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1968
596 x 616 x 1968

Order No.
30233
30234

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793 30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX-90 060 cm
Front view

Side view

596

616

Selectional view
596

Storage box

Shelf

1968

Tray shelf, metal-free

Tray shelf (bottom collecting sump
used as storage area)

Drawer

Bottom collecting sump
Perforated insert

596 x 616 x 1968
450 x 524 x 1742
260
4
5
5
600
893

Transport base optional
Entry height
Entry width

mm
mm

95
2 x 224

168

260

S90.196.060.FDAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060.FDAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

168
150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Exhaust air DN 75

Earthing link

Fresh air

311

93

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Quantity
30
12
12
12
6

Top view

S90.196.060.FDAS

616

Technical data

4

3+1

385
390
390
390

400
390
295
275

4
460
285
315
315
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

3

3
490
380
410

2
2

1
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S-PHOENIX-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.MH.FDAS
light grey (RAL 7035), interior equipment with 2 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated), 2 x tray
shelf, 1 x bottom collecting sump (PP)
Order No. 30709-001-33835 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(horizontal seperated) allow the
storage of ﬂammable liquids and
aggressive chemicals in one cabinet
• Space saving folding door: less
required space in front of the cabinet
while door is open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Order No. 14218 3

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

182

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

S-PHOENIX-90 060 cm

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.MH.FDAS
light grey (RAL 7035), interior equipment with 2 x shelf, 1 x perforated insert,
1 x bottom collecting sump (stainless steel), 2 x tray shelf, 1 x bottom collecting
sump (PP)
Order No. 30709-001-30355 4

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.MH.FDAS
light grey (RAL 7035), interior equipment with 2 x tray shelf, 1 x bottom collecting
sump (PP), 3 x drawer (sheet steel powder-coated)
Order No. 30709-001-33837 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30709 —

001

Model
S90.196.060.MH.FDAS
S90.196.060.MH.FDASR

Information / equipment
without interior equipment, with horizontal dividing wall, left hinged, with door open arrest system
without interior equipment, with horizontal dividing wall, right hinged, with door open arrest system

Order No.
30709
31867

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
Top: 2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Top: 2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Top: 2x drawer (V=4.5L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Top: 3x drawer (V=4.5L)
Bottom: 2x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035, PP grey

— 33835

Order No.
Door hinge: left right
33835 34423

stainless steel, PP grey

30355 33489

sheet steel powder-coated RAL 7035, PP grey

33836 34424

sheet steel powder-coated RAL 7035, PP grey

33837 34425

Ready for dispatch within
Days
Weeks
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S-PHOENIX-90 060 cm

Individual conﬁguration of model S90.196.060.MH.FDAS

Model
S90.196.060.MH.FDAS
S90.196.060.MH.FDASR

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Information / equipment
without interior equipment, with horizontal dividing wall, left hinged, with door open
arrest system
without interior equipment, with horizontal dividing wall, right hinged, with door open
arrest system

W x D x H (mm)
596 x 616 x 1968

Order No.
30709

596 x 616 x 1968

31867

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30029 30029
9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

8719

8719

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring

30793 30793

Order No.
14218
25099
14220

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX-90 060 cm
Front view

Side view

596

Selectional view

616

596

Drawer

Shelf

1968

Bottom collecting sump

Perforated insert

Tray shelf, metal-free

polyethylene sump pallet

Top view

S90.196.060.MH.FDAS

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

596 x 616 x 1968
top: 450 x 524 x 877
bottom: 450 x 524 x 845
260
4
5
5
600
891

168

260

Exhaust air DN 75

Earthing link

93

mm
mm

95
2 x 224

S90.196.060.MH.FDAS
Drawers/number
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights for drawers (upper compartment)
3
2
271
266
399
234
395

S90.196.060.MH.FDAS
Shelves/number
Distance
o (mm)
Distance
n (mm)

Standard storage heights for shelves (lower compartment)
2
270
250

S90.196.060.MH.FDAS
Shelves/number
Distance
o (mm)
Distance
n (mm)

Standard storage heights for tray shelves (lower compartment)
2
255
240

S90.196.060.MH.FDAS
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

Fresh air

314

Transport base optional
Entry height
Entry width

168
150

mm
mm

°

External dimensions W x D x H
Internal dimensions W x D x H

616

Technical data

3

2

1
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S-PHOENIX-90 060 cm Depth 075 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.075.FDAS
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30313-001-33697 8
(extraction unit optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers

• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Special depth 750 mm
Plenty of space for small containers, optimal utilisation of
the inside space when storing small containers

186

Order No. 25099 3

S-PHOENIX-90 060 cm Depth 075 cm

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.075.FDAS
light grey (RAL 7035), interior equipment with 2 x drawer, 1 x drawer, 1 x drawer
(disposal), 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30313-001-30321 8

Safety storage cabinet
S-PHOENIX-90 model S90.196.060.075.FDAS
warning yellow (RAL 1004), interior equipment with 3 x drawer, 1 x drawer,
1 x drawer (disposal), 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30313-002-30322 8
(recirculating air ﬁlter system optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30313 —

001

Model
S90.196.060.075.FDAS
S90.196.060.075.FDASR

Information / equipment
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged, with door open arrest system

Order No.
30313
30314

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x drawer (V=5.5L)
5x drawer (V=5.5L)
6x drawer (V=5.5L)
2x drawer (V=5.5L), 1x drawer
sump (V=22.0L)
3x drawer (V=5.5L), 1x drawer
sump (V=22.0L)
4x drawer (V=5.5L)
5x drawer (V=5.5L)
6x drawer (V=5.5L)
2x drawer (V=5.5L), 1x drawer
sump (V=22.0L)
3x drawer (V=5.5L), 1x drawer
sump (V=22.0L)

Material
7035
7035
7035
7035

— 30321

Order No.
Door hinge: left right
33695 34402
33696 34403
33697 34404
30321 33480

(V=5.5L), 1x drawer (disposal) (V=10.0L), 1x bottom collecting

sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

(V=5.5L), 1x drawer (disposal) (V=10.0L), 1x bottom collecting

sheet steel powder-coated RAL 7035

30322 33481

(V=5.5L), 1x drawer (disposal) (V=4.5L), 1x bottom collecting

stainless steel
stainless steel
stainless steel
stainless steel

33700
33701
33702
30326

(V=5.5L), 1x drawer (disposal) (V=4.5L), 1x bottom collecting

stainless steel

30327 33486

34407
34408
34409
33485

Ready for dispatch within
Days
Weeks
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S-PHOENIX-90 060 cm Depth 075 cm

Individual conﬁguration of model S90.196.060.075.FDAS

Model
S90.196.060.075.FDAS
S90.196.060.075.FDASR

Information / equipment
without interior equipment, left hinged, with door open arrest system
without interior equipment, right hinged, with door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 749 x 1968
596 x 749 x 1968

Order No.
30313
30314

Order No.
001
002
1)

Interior equipment

Material

2)

Order No.
5.50
5.50
10.00
4.50

Door hinge: left
5.00
30328
5.00
30330
9.09
30329
4.09
30331

right
33401
33404
33403
33405

313 x 563 x 175*

25.50

23.18

18475

18475

12.00

10.91

18473

18473

Drawer
Drawer
Drawer (disposal)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

3)

W x D x H (mm)
345 x 635 x 50*
345 x 635 x 50*
329 x 602 x 160*
329 x 602 x 150*

25.00
25.00
50.00
50.00

Accessories
Sump inliner for drawer disposal

PP black

Sump inliner for drawer

PP undyed

334 x 560 x 66*

Anti-slip rubber mat

grey

305 x 705 x 2

Anti-slip rubber mat for drawer supply

black

630 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

33575 33575
8720

8720

30035 30035
30793 30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX-90 060 cm Depth 075 cm
Front view

Side view

596

Selectional view

749

596

1968

Drawer

drawer (disposal)

Top view

S90.196.060.075.FDAS(R)
mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

596 x 749 x 1968
450 x 657 x 1742
310
5
5
5
600
873

168

260

168

284

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Exhaust air DN 75

749

Technical data

Earthing link

°

95
2 x 224

S90.196.060.075.FDAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060.075.FDAS
Quantity
40
17
17
17
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

3+1

385
390
390
390

400
390
295
475

3

93

mm
mm

311

Transport base optional
Entry height
Entry width

Fresh air

2

3

525
520
550

1005
615
2

1
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S-PHOENIX Vol. 2-90

Overview: model class S-PHOENIX Vol.2-90
Safe and approved storage of ﬂammable hazardous substances in working areas

Safety storage cabinets for
the use in conﬁned spaces
in laboratories

One hand operation

• Space saving folding doors – ideal for use
in case of narrow passage widths in front
of the cabinet

• Container remains in one hand whilst
opening

• One-hand operation for double-door
cabinets

Door open arrest system
with serial automatic door
closing
• Doors remain open in the serial door open
arrest system, convenient and safe removal
or storage of containers
• Doors close automatically after approx. 60
seconds
• Acoustic and visual signal before closing

Further features of this model class

Safe operation

Comfortable adjusting possibilities

• Continuous anti-trapping door strips on the
folding doors offer maximum protection
during operation
• GS approved safety: S-PHOENIX Vol. 2-90
complies with all requirements of the German regulations (Geräte- und Produktsicherheitsgesetzes §7 Abs. 1) to guarantee
safety and health

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump
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2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

S-PHOENIX Vol. 2-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1

2

3

4
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S-PHOENIX Vol.2-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.120.FDAC
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30119-002-33715 4
(extraction unit optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding doors: less
required space in front of the cabinet
while doors are open
• Effortless use: one-hand operation
for double-door cabinets (AGT)
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested doors
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Adjusting aids

Order No. 14220 3

To compensate for uneven ﬂoor and an easy alignment

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
Further information on these models from page 230
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Order No. 25099 3

S-PHOENIX Vol.2-90 120 cm

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.120.FDAC
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30119-001-33715 4

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.120.FDAC
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel powdercoated)
Order No. 30119-001-33726 4

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30119 —

001

Model
S90.196.120.FDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Order No.
30119

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33719

Order No.
33715
33716
33717
33718
33719
33720
33721
33722
33723
30143
30144
33724
33725
33726
33727
33728
33729

Ready for dispatch within
Days
Weeks
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S-PHOENIX Vol.2-90 120 cm

Individual conﬁguration of model S90.196.120.FDAC

Model
S90.196.120.FDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1968

Order No.
30119

Order No.
001
002
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Recirculating air filter system with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit without exhaust air monitoring

30793

Order No.
25099
14220
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX Vol.2-90 120 cm
Front view

Side view

Selectional view

616

1196

1196

Tray shelf, metal-free

Drawer (heavy-duty)

1968

Drawer

Tray shelf (bottom collecting
sump used as storage area)
Storage box
Shelf

Bottom collecting sump
Perforated insert

1196 x 616 x 1968
1050 x 524 x 1742
420
10
5
5
600
528

Transport base optional
Entry height
Entry width

mm
mm

100
2 x 440

483

S90.196.120.FDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.120.FDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

390
390
390
390
4
460
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

483

Fresh air
Earthing link

3

2

520
520
550

1125
490

3

2

490
380
410

93

331

4

230

150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Quantity
90
40
40
40
15

Top view

S90.196.120.FDAC

616

Technical data

Exhaust air DN
75

937

3

2

1
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S-PHOENIX Vol.2-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.060.FDAC
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30235-002-33659 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested door
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• disposal drawer
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install

Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment
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Order No. 25099 3

S-PHOENIX Vol.2-90 060 cm

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.060.FDAC
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30235-001-33681 4

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.060.FDAC
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30235-002-33683 4
(recirculating air ﬁlter system and sump inliner optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30235 —

001

Model
S90.196.060.FDAC
S90.196.060.FDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Order No.
30235
30236

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 30270

Order No.
Door hinge: left right
33659 34387
33660 34388
33661 34389
33662 34390
33663 34391
30257 33451
30258 33452
30260 33454
30261 33455
30263 33457
30266 33460
30265 33459
33681 34392
33682 34393
33683 34394
30270 33464
30271 33465
33686 34397
33687 34398
33688 34399
30275 33469
30276 33470

Ready for dispatch within
Days
Weeks
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S-PHOENIX Vol.2-90 060 cm

Individual conﬁguration of model S90.196.060.FDAC

Model
S90.196.060.FDAC
S90.196.060.FDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1968
596 x 616 x 1968

Order No.
30235
30236

Order No.
001
002
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 170 mm
Bottom collecting sump height = 180 mm

stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

415 x 480 x 127*
442 x 457 x 130
439 x 504 x 171*
439 x 454 x 180*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

30104 30104
33594 33594
30105 30105
33605 33605

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793 30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX Vol.2-90 060 cm
Front view

Side view

Selectional view

596

616

596

Storage box

Shelf

1968

Tray shelf, metal-free

Tray shelf (bottom collecting
sump used as storage area)

Drawer

Bottom collecting sump
Perforated insert

596 x 616 x 1968
450 x 524 x 1742
260
4
5
5
600
893

Transport base optional
Entry height
Entry width

mm
mm

95
2 x 224

168

260

S90.196.060.FDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060.FDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

168
150

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

Exhaust air DN 75

Earthing link

Fresh air

311

93

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Quantity
30
12
12
12
6

Top view

S90.196.060.FDAC(R)

616

Technical data

4

3+1

385
390
390
390

400
390
295
275

4
460
285
315
315
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3

2

3

3
490
380
410

2
2

1
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S-PHOENIX Vol.2-90 060 cm Depth 075 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.060.075.FDAC
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30315-001-33697 8

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers

• Always closed: serial automatic door
closing (TSA) releases arrested door
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Special depth 750 mm
Plenty of space for small containers, optimal utilisation of
the inside space when storing small containers
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Order No. 25099 3

S-PHOENIX Vol.2-90 060 cm Depth 075 cm

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.060.075.FDAC
light grey (RAL 7035), interior equipment with 2 x drawer, 1 x drawer, 1 x drawer
(disposal), 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30315-001-30321 8

Safety storage cabinet
S-PHOENIX Vol.2-90 model S90.196.060.075.FDAC
warning yellow (RAL 1004), interior equipment with 3 x drawer, 1 x drawer,
1 x drawer (disposal), 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30315-002-30322 8
(recirculating air ﬁlter system optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30316 —

001

Model
S90.196.060.075.FDAC
S90.196.060.075.FDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Order No.
30315
30316

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x drawer (V=5.5L)
5x drawer (V=5.5L)
6x drawer (V=5.5L)
2x drawer (V=5.5L), 1x drawer
sump (V=22.0L)
3x drawer (V=5.5L), 1x drawer
sump (V=22.0L)
4x drawer (V=5.5L)
5x drawer (V=5.5L)
6x drawer (V=5.5L)
2x drawer (V=5.5L), 1x drawer
sump (V=22.0L)
3x drawer (V=5.5L), 1x drawer
sump (V=22.0L)

Material
7035
7035
7035
7035

— 30322

Order No.
Door hinge: left right
33695 34402
33696 34403
33697 34404
30321 33480

(V=5.5L), 1x drawer (disposal) (V=10.0L), 1x bottom collecting

sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

(V=5.5L), 1x drawer (disposal) (V=10.0L), 1x bottom collecting

sheet steel powder-coated RAL 7035

30322 33481

(V=5.5L), 1x drawer (disposal) (V=4.5L), 1x bottom collecting

stainless steel
stainless steel
stainless steel
stainless steel

33700
33701
33702
30326

(V=5.5L), 1x drawer (disposal) (V=4.5L), 1x bottom collecting

stainless steel

30327 33486

34407
34408
34409
33485

Ready for dispatch within
Days
Weeks
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S-PHOENIX Vol.2-90 060 cm Depth 075 cm

Individual conﬁguration of model S90.196.060.075.FDAC

Model
S90.196.060.075.FDAC
S90.196.060.075.FDACR

Information / equipment
without interior equipment, left hinged, with TSA, door open arrest system
without interior equipment, right hinged, with TSA, door open arrest system

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 749 x 1968
596 x 749 x 1968

Order No.
30315
30316

Order No.
001
002
1)

Interior equipment

Material

2)

Order No.
5.50
5.50
10.00
4.50

Door hinge: left
5.00
30328
5.00
30330
9.09
30329
4.09
30331

right
33401
33404
33403
33405

313 x 563 x 175*

25.50

23.18

18475

18475

12.00

10.91

18473

18473

Drawer
Drawer
Drawer (disposal)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

3)

W x D x H (mm)
345 x 635 x 50*
345 x 635 x 50*
329 x 602 x 160*
329 x 602 x 150*

25.00
25.00
50.00
50.00

Accessories
Sump inliner for drawer disposal

PP black

Sump inliner for drawer

PP undyed

334 x 560 x 66*

Anti-slip rubber mat

grey

305 x 705 x 2

Anti-slip rubber mat for drawer supply

black

630 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

33575 33575
8720

8720

30035 30035
30793 30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX Vol.2-90 060 cm Depth 075 cm
Side view

Front view
596

Selectional view

749

596

1968

Drawer

drawer (disposal)

Top view

S90.196.060.075.FDAC(R)
mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

596 x 749 x 1968
450 x 657 x 1742
310
5
5
5
600
873

168

260

168

284

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

Exhaust air DN 75

749

Technical data

Earthing link

°

95
2 x 224

S90.196.060.075.FDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060.075.FDAC
Quantity
40
17
17
17
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

3+1

385
390
390
390

400
390
295
475

3

93

mm
mm

311

Transport base optional
Entry height
Entry width

Fresh air

2

3

525
520
550

1005
615
2

1
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S-PHOENIX touchless-90

Overview: model class S-PHOENIX touchless-90
Safe and approved storage of ﬂammable hazardous substances in working areas

Fully automatic

Safety

• S-PHOENIX touchless-90 makes your

• No door is left open

Space saving folding
doors

job easier: sensor technology detects the
person in front of the cabinet
• Contact-free opening and closing of the
folding doors

• If the person leaves the sensor-controlled
detection area, the folding doors close
automatically

• Space saving folding doors – ideal for use
in case of narrow passage widths in front
of the cabinet

Further features of this model class

Safe operation

Comfortable adjusting possibilities

• Continuous anti-trapping door strips on the
folding doors offer maximum protection
during operation

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

1

• metal-free interior equipment for the storage of aggressive hazardous materials
• as standard with removable
plastic sump

204

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

S-PHOENIX touchless-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1

2

3

4
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S-PHOENIX touchless-90 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.120.FDAO
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30120-002-33715 8

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding doors: less
required space in front of the cabinet
while doors are open
• Effortless use: the sensor detects a
person within approx. 2 seconds
• User-friendly and safe: after
detection, the folding doors open
automatically within approx. 5
seconds. The sensor recognises the
person while operating and hold the
folding doors open
• Always closed: if the person leaves
the sensor-controlled detection area,
the folding doors close automatically
after approx. 30 seconds

• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity
of 100 kg
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.

Further information and
products from page 469
Drawers
High storage capacity
Ideal for the storage of small containers

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment
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Order No. 25099 3

S-PHOENIX touchless-90 120 cm

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.120.FDAO
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30120-001-33715 6
(extraction unit optional)

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.120.FDAO
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel powdercoated)
Order No. 30120-001-33726 6

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30120 —

001

Model
S90.196.120.FDAO

Information / equipment
without interior equipment with fully automatic folding doors

Order No.
30120

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33719

Order No.
33715
33716
33717
33718
33719
33720
33721
33722
33723
30143
30144
33724
33725
33726
33727
33728
33729

Ready for dispatch within
Days
Weeks
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S-PHOENIX touchless-90 120 cm

Individual conﬁguration of model S90.196.120.FDAO

Model
S90.196.120.FDAO

Information / equipment
without interior equipment with fully automatic folding doors

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
1196 x 616 x 1968

Order No.
30120

Order No.
001
002
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Further information on these models from page 40
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Ready for dispatch within
Days
Weeks

S-PHOENIX touchless-90 120 cm
Front view
1196

Side view

Selectional view

616

1196

Tray shelf, metal-free

Drawer (heavy-duty)

1968

Drawer

Tray shelf (bottom collecting
sump used as storage area)
Storage box
Shelf

Bottom collecting sump
Perforated insert

483

S90.196.120.FDAO
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
135
135
295
135
135
295
170
170
230
295
170
170
200
295
325
295
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
200
200
200
230
295
490

S90.196.120.FDAO
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

4

390
390
390
390
4
460
285
315
315

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

3+1

230

483
150

1196 x 616 x 1968
1050 x 524 x 1742
420
10
5
5
600
528
230
0,35
50

Fresh air

°

Earthing link

3

2

520
520
550

1125
490

3

2

490
380
410

93

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²
V
W
Hz

616

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load
Nominal voltage
Power consump. in operation
Frequency

Quantity
90
40
40
40
15

Top view

S90.196.120.FDAO

331

Technical data

Exhaust air DN
75

937

3

2

1
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S-PHOENIX touchless-90 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.060.FDAO
warning yellow (RAL 1004), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet steel powdercoated)
Order No. 30237-002-33659 8
(extraction unit optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• Effortless use: the sensor detects a
person within approx. 2 seconds
• User-friendly and safe: after
detection, the folding door opens
automatically within approx. 5
seconds. The sensor recognises the
person while operating and holds the
folding door open
• Always closed: if the person leaves
the sensor-controlled detection area,
the folding door closes automatically
after approx. 30 seconds

• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump

Extraction unit with
exhaust air monitoring
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469
Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

Drawers
High storage capacity
Ideal for the storage of small containers

Order No. 14220 3

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464
Metal-free interior equipment
Ideal for the storage of ﬂammable, aggressive hazardous
substances. Tray shelves with chemical resistant surface
lamination and removeable plastic sump, bottom
collecting plastic sump.
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Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

Order No. 25099 3

S-PHOENIX touchless-90 060 cm

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.060.FDAO
light grey (RAL 7035), interior equipment with 4 x drawer (sheet steel
powder-coated)
Order No. 30237-001-33681 6

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.060.FDAO
warning yellow (RAL 1004), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30237-002-33683 8

Available colours:
RAL
7035

001

Order example - how to order correctly

RAL
1004

30237 —

002

001

Model
S90.196.060.FDAO

Information / equipment
without interior equipment with fully automatic folding door, left hinged

Order No.
30237

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting
sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting
sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting
sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting
sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035
7035

7035
7035
7035
7035

— 30270

Order No.
33659
33660
33661
33662
33663
30257
30258
30260
30261
30263
30266
30265
33681
33682
33683
30270

sheet steel powder-coated RAL 7035

30271

stainless steel
stainless steel
stainless steel
stainless steel

33686
33687
33688
30275

stainless steel

30276

Ready for dispatch within
Days
Weeks
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S-PHOENIX touchless-90 060 cm

Individual conﬁguration of model S90.196.060.FDAO

Model
S90.196.060.FDAO

Information / equipment
without interior equipment with fully automatic folding door, left hinged

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 616 x 1968

Order No.
30237

Order No.
001
002
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

10.45
10.45

30098
30102
30099
30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

30106

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594
30104
33605
30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

sheet steel powder-coated RAL 7035

380 x 420 x 360

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555
5776
17693
10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

Accessories
Storage box left hinged

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30030
9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

8719

30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX touchless-90 060 cm
Front view

Selectional view

Side view

596

616

596

Storage box

Shelf

1968

Tray shelf, metal-free

Tray shelf (bottom collecting sump used as
storage area)

Drawer

Bottom collecting sump
Perforated insert

596 x 616 x 1968
450 x 524 x 1742
260
4
5
5
600
893
230
50
0,35

S90.196.060.FDAO
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060.FDAO
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

4

3+1

385
390
390
390

400
390
295
275

4
460
285
315
315
Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

260

168
150

168

Exhaust air DN 75

°

Earthing link
Fresh air

93

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²
V
Hz
W

616

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load
Nominal voltage
Frequency
Power consump. in operation

Quantity
30
12
12
12
6

Top view

S90.196.060.FDAO

311

Technical data

3

2

3

3
490
380
410

2
2

1
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S-PHOENIX touchless-90 060 cm Depth 075 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.060.075.FDAO
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel
powder-coated)
Order No. 30317-001-33697 8
(extraction unit optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• Effortless use: the sensor detects a
person within approx. 2 seconds
• User-friendly and safe: after
detection, the folding door opens
automatically within approx. 5
seconds. The sensor recognises the
person while operating and holds the
folding door open

• Always closed: if the person leaves
the sensor-controlled detection area,
the folding door closes automatically
after approx. 30 seconds
• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information from
page 469

Order No. 14218 3

Drawers
High storage capacity
Ideal for the storage of small containers

Recirculating air ﬁlter system
Avoid complex wall breakthroughs and expensive
extraction piping
Further information from
page 464

Special depth 750 mm
Plenty of space for small containers, optimal utilisation of
the inside space when storing small containers
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Order No. 25099 3

S-PHOENIX touchless-90 060 cm Depth 075 cm

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.060.075.FDAO
light grey (RAL 7035), interior equipment with 2 x drawer, 1 x drawer, 1 x drawer
(disposal), 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30317-001-30321 8

Safety storage cabinet
S-PHOENIX touchless-90 model S90.196.060.075.FDAO
warning yellow (RAL 1004), interior equipment with 3 x drawer, 1 x drawer,
1 x drawer (disposal), 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30317-002-30322 8
(recirculating air ﬁlter system optional)

Order example - how to order correctly

Available colours:
RAL
7035

RAL
1004

001

002

30317 —

001

Model
S90.196.060.075.FDAO

Information / equipment
without interior equipment with fully automatic folding door, left hinged

Order No.
30317

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x drawer (V=5.5L)
5x drawer (V=5.5L)
6x drawer (V=5.5L)
2x drawer (V=5.5L), 1x drawer (V=5.5L), 1x drawer (disposal) (V=10.0L), 1x bottom
collecting sump (V=22.0L)
3x drawer (V=5.5L), 1x drawer (V=5.5L), 1x drawer (disposal) (V=10.0L), 1x bottom
collecting sump (V=22.0L)
4x drawer (V=5.5L)
5x drawer (V=5.5L)
6x drawer (V=5.5L)
2x drawer (V=5.5L), 1x drawer (V=5.5L), 1x drawer (disposal) (V=4.5L), 1x bottom
collecting sump (V=22.0L)
3x drawer (V=5.5L), 1x drawer (V=5.5L), 1x drawer (disposal) (V=4.5L), 1x bottom
collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL

7035
7035
7035
7035

— 30322

Order No.
33695
33696
33697
30321

sheet steel powder-coated RAL 7035

30322

stainless steel
stainless steel
stainless steel
stainless steel

33700
33701
33702
30326

stainless steel

30327

Ready for dispatch within
Days
Weeks
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S-PHOENIX touchless-90 060 cm Depth 075 cm

Individual conﬁguration of model S90.196.060.075.FDAO

Model
S90.196.060.075.FDAO

Information / equipment
without interior equipment with fully automatic folding door, left hinged

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

W x D x H (mm)
596 x 749 x 1968

Order No.
30317

Order No.
001
002
1)

2)

3)

Drawer
Drawer
Drawer (disposal)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 635 x 50*
345 x 635 x 50*
329 x 602 x 160*
329 x 602 x 150*

25.00
25.00
50.00
50.00

5.50
5.50
10.00
4.50

5.00
5.00
9.09
4.09

30328
30330
30329
30331

Accessories
Sump inliner for drawer disposal

PP black

313 x 563 x 175*

25.50

23.18

18475

Sump inliner for drawer

PP undyed

334 x 560 x 66*

12.00

10.91

18473

Anti-slip rubber mat

grey

305 x 705 x 2

33575

Anti-slip rubber mat for drawer supply

black

630 x 340 x 1

8720

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

Document holder DIN A5

polystyrene

Ventilation
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring

30035
30793

Order No.
14218
14220
25099

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

S-PHOENIX touchless-90 060 cm Depth 075 cm
Front view

Side view

596

Selectional view

749

596

1968

Drawer

drawer (disposal)

Top view

S90.196.060.075.FDAO
596 x 749 x 1968
450 x 657 x 1742
310
5
5
5
600
873
230
50
0,35

S90.196.060.075.FDAO
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
200
135
290
135
135
290
135
170
230
290
170
170
200
295
320
305
170
170
200
230
295
295
170
170
170
230
330
230
170
170
200
230
295
230
170
200
200
230
295
475

S90.196.060.075.FDAO
Quantity
40
17
17
17
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

3+1

385
390
390
390

400
390
295
475

260

168

284

168

Exhaust air DN 75

°

Earthing link

3

93

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²
V
Hz
W

311

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load
Nominal voltage
Frequency
Power consump. in operation

749

Technical data

Fresh air

2

3

525
520
550

1005
615
2

1
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Drawers vs. shelves

Have you got space to waste?
… probably not.
This is exactly the reason why we want to introduce you to the beneﬁts of safety storage cabinets with full drawers.

THE TASK
A situation known to many users:
• Which conditions should be used when clearing the
containers in the cabinet?
• Which containers are on the front of the shelves,
which are to the rear?
• Which hazardous materials should be placed on one
storage level if possible?
• How can it be guaranteed that the containers from
the rear rows can be easily and safely removed?

THE SOLUTION

Safety storage cabinets with
drawers make these questions
redundant!
• Logical storage of small containers
• Easily accessible for storage and removal
• Storage options for waste containers
• Safe and simple collection of waste materials
in waste containers

218

Drawers vs. shelves

Conﬁgure the required number of full drawers according to the
quantity and dimensions of containers to be stored. We can
offer you the option of storage in up to 9 full drawers in one
safety cabinet.

Safety when placing and removing the containers – no
accidental knocking or upsetting of other containers when they
are placed in the cabinet or removed.

Convenient – no awkward removal of containers to remove
containers from the rear storage area.

The question of whether containers should be at the front or
rear does not arise. The full drawer always gives you the complete overview of the storage level.

Hazardous materials that should be placed together on a
storage level can be easily and logically arranged in a full
drawer. Double your possible storage capacity in the
safety cabinet!

For your information
The following 3 comparisons show the possible storage volume with drawers compared to shelves.

width

container

3 shelves

6 drawers

your advantage

your saving

1200 mm

1 and 2 litres

~ 95 L

~ 190 L

100 %
more storage capacity

800,00 €*

900 mm

1 and 2 litres

~ 60 L

~ 130 L

115 %
more storage capacity

500,00 €*

600 mm

1 and 2 litres

~ 35 L

~ 75 L

105 %
more storage capacity

600,00 €*

up to

up to

up to

* saving compared to 2 cabinets with shelves
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S-PHOENIX-30

Overview: model class S-PHOENIX-30
Safe and approved storage of ﬂammable hazardous substances in working areas

Unique

High ﬂexibility

• S-PHOENIX-30 is the only available type

• Integrated transport base for simple in

30 safety storage cabinet with folding
doors on the market

house transport
• Transport base can be covered with base
cover whilst non-use

Further features of this model class

Convenient handling

Safe operation

• Door operation with minimal effort
• Door open arrest system (optional) allows
convenient and safe removal or storage of
containers with both hands

• Continuous anti-trapping door strips on the
folding doors offer maximum protection
during operation
• GS approved safety — S-PHOENIX-30
complies with all requirements of the
German regulations to guarantee safety
and health

Possible interior equipment

1

• Height-adjustable shelves in
different versions
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2

• bottom collecting sump,
usable as storage level in conjuction with perforated insert

Space saving folding
doors
• Space saving folding doors – ideal for use
in case of narrow passage widths in front
of the cabinet

S-PHOENIX-30

Safety storage cabinets for the unrestricted storage
of ﬂammable hazardous materials in working areas
according to EN 14470-1 and TRGS 510

• Fire resistance of 30 minutes (type 30),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1

2
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S-PHOENIX-30 120 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-30 model S30.197.120.FDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30174-001-30177 4

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding doors: less
required space in front of the cabinet
while doors are open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers

• No unauthorised use: doors
lockable with cylinder lock
• Easy transport: integrated transport
base with removable base cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Bottom collecting sump

Technical data

S30.197.120.FDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

1202 x 598 x 1968
1102 x 527 x 1691
280
10
5
5
600
459

Transport base
Entry width transport base
Entry height transport base

mm
mm

1071.5
100

Order example - how to order correctly

30174 —

001

— 30183

Model
S30.197.120.FDAS

Information / equipment
without interior equipment, with door open arrest system

Order No.
30174

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=59.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=59.0L)
3x shelf, 1x bottom collecting sump (V=59.0L)
4x shelf, 1x bottom collecting sump (V=59.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=59.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=59.0L)
3x shelf, 1x bottom collecting sump (V=59.0L)
4x shelf, 1x bottom collecting sump (V=59.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

Order No.
30177
30178
30179
30180
30181
30182
30183
30184

Ready for dispatch within
Days
Weeks

S-PHOENIX-30 120 cm
Front view

Side view

1202

Selectional view

598

1968

Shelf

Storage box

Bottom collecting sump

Perforated insert

Top view
1202
1004

88

(98)

598

Earthing link

Exhaust air DN 75

338

Fresh air

952

Individual conﬁguration of model S30.197.120.FDAS

Model
S30.197.120.FDAS

Information / equipment
without interior equipment, with door open arrest system

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

W x D x H (mm)
1202 x 598 x 1968

Order No.
30174

Order No.
001
1)

Interior equipment

2)

3)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

W x D x H (mm)
1065 x 497 x 40*
1065 x 497 x 40*
1024 x 417 x 60
1024 x 417 x 60
1104 x 478 x 120*
1104 x 478 x 120*

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Shelf
Perforated insert
Bottom collecting sump

Accessories
Recirculating air filter system with exhaust air monitoring
Adapter for UFA
Extraction unit without exhaust air monitoring

75.00
75.00
75.00
75.00
59.00
59.00

53.64
53.64

Order No.
30185
30186
5536
5773
9444
10501
30029

30793

Order No.
25099
15784
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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S-PHOENIX-30 060 cm

Safe and approved storage of ﬂammable hazardous substances in
working areas
Function / construction:

Safety storage cabinet
S-PHOENIX-30 model S30.197.060.FDAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 30297-001-30303 9
(extraction unit optional)

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Space saving folding door: less
required space in front of the cabinet
while door is open
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers

• No unauthorised use: door lockable
with cylinder lock
• Easy transport: integrated transport
base with removable base cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Bottom collecting sump

Technical data

S30.197.060.FDAS

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

602 x 598 x 1968
532 x 527 x 1691
200
5
5
5
600
833

Transport base
Entry height transport base
Entry width transport base

mm
mm

100
471.5

Order example - how to order correctly

30297 —

001

— 30304

Model
S30.197.060.FDAS

Information / equipment
without interior equipment, left hinged, with door open arrest system

Order No.
30297

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=27.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=27.0L)
3x shelf, 1x bottom collecting sump (V=27.0L)
4x shelf, 1x bottom collecting sump (V=27.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=27.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=27.0L)
3x shelf, 1x bottom collecting sump (V=27.0L)
4x shelf, 1x bottom collecting sump (V=27.0L)
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Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

Order No.
30303
30304
30305
30306
30307
30308
30309
30310

Ready for dispatch within
Days
Weeks

S-PHOENIX-30 060 cm
Front view

Side view

602

Selectional view

598

1968

Shelf

Storage box

Bottom collecting sump

Perforated insert

Top view
602
404

88

(98)

599

Earthing link
Exhaust air DN 75

320

Fresh air

Individual conﬁguration of model S30.197.060.FDAS

Model
S30.197.060.FDAS

Information / equipment
without interior equipment, left hinged, with door open arrest system

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

W x D x H (mm)
602 x 598 x 1968

Order No.
30297

Order No.
001
1)

Interior equipment

2)

3)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

W x D x H (mm)
465 x 497 x 40*
465 x 497 x 40*
420 x 439 x 60
420 x 439 x 60
504 x 478 x 120*
504 x 478 x 120*

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Shelf
Perforated insert
Bottom collecting sump

Accessories
Recirculating air filter system with exhaust air monitoring
Adapter for UFA
Extraction unit without exhaust air monitoring

75.00
75.00
75.00
75.00
27.00
27.00

24.55
24.55

Order No.
30311
30312
5555
5776
9445
10533
30029

30793

Order No.
25099
15784
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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asecos ACADEMY

We are raising awareness of the dangers in handling
hazardous materials.
With practice-oriented live demonstrations, we educate people at exhibitions, customer events and special seminars
around the world. These events raise awareness about the
safe handling of hazardous materials — for sustainably higher levels of safety in our day-to-day working life. More detailed background information is provided in our multilingual
HazMat Guides on www.asecos.global or in our videos on
www.youtube.com/asecosChannel.

25 Years of asecos – A success story for Type 90
technology!
Over the 25 years of our company's history, we have made
a major contribution to standardising Type 90 technology in
Germany, Austria, Switzerland, and large parts of Europe. But
that’s not enough for us! We are active participants on a number of safety committees and boards, working to establish a
uniformly high safety standard around the world. As part of
our anniversary celebration, we are creating a new administrative complex and training centre, as well as the asecos World
– an interactive experience that helps explain the topic of
"safe hazardous materials storage" in a fun way. Learn about
the consequences of improper hazardous materials storage,
and get to know us and our products in detail.
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asecos PRODUCT CONFIGURATOR

Customised and individual
The new asecos product conﬁgurator is a valuable tool.
You can use the online tool to customise your own safety
storage cabinet, including interior equipment, dimensions, and design – your product is then displayed and
you can request an offer. Get an overview of our extensive asecos product range, and easily ﬁnd the right cabinet to meet your needs. Test the conﬁgurator now at:
www.asecos-conﬁgurator.com

Our online service for you
Our new product conifgurator provides you with technical speciﬁcations, drawings, BIM data, product images,
tender texts, operating manuals, certiﬁcates, test reports
and much more. Simply structured and easily accessible: At the end of each conﬁguration, all common data
formats to assist in designing your laboratory, are held
ready for your use.
Or visit www.asecos-specs.com to download all
available data.
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K-LINE
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K-LINE

Overview: model line K-LINE
Combi safety storage cabinets type 90

1969 mm

1969 mm

K-PHOENIX-90 model class with wing and folding doors and door open arrest system
1197 mm
1197 mm

K90.196.120.MF.FWAS

K90.196.120.MC.FWAS

page 234

page 234

1969 mm

1969 mm

K-PHOENIX Vol.2-90 model class with wing and folding doors, door
open arrest system and automatic door closing (TSA)
1197 mm
1197 mm

K90.196.120.MF.FWAC

K90.196.120.MC.FWAC

page 238

page 238

Combi safety storage cabinets type 30

1968 mm

1968 mm

K-PHOENIX-30 model class with wing and folding doors and door open arrest system
1202 mm
1202 mm

K30.197.120.MV.FWAS

K30.197.120.MC.FWAS

page 242

page 242

Combi under bench cabinets type 90
1402 mm
601 mm

601 mm

601 mm

601 mm

K-UB-90 model class with drawers and wing doors — depth 502 mm
1102 mm
1102 mm
1402 mm

K90.060.110.050.UB.ST

K90.060.110.050.UB.2T

K90.060.140.050.UB.ST

K90.060.140.050.UB.3T

page 248

page 248

page 250

page 250
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K-LINE

Overview: model line K-LINE
Safe and approved storage of aggressive and ﬂammable hazardous substances in
working areas

Three in one combi safety
storage cabinet
• Safe and separated storage of acids, alkalis
and ﬂammable hazardous materials in one
cabinet

Safe, separate storage
• Two hermetically separated storage compartments with ﬁre resistant dividing wall
• Integrated aeration and venting system,
corrosion resistance of the metal-free air
ducts

Further features of this model class

Hazardous substances center
• Storage box for toxic materials
• Storage box separately lockable

Possible interior equipment

1

2

• Height-adjustable shelves in
different versions

• Drawers with high storage
volumes, ideal for storing small
containers

232

3

• Pull-out shelves incl. sump
made of plastic

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

K-LINE

Safety storage cabinets for the unrestricted storage of
ﬂammable and aggressive hazardous materials in working areas according to EN 14470-1 and TRGS 510

• Fire resistance of 30 minutes (type 30),
type-tested in accordance with EN 14470-1

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health

1

• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

3

2

4
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K-PHOENIX-90 120 cm

Safe and approved storage of aggressive and ﬂammable hazardous
substances in working areas
Function / construction:

Combi safety storage cabinets
K-PHOENIX-90 model K90.196.120.MF.FWAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert, 1 x bottom collecting sump (sheet steel powder-coated),
4 x pull-out shelf (panel/PP)
Order No. 30333-001-33838 4

Left compartment

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(vertical seperated) allow the storage
of ﬂammable liquids and aggressive
chemicals in one cabinet
• User-friendly and safe (folding
door compartment): door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible) / cylinder lock
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

Right compartment

Drawer
Sturdy construction with removable plastic sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages
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Order No. 14218 3

• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
Compartment for the storage of
ﬂammable liquids
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump
Compartment for the storage of
aggressive, non ﬂammable hazardous
materials
• Pull-out shelves with removable plastic
sump

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

K-PHOENIX-90 120 cm

Combi safety storage cabinets
K-PHOENIX-90 model K90.196.120.MF.FWAS
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel powdercoated), 6 x pull-out shelf (panel/PP)
Order No. 30333-001-33839 4
(extraction unit optional)

Combi safety storage cabinets
K-PHOENIX-90 model K90.196.120.MC.FWAS
light grey (RAL 7035), interior equipment with 1 x storage box, 2 x shelf, 1 x perforated insert, 1 x bottom collecting sump (sheet steel powder-coated), 4 x pull-out
shelf (panel/PP)
Order No. 30335-001-33841 4

Order example - how to order correctly

30333 —

001

— 33838

Model
K90.196.120.MF.FWAS
K90.196.120.MC.FWAS

Information / equipment
without interior equipment, with vertical centre partition (fire resistant), with door open arrest system
without interior equipment, hazardous substances center (including lockable storage box on shelf), with door open
arrest system

Order No.
30333
30335

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
K90.196.120.MF.FWAS
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 6x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)
Left: 6x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)
K90.196.120.MC.FWAS
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 1x storage box, 4x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)
Left: 4x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)

Material

Order No.

sheet steel powder-coated RAL 7035, panel/PP grey

33838

stainless steel, panel/PP grey

30338

sheet steel powder-coated RAL 7035, panel/PP grey

33839

stainless steel, panel/PP grey

33840

sheet steel powder-coated RAL 7035, panel/PP grey

33841

sheet steel powder-coated, stainless steel, panel/PP grey

30755

sheet steel powder-coated RAL 7035, panel/PP grey

33842

stainless steel, panel/PP grey

33843

Ready for dispatch within
Days
Weeks
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K-PHOENIX-90 120 cm

Individual conﬁguration of model K90.196.120.MF(MC).FWAS

Model
K90.196.120.MF.FWAS
K90.196.120.MC.FWAS

Body colour
Light grey RAL 7035

Information / equipment
W x D x H (mm)
without interior equipment, with vertical centre partition (fire resistant), with door open
1197 x 617 x 1969
arrest system
without interior equipment, hazardous substances center (including lockable storage box 1197 x 617 x 1969
on shelf), with door open arrest system

Order No.
30333

Door colour
light grey RAL 7035

Order No.
001

30335

1)

Interior equipment individual parts (left comp.)

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

10.45
10.45

30098
30102
30099
30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

30106

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594
30104
33605
30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

sheet steel powder-coated RAL 7035

380 x 420 x 360

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555
5776
17693
10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

Accessories
Storage box left hinged

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30030
9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

8719

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

30793

1)

Interior equipment individual parts (right comp.)

Material

W x D x H (mm)

panel melamine resin-coated/PP grey

407 x 468 x 80*

2)

3)

Order No.

Pull-out shelf
Pull-out shelf with PP-sump

Ventilation
Extraction unit without exhaust air monitoring

25.00

11.00

10.00

30770

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

K-PHOENIX-90 120 cm
Front view

Side view

1197

Selectional view

617

Storage box

Tray shelf, metal-free

1969

Shelf

metal-free pull-out shelves

Drawer

Bottom collecting sump
Perforated insert

Top view

K90.196.120.MF(MC).FWAS

150

100
2 x 440

Exhaust air DN 75
Earthing link
1178

mm
mm

Fresh air

°

Transport base optional
Entry height
Entry width

484

0°

kg
m³/h
Pa
Pa
kg
kg/m²

230

18

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

1197 x 617 x 1969
left: 450 x 522 x 1742
top right: 491 x 542 x 862
bottom right:
491 x 542 x 862
515
9
5
5
600
576

ax

mm
mm

m

External dimensions W x D x H
Internal dimensions W x D x H

93

Technical data

Standard storage heights for drawers (left compartment)
K90.196.120.MF(MC).FWAS MF
Drawers/number
9
8
7
6
5
200
Distance
v (mm)
Distance
135 290
u (mm)
Distance
135 135 290
t (mm)
Distance
(mm)
135 170 230 290
s
Distance
170 170 200 295 320
r (mm)
Distance
170 170 200 230 295
q (mm)
Distance
170 170 170 230 330
p (mm)
Distance
170 170 200 230 295
o (mm)
Distance
(mm)
170 200 200 230 295
n

4+1

4

3+1

305
295
230
230
475

385
390
390
390

400
390
295
275

Standard storage heights for shelves (left compartment)
K90.196.120.MF(MC).FWAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)
Standard storage heights for pull-out shelves (right compartment)
K90.196.120.MF(MC).FWAS
Pull-out shelves/number
6
230
Distance
s (mm)
Distance
265
r (mm)
Distance
265
q (mm)
Distance
230
p (mm)
Distance
265
o (mm)
Distance
265
n (mm)

MF
4
460
285
315
315

3

2

MC
4

255
296
298
298

3

2

MC
3

490
380
410

445
410

435
380
410

3

3

2

2

1

1

4
395
395
395
395
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K-PHOENIX Vol.2-90 120 cm

Safe and approved storage of aggressive and ﬂammable hazardous
substances in working areas
Function / construction:

Combi safety storage cabinets
K-PHOENIX Vol.2-90 model K90.196.120.MF.FWAC
light grey (RAL 7035), interior equipment with 6 x drawer (sheet steel
powder-coated), 6 x pull-out shelf (panel/PP)
Order No. 30334-001-33839 4

Left compartment

Right compartment

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(vertical seperated) allow the storage
of ﬂammable liquids and aggressive
chemicals in one cabinet
• User-friendly and safe (folding
door compartment): door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed (folding door
compartment): serial automatic door
closing (TSA) releases the arrested
door after approx. 60 seconds;
acoustic and visual signal before
closing
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible) / cylinder lock

Drawer
Sturdy construction with removable plastic sump

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages
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Order No. 14218 3

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: integrated air ducts ready
for connection (DN 75) to a technical
exhaust system
Available equipment:
Compartment for the storage of
ﬂammable liquids
• Drawers – high storage capacity,
optimal use of the available storage
capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of
150 kg
• Bottom collecting sump
Compartment for the storage of
aggressive, non ﬂammable hazardous
materials
• Pull-out shelves with removable plastic
sump

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

K-PHOENIX Vol.2-90 120 cm

Combi safety storage cabinets
K-PHOENIX Vol.2-90 model K90.196.120.MF.FWAC
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated), 4 x pull-out shelf (panel/
PP)
Order No. 30334-001-33838 4

Combi safety storage cabinets
K-PHOENIX Vol.2-90 model K90.196.120.MC.FWAC
light grey (RAL 7035), interior equipment with 1 x storage box, 4 x drawer (sheet
steel powder-coated), 6 x pull-out shelf (panel/PP)
Order No. 30336-001-33842 4

Order example - how to order correctly

30336 —

001

— 33838

Model
K90.196.120.MF.FWAC
K90.196.120.MC.FWAC

Information / equipment
without interior equipment, with vertical centre partition (fire resistant), with TSA, door open arrest system
without interior equipment, hazardous substances center (including lockable storage box on shelf), with TSA, door
open arrest system

Order No.
30334
30336

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
K90.196.120.MF.FWAC
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 6x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)
Left: 6x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)
K90.196.120.MC.FWAC
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=22.0L)
Top right: 2x pull-out shelf (V=11.0L)
Bottom right: 2x pull-out shelf (V=11.0L)
Left: 1x storage box, 4x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)
Left: 4x drawer (V=4.5L)
Top right: 3x pull-out shelf (V=11.0L)
Bottom right: 3x pull-out shelf (V=11.0L)

Material

Order No.

sheet steel powder-coated RAL 7035, panel/PP grey

33838

stainless steel, panel/PP grey

30338

sheet steel powder-coated RAL 7035, panel/PP grey

33839

stainless steel, panel/PP grey

33840

sheet steel powder-coated RAL 7035, panel/PP grey

33841

sheet steel powder-coated, stainless steel, panel/PP grey

30755

sheet steel powder-coated RAL 7035, panel/PP grey

33842

stainless steel, panel/PP grey

33843

Ready for dispatch within
Days
Weeks
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K-PHOENIX Vol.2-90 120 cm

Individual conﬁguration of model K90.196.120.MF(MC).FWAC

Model
K90.196.120.MF.FWAC
K90.196.120.MC.FWAC

Body colour
Light grey RAL 7035

Information / equipment
W x D x H (mm)
without interior equipment, with vertical centre partition (fire resistant), with TSA, door
1197 x 617 x 1969
open arrest system
without interior equipment, hazardous substances center (including lockable storage box 1197 x 617 x 1969
on shelf), with TSA, door open arrest system

Order No.
30334

Door colour
light grey RAL 7035

Order No.
001

30336

1)

Interior equipment individual parts (left comp.)

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

10.45
10.45

30098
30102
30099
30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

30106

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594
30104
33605
30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

sheet steel powder-coated RAL 7035

380 x 420 x 360

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555
5776
17693
10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

Accessories
Storage box left hinged

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30030
9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

8719

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

30793

1)

Interior equipment individual parts (right comp.)

Material

W x D x H (mm)

panel melamine resin-coated/PP grey

407 x 468 x 80*

2)

3)

Order No.

Pull-out shelf
Pull-out shelf with PP-sump

Ventilation
Extraction unit without exhaust air monitoring

25.00

11.00

10.00

30770

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

K-PHOENIX Vol.2-90 120 cm
Front view

Side view

1197

Selectional view

617

Storage box

Tray shelf, metal-free

1969

Shelf

metal-free pull-out shelves

Drawer

Bottom collecting sump
Perforated insert

Top view

K90.196.120.MF(MC).FWAC

150

100
2 x 440

Exhaust air DN 75
Earthing link
1178

mm
mm

Fresh air

°

Transport base optional
Entry height
Entry width

484

0°

kg
m³/h
Pa
Pa
kg
kg/m²

230

18

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

1197 x 617 x 1969
left: 450 x 524 x 1742
top right: 491 x 542 x 862
bottom right:
491 x 542 x 862
515
9
5
5
600
576

ax

mm
mm

m

External dimensions W x D x H
Internal dimensions W x D x H
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Technical data

Standard storage heights for drawers (left compartment)
K90.196.120.MF(MC).FWAC MF
Drawers/number
9
8
7
6
5
200
Distance
v (mm)
Distance
135 290
u (mm)
Distance
135 135 290
t (mm)
Distance
(mm)
135 170 230 290
s
Distance
170 170 200 295 320
r (mm)
Distance
170 170 200 230 295
q (mm)
Distance
170 170 170 230 330
p (mm)
Distance
170 170 200 230 295
o (mm)
Distance
(mm)
170 200 200 230 295
n

4+1

4

3+1

305
295
230
230
475

385
390
390
390

400
390
295
275

Standard storage heights for shelves (left compartment)
K90.196.120.MF(MC).FWAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)
Standard storage heights for pull-out shelves (right compartment)
K90.196.120.MF(MC).FWAC
Pull-out shelves/number
6
230
Distance
s (mm)
Distance
265
r (mm)
Distance
265
q (mm)
Distance
230
p (mm)
Distance
265
o (mm)
Distance
265
n (mm)

MF
4
460
285
315
315

3

2

MC
4

255
296
298
298

3

2

MC
3

490
380
410

445
410

435
380
410

3

3

2

2

1

1

4
395
395
395
395
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K-PHOENIX-30 120 cm

Safe and approved storage of aggressive and ﬂammable hazardous
substances in working areas
Function / construction:

Combi safety storage cabinets
K-PHOENIX-30 model K30.197.120.MV.FWAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated), 4 x tray
shelf (panel/PP melamine resin-coated)
Order No. 30342-001-30344 4

possible) / cylinder lock

• Robust construction and
longevity: triple hinged door, body
made of powder-coated sheet steel,
safety elements assembled outside
the cabinet for increased protection
against corrosion
• Two in one: 2 compartments
(vertical seperated) allow the storage
of ﬂammable liquids and aggressive
chemicals in one cabinet
• User-friendly and safe (folding
door compartment): door open
arrest system (standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system

Available equipment:
Compartment for the storage of
ﬂammable liquids
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage
area
• Tray shelves with load capacity of
150 kg
Compartment for the storage of
aggressive, non ﬂammable hazardous
materials
• Metal-free tray shelves and collecting
sumps

Left compartment

Right compartment

Bottom collecting sump
High storage capacity, optimal for the storage of larger
containers, safe collection of leakages

Extraction unit
Safe ventilation of safety
storage cabinets
Plug-in – fast and easy to
install
Further information and
products from page 469

Easy transport
With integrated transport base for an easy in-house
transport
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Order No. 14218 3

Shelf
Height adjustable (32 mm increments), with 30 mm
upstand

K-PHOENIX-30 120 cm

Combi safety storage cabinets
K-PHOENIX-30 model K30.197.120.MV.FWAS
light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated), 6 x tray shelf (panel/PP
melamine resin-coated)
Order No. 30342-001-30345 4

Combi safety storage cabinets
K-PHOENIX-30 model K30.197.120.MC.FWAS
light grey (RAL 7035), interior equipment with 1 x storage box, 2 x shelf, 1 x perforated insert, 1 x bottom collecting sump (sheet steel powder-coated), 4 x tray shelf
(panel/PP melamine resin-coated)
Order No. 30343-001-30758 4

Order example - how to order correctly

30342 —

001

— 30761

Model
K30.197.120.MV.FWAS
K30.197.120.MC.FWAS

Information / equipment
without interior equipment, with vertical dividing wall, with door open arrest system
without interior equipment, hazardous substances center (including lockable storage box on shelf), with door open
arrest system

Order No.
30342
30343

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

K30.197.120.MV.FWAS
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump
Right: 4x tray shelf (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump
Right: 6x tray shelf (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump
Right: 4x tray shelf (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump
Right: 6x tray shelf (V=11.0L)

(V=27.0L)

sheet steel powder-coated RAL 7035, panel melamine resin-coated/PP grey

(V=27.0L)

sheet steel powder-coated RAL 7035, panel melamine resin-coated/PP grey

30345

(V=27.0L)

stainless steel, panel melamine resin-coated/PP grey

30346

(V=27.0L)

stainless steel, panel melamine resin-coated/PP grey

30347

sheet steel powder-coated RAL 7035, panel melamine resin-coated/PP grey

30758

sheet steel powder-coated RAL 7035, panel melamine resin-coated/PP grey

30759

sheet steel powder-coated, stainless steel, panel melamine resin-coated/
PP grey

30760

sheet steel powder-coated, stainless steel, panel melamine resin-coated/
PP grey

30761

K30.197.120.MC.FWAS
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=27.0L)
Right: 4x tray shelf (V=11.0L)
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=27.0L)
Right: 6x tray shelf (V=11.0L)
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=27.0L)
Right: 4x tray shelf (V=11.0L)
Left: 1x storage box, 2x shelf, 1x perforated insert, 1x bottom collecting
sump (V=27.0L)
Right: 6x tray shelf (V=11.0L)

30344

Ready for dispatch within
Days
Weeks
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K-PHOENIX-30 120 cm

Individual conﬁguration of model K30.197.120.MV(MC).FWAS

Model
K30.197.120.MV.FWAS
K30.197.120.MC.FWAS

Information / equipment
W x D x H (mm)
without interior equipment, with vertical dividing wall, with door open arrest system
1202 x 598 x 1968
without interior equipment, hazardous substances center (including lockable storage box 1202 x 599 x 1968
on shelf), with door open arrest system

Order No.
30342
30343

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

465 x 497 x 40*
465 x 497 x 40*
420 x 439 x 60
420 x 439 x 60
504 x 478 x 120*
504 x 478 x 120*

2)

3)

Order No.

Interior equipment individual parts (left comp.)
Shelf
Perforated insert
Bottom collecting sump

75.00
75.00
75.00
75.00
27.00
27.00

24.55
24.55

30311
30312
5555
5776
9445
10533

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

30793

Interior equipment individual parts (right comp.)
Tray shelf

panel melamine resin-coated/PP grey

Ventilation
Extraction unit without exhaust air monitoring

407 x 468 x 80*

25.00

11.00

10.00

30341

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

K-PHOENIX-30 120 cm
Front view

Side view

1202

Selectional view

598

Storage box

1968

Tray shelf, metal-free

Shelf

Bottom collecting sump

Perforated insert

Top view

K30.197.120.MV(MC).FWAS

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times EK5/AK4)
Diff. pressure (air change 10 times)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

1202 x 598 x 1968
left: 532 x 519 x 1691
right: 486 x 519 x 1691
330
9
5
5
600
484

Transport base
Entry width transport base
Entry height transport base

mm
mm

1071.5
100

1202
1004

Earthing link

K30.197.120.MV(MC).FWAS
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

standard storage heights for shelves (right compartment)
9
8
7
6
5
4+1
4
3+1
3

K30.197.120.MV(MC).FWAS
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights for shelves (left compartment)
4
365
285
315
315

170
280
280
180
280
280

(98)
88

mm
mm

Fresh air

Exhaust air DN 75

557

338

External dimensions W x D x H
Internal dimensions W x D x H

598

Technical data

2

3

3

2

2

1

1

375
380
380
380
3
395
380
410

2
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K-UB-90

Overview: model class K-UB-90
Safe and approved storage of aggressive and ﬂammable hazardous substances in
working areas

Two in one combi under
bench cabinet

Fits perfectly under fume
cupboards

Uniform appearance

• Safe storage of slightly aggressive and ﬂammable hazardous materials in one cabinet
• Separated storage compartments with
vertical dividing wall
• Even and separate ventilation of each
storage compartment via one central air
duct (DN 75) ready for connection to a
technical exhaust system

• Cabinet makes perfect use of the space
available under the fume cupboard

storage cabinet and a separat cabinet for
acids and alkalis becomes superﬂuous
• No „motley“ visual appearance due to the
storage in one cabinet

Pull-out shelves

Model variations

Mobile

• Compartment for acids and alkalis with
comfortable pull-out shelves

• Available in two widths: 110 and 140 cm
• Available with wing doors and drawers,
doors and drawers stop in any position

• Optionally available castors with plinth;
simple movement of the cabinet
• height adjustable to various laboratory
furniture systems due to attachment covers

• The installation of a ﬁre resistant safety

Further features of this model class

Possible interior equipment

2

1

• Integrated drawers

246

• Height-adjustable shelves in
different versions

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

3

• Pull-out shelves incl. sump
made of plastic

K-UB-90

Safety storage cabinets for the unrestricted storage
of ﬂammable and aggressive hazardous materials
in working areas according to EN 14470-1 and
TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

1

• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

3

2
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K-UB-90 110 cm
Safe and approved storage of aggressive and
ﬂammable hazardous substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly and safe: door and drawer remain open
in any position, interior of the cabinet completely visible —
access to all containers, 93° opening of the wing door
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: door and drawer lockable with
cylinder lock and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system, extraction of both
compartments through one ventilation connection
Combi safety storage cabinets
K-UB-90 model K90.060.110.050.UB.ST
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 2 x pull-out shelf (panel/PP)
Order No. 30358-001-35363 4

Available equipment:
Compartment for the storage of ﬂammable liquids
• Perforated insert useable as storage area
• Bottom collecting sump
Compartment for the storage of aggressive, non ﬂammable
hazardous materials
• Pull-out shelves with removable plastic sump
Left compartment

Right compartment

Combi safety storage cabinets
K-UB-90 model K90.060.110.050.UB.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated), 1 x pull-out shelf (panel/PP)
Order No. 30365-001-33844 4

Technical data
External dimensions W x D x H
Internal dimensions W x D x H

mm
mm

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²

248

30358

30365

1102 x 502 x 601
left: 470 x 381 x 502
right: 440 x 468 x 562
155
2
1
1
300
275

1102 x 502 x 601
left: 470 x 380 x 502
right: 440 x 468 x 562
155
2
1
1
300
275

Usable storage heights
Left compartment

mm
mm

1

3

460
400*

495**

mm

280 / 195***

* bottom collecting sump with perforated insert
** 1 pull-out shelf
*** 2 pull-out shelves

4

K90.060.110.050.UB.ST
K90.060.110.050.UB.2T

Right compartment

mm

4

2

3

4
4

K-UB-90 110 cm

K90.060.110.050.UB.ST Front view

Side view

1102

53

Top view

502

181

85

335

740

Earthing link

42

601

Fresh air

K90.060.110.050.UB.2T Front view

Extraction air DN 50

Side view

1102

53

Top view

502

181

85

335

740

Earthing link

42

601

Fresh air

Extraction air DN 50

Order example - how to order correctly

30365 —

001

— 35362

Model
K90.060.110.050.UB.ST
K90.060.110.050.UB.2T

Information / equipment
without interior equipment, with 1 drawer, 1 wing door
without interior equipment, with 2 wing doors

Order No.
30358
30365

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
K90.060.110.050.UB.2T
Left: 1x perforated insert, 1x bottom collecting sump (V=10.0L)
Right: 1x pull-out shelf (V=11.0L)
Left: 1x perforated insert, 1x bottom collecting sump (V=10.0L)
Right: 2x pull-out shelf (V=11.0L)

Material

K90.060.110.050.UB.ST
Left: 1x drawer (V=10.0L)
Right: 1x pull-out shelf (V=11.0L)
Left: 1x drawer (V=10.0L)
Right: 2x pull-out shelf (V=11.0L)

Order No.

sheet steel powder-coated RAL 7035, panel/PP grey

33844

sheet steel powder-coated RAL 7035, panel/PP grey

33845

sheet steel powder-coated RAL 7035, panel/PP grey

35362

sheet steel powder-coated RAL 7035, panel/PP grey

35363
1)

Interior equipment
K90.060.110.050.UB.2T
Shelf
Perforated insert
Bottom collecting sump
Pull-out shelf with PE-sump
K90.060.110.050.UB.ST
Pull-out shelf with PE-sump
SOFT-CLOSE
All models
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
panel melamine resin-coated/PP grey

461 x 344 x 20*
442 x 345 x 70
452 x 355 x 70*
399 x 374 x 80*

panel melamine resin-coated/PP grey

399 x 374 x 80*

sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene

182 x 104 x 48

Accessories
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

2)

3)
Order No.

75.00
75.00
25.00

10.00
11.00

9.09
10.00

25.00

11.00

10.00

30368
18814
17671
30361

30361
33983

30035
30362
30793

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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K-UB-90 140 cm
Safe and approved storage of aggressive and
ﬂammable hazardous substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly and safe: door and drawer remain open
in any position, interior of the cabinet completely visible —
access to all containers, 93° opening of the wing door
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: door and drawer lockable with
cylinder lock and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system, extraction of both
compartments through one ventilation connection
Combi safety storage cabinets
K-UB-90 model K90.060.140.050.UB.3T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated), 1 x pull-out shelf (panel/PP)
Order No. 30377-001-33846 4

Available equipment:
Compartment for the storage of ﬂammable liquids
• Perforated insert useable as storage area
• Bottom collecting sump
Compartment for the storage of aggressive, non ﬂammable
hazardous materials
• Pull-out shelves with removable plastic sump
Left compartment

Right compartment

Combi safety storage cabinets
K-UB-90 model K90.060.140.050.UB.ST
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 2 x pull-out shelf (panel/PP)
Order No. 30370-001-35365 4

Technical data
External dimensions W x D x H
Internal dimensions W x D x H

mm
mm

Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

kg
m³/h
Pa
Pa
kg
kg/m²
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30370

30377

1402 x 502 x 601
left: 770 x 381 x 502
right: 440 x 468 x 562
197
3
1
1
300
236

1402 x 502 x 601
left: 770 x 380 x 502
right: 440 x 468 x 562
197
3
1
1
300
236

Usable storage heights
Left compartment

mm
mm

1

3

460
400*

495**

mm

280 / 195***

* bottom collecting sump with perforated insert
** 1 pull-out shelf
*** 2 pull-out shelves

4

K90.060.140.050.UB.ST
K90.060.140.050.UB.3T

Right compartment

mm

4

2

3

4
4

K-UB-90 140 cm

K90.060.140.050.UB.ST Front view

Side view
53

1402

Top view

502

921

181

85

335

42

601

Earthing link
Fresh air

K90.060.140.050.UB.3T Front view

Extraction air DN 50

Side view
53

1402

Top view

502

921

181

85

335

42

601

Earthing link
Fresh air

Extraction air DN 50

Order example - how to order correctly

30377 —

001

— 35364

Model
K90.060.140.050.UB.ST
K90.060.140.050.UB.3T

Information / equipment
without interior equipment, with 1 drawer, 1 wing door
without interior equipment, with 3 wing doors

Order No.
30370
30377

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
K90.060.140.050.UB.3T
Left: 1x perforated insert, 1x bottom collecting sump (V=16.5L)
Right: 1x pull-out shelf (V=11.0L)
Left: 1x perforated insert, 1x bottom collecting sump (V=16.5L)
Right: 2x pull-out shelf (V=11.0L)

Material

K90.060.140.050.UB.ST
Left: 1x drawer (V=17.5L)
Right: 1x pull-out shelf (V=11.0L)
Left: 1x drawer (V=17.5L)
Right: 2x pull-out shelf (V=11.0L)

Order No.

sheet steel powder-coated RAL 7035, panel/PP grey

33846

sheet steel powder-coated RAL 7035, panel/PP grey

33847

sheet steel powder-coated RAL 7035, panel/PP grey

35364

sheet steel powder-coated RAL 7035, panel/PP grey

35365
1)

Interior equipment
K90.060.140.050.UB.3T
Shelf
Perforated insert
Bottom collecting sump
Pull-out shelf with PE-sump
K90.060.140.050.UB.ST
Pull-out shelf with PE-sump
SOFT-CLOSE
All models
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
panel melamine resin-coated/PP grey

759 x 344 x 20*
751 x 353 x 60
753 x 355 x 70*
399 x 374 x 80*

panel melamine resin-coated/PP grey

399 x 374 x 80*

sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene

182 x 104 x 48

Accessories
Extraction unit with monitoring, wall mounting, UB-lINE

2)

3)
Order No.

75.00
75.00
25.00

16.50
11.00

15.00
10.00

25.00

11.00

10.00

30380
18811
18810
30361

30361
33983

30035
30374
30793

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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XL-CLASSIC-90

Overview: model class XL-CLASSIC-90
Safe and approved storage of ﬂammable hazardous substances in working areas

The giant

High ﬂexibility

• Safe and approved storage of large con-

• Transport base for simple in house trans-

tainers and drums (V = 200 litres)

port optional

Further features of this model class

Grounding

Individual

• Safety whilst decanting, continous internal
and external earhting link
• Interior space with up to 3 m earthing wire
incl. clamp

• Rack system with height adjustable storage
levels (optional) allows the efficient use of
existing storage capacities

Possible interior equipment

1

2

• Bottom collecting sump with
grid

• Rack system for the safe
storage of larger containers incl.
bottom collecting sump

252

3

• Shelves ideal for additional
storage of small containers

XL-CLASSIC-90

Safety storage cabinets for unrestricted storage of
ﬂammable hazardous materials in work areas in
accordance with EN 14470-1 and TRGS 510

2224 mm

2224 mm

XL-CLASSIC-90 model class with wing doors
and door open arrest system
1555 mm
1105 mm

XL90.222.155.WDAS

XL90.222.110.WDAS

page 254

page 258

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

3

2

1
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XL-CLASSIC-90 155 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• User-friendly and safe: door open arrest system
(standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors lockable with cylinder lock
• Internal ﬂexibility: transport base (optional) for safe and
easy in-house transport
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust system
• Safety while decanting: end-to-end earthing link at the
rear panel, inside with earthing wires incl. clamp
Available equipment:
• Sump pallet with grid – robust, galvanised version (capacity
of 230 litres and 850 kg/m² load capacity)
• Shelves with load capacity of 75 kg

Safety storage cabinet
XL-CLASSIC-90 model XL90.222.155.WDAS
light grey (RAL 7035), interior equipment with 1 x shelf (sheet steel powdercoated), 1 x transport base (steel powder-coated), 1 x bottom collecting sump
with grid (sheet steel galvanised)
Order No. 30382-001-30386 4

Extraction unit
Safe ventilation of safety
storage cabinets
plug-in - fast an easy to
install
Further information and
products from page 469

Order No. 27412 3

Slide bar door closer with open arrest system
High ease of use and safety

Recirculating air ﬁlter system XL
Avoid complex wall breakthroughs and expensive
extraction piping
Further information and
products from page 464

Bottom collecting sump
Safe and approved storage of 200-litre-drums

254

Order No. 27887 3

Transport base
Optionally available, in-house ﬂexibility, easy transport

XL-CLASSIC-90 155 cm
Front view

Side view

1555

Selectional view

1018

Shelf

2224

grounding standard

grid standard

r

Bottom collecting
sump
transport base
(optional)

Top view

XL90.222.155.WDAS
mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

1555 x 1018 x 2224
1386 x 864 x 1890
1150
24
15
15
1000
685

532

Earthing link

512

403

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

fresh air Ø75

Exhaust air DN 75

1757

Technical data

12

5°

1404
2360

Order example - how to order correctly

30382 —

001

— 30383

Model
XL90.222.155.WDAS

Information / equipment
without interior equipment, with door open arrest system

Order No.
30382

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x bottom collecting sump with grid (V=235.0L)
1x transport base, 1x bottom collecting sump with grid (V=235.0L)
1x shelf, 1x bottom collecting sump with grid (V=235.0L)
1x shelf, 1x transport base, 1x bottom collecting sump with grid (V=235.0L)

Material
sheet steel galvanised
steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, steel powder-coated RAL 7035, sheet
steel galvanised
1)

Interior equipment
Shelf
Pipe lead-through
Box for chemicals
Document holder DIN A5

Accessories
Recirculating air filter system with exhaust air monitoring for drum
cabinets
Extraction unit with exhaust air monitoring for drum cabinets

Material
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
PP blue
polystyrene

W x D x H (mm)
1373 x 491 x 25*
182 x 104 x 48
410 x 300 x 260

75.00

Order No.
30383
30384
30385
30386
2)

3)
Order No.
30389
30035
30038
30793

Version
with potential-free alarm contact

Order No.
27887

with potential-free alarm contact

27412

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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XL-CLASSIC-90 155 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• User-friendly and safe: door open arrest system
(standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors lockable with cylinder lock
• Internal ﬂexibility: transport base (optional) for safe and
easy in-house transport
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust system
• Safety while decanting: end-to-end earthing link at the
rear panel, inside with earthing wires incl. clamp
Available equipment:
• Rack system – mounted inside the cabinet, incl. collecting
sump (80 litres capacity)
• Additional shelf with load capacity of 200 kg

Safety storage cabinet
XL-CLASSIC-90 model XL90.222.155.WDAS
light grey (RAL 7035), interior equipment with 1 x bottom collecting sump with
shelves (steel galvanised)
Order No. 30382-001-30387 4

Extraction unit
Safe ventilation of safety
storage cabinets
plug-in - fast an easy to
install
Further information and
products from page 469

Transport base
Optionally available, in-house ﬂexibility, easy transport

Order No. 27412 3

Slide bar door closer with open arrest system
High ease of use and safety

Recirculating air ﬁlter system XL
Avoid complex wall breakthroughs and expensive
extraction piping
Further information and
products from page 464

Earthing link
Safety while ﬁlling
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Rack system
Safe storage of larger containers

Order No. 27887 3

XL-CLASSIC-90 155 cm
Front view

Side view

1555

Selectional view

1018

2224

grounding standard

rack system standard

sump pallet 80 litres
r

transport base (optional)

Top view

XL90.222.155.WDAS
mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

1555 x 1018 x 2224
1386 x 864 x 1890
1150
24
15
15
1000
685

532

Earthing link

512

403

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

fresh air Ø75

Exhaust air DN 75

1757

Technical data

12

5°

1404
2360

Order example - how to order correctly

30382 —

001

— 30387

Model
XL90.222.155.WDAS

Information / equipment
without interior equipment, with door open arrest system

Order No.
30382

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x bottom collecting sump with shelves (V=111.0L)
1x bottom collecting sump with shelves (V=111.0L), 1x transport base

Material
steel galvanised
steel galvanised, steel powder-coated RAL 7035

Order No.
30387
30388
1)

W x D x H (mm)
1300 x 600 x 40
182 x 104 x 48
410 x 300 x 260

2)

3)

Interior equipment
Shelf for rack system
Pipe lead-through
Box for chemicals
Document holder DIN A5

Material
sheet steel galvanised
sheet steel powder-coated RAL 7035
PP blue
polystyrene

Accessories
Recirculating air filter system with exhaust air monitoring for drum
cabinets
Extraction unit with exhaust air monitoring for drum cabinets

Version
with potential-free alarm contact

Order No.
27887

with potential-free alarm contact

27412

200.00

Order No.
30390
30035
30038
30793

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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XL-CLASSIC-90 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• User-friendly and safe: door open arrest system
(standard), convenient and safe removal or storage of
containers
• No unauthorised use: doors lockable with cylinder lock
• Internal ﬂexibility: transport base (optional) for safe and
easy in-house transport
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust system
• Safety while decanting: end-to-end earthing link at the
rear panel, inside with earthing wires incl. clamp
Available equipment:
• Sump pallet with grid – robust, galvanised version (capacity
of 225 litres and 850 kg/m² load capacity)
• Shelves with load capacity of 75 kg

Safety storage cabinet
XL-CLASSIC-90 model XL90.222.110.WDAS
light grey (RAL 7035), interior equipment with 1 x shelf (sheet steel powdercoated), 1 x transport base (steel powder-coated), 1 x bottom collecting sump
with grid (sheet steel galvanised)
Order No. 30393-001-30397 4

Extraction unit
Safe ventilation of safety
storage cabinets
plug-in - fast an easy to
install
Further information and
products from page 469

Order No. 27412 3

Slide bar door closer with open arrest system
High ease of use and safety

Recirculating air ﬁlter system XL
Avoid complex wall breakthroughs and expensive
extraction piping
Further information and
products from page 464

Order No. 27887 3
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Bottom collecting sump
Safe and approved storage of 200-litre-drums

Transport base
Optionally available, in-house ﬂexibility, easy transport

XL-CLASSIC-90 110 cm
Front view

Side view

1105

Selectional view

1018

Shelf

2224

grounding standard

grid standard
Bottom collecting sump
r

transport base (optional)

Top view

XL90.222.110.WDAS
mm
mm
kg
m³/h
Pa
Pa
kg
kg/m²

1105 x 1018 x 2224
936 x 864 x 1890
855
17
15
15
1000
832

382

Earthing link

362

403

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load

1532

Technical data

fresh air Ø75

Exhaust air
DN 75

12

5°

954
1645

Order example - how to order correctly

30393 —

001

— 30394

Model
XL90.222.110.WDAS

Information / equipment
without interior equipment, with door open arrest system

Order No.
30393

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x bottom collecting sump with grid (V=230.0L)
1x transport base, 1x bottom collecting sump with grid (V=230.0L)
1x shelf, 1x bottom collecting sump with grid (V=230.0L)
1x shelf, 1x transport base, 1x bottom collecting sump with grid (V=230.0L)

Material
sheet steel galvanised
steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, steel powder-coated RAL 7035, sheet
steel galvanised
1)

Interior equipment
Shelf
Pipe lead-through
Box for chemicals
Document holder DIN A5

Accessories
Recirculating air filter system with exhaust air monitoring for drum
cabinets
Extraction unit with exhaust air monitoring for drum cabinets

Material
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
PP blue
polystyrene

W x D x H (mm)
923 x 491 x 25*
182 x 104 x 48
410 x 300 x 260

75.00

Order No.
30394
30395
30396
30397
2)

3)
Order No.
30398
30035
30038
30793

Version
with potential-free alarm contact

Order No.
27887

with potential-free alarm contact

27412

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-LINE

260

UB-LINE

Overview: model line UB-LINE
Under bench cabinets type 90
893 mm

593 mm
600 mm

600 mm

600 mm

600 mm

600 mm

UB-S-90 model class with drawers – depth 574 mm and 502 mm
1102 mm
1402 mm
1102 mm

UB90.060.140.2S

UB90.060.110.S

UB90.060.110.2S

UB90.060.089.S

page 264

page 268

page 270

page 276

page 280

UB90.060.140.050.2S

UB90.060.110.050.S

UB90.060.110.050.2S

UB90.060.089.050.S

UB90.060.059.050.S

page 284

page 286

page 287

page 290

page 292

UB90.060.059.S

600 mm

600 mm

600 mm

600 mm

600 mm

UB-ST-90 model class with wing doors and
UB-T-90 model class with wing doors – depth 574 mm and 502 mm drawer – depth 574 mm and 502 mm
593 mm
1102 mm
1402 mm
893 mm
1102 mm

UB90.060.110.2T

UB90.060.089.2T

UB90.060.059.T

UB90.060.140.S2T

page 274

page 278

page 282

page 266

page 272

UB90.060.110.050.2T

UB90.060.089.050.2T

UB90.060.059.050.T

UB90.060.140.050.S2T

UB90.060.110.050.ST

page 289

page 291

page 293

page 285

page 288

800 mm

800 mm

UB-T-90 model class with wing doors –
height 800 mm und depth 600 mm
1102 mm
593 mm

800 mm

UB-S-90 model class with drawers –
height 800 mm and depth 600 mm
1102 mm
593 mm
800 mm

UB90.060.110.ST

UB90.080.110.060.2T

UB90.080.059.060.T

page 300

page 296

page 302

UB-T-90 model class with wing doors –
height 800 mm und depth 752 mm
1102 mm

UB-S-90K model class with drawer and refrigerating unit – depth 574 mm
1108 mm
630 mm

UB90.080.059.060.S

page 294

800 mm

UB90.080.110.060.2S

UB90.080.110.075.2T

UB90.060.110.KU.S

page 298

page 308

600 mm

600 mm

UB-T-30 model class with wing doors – depth 574 mm
1102 mm

600 mm

UB-S-30 model class with drawers – depth 574 mm
1402 mm
1102 mm
1102 mm
600 mm

Under bench cabinets type 30

UB30.060.140.2S

UB30.060.110.S

UB30.060.110.2S

UB30.060.110.2T

page 312

page 314

page 316

page 318
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UB-LINE (type 90)

Overview: model line UB-LINE
Safe and approved storage of ﬂammable hazardous substances in working areas

Fits perfectly under fume
cupboards
• Cabinet makes perfect use of the space
available under the fume cupboard

Flexible applications

SOFT CLOSE system

• 30 model variations in 2 heights, 4 widths

• No matter how large the force while sliding

and different depths enable maximum
ﬂexibility in adapting to user requirements
and structural conditions

the drawer – thanks to spring mechanism the drawer closes softly and quietly
(optional)
• Optionally available with cabinets with
drawers

Further features of this model class

Maximised interior height

No unauthorised use

Mobile

• Cabinet with maximised interior height
optionally available
• High storage capacity — ideal for 30 litre
containers
• Problem-free connection to supply and
disposal pipes

• Doors and drawers lockable
• Integrated locking state indicator (red/
green) signals the locking status of the
cabinet

• Optionally available castors with plinth;
simple movement of the cabinet
• height adjustable to various laboratory
furniture systems due to attachment covers

Possible interior equipment

1

• Integrated drawers

262

2

• Second level drawer for the
storage on 2 levels, optimal
utilisation of inside space
when storing small containers

3

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

UB-LINE (type 90)

Safety storage under bench cabinets for the
unrestricted storage of ﬂammable hazardous materials
in working areas according to EN 14470-1 and
TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

• Certain cabinets of this model group have been
additionally tested in accordance with Underwriters Laboratories-Standard 1275 and
ULC /ORD - C1275-84-Standard.
• Further information on these models from
page 264–293
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UB-S-90 140 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-90 model UB90.060.140.2S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel), 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 30401-001-35345 4

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and
expensive
extraction piping.
Especially designed for the
lower pressure conditions and
volume ﬂows of
under bench cabinets.

Second level drawer
Plenty of space for small containers, optimal
utilisation of the inside space when storing small
containers

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Further information from
page 467
Order No. 27144 3

(housing unit optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.060.140.2S

Usable storage heights

1402 x 574 x 600
1279 x 452 x 502
230
50
3
1
1
300
240
50

UB90.060.140.2S

mm
mm

1

465**
230***

** without perforated insert
*** with second level drawer

2
2

UB-S-90 140 cm

Front view

Side view
1402

574

301

335
84

600

44

Top view
800

301

Fresh air

Extraction air DN 50

Earthing link

Order example - how to order correctly

30401 —

001

— 35349

Model
UB90.060.140.2S
UB90.060.140.UL.2S

Information / equipment
without interior equipment, with 2 drawers
without interior equipment, UL/ULC 1275 approved, with 2 drawers

Order No.
30401
37066

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x drawer (V=21.0L)
Right: 1x drawer (V=11.5L)
Left: 1x drawer (V=20.0L)
Right: 1x drawer (V=11.5L)
Left: 1x drawer (V=21.0L), 1x perforated insert
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x drawer (V=20.0L), 1x perforated insert
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x drawer (V=21.0L), 1x second level drawer
Right: 1x drawer (V=11.5L), 1x second level drawer
Left: 1x drawer (V=20.0L), 1x second level drawer
Right: 1x drawer (V=11.5L), 1x second level drawer
Left: 1x drawer (V=21.0L), 1x perforated insert, 1x second level drawer
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer
Left: 1x drawer (V=20.0L), 1x perforated insert, 1x second level drawer
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL 7035

Order No.
35344

stainless steel

35349

sheet steel powder-coated RAL 7035, stainless steel, sheet steel powder-coated
RAL 7035, stainless steel
stainless steel

35350

sheet steel powder-coated RAL 7035

35348

stainless steel

35353

sheet steel powder-coated RAL 7035, stainless steel, sheet steel powder-coated
RAL 7035, stainless steel
stainless steel

35346

1)
Interior equipment
Left side
Second level drawer for cabinet/compartment width 89 cm
Second level drawer for cabinet/compartment width 89 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner for shelf
Anti-slip rubber mat

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
stainless steel
polyethylene black
PP grey
black

743 x 418 x 45*
743 x 418 x 45*
715 x 439 x 9
734 x 199 x 20*
653 x 406 x 88*
720 x 438 x 1

25.00
25.00
75.00

Right side
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat

sheet steel powder-coated RAL 7035
stainless steel
stainless steel
polyethylene black
PP grey
black

443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1

25.00
25.00
75.00

sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene

182 x 104 x 48
1397 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

Accessories for both sides
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035

35345

35351

2)

3)
Order No.

5.50
5.50

5.00
5.00

2.50
21.50

2.27
19.55

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

30406
30408
9974
10907
9707
8700

30407
30409
9975
10904
9706
8698

30035
30374
7603
7602
7604
30793
33982
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-ST-90 140 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly and safe: door and drawer remain open
in any position, interior of the cabinet completely visible —
access to all containers, 93° opening of the wing door
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: door and drawer lockable with
cylinder lock and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-ST-90 model UB90.060.140.S2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump, 1 x drawer (sheet steel powder-coated), 1 x perforated insert
(stainless steel)
Order No. 30410-001-33777 4

Available equipment:
drawer compartment
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer
door compartment
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure conditions and volume ﬂows of under bench cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking
mechansim
Flexible — height adjustment to various laboratory furniture

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.060.140.S2T

Usable storage heights

1402 x 574 x 600
1279 x 452 x 502
230
50
3
1
1
300
240
50

UB90.060.140.ST

mm
mm

400*
465**

mm

230***

* with perforated insert
** without perforated insert
*** with second level drawer

1

2

wing door

drawer

3
3

UB-ST-90 140 cm

Front view

Side view
1402

301

574

335
84

600

44

Top view
800

301

Fresh air

Extraction air DN 50

Earthing link

Order example - how to order correctly

30410 —

001

— 33777

Model
UB90.060.140.S2T
UB90.060.140.UL.S2T

Information / equipment
without interior equipment, with 1 drawer, 2 wing doors
without interior equipment, UL/ULC 1275 approved, with 1 drawer, 2 wing doors

Order No.
30410
37070

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x perforated insert, 1x bottom collecting sump (V=20.0L)
Right: 1x drawer (V=11.5L)
Left: 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 1x drawer (V=11.5L)
Left: 1x perforated insert, 1x bottom collecting sump (V=20.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x shelf, 1x perforated insert, 1x bottom collecting sump (V=20.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer
Left: 1x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL 7035

Order No.
35356

stainless steel

35355

sheet steel powder-coated RAL 7035, stainless steel

33777

stainless steel

30414

sheet steel powder-coated RAL 7035, stainless steel

33778

stainless steel

30415
1)

Interior equipment
Wing door compartment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Drawer compartment
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
SOFT-CLOSE
Accessories for both compartments
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

763 x 416 x 20*
763 x 416 x 20*
724 x 417 x 70
724 x 417 x 70
753 x 427 x 70*
753 x 427 x 90*

75.00
75.00
75.00
75.00

sheet steel powder-coated RAL 7035
stainless steel
stainless steel
polyethylene black
PP grey
black

443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1

25.00
25.00
75.00

sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

182 x 104 x 48
1397 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035

2)

3)
Order No.

20.00
22.00

18.18
20.00

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

30418
30419
11165
11168
12681
12808

30407
30409
9975
10904
9706
8698
33979

30035
30374
7603
7602
7604
30793
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-S-90 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-90 model UB90.060.110.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 30420-001-35327 4

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and
expensive
extraction piping.
Especially designed for the
lower pressure conditions and
volume ﬂows of
under bench cabinets.

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Second level drawer
Plenty of space for small containers, optimal
utilisation of the inside space when storing small
containers

Further information from
page 467
Order No. 27144 3

(housing unit optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.060.110.S

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
180
50
2
1
1
300
277
50

UB90.060.110.S

mm
mm

1

465**
230***

** without perforated insert
*** with second level drawer

2
2

UB-S-90 110 cm

Front view

Side view
44

301

574

335
84

1102

Top view
500

301

Extraction air DN 50

600

Fresh air

Earthing link

Order example - how to order correctly

30420 —

001

— 35327

Model
UB90.060.110.S
UB90.060.110.UL.S

Information / equipment
without interior equipment, with drawer
without interior equipment, UL/ULC 1275 approved, with drawer

Order No.
30420
37054

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=27.0L)
1x drawer (V=26.0L)
1x drawer (V=27.0L), 1x perforated insert
1x drawer (V=26.0L), 1x perforated insert
1x drawer (V=27.0L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035, stainless steel
stainless steel
sheet steel powder-coated RAL 7035, stainless steel, sheet steel powder-coated
RAL 7035
stainless steel

1x drawer (V=26.0L), 1x perforated insert, 1x second level drawer

1)
Interior equipment
Second level drawer
Second level drawer
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
PP
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035

7035
7035
7035
7035
7035

W x D x H (mm)
939 x 418 x 45*
939 x 418 x 45*
925 x 439 x 9
930 x 199 x 20*
869 x 378 x 88*
925 x 434 x 1
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

Order No.
35326
35329
35327
35330
35328
35331

2)

3)

7.00
7.00

6.36
6.36

3.50
26.50

3.18
24.09

Order No.
30425
30426
9973
10906
8564
8697
30035
30362
7603
7602
7604
30793
33983
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

269

UB-S-90 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-90 model UB90.060.110.2S
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel powdercoated), 2 x perforated insert (stainless steel)
Order No. 30427-001-35311 4

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Extraction unit for wall mounting
Especially designed for the lower pressure conditions and volume ﬂows of under bench cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking
mechansim
Flexible — height adjustment to various laboratory furniture

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.060.110.2S

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
180
50
2
1
1
300
277
50

UB90.060.110(.050).2S

mm

1

465**

UB90.060.110.2S

mm

230***

** without perforated insert
*** with second level drawer

2

2

2

2

UB-S-90 110 cm

Front view

Side view

44

574

301

335
84

1102

Top view

500

301

Extraction air DN 50

600

Fresh air

Earthing link

Order example - how to order correctly

30427 —

001

— 35311

Model
UB90.060.110.2S
UB90.060.110.UL.2S

Information / equipment
without interior equipment, with 2 drawers
without interior equipment, UL/ULC 1275 approved, with 2 drawers

Order No.
30427
37047

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x drawer (V=11.5L)
2x drawer (V=11.5L)
2x drawer (V=11.5L), 2x perforated insert
2x drawer (V=11.5L), 2x perforated insert
2x drawer (V=11.5L), 1x second level drawer
2x drawer (V=11.5L), 1x second level drawer
2x drawer (V=11.5L), 2x second level drawer
2x drawer (V=11.5L), 2x second level drawer
2x drawer (V=11.5L), 2x perforated insert, 2x second level drawer

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
coated RAL 7035
stainless steel

2x drawer (V=11.5L), 2x perforated insert, 2x second level drawer

7035, stainless steel
7035
7035
7035, stainless steel, sheet steel powder-

35317
1)

Interior equipment
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
PP grey
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035

7035
7035
7035
7035
7035

Order No.
35310
35315
35311
35316
35314
35318
35313
35319
35312

7035

W x D x H (mm)
443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

2)

3)

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

Order No.
30407
30409
9975
10904
9706
8698
30035
30362
7603
7602
7604
30793
33980
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

271

UB-ST-90 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly and safe: door and drawer remain open
in any position, interior of the cabinet completely visible —
access to all containers, 93° opening of the wing door
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: door and drawer lockable with
cylinder lock and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-ST-90 model UB90.060.110.ST
light grey (RAL 7035), interior equipment with 1 x shelf, 1 x perforated
insert, 1 x bottom collecting sump, 1 x drawer (sheet steel powder-coated),
1 x perforated insert (stainless steel), 1 x second level drawer (sheet steel
powder-coated)
Order No. 30432-001-33774 4

Available equipment:
drawer compartment
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer
door compartment
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Bottom collecting sump

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and
expensive
extraction piping.
Especially designed for the
lower pressure conditions and
volume ﬂows of
under bench cabinets.

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Maximised interior height
High storage capacity – ideal for 30 litre
containers
problem-free connection to supply and disposal
pipes

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

Further information from
page 467
Order No. 27144 3

(housing unit optional)

UB90.060.110.ST

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
180
50
2
1
1
300
277
50

UB90.060.110.ST

mm
mm

400*
465**

mm

230***

* with perforated insert
** without perforated insert
*** with second level drawer

1

2

wing door

drawer

3
3

UB-ST-90 110 cm

Front view

Side view
44

301

574

335
84

1102

Top view
500

301

Extraction air DN 50

600

Fresh air

Earthing link

Order example - how to order correctly

30432 —

001

— 33773

Model
UB90.060.110.ST
UB90.060.110.UL.ST

Information / equipment
without interior equipment, with 1 drawer, 1 wing door
without interior equipment, UL/ULC 1275 approved, with 1 drawer, 1 wing door

Order No.
30432
37043

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x perforated insert, 1x bottom collecting sump (V=12.0L)
Right: 1x drawer (V=11.5L)
Left: 1x perforated insert, 1x bottom collecting sump (V=11.0L)
Right: 1x drawer (V=11.5L)
Left: 1x perforated insert, 1x bottom collecting sump (V=12.0L)
Right: 1x drawer (V=11.5L)
Left: 1x perforated insert, 1x bottom collecting sump (V=11.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x shelf, 1x perforated insert, 1x bottom collecting sump (V=11.0L)
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer
Left: 1x drawer max. interior height (V=33.0L)
Right: 1x drawer (V=11.5L)

Material
sheet steel powder-coated RAL 7035, stainless steel

Order No.
33773

stainless steel

35333

sheet steel powder-coated RAL 7035

35334

stainless steel

30437

sheet steel powder-coated RAL 7035, stainless steel

33774

stainless steel

30438

sheet steel powder-coated

30436
1)

Interior equipment
Wing door compartment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Drawer compartment
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
SOFT-CLOSE
Accessories for both compartments
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

462 x 416 x 20*
462 x 416 x 20*
420 x 439 x 60
420 x 439 x 60
452 x 427 x 70*
452 x 427 x 78*

75.00
75.00
75.00
75.00

sheet steel powder-coated RAL 7035
stainless steel
stainless steel
polyethylene black
PP grey
black

443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1

25.00
25.00
75.00

sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035

2)

3)
Order No.

12.00
11.00

10.91
10.00

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

30441
30442
5555
5776
7270
7381

30407
30409
9975
10904
9706
8698
33979

30035
30362
7603
7602
7604
30793
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

273

UB-T-90 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: doors stop in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-T-90 model UB90.060.110.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30443-001-33771 4

Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure conditions and volume ﬂows of under bench cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking
mechansim
Flexible — height adjustment to various laboratory furniture

Maximised interior height
High storage capacity – ideal for 30 litre
containers
problem-free connection to supply and disposal
pipes

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

UB90.060.110.2T

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
180
50
2
1
1
300
277

UB90.060.110.2T

mm

400*

* with perforated insert

1

UB-T-90 110 cm

Front view

Side view
500

301

Fresh air

Extraction air DN 50

600

335

301

574

84

44

1102

Top view

Earthing link

Order example - how to order correctly

30443 —

001

— 33772

Model
UB90.060.110.2T
UB90.060.110.UL.2T

Information / equipment
without interior equipment, with 2 wing doors
without interior equipment, UL/ULC 1275 approved, with 2 wing doors

Order No.
30443
37050

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=25.5L)
1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=25.5L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x drawer max. interior height (V=33.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

Order No.
33771
30450
33772
30451
30449
1)

Interior equipment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035
7035
7035
7035

W x D x H (mm)
969 x 416 x 20*
968 x 415 x 25*
955 x 425 x 60
955 x 425 x 60
960 x 427 x 70*
960 x 427 x 75*
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
75.00
75.00
75.00
25.50
22.00

23.18
20.00

Order No.
30454
30455
8374
8375
8372
8373
30035
30362
7603
7602
7604
30793
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

275

UB-S-90 089 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-90 model UB90.060.089.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 30457-001-35299 4

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and
expensive
extraction piping.
Especially designed for the
lower pressure conditions and
volume ﬂows of
under bench cabinets.

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Second level drawer
Plenty of space for small containers, optimal
utilisation of the inside space when storing small
containers

Further information from
page 467
Order No. 27144 3

(housing unit optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.060.089.S

Usable storage heights

893 x 574 x 600
771 x 452 x 502
140
50
2
1
1
300
313
50

UB90.060.089.S

mm
mm

1

460**
230***

** without perforated insert
*** with second level drawer

2
2

UB-S-90 089 cm

Front view

Side view
292

301

Fresh air
Extraction air DN 50

600

335

301

574

84

44

893

Top view

Earthing link

Order example - how to order correctly

30457 —

001

— 35299

Model
UB90.060.089.S
UB90.060.089.UL.S

Information / equipment
without interior equipment, with drawer
without interior equipment, UL/ULC 1275 approved, with drawer

Order No.
30457
37024

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=21.0L)
1x drawer (V=20.0L)
1x drawer (V=21.0L), 1x perforated insert
1x drawer (V=20.0L), 1x perforated insert
1x drawer (V=21.0L), 1x second level drawer
1x drawer (V=20.0L), 1x second level drawer
1x drawer (V=21.0L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
coated RAL 7035
stainless steel

1x drawer (V=20.0L), 1x perforated insert, 1x second level drawer

7035, stainless steel
7035
7035, stainless steel, sheet steel powder-

35304
1)

Interior equipment
Second level drawer for cabinet/compartment width 89 cm
Second level drawer for cabinet/compartment width 89 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner for shelf
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
PP grey
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035

7035
7035
7035
7035
7035

Order No.
35297
35302
35299
35303
35301
35305
35300

7035

W x D x H (mm)
743 x 418 x 45*
743 x 418 x 45*
715 x 439 x 9
734 x 199 x 20*
653 x 406 x 88*
720 x 438 x 1
182 x 104 x 48
887 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

2)

3)

5.50
5.50

5.00
5.00

2.50
21.50

2.27
19.55

Order No.
30406
30408
9974
10907
9707
8700
30035
30461
7603
7602
7604
30793
33983
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-T-90 089 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: doors stop in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-T-90 model UB90.060.089.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30464-001-33767 4

Available equipment:
Equipment cabinet
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

UB90.060.089.2T

Usable storage heights

893 x 574 x 600
771 x 452 x 502
140
50
2
1
1
300
313

UB90.060.089.2T

mm

460**

* with perforated insert

1

UB-T-90 089 cm

Front view

Side view
893

301

292

301

84

574

Fresh air

600

335

44

Top view

Extraction air DN 50

Earthing link

Order example - how to order correctly

30464 —

001

— 33767

Model
UB90.060.089.2T
UB90.060.089.UL.2T

Information / equipment
without interior equipment, with 2 wing doors
without interior equipment, UL/ULC 1275 approved, with 2 wing doors

Order No.
30464
37020

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=20.0L)
1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=20.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

Order No.
33767
30468
33768
30469
1)

Interior equipment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035
7035
7035
7035

W x D x H (mm)
763 x 416 x 20*
763 x 416 x 20*
724 x 417 x 70
724 x 417 x 70
753 x 427 x 70*
753 x 427 x 90*
182 x 104 x 48
887 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
75.00
75.00
75.00
20.00
22.00

18.18
20.00

Order No.
30418
30419
11165
11168
12681
12808
30035
30461
7603
7602
7604
30793
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

279

UB-S-90 059 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-90 model UB90.060.059.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 30472-001-35286 4

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and
expensive
extraction piping.
Especially designed for the
lower pressure conditions and
volume ﬂows of
under bench cabinets.

Second level drawer
Plenty of space for small containers, optimal
utilisation of the inside space when storing small
containers

SOFT CLOSE system
No matter how large the force while sliding the
drawer – thanks to spring mechanism the drawer
closes softly and quietly (optional)

Further information from
page 467
Order No. 27144 3

(housing unit optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.060.059.S

Usable storage heights

593 x 574 x 600
470 x 452 x 502
120
50
1
1
1
300
450
50

UB90.060.059.S

mm
mm

1

460**
230***

** without perforated insert
*** with second level drawer

2
2

UB-S-90 059 cm

Front view

Side view

593

182

84

574

230

182

Fresh air
Extraction air DN 50

600

335

44

Top view

Earthing link

Further information on these models from page 294

Order example - how to order correctly

30472 —

001

— 35287

Model
UB90.060.059.S
UB90.060.059.UL.S

Information / equipment
without interior equipment, with drawer
without interior equipment, UL/ULC 1275 approved, with drawer

Order No.
30472
37004

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=11.5L)
1x drawer (V=11.5L)
1x drawer (V=11.5L), 1x perforated insert
1x drawer (V=11.5L), 1x perforated insert
1x drawer (V=11.5L), 1x second level drawer
1x drawer (V=11.5L), 1x second level drawer
1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
coated RAL 7035
stainless steel

1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer

7035, stainless steel
7035
7035, stainless steel, sheet steel powder-

35291
1)

Interior equipment
Second level drawer
Second level drawer
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
PP grey
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035

7035
7035
7035
7035
7035

Order No.
35284
35289
35286
35290
35288
35292
35287

7035

W x D x H (mm)
430 x 418 x 45*
430 x 418 x 45*
420 x 439 x 9
420 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1
182 x 104 x 48
587 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

2)

3)

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

Order No.
30476
30477
9975
10905
9706
8698
30035
30478
7603
7602
7604
30793
33983
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

281

UB-T-90 059 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: door stops in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: door lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-T-90 model UB90.060.059.T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30481-001-33763 4

Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and expensive
extraction piping.
Especially designed for the lower
pressure conditions and
volume ﬂows of
under bench cabinets.
Further information from page 467

Order No. 27144 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

(housing unit optional)

UB90.060.059.T

Usable storage heights

593 x 574 x 600
470 x 452 x 502
120
50
1
1
1
300
450

UB90.060.059.T(R)

mm

400*

* with perforated insert

1

UB-T-90 059 cm

Front view

Side view

Fresh air

230

182

Extraction air DN
50

600

335

182

574

84

44

593

Top view

Earthing link

Further information on these models from page 294

Order example - how to order correctly

30481 —

001

— 30489

Model
UB90.060.059.T
UB90.060.059.TR
UB90.060.059.UL.T
UB90.060.059.UL.TR

Information / equipment
without interior equipment, left hinged, with wing door
without interior equipment, right hinged, with wing door
without interior equipment, UL/ULC 1275 approved, left hinged, with wing door
without interior equipment, UL/ULC 1275 approved, right hinged, with wing door

Order No.
30481
30482
37007
37010

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=12.0L)
1x perforated insert, 1x bottom collecting sump (V=11.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=11.0L)
1x drawer max. interior height (V=33.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

Order No.
33763
30488
33764
30489
30487
1)

Interior equipment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035
7035
7035
7035

W x D x H (mm)
462 x 416 x 20*
462 x 416 x 20*
420 x 439 x 60
420 x 439 x 60
452 x 427 x 70*
452 x 427 x 78*
182 x 104 x 48
587 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
75.00
75.00
75.00
12.00
11.00

10.91
10.00

Order No.
30441
30442
5555
5776
7270
7381
30035
30478
7603
7602
7604
30793
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-S-90 140 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-S-90 model UB90.060.140.050.2S
light grey (RAL 7035), interior equipment with 1 x drawer, 1 x drawer (sheet
steel powder-coated)
Order No. 30402-001-35359 4

Top view

Side view
44

800

Fresh air

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

301

335
84

301

Technical data UB90.060.140.050.2S

502

Extraction air DN 50

Earthing link

mm
mm
kg
m³/h
Pa
Pa

1402 x 502 x 600
1297 x 382 x 502
205
3
1
1

kg
kg/m²
kg

300
240
50.00

Order example - how to order correctly

30402 —

001

— 35359

Model
UB90.060.140.050.2S
UB90.060.140.050.UL.2S

Information / equipment
without interior equipment, with 2 drawers
without interior equipment, UL/ULC 1275 approved, with 2 drawers

Order No.
30402
37058

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x drawer (V=17.5L)
Right: 1x drawer (V=10.0L)

Material
sheet steel powder-coated RAL 7035

Order No.
35359
1)

Interior equipment
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 89 cm
Perforated insert for cabinet/compartment width 59 cm
Perforated insert for cabinet/compartment width 89 cm
Pipe lead-through
Castors with plinth height = 30 mm
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
PP

7035
7035

7035
7035

W x D x H (mm)
443 x 346 x 45*
743 x 346 x 45*
417 x 364 x 9
717 x 364 x 9
182 x 104 x 48
1397 x NaN

25.00
25.00
75.00
75.00

2)
2.50
4.50

3)
2.27
4.09

Order No.
16590
16589
18922
19619
30035
30374
33982
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

UB-ST-90 140 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly and safe: door and drawer remain open
in any position, interior of the cabinet completely visible —
access to all containers, 93° opening of the wing door
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: door and drawer lockable with
cylinder lock and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
drawer compartment
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-ST-90 model UB90.060.140.050.S2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump, 1 x drawer (sheet steel powder-coated), 1 x perforated insert
(stainless steel)
Order No. 30411-001-33779 4

door compartment
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Bottom collecting sump
Top view

Side view
44

800

Fresh air

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

301

335
84

301

Technical data UB90.060.140.050.S2T

502

Extraction air DN 50

Earthing link

mm
mm
kg
m³/h
Pa
Pa

1402 x 502 x 600
1279 x 382 x 502
205
3
1
1

kg
kg/m²
kg

300
240
50.00

Model
UB90.060.140.050.S2T
UB90.060.140.050.UL.S2T

Information / equipment
without interior equipment, with 1 drawer, 2 wing doors
without interior equipment, UL/ULC 1275 approved, with 1 drawer, 2 wing doors

Order No.
30411
37062

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x perforated insert, 1x bottom collecting sump (V=16.5L)
Right: 1x drawer (V=10.0L)
Left: 1x perforated insert, 1x bottom collecting sump (V=16.5L)
Right: 1x drawer (V=10.0L)
Left: 1x shelf, 1x perforated insert, 1x bottom collecting sump (V=16.5L)
Right: 1x drawer (V=10.0L)

Material
sheet steel powder-coated RAL 7035

Order No.
35361

sheet steel powder-coated RAL 7035, stainless steel

33779

sheet steel powder-coated RAL 7035, stainless steel

33780
1)

Interior equipment
Shelf
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Perforated insert for cabinet/compartment width 59 cm
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

7035
7035
7035
7035
7035
7035

W x D x H (mm)
759 x 344 x 20*
443 x 346 x 45*
751 x 353 x 60
417 x 364 x 9
753 x 355 x 70*
182 x 104 x 48
1397 x NaN

75.00
25.00
75.00
75.00

2)

3)

2.50

2.27

16.50

15.00

Order No.
30380
16590
18811
18922
18810
30035
30374
30793
33979
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

285

UB-S-90 110 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-S-90 model UB90.060.110.050.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated)
Order No. 30421-001-35340 4

Top view

Side view
44

500

Fresh air

502

301

335
84

301

Extraction air DN 50

Earthing link

Technical data UB90.060.110.050.S
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

mm
mm
kg
m³/h
Pa
Pa

1102 x 502 x 600
979 x 382 x 502
160
2
1
1

kg
kg/m²
kg

300
278
50.00

Order example - how to order correctly

30421 —

001

— 35340

Model
UB90.060.110.050.S
UB90.060.110.050.UL.S

Information / equipment
without interior equipment, with drawer
without interior equipment, UL/ULC 1275 approved, with drawer

Order No.
30421
37039

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=22.5L)

Material
sheet steel powder-coated RAL 7035

Order No.
35340
1)

Interior equipment
Second level drawer
Perforated insert height = 9 mm
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene
PP

W x D x H (mm)
939 x 346 x 45*
925 x 364 x 9
182 x 104 x 48
1097 x NaN

25.00
75.00

2)
6.00

3)
5.45

Order No.
16592
18921
30035
30362
30793
33983
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

286

Ready for dispatch within
Days
Weeks

UB-S-90 110 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-S-90 model UB90.060.110.050.2S
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel powdercoated)
Order No. 30428-001-35337 4

Top view

Fresh air

Side view
44

301

Extraction air DN 50

502

84

500

335

301

Earthing link

Technical data UB90.060.110.050.2S
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

mm
mm
kg
m³/h
Pa
Pa

1102 x 502 x 600
979 x 382 x 502
160
2
1
1

kg
kg/m²
kg

300
278
50.00

Order example - how to order correctly

30428 —

001

— 35337

Model
UB90.060.110.050.2S
UB90.060.110.050.UL.2S

Information / equipment
without interior equipment, with 2 drawers
without interior equipment, UL/ULC 1275 approved, with 2 drawers

Order No.
30428
37032

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x drawer (V=10.0L)

Material
sheet steel powder-coated RAL 7035

Order No.
35337
1)

Interior equipment
Second level drawer for cabinet/compartment width 59 cm
Perforated insert for cabinet/compartment width 59 cm
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene
PP

W x D x H (mm)
443 x 346 x 45*
417 x 364 x 9
182 x 104 x 48
1097 x NaN

25.00
75.00

2)
2.50

3)
2.27

Order No.
16590
18922
30035
30362
30793
33981
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

287

UB-ST-90 110 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly and safe: door and drawer remain open
in any position, interior of the cabinet completely visible —
access to all containers, 93° opening of the wing door
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: door and drawer lockable with
cylinder lock and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
drawer compartment
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-ST-90 model UB90.060.110.050.ST
light grey (RAL 7035), interior equipment with 1 x shelf, 1 x perforated insert,
1 x bottom collecting sump, 1 x drawer (sheet steel powder-coated), 1 x perforated insert (stainless steel)
Order No. 30433-001-34267 4

door compartment
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Bottom collecting sump
Top view
500

Fresh air

Side view
44

301

Technical data UB90.060.110.050.ST

502

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

335

301

Extraction air DN 50

Earthing link

mm
mm
kg
m³/h
Pa
Pa

1102 x 502 x 600
979 x 382 x 502
160
2
1
1

kg
kg/m²
kg

300
278
50.00

Model
UB90.060.110.050.ST
UB90.060.110.050.UL.ST

Information / equipment
without interior equipment, with 1 drawer, 1 wing door
without interior equipment, UL/ULC 1275 approved, with 1 drawer, 1 wing door

Order No.
30433
37028

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x perforated insert, 1x bottom collecting sump (V=10.0L)
Right: 1x drawer (V=10.0L)
Left: 1x perforated insert, 1x bottom collecting sump (V=10.0L)
Right: 1x drawer (V=10.0L), 1x perforated insert
Left: 1x shelf, 1x perforated insert, 1x bottom collecting sump (V=10.0L)
Right: 1x drawer (V=10.0L), 1x perforated insert

Material
sheet steel powder-coated RAL 7035

Order No.
35342

sheet steel powder-coated RAL 7035, stainless steel

34266

sheet steel powder-coated RAL 7035, stainless steel

34267
1)

Interior equipment
Shelf
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Perforated insert for cabinet/compartment width 59 cm
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

7035
7035
7035
7035
7035
7035

W x D x H (mm)
461 x 344 x 20*
443 x 346 x 45*
442 x 345 x 70
417 x 364 x 9
452 x 355 x 70*
182 x 104 x 48
1097 x NaN

75.00
25.00
75.00
75.00

2)

3)

2.50

2.27

10.00

9.09

Order No.
30368
16590
18814
18922
17671
30035
30362
30793
33979
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

288

Ready for dispatch within
Days
Weeks

UB-T-90 110 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: doors stop in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Safety storage under bench cabinet
UB-T-90 model UB90.060.110.050.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30444-001-33775 4

Top view

Fresh air

Side view
44

301

Extraction air DN 50

Technical data UB90.060.110.050.2T

502

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load

84

500

335

301

Earthing link

mm
mm
kg
m³/h
Pa
Pa

1102 x 502 x 600
979 x 382 x 502
160
2
1
1

kg
kg/m²

300
278

Order example - how to order correctly

30444 —

001

— 33775

Model
UB90.060.110.050.2T
UB90.060.110.050.UL.2T

Information / equipment
without interior equipment, with 2 wing doors
without interior equipment, UL/ULC 1275 approved, with 2 wing doors

Order No.
30444
37035

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=21.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=21.0L)

Material
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

Order No.
33775
33776
1)

Interior equipment
Shelf
Perforated insert
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

7035
7035
7035
7035
7035

W x D x H (mm)
969 x 344 x 20*
950 x 345 x 66
960 x 355 x 70*
182 x 104 x 48
1097 x NaN

2)

3)

75.00
75.00
21.00

19.09

Order No.
30456
18813
18812
30035
30362
30793
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

289

UB-S-90 089 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-S-90 model UB90.060.089.050.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated)
Order No. 30458-001-35308 4

Top view

Side view
44

502

301

Fresh air

84

292

335

301

Extraction air DN 50

Earthing link

Technical data UB90.060.089.050.S
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

mm
mm
kg
m³/h
Pa
Pa

893 x 502 x 600
771 x 382 x 502
125
1
1
1

kg
kg/m²
kg

300
317
50.00

Order example - how to order correctly

30458 —

001

— 35308

Model
UB90.060.089.050.S
UB90.060.089.050.UL.S

Information / equipment
without interior equipment, with drawer
without interior equipment, UL/ULC 1275 approved, with drawer

Order No.
30458
37017

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=17.5L)

Material
sheet steel powder-coated RAL 7035

Order No.
35308
1)

Interior equipment
Second level drawer for cabinet/compartment width 89 cm
Perforated insert for cabinet/compartment width 89 cm
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene
PP

W x D x H (mm)
743 x 346 x 45*
717 x 364 x 9
182 x 104 x 48
887 x NaN

25.00
75.00

2)
4.50

3)
4.09

Order No.
16589
19619
30035
30461
30793
33983
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

290

Ready for dispatch within
Days
Weeks

UB-T-90 089 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: doors stop in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Safety storage under bench cabinet
UB-T-90 model UB90.060.089.050.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30465-001-33769 4

Top view

Side view
44
301

Fresh air

84

292

335

301

Technical data UB90.060.089.050.2T

502

Extraction air DN 50

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa

893 x 502 x 600
771 x 382 x 502
125
1
1
1

kg
kg/m²

300
317

Earthing link

Order example - how to order correctly

30465 —

001

— 33769

Model
UB90.060.089.050.2T
UB90.060.089.050.UL.2T

Information / equipment
without interior equipment, with 2 wing doors
without interior equipment, UL/ULC 1275 approved, with 2 wing doors

Order No.
30465
37013

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=16.5L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=16.5L)

Material
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

Order No.
33769
33770
1)

Interior equipment
Shelf
Perforated insert
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

7035
7035
7035
7035
7035

W x D x H (mm)
759 x 344 x 20*
751 x 353 x 60
753 x 355 x 70*
182 x 104 x 48
887 x NaN

2)

3)

75.00
75.00
16.50

15.00

Order No.
30380
18811
18810
30035
30461
30793
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

291

UB-S-90 059 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area
• SOFT CLOSE system — soft, quiet and complete closure of
the drawer

Safety storage under bench cabinet
UB-S-90 model UB90.060.059.050.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated)
Order No. 30473-001-35295 4

Top view

Side view
44

182

Fresh air

Extraction air DN

502

84

230

335

182

Earthing link

Technical data UB90.060.059.050.S
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

mm
mm
kg
m³/h
Pa
Pa

593 x 502 x 600
470 x 452 x 502
110
1
1
1

kg
kg/m²
kg

300
460
50.00

Order example - how to order correctly

30473 —

001

— 35294

Model
UB90.060.059.050.S
UB90.060.059.050.UL.S

Information / equipment
without interior equipment, with drawer
without interior equipment, UL/ULC 1275 approved, with drawer

Order No.
30473
36993

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=10.0L)

Material
sheet steel powder-coated RAL 7035

Order No.
35295
1)

Interior equipment
Second level drawer
Perforated insert for cabinet/compartment width 59 cm
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene
PP

W x D x H (mm)
430 x 346 x 45*
417 x 364 x 9
182 x 104 x 48
587 x NaN

25.00
75.00

2)
2.50

3)
2.27

Order No.
16595
18922
30035
30478
30793
33983
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

292

Ready for dispatch within
Days
Weeks

UB-T-90 059 cm Depth 050 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: door stops in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: door lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Bottom collecting sump

Safety storage under bench cabinet
UB-T-90 model UB90.060.059.050.T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30483-001-33765 4

Top view

182

Fresh air

44

Extraction air DN

Technical data UB90.060.059.050.T

502

84

230

335

182

Side view

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times
EK5/AK4)
Maximum load
Distributed load

mm
mm
kg
m³/h
Pa
Pa

593 x 502 x 600
470 x 382 x 502
110
1
1
1

kg
kg/m²

300
460

Earthing link

Order example - how to order correctly

30483 —

001

— 33765

Model
UB90.060.059.050.T
UB90.060.059.050.TR
UB90.060.059.050.UL.T
UB90.060.059.050.UL.TR

Information / equipment
without interior equipment, left hinged, with wing door
without interior equipment, right hinged, with wing door
without interior equipment, UL/ULC 1275 approved, left hinged, with wing door
without interior equipment, UL/ULC 1275 approved, right hinged, with wing door

Order No.
30483
30484
36997
37000

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=10.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=10.0L)

Material
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

Order No.
33765
33766
1)

Interior equipment
Shelf
Perforated insert
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

7035
7035
7035
7035
7035

W x D x H (mm)
461 x 344 x 20*
442 x 345 x 70
452 x 355 x 70*
182 x 104 x 48
587 x NaN

2)

3)

75.00
75.00
10.00

9.09

Order No.
30368
18814
17671
30035
30478
30793
32165

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

293

UB-S-90 110 cm Height 080 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing 2.5 litre bottles
• Perforated insert useable as storage area
Safety storage under bench cabinet
UB-S-90 model UB90.080.110.060.2S
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel powdercoated), 2 x perforated insert (stainless steel)
Order No. 32657-001-35373 6

Second level drawer
Optimal utilisation of the inside
space – it is possible to store
2.5 litre bottles with a height of
up to 315 mm on two levels.

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers

294

mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.080.110.060.2S

Usable storage heights

1102 x 600 x 800
979 x 482 x 702
233
50
2
1
1
300
302
50

UB90.080.110.060.2S

mm
mm

1

665**
330***

** without perforated insert
*** with second level drawer

2

2

2

2

UB-S-90 110 cm Height 080 cm

Front view

Side view
44

1102

Top view

600

151

800

534

84

800

Fresh air

Extraction air DN 50

Earthing link

Order example - how to order correctly

32657 —

001

— 35374

Model
UB90.080.110.060.2S

Information / equipment
without interior equipment, with 2 drawers

Order No.
32657

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x drawer (V=25.0L)
2x drawer (V=25.0L), 2x perforated insert
2x drawer (V=25.0L), 2x perforated insert, 2x second level drawer

Material
sheet steel powder-coated
sheet steel powder-coated, stainless steel
sheet steel powder-coated, stainless steel, sheet steel powder-coated
RAL 7035

Order No.
35372
35373
35374

1)
Interior equipment
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

7035

7035
7035
7035
7035
7035

W x D x H (mm)
443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
420 x 438 x 1
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

2)

3)

3.00
3.00

2.73
2.73

1.50

1.36

Order No.
30407
30409
9975
10904
8698
30035
30362
7603
7602
7604
30793
32165

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-T-90 110 cm Height 080 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: doors stop in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Under bench cabinet
UB-T-90 model UB90.080.110.060.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 36418-001-33771 6

Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

UB90.080.110.060.2T

Usable storage heights

1102 x 600 x 800
979 x 482 x 702
233
50
2
1
1
300
302

UB90.080.110.060.2T

mm

600*

* with perforated insert

1

UB-T-90 110 cm Height 080 cm

Front view

Side view
44

1102

Top view

600

151

800

534

84

800

Extraction air DN 50

Fresh air

Earthing link

Order example - how to order correctly

36418 —

001

— 33771

Model
UB90.080.110.060.2T

Information / equipment
without interior equipment, with 2 wing doors

Order No.
36418

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=25.5L)
1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=25.5L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x drawer max. interior height (V=33.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

Order No.
33771
30450
33772
30451
30449
1)

Interior equipment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

7035
7035
7035
7035
7035
7035
7035
7035

W x D x H (mm)
969 x 416 x 20*
968 x 415 x 25*
955 x 425 x 60
955 x 425 x 60
960 x 427 x 70*
960 x 427 x 75*
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
75.00
75.00
75.00
25.50
22.00

23.18
20.00

Order No.
30454
30455
8374
8375
8372
8373
30035
30362
7603
7602
7604
30793
32165

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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UB-T-90 110 cm Depth 075 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: doors stop in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-T-90 model UB90.080.110.075.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (stainless steel)
Order No. 30107-001-30762 6

Available equipment:
• Drawers – high storage capacity, optimal use of the available
storage capacities
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

UB90.080.110.075.2T

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

1102 x 752 x 800
979 x 626 x 701
200
50
4
5
5
300
259

Standard storage heights of the
drawers
mm

580

mm

280

2
1

Storage capacities
per drawer/type of container
Quantity
99
42
42
42
18

Type of container
Aerosol cans
Cans
Laboratory glass bottles
Laboratory PE-bottles
Laboratory glass bottles

Container size
400 ml
1 litre
1 litre
1 litre
2.5 litres

2

UB-T-90 110 cm Depth 075 cm

Front view

Side view
1102

Top view

752
500

301

500
85

301

800

Fresh air

Extraction air DN 50

Earthing link

Safety storage under bench cabinet
UB-T-90 model UB90.080.110.075.2T
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel powdercoated)
Order No. 30107-001-30712 6

Order example - how to order correctly

30107 —

001

— 30762

Model
UB90.080.110.075.2T

Information / equipment
without interior equipment, with 2 wing doors

Order No.
30107

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=33.0L)
1x drawer (V=33.0L)
2x drawer (V=33.0L)

Material
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

Order No.
30762
30711
30712
1)

Interior equipment
Perforated insert
Bottom collecting sump
Drawer
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
stainless steel
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

7035
7035
7035
7035
7035
7035

W x D x H (mm)
955 x 600 x 60
960 x 605 x 78*
802 x 590 x 91*
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
60.00

33.00
33.00

30.00
30.00

Order No.
15626
12783
30713
30035
30362
7603
7602
7604
30793
32165

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-S-90 059 cm Height 080 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing 2.5 litre bottles
• Perforated insert useable as storage area
Safety storage under bench cabinet
UB-S-90 model UB90.080.059.060.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 32658-001-35377 6

Second level drawer
Optimal utilisation of the inside
space – it is possible to store
2.5 litre bottles with a height of
up to 315 mm on two levels.

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB90.080.059.060.S

Usable storage heights

593 x 600 x 800
470 x 482 x 702
143
50
2
1
1
300
467
50

UB90.080.059.060.S

mm
mm

665**
330***

1

** without perforated insert
*** with second level drawer

2
2

UB-S-90 059 cm Height 080 cm

Front view

Side view
44

593

Top view

600
290

152

534

84

152

800

Fresh air
Extraction air DN 50

Earthing link

Order example - how to order correctly

32658 —

001

— 35378

Model
UB90.080.059.060.S

Information / equipment
without interior equipment, with drawer

Order No.
32658

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=25.0L)
1x drawer (V=25.0L), 1x perforated insert
1x drawer (V=25.0L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated
sheet steel powder-coated, stainless steel
sheet steel powder-coated, stainless steel, sheet steel powder-coated
RAL 7035

Order No.
35376
35377
35378

1)
Interior equipment
Second level drawer
Second level drawer
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

7035

7035
7035
7035
7035
7035

W x D x H (mm)
430 x 418 x 45*
430 x 418 x 45*
420 x 439 x 9
420 x 199 x 20*
420 x 438 x 1
182 x 104 x 48
587 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

2)

3)

3.00
3.00

2.73
2.73

1.50

1.36

Order No.
30476
30477
9975
10905
8698
30035
30478
7603
7602
7604
30793
32165

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

301

UB-T-90 059 cm Height 080 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• Easy handling with comfort: door stops in any position,
self-closing in the event of ﬁre
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: door lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-T-90 model UB90.080.059.060.T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 35900-001-33763 6

Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

UB90.080.059.060.T

Usable storage heights

593 x 600 x 800
470 x 482 x 702
143
50
2
1
1
300
467

UB90.080.059.060.T(R)

mm

600*

* with perforated insert

1

UB-T-90 059 cm Height 080 cm

Front view

Side view
44

600

152

290

152

534

84

593

Top view

800

Fresh air

Extraction air DN 50

Earthing link

Order example - how to order correctly

35900 —

001

— 33763

Model
UB90.080.059.060.T
UB90.080.059.060.TR

Information / equipment
without interior equipment, left hinged, with wing door
without interior equipment, right hinged, with wing door

Order No.
35900
35915

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=12.0L)
1x perforated insert, 1x bottom collecting sump (V=11.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=12.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=11.0L)
1x drawer max. interior height (V=33.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

Order No.
33763
30488
33764
30489
30487
1)

Interior equipment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

7035
7035
7035
7035
7035
7035
7035
7035

W x D x H (mm)
462 x 416 x 20*
462 x 416 x 20*
420 x 439 x 60
420 x 439 x 60
452 x 427 x 70*
452 x 427 x 78*
182 x 104 x 48
587 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
75.00
75.00
75.00
12.00
11.00

10.91
10.00

Order No.
30441
30442
5555
5776
7270
7381
30035
30478
7603
7602
7604
30793
32165

Order No.
24315

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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SAFE DISPOSAL OF SOLVENTS

Today the safe and legal storage and
handling of hazardous materials is common
in laboratories and in the industrial ﬁeld.
Flammable liquids though contain speciﬁc
risks. The safe and convenient disposal of
solvents – e.g. after completion of cleaning
processes, test series or out of HPLC
systems – makes high demands on the
safety technology used.
The requirements of the components used
in relation to ﬁre protection, conductivity in
materials, material resistance, monitoring
options and many other aspects are of great
importance.
Systems made by experts
In the last two years, we – as the leading
manufacturer of ﬁre-resistant safety storage
cabinets according to EN 14470-1 –
together with the leading producer of high
quality disposal systems – S.C.A.T Europe
GmbH – fulﬁlled and implemented these
requirements successfully – as proven
by numerous projects at well-known
companies.
Together, both companies stand for
the highest possible ﬁre protection in
connection with technically developed, high
quality and electrostatic conductive disposal
systems.
This combined manufacturing expertise
offers our customers the highest level of
safety according to state of the art design
together with the best possible comfort for
the disposal of solvents at the workplace –
in both current and future projects with our
standardised disposal systems.
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Flexible and safe
Together we developed a selected range
of Type 90 under bench cabinets with
integrated disposal systems of SymLine®.
Two branded products have been perfectly
integrated.
The modular disposal system components,
in combination with a matching Type 90
safety cabinet, form a complete disposal
unit. Solvents can be directly disposed from
the workplace via hose or pipe systems
into the disposal canister inside the storage
cabinet.
Different ﬁlling options provide additional
comfort. Optional control devices, such
as the level indicator or monitoring of
correct technical ventilation complete the
programme.

AVAILABLE SOON
Register now for further information via www.asecos.global
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UB-S-90K

Overview: model class UB-S-90K
Safe, cooled and approved storage of highly ﬂammable hazardous substances in
working areas

Recirculating air operation

Controlled cooling

Secure function

• Integrated aeration and ventilation system

• Homogeneous cooling effect in the interior

• 7-segment LED display for direct monitor-

in recirculating air operation
• Monitoring and activated charcoal ﬁlter unit
for the safe retention of solvent vapours
(hydrocarbons)
• No external exhaust air system required,
maximum ﬂexibility in the choice of the
place of installation

through laminar entry of the cold air
• Maximum cooling power +2 °C (at room
temperature of max. 25 °C)
• High energy efficiency through return of
cooled air in the system

Further features of this model class

Locking

Mobile

• Doors and drawers separately lockable with
cylinder lock
• Locking state indicator (red/green) signals
the locking status of the cabinet

• Optionally available castors with plinth;
simple movement of the cabinet
• height adjustable to various laboratory
furniture systems due to attachment covers

Possible interior equipment

1

• Integrated drawers

306

• Second level drawer for the
storage on 2 levels, optimal
utilisation of inside space
when storing small containers

ing of functions
• Display of cooling temperature (NOMINAL/
ACTUAL), air recirculation rate and ﬁlter
saturation
• Simple setting of the nominal temperatures
• Safe, continuous, min. 10-fold air exchange
• No explosive zones inside and outside the
cabinet

UB-S-90K

Safety storage under bench cabinet with refrigerating
unit and recirculating air ﬁlter system for the
unrestricted storage of ﬂammable hazardous materials
in working areas according to EN 14470-1 and
TRGS 510

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

1
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UB-S-90K 110 cm
Safe, cooled and approved storage of highly
ﬂammable hazardous substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• mobile: castors with plinth, easy moving of the cabinet
• Ventilation: integrated technical recirculating air system
with multistage ﬁlter system and cool-device cable
• Refrigerating unit: constant refrigeration effect inside
the cabinet with the maximum refrigerating temperature of
+2 °C (with max. 25 °C room temperature)

Refrigerating under bench safety storage cabinet
UB-S-90K model UB90.060.110.KU.S
light grey (RAL 7035), interior equipment with 1 x drawer (stainless steel)
Order No. 31827-001-35322 6

Second level drawer
Plenty of space for small containers, optimal utilisation of
the inside space when storing small containers

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Maximum load
Distributed load
Frequency
Power consump. in operation
Power consump. in standby mode
Max. current consumption
Nominal voltage

308

mm
mm
kg
kg
kg/m²
Hz
W
W
A
V

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Drawer – integrated in the cabinet (standard), load capacity
50 kg

7-Segment/LED-Display
Function monitoring directly in view, display shows
the refrigeration temperature (TARGET/ ACTUAL), air
exchange rate and ﬁlter saturation, easy setting of the
required temperature

Filter system
Restrains solvent vapours permanently, user-friendly and
safe replacement of the ﬁlter unit at saturation

UB90.060.110.KU.S

Usable storage heights

1108 x 574 x 630
753 x 443 x 484
220
300
298
50
247
7,2
2
230

UB90.060.110.KU.S

mm
mm

1

422**
205***

** without perforated insert
*** with second level drawer

2
2

UB-S-90K 110 cm

Front view

Side view
1109

(61)

574

1002

46

56

74

Top view

631

174

Cool-device cable and voltage
free switch contact

Front view

Side view

Top view

574

1109

753
702

178

430
443

290
422
484

162

Safety storage under bench cabinet with refrigerating unit and
plug-in recirculating air ﬁlter system — avoid complex wall and
ceiling openings and expensive exhaust air ducts
• High ﬂexibility in choosing the installation location
• Active personal protection through safe capture of harmful vapours with
retention in the ﬁlter system
• With multistage ﬁlter system and cool-device cable
• Incl. extraction and ﬁlter monitoring
• Optical and acoustical alarm including potential-free alarm contact
The under bench cabinet with plug-in recirculating air ﬁlter system is capable of
retaining solvent vapours (hydrocarbons) permanently up to a ﬁlter saturation
of more than 99,999 %, under normal operating conditions as well as for a
simulated accident in the safety storage cabinet.

Order example - how to order correctly

31827 —

001

— 35324

Model
UB90.060.110.KU.S

Information / equipment
without interior equipment, cooling function in the recirculating air operation, with drawer

Order No.
31827

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=17.5L)
1x drawer (V=17.5L), 1x perforated insert
1x drawer (V=17.5L), 1x perforated insert, 1x second level drawer

Material
stainless steel
stainless steel
stainless steel

Order No.
35322
35323
35324
1)

Interior equipment
Second level drawer realized as perforated insert
Perforated insert
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm

Material
stainless steel
stainless steel
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

W x D x H (mm)
723 x 411 x 40*
695 x 425 x 9
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
75.00

2)

3)
Order No.
32123
32121
7603
7602
7604

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-LINE (type 30)

Overview: model line UB-LINE
Safe and approved storage of ﬂammable hazardous substances in working areas

Fits perfectly under fume
cupboards
• Cabinet makes perfect use of the space
available under the fume cupboard

Further features of this model class

Convenient handling

Mobile

• Door operation with minimal effort
• Air-damped door buffer ensure soft and
low-wear closings
• Serial door open arrest system allows
convenient and safe removal or storage of
containers with both hands

• Optionally available castors with plinth;
simple movement of the cabinet
• height adjustable to various laboratory
furniture systems due to attachment covers

Possible interior equipment

2

1

• Integrated drawers

310

• Second level drawer for the
storage on 2 levels, optimal
utilisation of inside space
when storing small containers

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

UB-LINE (type 30)

Safety storage under bench cabinets for the unrestricted storage of ﬂammable hazardous materials in
working areas according to EN 14470-1 and
TRGS 510

• Fire resistance of 30 minutes (type 30),
type-tested in accordance with EN 14470-1

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health

1

• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

2
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UB-S-30 140 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-30 model UB30.060.140.2S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel), 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 30403-001-35345 4

Second level drawer
Second level drawer for optimal
utilisation of the inside space
when storing 2.5 litre bottles

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and expensive
extraction piping.
Especially designed for the lower
pressure conditions and
volume ﬂows of
under bench cabinets.
Further information from page 467

Order No. 27144 3

(housing unit optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB30.060.140.2S

Usable storage heights

1402 x 574 x 600
1279 x 452 x 502
230
50
3
1
1
300
240
50

UB30.060.140.2S

mm
mm

1

460**
230***

** without perforated insert
*** with second level drawer

2

2

2

2

UB-S-30 140 cm

Front view

Side view
44

574

301

335
84

1402

Top view
800

301

Extraction air DN 50

600

Fresh air

Earthing link

Order example - how to order correctly

30403 —

001

— 35345

Model
UB30.060.140.2S

Information / equipment
without interior equipment, with 2 drawers

Order No.
30403

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 1x drawer (V=21.0L)
Right: 1x drawer (V=11.5L)
Left: 1x drawer (V=20.0L)
Right: 1x drawer (V=11.5L)
Left: 1x drawer (V=21.0L), 1x perforated insert
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x drawer (V=20.0L), 1x perforated insert
Right: 1x drawer (V=11.5L), 1x perforated insert
Left: 1x drawer (V=21.0L), 1x second level drawer
Right: 1x drawer (V=11.5L), 1x second level drawer
Left: 1x drawer (V=20.0L), 1x second level drawer
Right: 1x drawer (V=11.5L), 1x second level drawer
Left: 1x drawer (V=21.0L), 1x perforated insert, 1x second level drawer
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer
Left: 1x drawer (V=20.0L), 1x perforated insert, 1x second level drawer
Right: 1x drawer (V=11.5L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL 7035

Order No.
35344

stainless steel

35349

sheet steel powder-coated RAL 7035, stainless steel, sheet steel powder-coated
RAL 7035, stainless steel
stainless steel

35350

sheet steel powder-coated RAL 7035

35348

stainless steel

35353

sheet steel powder-coated RAL 7035, stainless steel, sheet steel powder-coated
RAL 7035, stainless steel
stainless steel

35346

1)
Interior equipment
Left side
Second level drawer for cabinet/compartment width 89 cm
Second level drawer for cabinet/compartment width 89 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner for shelf
Anti-slip rubber mat

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
stainless steel
polyethylene black
PP grey
black

743 x 418 x 45*
743 x 418 x 45*
715 x 439 x 9
734 x 199 x 20*
653 x 406 x 88*
720 x 438 x 1

25.00
25.00
75.00

Right side
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat

sheet steel powder-coated RAL 7035
stainless steel
stainless steel
polyethylene black
PP grey
black

443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1

25.00
25.00
75.00

sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene

182 x 104 x 48
1397 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

Accessories for both sides
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035
7035
7035
7035

35345

35351

2)

3)
Order No.

5.50
5.50

5.00
5.00

2.50
21.50

2.27
19.55

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

30406
30408
9974
10907
9707
8700

30407
30409
9975
10904
9706
8698

30035
30374
7603
7602
7604
30793
33982
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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UB-S-30 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawer remains open in any position, interior
of drawer completely visible – access to all containers
• Safe: drawer ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawer lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-30 model UB30.060.110.S
light grey (RAL 7035), interior equipment with 1 x drawer (sheet steel powdercoated), 1 x perforated insert (stainless steel)
Order No. 30422-001-35327 4

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB30.060.110.S

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
180
50
2
1
1
300
277
50

UB30.060.110.S

mm
mm

1

465**
230***

** without perforated insert
*** with second level drawer

2
2

UB-S-30 110 cm

Front view

Side view
44

574

301

335
84

1102

Top view
500

301

600

Fresh air

Extraction air DN 50

Earthing link

Order example - how to order correctly

30422 —

001

— 35328

Model
UB30.060.110.S

Information / equipment
without interior equipment, with drawer

Order No.
30422

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x drawer (V=27.0L)
1x drawer (V=26.0L)
1x drawer (V=27.0L), 1x perforated insert
1x drawer (V=26.0L), 1x perforated insert
1x drawer (V=27.0L), 1x perforated insert, 1x second level drawer

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035, stainless steel
stainless steel
sheet steel powder-coated RAL 7035, stainless steel, sheet steel powder-coated
RAL 7035
stainless steel

1x drawer (V=26.0L), 1x perforated insert, 1x second level drawer

1)
Interior equipment
Second level drawer
Second level drawer
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
PP
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035

7035
7035
7035
7035
7035

W x D x H (mm)
939 x 418 x 45*
939 x 418 x 45*
925 x 439 x 9
930 x 199 x 20*
869 x 378 x 88*
925 x 434 x 1
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

Order No.
35326
35329
35327
35330
35328
35331

2)

3)

7.00
7.00

6.36
6.36

3.50
26.50

3.18
24.09

Order No.
30425
30426
9973
10906
8564
8697
30035
30362
7603
7602
7604
30793
33983
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

315

UB-S-30 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: drawers remain open in any position,
interior of drawers completely visible – access to all
containers
• Safe: drawers ﬁtted with earthing wire incl. clamp as
standard, seal welded sump, drawers are self-closing in the
event of ﬁre
• No unauthorised use: drawers lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-S-30 model UB30.060.110.2S
light grey (RAL 7035), interior equipment with 2 x drawer (sheet steel powdercoated), 2 x perforated insert (stainless steel)
Order No. 30429-001-35311 4

Second level drawer
Second level drawer for optimal
utilisation of the inside space
when storing 2.5 litre bottles

Available equipment:
• Second level drawer for optimal utilisation of the inside
space when storing small containers
• Perforated insert useable as storage area

Recirculating air ﬁlter system
Avoid complex
wall breakthroughs and expensive
extraction piping.
Especially designed for the lower
pressure conditions and
volume ﬂows of
under bench cabinets.
Further information from page 467

Order No. 27144 3

(housing unit optional)

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
Max. load of drawers
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²
kg

UB30.060.110.2S

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
180
50
2
1
1
300
277
50

UB30.060.110.2S

mm
mm

1

465**
230***

** without perforated insert
*** with second level drawer

2

2

2

2

UB-S-30 110 cm

Front view

Side view
44

574

301

335
84

1102

Top view
500

301

Extraction air DN 50

600

Fresh air

Earthing link

Order example - how to order correctly

30429 —

001

— 35311

Model
UB30.060.110.2S

Information / equipment
without interior equipment, with 2 drawers

Order No.
30429

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x drawer (V=11.5L)
2x drawer (V=11.5L)
2x drawer (V=11.5L), 2x perforated insert
2x drawer (V=11.5L), 2x perforated insert
2x drawer (V=11.5L), 1x second level drawer
2x drawer (V=11.5L), 1x second level drawer
2x drawer (V=11.5L), 2x second level drawer
2x drawer (V=11.5L), 2x second level drawer
2x drawer (V=11.5L), 2x perforated insert, 2x second level drawer

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
RAL 7035
stainless steel

2x drawer (V=11.5L), 2x perforated insert, 2x second level drawer

7035, stainless steel
7035
7035
7035, stainless steel, sheet steel powder-coated

35317
1)

Interior equipment
Second level drawer for cabinet/compartment width 59 cm
Second level drawer for cabinet/compartment width 59 cm
Perforated insert
Sump inliner for second level drawer (1 pc, recom. 2 pcs)
Sump inliner
Anti-slip rubber mat
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
SOFT-CLOSE
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
stainless steel
polyethylene black
PP grey
black
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035

7035
7035
7035
7035
7035

Order No.
35310
35315
35311
35316
35314
35318
35313
35319
35312

7035

W x D x H (mm)
443 x 418 x 45*
443 x 418 x 45*
420 x 439 x 9
434 x 199 x 20*
353 x 406 x 88*
420 x 438 x 1
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

25.00
25.00
75.00

2)

3)

3.00
3.00

2.73
2.73

1.50
11.50

1.36
10.45

Order No.
30407
30409
9975
10904
9706
8698
30035
30362
7603
7602
7604
30793
33980
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

317

UB-T-30 110 cm
Safe and approved storage of ﬂammable hazardous
substances in working areas
Function / construction:
• Robust construction and longevity: body made of
powder-coated sheet steel
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system

Safety storage under bench cabinet
UB-T-30 model UB30.060.110.2T
light grey (RAL 7035), interior equipment with 1 x perforated insert, 1 x bottom
collecting sump (sheet steel powder-coated)
Order No. 30445-001-33771 4

Available equipment:
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage area
• Maximised interior height – ideal for the storage of 30 litre
containers, convenient removal and storage of containers,
problem-free connection of stored containers to supply and
disposal pipes
• Bottom collecting sump

Extraction unit for wall mounting
Especially designed for the lower pressure
conditions and volume ﬂows of under bench
cabinets.
Further information and products from
page 469
Order No. 24315 3

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Maximum load
Distributed load
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mm
mm
kg
DN
m³/h
Pa
Pa
kg
kg/m²

UB30.060.110.2T

Usable storage heights

1102 x 574 x 600
979 x 452 x 502
120
50
2
1
1
300
277

UB30.060.110.2T

mm

400*

* with perforated insert

1

UB-T-30 110 cm

Front view

Side view
44

574

301

335
84

1102

Top view
500

301

Extraction air DN 50

600

Fresh air

Earthing link

Order example - how to order correctly

30445 —

001

— 30451

Model
UB30.060.110.2T

Information / equipment
without interior equipment, with 2 wing doors

Order No.
30445

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x perforated insert, 1x bottom collecting sump (V=25.5L)
1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=25.5L)
1x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
1x drawer max. interior height (V=33.0L)

Material
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035

Order No.
33771
30450
33772
30451
30449
1)

Interior equipment
Shelf
Shelf
Perforated insert
Perforated insert
Bottom collecting sump
Bottom collecting sump
Pipe lead-through
Castors with plinth height = 30 mm
Bottle rack for 15 bottles with Ø 70 mm
Bottle rack for 32 bottles with Ø 40 mm
Bottle rack for 8 bottles with Ø 90 mm
Document holder DIN A5
Connection eccentric adapter DN50 to DN75

Material
sheet steel powder-coated RAL
stainless steel
sheet steel powder-coated RAL
stainless steel
stainless steel
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
polystyrene
PP

Ventilation
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Recirculating air filter system with exhaust air monitoring, for under bench cabinets
Adapter as separate housing unit for lateral mounting

7035
7035

7035
7035
7035
7035
7035
7035

W x D x H (mm)
969 x 416 x 20*
968 x 415 x 25*
955 x 425 x 60
955 x 425 x 60
960 x 427 x 75*
960 x 427 x 70*
182 x 104 x 48
1097 x NaN
210 x 440 x 30
210 x 440 x 30
210 x 440 x 30

2)

3)

75.00
75.00
75.00
75.00
22.00
25.50

20.00
23.18

Order No.
30454
30455
8374
8375
8373
8372
30035
30362
7603
7602
7604
30793
32165

Order No.
24315
27144
26885

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

319

Expert Information

asecos HazMat Guide
The ultimate FLAMMABLE storage guide
The ﬁrst edition of the asecos HazMat Guide series puts special focus on ﬂammable storage. We have collected information from many sources and added our own content to make the HazMat Guide a comprimising piece of literature
to help designing the safest possible workplace.
The brochure contains detailed information and many legal bases, such as:
· the terms and deﬁnitions of hazardous material
· the storage of hazardous materials
· the storage of ﬂammable liquids in ﬁre-resistant safety storage cabinets

Look out for our future HazMat Guide releases, specializing in corrosive storage, gas
cylinder storage and more.
Make sure to get your copy now – visit www.asecos.global or contact us.

320
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Practical applications of safety storage cabinets

WOODEN WORKS OF ART

Reﬁned special designs and high-quality

sideration: Depending on its use, the wood

chenhaus AG. His ﬁrst choice for purchasing is

ﬁnishing make the decorating ideas from

must be treated to handle moisture and

the carpentry and planning company Eichenhaus AG extremely favourable pieces.

pests and its surfaces must be finished.
The oils, varnishes, and glazes used for this

The company uses regional wood that is
almost exclusively from the Spessart area.
The company consults master carpenters,
architects, and designers to select the best
wood – after all, not all wood is created
equally. In addition to individual taste, speciﬁc requirements must be taken into con-

purpose can be stored safely in asecos hazardous materials cabinets.

always a local or regional wood. Wood is a raw
material available in diverse options, but it’s
not inexhaustible. That’s why Christoph Werner values regional forests that only see limited harvesting thanks to stricter environmental
protection laws. “This ensures sustainability
and strengthens our craft in the long term”.
However the wood has a long journey before it's sent to the shop for ﬁnishing. Forestry
workers cut down the trees and transport
them down logging roads on highly developed
machinery – in the past, this task was performed by horse. From there, the trees are sent
to sawing and veneer plants for processing, or
directly to Eichenhaus. Customers there can
hand-select the trunk they'd like to use for
their coffee table.
After a drying phase, which varies depending
on the type of tree, the creativity of the carpenters and designers kicks in as they create
unique pieces of furniture.

From raw material to furnishing
“Everything starts in the forest” according to
Christoph Werner, Managing Director of Ei-

Working with oils and varnishes
Wooden surfaces can be ﬁnished in many different ways: Master carpenters can turn any
wish into reality, and bleach, stain, oil, and
glaze to meet any taste. They can lighten the
grain of a piece, or change the colour of the
wood itself. A glaze, for instance, makes the
wood more long-lasting and protects it against
weathering – oiling seals and protects furniture for indoor use. One thing all these types of
work have in common is the need to handle
chemicals. Stains, oils, and bleaching agents
are typically flammable or combustible hazardous materials stored directly at the work
bench in small quantities. To safely store such
materials and provide the best possible protection for his employees, Christoph Werner
set up a safety storage cabinet directly in the
workplace, as well as one at his central depot.
These protect stored containers in case of a
fire – which can happen quicker than you
might think.
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Risk: high ﬁre loads
When an oily cloth caught ﬁre spontaneously,
it was a turning point for the Eichenhaus carpentry shop. Employees were only able to prevent a ﬁre by reacting quickly and cautiously.
But what if the ﬁre had happened while they
were with customers or on their lunch breaks?

Woodchips and wood dust in the air could
have spread the ﬁre quickly – even to other
ﬂammable hazardous materials nearby. “The
incident opened our eyes and made us pay
more attention to how we store hazardous
materials in the workplace. We weren’t fully
aware of the risks that even what seems like

small quantities of materials can pose at the
workbench,” says Christoph Werner. asecos
safety storage cabinets ensure everything is
stored properly, offering plenty of space for
even larger containers. A tested bottom collecting sump also prevents leaks from running
out.
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GERMAN SAFETY STORAGE CABINETS
IN SWEDEN
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The student town of Lund in the southern-

Comprehensive safety concept

standard: "From my point of view, there is no
reason to buy a Type 30 safety cabinet. In the

most tip of Sweden is home to the world's
most cutting-edge research facility in the ﬁeld
of synchrotron radiation. The powerful MAX

“The storage cabinets from asecos that are
used to store the hazardous materials are part

event of ﬁre, ﬁre ﬁghters have 60 more minutes to carry out extinguishing and evacuati-

IV Laboratory is available to researchers from
science and industry throughout the world.
Intensive X-rays are used in a wide range of
applications from physical sciences, chemistry
and biochemistry up to medicine and material
analyses. In the future, based on the research
done at this facility it might be possible to produce lighter packaging materials or medications that work more accurately.

of a comprehensive protection concept”, explains Marcin Bielawski. He is one of MAX IV's
safety officers who is responsible for ensuring
compliance with regulations and appropriate
precautionary measures. "As one of the most
powerful facilities for synchrotron radiation
research, it is a matter of utmost importance
to us that we guarantee our staff and visitors
the maximum level of safety. In the area of
hazardous material storage, this means: safety
storage cabinets made according to European
Standard 14470", says Marcin. The categories
speciﬁed in the norm guarantee ﬁre resistance
for up to 90 minutes. This means that Type 90
safety storage cabinets offer a comparable level of ﬁre protection to storage rooms, but are
far more ﬂexible and less expensive. When deciding between a cabinet with a ﬁre protection
time of 30 minutes versus 90 minutes, Marcin
made a clear choice for the highest possible

on measures. Moreover, our equipment is of
immense value and any downtime or damage
would be disastrous."

In various research projects carried out at the
facility, all kinds of hazardous materials and gases are used, including acids and alkaline solutions, adhesives and various ﬂammable liquids
– the list is quite long. For cleaning purposes,
flammable liquids as ethanol and acetone
are used constantly. MAX IV deploys a team
of safety experts who supply and monitor hazardous materials and ensure compliance with
the highest safety standards.

Central versus decentralised storage
MAX IV with its four chemical laboratories covers approx. 53,000 square metres. To avoid
long transport routes to a centralised storage
unit, operators decided to install safety storage
cabinets directly in the laboratory or close to
the work place. "The advantage of cabinets
is that each one counts individually as a storage unit. This means that gases, ﬂammable
liquids or acids and alkaline solutions can be
positioned right next to each other in unlimited quantities in their respective safety storage
cabinets," explains Marcin. Other advantages
of decentralised storage are ﬂexibility and uncomplicated adaptation to changing user requirements. If work areas are reorganised, an
annex is added or relocation to new premises
planned, the safety storage cabinets can simply be moved too. The interior of each asecos safety storage cabinet can also be ﬂexibly
designed. Depending on use and model, the
width, height and depth as well as colour and
interior ﬁttings can be freely selected
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WHEN THE CHEMISTRY IS RIGHT

Successful chemistry partners Toufik

Managing Director Touﬁk Fellague and Alsa-

important to us”, say Fellague and Hoeffler.

Fellague and Jean-François Hoeffler

Chim President Jean-François Hoeffler.

However, it was not possible to install extrac-

founded AlsaChim in spring of 2005 –
a company focused on contract research

Protecting employees

and development. The company was on
a pathway to success right from the start,
and the idea behind the business was
honoured twice at the French national
competition for innovative technology
companies, the “Concours National d’aide
à la Création d’Entreprises de Technologies
Innovantes”.
The company, headquartered in the Arrondissement of Straßburg, specialises in the
synthesis (creation of specialised chemical
links) of valuable molecules. This includes
developing ingredient precursors, food ingredients, and ﬁne chemicals and marking
these with stable isotopes. The laboratory
receives most of its orders from the pharmaceutical and food industries and from
clinical areas. AlsaChim cooperates with
many different institutions and university
clinics in the sector in Bordeaux, Lausanne,
Marseille and Straßburg.
Hazardous materials are part of everyday work
AlsaChim’s work requires it to not only employ
highly qualiﬁed employees, but also to provide optimal working conditions and materials. Scientiﬁc work for big-name chemistry
and pharmaceutical companies is based on
complex investigations and analyses. AlsaChim
purchases isotope-marked primary materials for synthesis from England and the USA,
for instance. The company primarily uses
substances like carbon monoxide, carbon
dioxide, acetylene, ammonia, and cyanide.
Most of these materials, which are ﬂammable, caustic, or poisonous, are stored properly
in safety storage cabinets near work stations.
“The health and safety of our employees is
our top priority. That’s why we especially
value high-quality safety products,” says
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The demand for stable isotope-marked molecules continues to grow thanks to their many
different applications, which is why the company decided to move to a larger facility. The
team was searing for optimal, customised solutions for storing a variety of hazardous materials in its new work space. asecos had the
answer: Recirculating air ﬁlter storage cabinets
with maximum ﬂexibility. These allow the company to store different organic and inorganic
materials in one cabinet, offering ﬂexible, customisable interior ﬁttings. In addition, integrated extraction and ﬁltration for any hazardous
vapours means no extraction system needs to
be installed on the building. “We work often
with different kinds of solvents and caustic
materials, so extraction and ﬁltration were very

tion on the building at all storage locations.
“asecos safety storage cabinets permanently
keep out almost all hazardous vapours until ﬁlters are saturated. That is a big relief to us and
our employees”.
Fulﬁlling any request
The different safety storage cabinet options
available are as diverse as the kinds of work
AlsaChim does. The overarching premise
when selecting a cabinet is always providing
the best possible protection to people and
the environment. Storing aggressive acids,
lyes, and other chemicals takes special care
– especially since most of these materials
are caustic or poisonous to humans. Metalfree interior equipment is the best choice for
the materials used by AlsaChim: The plastic
prevents corrosion and other damage by the

Practical applications of safety storage cabinets

the stored materials. Tablar pull-outs – heightadjustable pull-outs with removable plastic
pans – offer a custom solution for the large
number of different container sizes. “The wide
selection of equipment options allowed us to
conﬁgure each of our cabinets to our speciﬁc
needs, creating the perfect conditions for our
everyday work, our workplace, and our requirements” say the pair.
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VITAL OXYGEN

Things have to move fast in emergency
situations, for instance if patients are gasping for air. Medical oxygen is administered to treat respiratory disorders, cardiac
problems, shock, and symptoms of poisoning. Practical 3 litre oxygen bottles are
commonly used in the medical ﬁeld. The
University Clinic of Mannheim, an institution with a history stretching back to the
18th century, uses such bottles. Today, the
clinic is a large-scale care provider and engine of science in the Rhine-Neckar region,
alongside the Mannheim Medical Department at the University of Heidelberg.
Medical gaseous oxygen is stored under
high pressure in oxygen bottles. These
come in different sizes ranging from 0.8 to
10 litres. The pressure inside a full bottle is
typically 200 bar. This means one litre of
oxygen in a compressed gas bottle corre-
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sponds to approximately 200 litres of oxygen at normal air pressure. However the
same material that saves human lives in
emergencies can also endanger them in
other circumstances.
Danger: High gas pressure
The biggest danger is posed by the 200 bar
gas pressure, which can cause explosions with
improper handling and storage. Pure oxygen
is a highly oxidising material that spreads ﬁre.
Its concentration is almost 5 times higher than
it is in the air. In a purely oxygen atmosphere,
therefore, previously inflammable materials
can start to burn. Greases can also spontaneously combust in a pure oxygen atmosphere,
especially if they're under elevated pressure.
Due to this reason, it must be ensured that
threads on the gas bottle’s pressure regulator
are always kept completely free from grease.

Oxygen bottles are primarily used in intensive
care areas at the Mannheim University Clinic.
They are used for the many patients requiring
artiﬁcial respiration who arrive every day. The
clinic needs to maintain large stocks of oxygen
bottles to meet its needs: It may exceed the
permitted stock quantities stored outside of
safety storage cabinet or in appropriately designed storage rooms.
As part of a departmental reorganisation, the
University Clinic decided to install gas cylinder
cabinets according to DIN EN 14470-2 by
asecos with 90 minute ﬁre resistance. These
are set up directly in the intensive care unit,
offering a safe place to store and quickly access the oxygen bottle inventory. This eliminates the previously serious potential hazard by
ensuring oxygen bottles are no longer stored
in large quantities on open shelving or simple
stands.

Practical applications of safety storage cabinets

It’s what's inside that counts

The removal level was lowered signiﬁcantly,
meaning shorter employees no longer need

Safety storage cabinets for the Mannheim
University Clinic use a unique interior feature. Unique customer needs led us to create
an optimal solution for storing 3 litre oxygen
bottles lying on their sides and in transport
trays. The latter are specialised retaining devices to which one or more oxygen bottles
are attached. These make it easier to handle
the bottles on an everyday basis when trea-

to take out cylinders placed above their heads.
On wide levels, specialized cylinder retainers
prevent cylinders from slipping if the level is
only partially full.

ting patients. asecos equipped the interiors of
the cabinets with struts on all sides to make it
easier to hang the transport trays. This optimal
usage of space allows the clinic to store 8 trays
on two levels.
Shelves are installed in the second cabinet,
making it possible to place up to ten oxygen
bottles beside one another. A positive side effect of storing gas cylinders lying on their sides:
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Overview: model line SL-LINE
Cabinets for acids and alkalis

1965 mm

1965 mm

SL-CLASSIC model class with wing doors
1197 mm
597 mm

SL.196.120.MV

SL.196.060.MH

page 334

page 336

Under bench cabinets for acids and alkalis
590 mm
800 mm

1100 mm
800 mm

590 mm
600 mm

600 mm

600 mm

SL-CLASSIC-UB model class with wing doors
1400 mm
1100 mm

SL.060.140.UB.3T

SL.060.110.UB.2T

SL.060.059.UB.T

SL.080.110.UB.2T

SL.080.059.UB.TR

page 338

page 338

page 338

page 340

page 340
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SL-LINE

Overview: model line SL-LINE
Safe and approved storage of aggressive, non ﬂammable hazardous materials in
working areas

Robust construction and
longevity
• Tall cabinet with body made of powder-coated sheet steel and interior space
made of melamine resin and ﬂame retardant special plates
• Under bench cabinets completely made of
melamine resin and ﬂame retardant special
plates

Safe, separate storage
• Acids and alkalis can be stored safe and
separately
• Two hermetically divided storage compartments, vertical or horizontal dividing wall
• Integrated aeration and venting system,
corrosion resistance of the metal-free air
ducts

Further features of this model class

Large variation of models

Cylinder locking

Comfortable adjusting possibilities

• A selection of tall cabinets in two widths
and under bench cabinets in three widths
and two heights allow the adaption to users requirements and structural conditions

• Doors separately lockable with proﬁle cylinder lock (cabinets can be integrated by the
customer in an existing master key system)
or cylinder lock (under bench cabinets)
• Complete locking system assembled outside the storage compartment (excl. under
bench cabinets)

• Tall cabinets with integrated adjusting aids
in the cabinet base
• Fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

2

1

• Pull-out shelves incl. sump
made of plastic
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• Storage of bulk
packs

SL-LINE

Safety storage cabinets for the storage of aggressive
and non-ﬂammable hazardous materials in working
areas according to TRGS 510, DGUV-I 213-850,
Ordinance on Hazardous Substances

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff
• Figure shows model SL.196.120.MV.
For more detailed information on all models
see the following pages
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SL-CLASSIC 120 cm

Safe and approved storage of aggressive, non ﬂammable hazardous
materials in working areas
Function / construction:

Cabinet for acids and alkalis
SL-CLASSIC model SL.196.120.MV
light grey (RAL 7035), interior equipment with 12 x pull-out shelf
(panel/PP)
Order No. 30606-001-30608 4

• Robust construction and
longevity: cabinet body made of
powder-coated sheet steel, safety
elements assembled outside the
storage compartment for increased
protection against corrosion
• Two in one: two hermetically
separated storage compartments
allow the isolated storage of acids and
bases in one cabinet
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• ventilation: integrated metal-free
air ducts ready for connection to a
technical exhaust system with only
one extraction air inlet
Available equipment:
• Bottom collecting sump PE (V=68 ltr.)
with grid
• Shelf with plastic sump (V=33.5 ltr.)
and grid
• Pull-out shelves with removable plastic
sump

Drawer
Sturdy construction with removable plastic sump
Further information on these models from page 402

SL.196.120.MV
standard storage heights for pull-out shelves
Pull-out shelves/number
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)
Sump pallet
For the storage of bulk containers,
available as ﬁxed storage level with plastic sump (V=33.5
ltr.) or bottom collecting sump (V=68 ltr.)
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Quickly put into operation
Integrated air ducts ready for connection (DN 75) to a
technical exhaust system

6

5

4

260
280
280
310
280
280

260
280
280
470
420

420
420
470
420

SL-CLASSIC 120 cm
Front view

Selectional view

603

44

1197

Side view

1965

Pull-out shelf with plastic
sump

Shelf with plastic sump and
grid

Bottom collecting sump PE
with grid (V=68 ltr.)

Top view

SL.196.120.MV

DN
kg
m³/h
Pa
kg/m²
kg

483
150

Extraction air
Weight without interior equip.
Air change 30 times
Diff. pressure (air change 30 times)
Distributed load
Maximum load

1197 x 603 x 1965
all compartments:
485 x 570 x 1869
75
160
16
56
240
300

Fresh air
Exhaust air DN 75

°

m

80

ax

.1

.1

ax

80

m

°

mm
mm
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External dimensions W x D x H
Internal dimensions W x D x H
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Technical data

Order example - how to order correctly

30606 —

001

— 30607

Model
SL.196.120.MV

Information / equipment
without interior equipment, with vertical dividing wall

Order No.
30606

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 4x pull-out shelf (V=11.0L)
Right: 4x pull-out shelf (V=11.0L)
Left: 6x pull-out shelf (V=11.0L)
Right: 6x pull-out shelf (V=11.0L)

Material
panel/PP grey

Order No.
30607

panel/PP grey

30608
1)

Interior equipment
Sump pallet on shelf with grid
Sump pallet with grid
Pull-out shelf with PP-sump
Document holder DIN A5

Material
polyethylene
polyethylene
panel melamine resin-coated/PP grey
polystyrene

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
459 x 555 x 167*
454 x 538 x 314*
407 x 468 x 80*

70.00
25.00

2)
33.50
68.00
11.00

3)
30.45
61.82
10.00

Order No.
30610
30611
30609
30793

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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SL-CLASSIC 060 cm

Safe and approved storage of aggressive, non ﬂammable hazardous
materials in working areas
Function / construction:

Cabinet for acids and alkalis
SL-CLASSIC model SL.196.060.MH
light grey (RAL 7035), interior equipment with 6 x pull-out shelf
(panel/PP)
Order No. 30612-001-30615 4

• Robust construction and
longevity: cabinet body made of
powder-coated sheet steel, safety
elements assembled outside the
storage compartment for increased
protection against corrosion
• Two in one: two hermetically
separated storage compartments
allow the isolated storage of acids and
bases in one cabinet
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• ventilation: integrated metal-free
air ducts ready for connection to a
technical exhaust system with only
one extraction air inlet
Available equipment:
• Bottom collecting sump PE (V=68 ltr.)
with grid
• Shelf with plastic sump (V=33.5 ltr.)
and grid
• Pull-out shelves with removable plastic
sump

Drawer
Sturdy construction with removable plastic sump
Further information on these models from page 402

SL.196.060.MH(R)
standard storage heights for pull-out shelves
Pull-out shelves/number
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)
Sump pallet
For the storage of bulk containers,
available as ﬁxed storage level with plastic sump (V=33.5
ltr.) or bottom collecting sump (V=68 ltr.)
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Quickly put into operation
Integrated air ducts ready for connection (DN 75) to a
technical exhaust system

6

5

4

260
280
280
165
280
280

260
280
280
325
420

420
420
325
420

SL-CLASSIC 060 cm
Front view

Side view
603
44

597

Selectional view

Pull-out shelf with plastic sump

1965

Shelf with plastic sump and grid

Bottom collecting sump PE with grid
(V=68 ltr.)

Top view

SL.196.060.MH

Extraction air
Weight without interior equip.
Air change 30 times
Diff. pressure (air change 30 times)
Distributed load
Maximum load

DN
kg
m³/h
Pa
kg/m²
kg

597 x 603 x 1965
top: 485 x 570 x 914
bottom: 485 x 570 x 833
75
125
8
40
444
300

248
150

mm
mm

Fresh air

Exhaust air DN 75

m

ax

.1

80

°

External dimensions W x D x H
Internal dimensions W x D x H

1119

Technical data

Order example - how to order correctly

30613 —

001

— 30614

Model
SL.196.060.MH
SL.196.060.MH.R

Information / equipment
without interior equipment, with horizontal dividing wall, left hinged
without interior equipment, with horizontal dividing wall, right hinged

Order No.
30612
30613

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Top: 2x pull-out shelf (V=11.0L)
Bottom: 2x pull-out shelf (V=11.0L)
Top: 3x pull-out shelf (V=11.0L)
Bottom: 3x pull-out shelf (V=11.0L)

Material
panel/PP grey

Order No.
30614

panel/PP grey

30615
1)

Interior equipment
Sump pallet on shelf with grid
Sump pallet with grid
Pull-out shelf with PP-sump
Document holder DIN A5

Material
polyethylene
polyethylene
panel melamine resin-coated/PP grey
polystyrene

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
459 x 555 x 167*
454 x 538 x 314*
407 x 468 x 80*

70.00
25.00

2)
33.50
68.00
11.00

3)
30.45
61.82
10.00

Order No.
30610
30611
30609
30793

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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SL-CLASSIC-UB 140/110/059 cm
Safe and approved storage of aggressive, non
ﬂammable hazardous materials in working areas
Function / construction:
• Robust construction and longevity: made out of highly
resistant melamin resin special plates
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: doors lockable with cylinder lock
and locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Model SL.060.140.UB: right compartment with integral
shelf for material storage
• Pull-out shelves with removable plastic sump

Under bench cabinet for acids and alkalis
SL-CLASSIC-UB model SL.060.140.UB.3T
light grey, interior equipment with 4 x pull-out shelf (panel/PP)
Order No. 30616-892-30618 4

Under bench cabinet for acids and alkalis
SL-CLASSIC-UB model SL.060.059.UB.T
light grey, interior equipment with 2 x pull-out shelf (panel/PP)
Order No. 30622-892-30625 4

Technical data
External dimensions W x D x H
Internal dimensions W x D x H

mm
mm

Extraction air
Weight without interior equip.
Air change 30 times
Diff. pressure (air change 30 times)
Distributed load
Maximum load

DN
kg
m³/h
Pa
kg/m²
kg

.

Usable storage heights
Pull-out shelves/number
Distance
o (mm)
Distance
n (mm)

338

2
200
280

1
500

Under bench cabinet for acids and alkalis
SL-CLASSIC-UB model SL.060.110.UB.2T
light grey, interior equipment with 4 x pull-out shelf (panel/PP)
Order No. 30619-892-30621 4

SL.060.140.UB.3T

SL.060.110.UB.2T

1400 x 570 x 600
left: 489 x 531 x 562
centered: 489 x 531 x 562
right: 281 x 531 x 562
50
80
9
10
82
100

1100 x 570 x 600
590 x 570 x 600
all compartments: 489 x 531 x 562 488 x 531 x 562

50
60
9
10
93
100

SL.060.059.UB.T

50
40
4
5
151
100

SL-CLASSIC-UB 140/110/059 cm

SL.060.140.UB.3T Front view

Side view

Top view
Fresh air

950

600

336

45
45

570

1400

Side view

Top view
800

570

45

1100

45

SL.060.110.UB.2T Front view

600

336

Fresh air

SL.060.059.UB.T(R) Front view

Side view

Top view

570

590

180

600

336

Fresh air

Model
SL.060.140.UB.3T
SL.060.110.UB.2T
SL.060.059.UB.T
SL.060.059.UB.TR

Information / equipment
without interior equipment, with 3 wing doors
without interior equipment, with 2 wing doors
without interior equipment, left hinged, with wing door
without interior equipment, right hinged, with wing door

Order No.
30616
30619
30622
30623

Body colour
Light grey

Door colour
light grey

Order No.
892

Interior equipment packages
(can only be ordered in combination with the cabinet)
Width 1400 mm
Left: 1x pull-out shelf (V=11.0L)
Right: 1x pull-out shelf (V=11.0L)
Left: 2x pull-out shelf (V=11.0L)
Right: 2x pull-out shelf (V=11.0L)

Material

Width 1100 mm
Left: 1x pull-out shelf (V=11.0L)
Right: 1x pull-out shelf (V=11.0L)
Left: 2x pull-out shelf (V=11.0L)
Right: 2x pull-out shelf (V=11.0L)
Width 590 mm
1x pull-out shelf (V=11.0L)
2x pull-out shelf (V=11.0L)

Order No.

panel/PP grey

30617

panel/PP grey

30618

panel/PP grey

30620

panel/PP grey

30621

panel/PP grey
panel/PP grey

30624
30625
1)

Interior equipment
Pull-out shelf with PP-sump
Castors with plinth height = 30 mm
Castors with plinth height = 30 mm
Castors with plinth height = 30 mm
Document holder DIN A5

Material
panel melamine resin-coated/PP grey
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene

Accessories
Extraction module without exhaust air monitoring for wall mounting

For cabinet width
590, 1100, 1400 mm
1400 mm
1100 mm
590 mm

25.00

2)
11.00

3)
10.00

Order No.
30770
30374
30362
30478
30793

Order No.
17178

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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SL-CLASSIC-UB 110/059 cm Height 80 cm
Safe and approved storage of aggressive, non
ﬂammable hazardous materials in working areas
Function / construction:
• Robust construction and longevity: made out of highly
resistant melamin resin special plates
• User-friendly: access to all containers, 93° opening of the
wing door, interior of the cabinet completely visible
• No unauthorised use: door lockable with cylinder lock and
locking state indicator (red/green)
• Mobile: castors with plinth (optionally available), easy
moving of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 50) to a technical exhaust system
Available equipment:
• Pull-out shelves with removable plastic sump

Under bench cabinet for acids and alkalis
SL-CLASSIC-UB model SL.080.110.UB.2T
light grey, interior equipment with 4 x pull-out shelf (panel/PP)
Order No. 33200-892-30621 6

Castors with plinth
Stable — easy moving of the cabinet
Safe ﬁxing of the cabinet — integrated locking mechansim
Flexible — height adjustment to various laboratory furniture

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Extraction air
Weight without interior equip.
Air change 30 times
Diff. pressure (air change 30 times)
Distributed load
Maximum load

mm
mm
DN
kg
m³/h
Pa
kg/m²
kg

.

Usable storage heights
Pull-out shelves/number
Distance
o (mm)
Distance
n (mm)

340

2
330
345

1
700

Under bench cabinet for acids and alkalis
SL-CLASSIC-UB model SL.080.059.UB.TR
light grey, interior equipment with 2 x pull-out shelf (panel/PP)
Order No. 33202-892-30625 6

SL.080.059.UB.TR

SL.080.110.UB.2T

590 x 570 x 800
490 x 530 x 760
50
48
6
5
157
100

1100 x 570 x 800
all compartments: 489 x 530 x 760
50
73
9
10
98
100

SL-CLASSIC-UB 110/059 cm Height 80 cm

SL.080.110.UB.2T Front view

Side view

1100

Top view

570

90

533

45

45

800

800

Fresh air

SL.080.059.UB.TR Front view

Side view
35

590

Top view

570

800

533

180

Fresh air

Order example - how to order correctly

33200 —

892

— 30625

Model
SL.080.110.UB.2T
SL.080.059.UB.TR

Information / equipment
without interior equipment, with 2 wing doors
without interior equipment, right hinged, with wing door

Order No.
33200
33202

Body colour
Light grey

Door colour
light grey

Order No.
892

Interior equipment packages
(can only be ordered in combination with the cabinet)
Width 1100 mm
Left: 1x pull-out shelf (V=11.0L)
Right: 1x pull-out shelf (V=11.0L)
Left: 2x pull-out shelf (V=11.0L)
Right: 2x pull-out shelf (V=11.0L)

Material

Width 590 mm
1x pull-out shelf (V=11.0L)
2x pull-out shelf (V=11.0L)

Order No.

panel/PP grey

30620

panel/PP grey

30621

panel/PP grey
panel/PP grey

30624
30625
1)

Interior equipment
Pull-out shelf with PP-sump
Castors with plinth height = 30 mm
Castors with plinth height = 30 mm
Document holder DIN A5

Material
panel melamine resin-coated/PP grey
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
polystyrene

Ventilation
Extraction module without exhaust air monitoring for wall mounting

For cabinet width
590, 1100, 1400 mm
1100 mm
590 mm

25.00

2)
11.00

3)
10.00

Order No.
30770
30362
30478
30793

Order No.
17178

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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C-LINE

342

C-LINE

Overview: model line C-LINE
Cabinets for chemicals
810 mm

545 mm
1105 mm

1105 mm

1055 mm
1105 mm

545 mm
1950 mm

1950 mm

1950 mm

CS-CLASSIC model class with wing doors
1055 mm
810 mm

CS.195.105

CS.195.081

CS.195.054

CS.110.105

CS.110.081

CS.110.054

page 347

page 354

page 358

page 352

page 356

page 360

810 mm

545 mm
1105 mm

1105 mm

1055 mm
1105 mm

1950 mm

1950 mm

1950 mm

CS-CLASSIC-G model class with wing doors with glass openings
1055 mm
810 mm
545 mm

CS.195.054.WDFW

CS.110.105.WDFW

CS.110.081.WDFW

CS.110.054.WDFW

page 354

page 358

page 352

page 356

page 360

1950 mm

CS-CLASSIC-F model class with wing doors and type 30-safety box
1055 mm
1055 mm

1105 mm

CS-PHOENIX model class with folding doors
1055 mm
1055 mm

1950 mm

CS.195.081.WDFW

page 346

1950 mm

CS.195.105.WDFW

CS.195.105.FD

CS.110.105.FD

CS.195.105.F

CS.195.105.F.WDFW

page 348

page 352

page 350

page 350

1950 mm
page 366
600 mm
1950 mm

1950 mm

1950 mm

CF-CLASSIC model class with wing doors
1200 mm
950 mm

1200 mm

950 mm

600 mm
1400 mm

CS.195.054.MH.3WDR

page 364

1400 mm

CS.195.105.MM.4WD

1400 mm

1950 mm

CS-CLASSIC-MultiRisk model class with wing doors
1055 mm
545 mm

CF.195.120:0004

CF.195.095:0004

CF.195.060.R:0004

CF.140.120:0005

CF.140.095:0005

CF.140.060.R:0005

page 369

page 369

page 369

page 368

page 368

page 368

1950 mm

CF-CLASSIC-F model class with wing doors and type 30-safety box
950 mm

CF.195.095.F:0005

page 369
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CS-CLASSIC · CS-PHOENIX

Overview: model class CS-CLASSIC
Safe and proper storage of non-ﬂammable chemicals and toxic substances in
working areas

Robust construction and
longevity

Large range of models

Door variations

• Large product range for a variety of appli-

• The cabinets for chemicals leave nothing to

• Sturdy all welded construction for high
industrial requirements
• High-quality, scratch-resistant outer body
• Double-walled door construction

cations
• 3 model widths in 2 cabinet heights

be desired: 3 different door variations are
available
• Wing door, wing door with ﬁxed window,
space-saving folding door

Modern bicolour design

Ventilation

Adjusting aids

• The CS-cabinets bring colour to your
workplace: choice of seven door colours at
no extra cost
• Body in modern Anthracite grey

• Ready for connection to (DN 75) a technical exhaust system
• Natural ventilation at the cabinet bottom

• Adjusting aids are integrated in the cabinet
base
• Fast and effective compensation for uneven ﬂoor

Further features of this model class

Possible interior equipment

2

1

• Height-adjustable shelves in
different versions

344

• Pull-out shelves incl. sump
made of plastic

3

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

CS-CLASSIC · CS-PHOENIX

Safety storage cabinets for the storage of toxic and
non-ﬂammable hazardous materials in working areas
according to TRGS 510

• Figure shows model CS.195.105.WDFW
For more detailed information on all available
models and further model classes see the
following pages

2

1

3

345

CS-CLASSIC-G cabinet packages

Safe and proper storage of non-ﬂammable chemicals and
toxic substances in working areas
Function / construction:
• Robust construction and longevity: robust, high-quality, scratchresistant outer body with powder-coated textured surface
• No unauthorised use: doors lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to compensate for uneven ﬂoor
• Ventilation: natural ventilation due to ventilation openings at the
cabinet bottom, ready for connection to a technical exhaust system
Available equipment:
• 2 shelves (height 1105 mm) or 3 shelves (height 1950 mm) galvanised with bottom collecting sump

Cabinet for chemicals
CS-CLASSIC-G model CS.195.105.WDFW:0003
Body colour anthracite grey (RAL 7016), with wing doors and glass cutout
in traffic red (RAL 3020), interior equipment with 3 x shelf, 1 x bottom
collecting sump (galvanised sheet steel)
Order No. 30529 3

Cabinet for chemicals
CS-CLASSIC-G model CS.110.105.WDFW:0002
Body colour anthracite grey (RAL 7016), with wing doors and glass cutout
in traffic red (RAL 3020), interior equipment with 2 x shelf, 1 x bottom
collecting sump (galvanised sheet steel)
Order No. 30527 3

AVAILABLE FROM STOCK
IMMEDIATELY!
346

Ready for dispatch within
Days
Weeks

CS-CLASSIC cabinet packages

Safe and proper storage of non-ﬂammable chemicals and
toxic substances in working areas
Function / construction:
• Robust construction and longevity: robust, high-quality, scratchresistant outer body with powder-coated textured surface
• No unauthorised use: doors lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to compensate for uneven ﬂoor
• Ventilation: natural ventilation due to ventilation openings at the
cabinet bottom, ready for connection to a technical exhaust system
Available equipment:
• 2 shelves (height 1105 mm) or 3 shelves (height 1950 mm) galvanised with bottom collecting sump

Cabinet for chemicals
CS-CLASSIC model CS.195.105:0003
Body colour anthracite grey (RAL 7016), with wing doors in traffic red
(RAL 3020), interior equipment with 3 x shelf, 1 x bottom collecting sump
(galvanised sheet steel)
Order No. 30528 3

Cabinet for chemicals
CS-CLASSIC model CS.110.105:0002
Body colour anthracite grey (RAL 7016), with wing doors in traffic red
(RAL 3020), interior equipment with 2 x shelf, 1 x bottom collecting sump
(galvanised sheet steel)
Order No. 30526 3

AVAILABLE FROM
STOCK IMMEDIATELY!
Ready for dispatch within
Days
Weeks

347

CS-CLASSIC 105 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas
Function / construction:
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system

Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Cabinet for chemicals
CS-CLASSIC model CS.195.105
body colour anthracite grey (RAL 7016), with wing doors in light grey
(RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 30495-041-30508 3

Further information from page 350

Cabinet for chemicals
CS-CLASSIC-G model CS.195.105.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled
wing doors in pure white (RAL 9010), interior equipment
with 4 x pull-out shelf (sheet steel/polypropylene powdercoated)
Order No. 30496-050-30516 3

348

Cabinet for chemicals
CS-PHOENIX model CS.195.105.FD
body colour anthracite grey (RAL 7016), with folding doors
in light grey (RAL 7035), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet
steel galvanised)
Order No. 30497-041-30508 3

Cabinet for chemicals
CS-CLASSIC model CS.195.105
body colour anthracite grey (RAL 7016), with wing doors in
gentian blue (RAL 5010), interior equipment with 3 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet
steel galvanised)
Order No. 30495-047-30508 3

CS-CLASSIC 105 cm
Front view

Top view
connection DN 75 for technical
ventilation

520

264
150

1950

1950

507

0°

11

238

520

45

1055

45

1055

Side view

Natural ventilation

Natural ventilation

Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

1055 x 520 x 1950 mm
996 x 493 x 1835 mm
75 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

9 m³/h
2 Pa
600 kg
421 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30497 —

050

040

Model
CS.195.105
CS.195.105.WDFW
CS.195.105.FD

Information / equipment
without interior equipment
without interior equipment with glass-paneled wing doors
without interior equipment with folding doors

Order No.
30495
30496
30497

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=66.0L)
3x shelf, 1x bottom collecting sump with grid (V=66.0L)
4x pull-out shelf (V=33.0L)
5x pull-out shelf (V=33.0L)
6x pull-out shelf (V=33.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
sheet steel powder-coated/PP

Order No.
30508
30509
30510
30511
30512
30513
30514
30515
30516
30517
30518
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

— 30508

W x D x H (mm)
993 x 492 x 30
100.00
993 x 492 x 30
100.00
976 x 427 x 41
60.00
978 x 430 x 85*
984 x 424 x 106*
984 x 382 x 175*
888 x 415 x 107* 30.00
410 x 300 x 260

2)

33.00
33.00
66.00
33.00

3)

30.00
30.00
60.00
30.00

Order No.
30519
30520
30521
30522
30523
30524
30525
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

349

CS-CLASSIC-F 105 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas. type 30 safety box for the storage of
ﬂammable liquids, aerosol cans, etc.
Function / construction:

Cabinet for chemicals incl. type 30 safety box
CS-CLASSIC-F model CS.195.105.F
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 2 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel galvanised)
Order No. 30848-040-30850 3

Cabinet for chemicals incl. type 30 safety box
CS-CLASSIC-GF model CS.195.105.F.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled
wing doors in gentian blue (RAL 5010), interior equipment
with 2 x shelf, 1 x perforated insert, 1 x bottom collecting
sump (sheet steel galvanised)
Order No. 30849-047-30852 3

350

• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system
• Type 30 safety box: for proper
storage of ﬂammable hazardous
materials in work rooms, according to
EN 14470-1 (type 30) and TRGS 510,
2 self-closing hinged doors, bottom
collecting sump, powder-coated steel

Cabinet for chemicals incl. type 30 safety box
CS-CLASSIC-GF model CS.195.105.F.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled
wing doors in pure white (RAL 9010), interior equipment
with 3 x pull-out shelf (sheet steel/polypropylene powdercoated)
Order No. 30849-050-30858 3

with 8.5 litres volume and exhaust
air connection (DN 75) for technical
ventilation of the safety box
Available equipment:
Equipment cabinet
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump
Interior equipment type 30 safety box
• Shelf with load capacity 25 kg
(optional)

Cabinet for chemicals incl. type 30 safety box
CS-CLASSIC-F model CS.195.105.F
body colour anthracite grey (RAL 7016), with wing doors
in light grey (RAL 7035), interior equipment with 2 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet
steel galvanised)
Order No. 30848-041-30850 3

CS-CLASSIC-F 105 cm
Front view

Top view
connection DN 75 for technical
ventilation

520

264
150

520

45

1055

45

1055

Side view

1950

1950

507

0°

11

Natural ventilation

Natural ventilation

Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

1055 x 520 x 1950 mm
995 x 495 x 1835 mm
138 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

9 m³/h
2 Pa
600 kg
460 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30849 —

050

040

Model
CS.195.105.F
CS.195.105.F.WDFW

Information / equipment
without interior equipment, including type-30 storage box
without interior equipment, including type-30 storage box with glass-paneled wing doors

Order No.
30848
30849

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=66.0L)
2x shelf, 1x bottom collecting sump with grid (V=66.0L)
3x pull-out shelf (V=33.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel powder-coated/PP

Order No.
30850
30851
30852
30853
30854
30855
30856
30857
30858
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel powder-coated
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

— 30850

W x D x H (mm)
993 x 492 x 30
100.00
993 x 492 x 30
100.00
976 x 427 x 41
60.00
978 x 430 x 85*
984 x 424 x 106*
984 x 382 x 175*
888 x 415 x 107* 30.00
410 x 300 x 260

2)

33.00
33.00
66.00
33.00

3)

30.00
30.00
60.00
30.00

Order No.
30520
30519
30521
30522
30523
30524
30525
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

351

CS-CLASSIC 105 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas
Function / construction:

Cabinet for chemicals
CS-CLASSIC model CS.110.105
body colour anthracite grey (RAL 7016), with wing doors in warning
yellow (RAL 1004), interior equipment with 2 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel galvanised)
Order No. 30492-040-30498 3

Cabinet for chemicals
CS-CLASSIC-G model CS.110.105.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled
wing doors in gentian blue (RAL 5010), interior equipment
with 2 x shelf, 1 x perforated insert, 1 x bottom collecting
sump (sheet steel galvanised)
Order No. 30493-047-30498 3

352

• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system

Cabinet for chemicals
CS-CLASSIC-G model CS.110.105.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled
wing doors in pure white (RAL 9010), interior equipment
with 3 x pull-out shelf (sheet steel/polypropylene powdercoated)
Order No. 30493-050-30507 3

Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Cabinet for chemicals
CS-PHOENIX model CS.110.105.FD
body colour anthracite grey (RAL 7016), with folding doors
in light grey (RAL 7035), interior equipment with 2 x shelf,
1 x perforated insert, 1 x bottom collecting sump (sheet
steel galvanised)
Order No. 30494-041-30498 3

CS-CLASSIC 105 cm
Front view

Top view

520

connection DN 75 for technical
ventilation

264
150

507

0°

11

238

1105

520

45

1055

45

1055

Side view

Natural ventilation

Natural ventilation

Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

1055 x 520 x 1105 mm
996 x 493 x 990 mm
48 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

5 m³/h
1 Pa
400 kg
279 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30494 —

050

040

Model
CS.110.105
CS.110.105.WDFW
CS.110.105.FD

Information / equipment
without interior equipment
without interior equipment with glass-paneled wing doors
without interior equipment with folding doors

Order No.
30492
30493
30494

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=66.0L)
2x shelf, 1x bottom collecting sump with grid (V=66.0L)
2x pull-out shelf (V=33.0L)
3x pull-out shelf (V=33.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP

Order No.
30498
30499
30500
30501
30502
30503
30504
30505
30506
30507
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel powder-coated
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

— 30498

W x D x H (mm)
993 x 492 x 30
100.00
993 x 492 x 30
100.00
976 x 427 x 41
60.00
978 x 430 x 85*
984 x 424 x 106*
984 x 382 x 175*
888 x 415 x 107* 30.00
410 x 300 x 260

2)

33.00
33.00
66.00
33.00

3)

30.00
30.00
60.00
30.00

Order No.
30520
30519
30521
30522
30523
30524
30525
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CS-CLASSIC-G 081 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas
Function / construction:
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system
Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves with load capacity of 75 kg
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Cabinet for chemicals
CS-CLASSIC model CS.195.081
body colour anthracite grey (RAL 7016), with wing doors in reseda
green (RAL 6011), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel galvanised)
Order No. 30532-048-30542 3

Further information on these models from page 412

Cabinet for chemicals
CS-CLASSIC-G model CS.195.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in gentian blue (RAL 5010), interior
equipment with 3 x shelf, 1 x bottom collecting sump
(sheet steel galvanised)
Order No. 30533-047-30543 3
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Cabinet for chemicals
CS-CLASSIC-G model CS.195.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in light grey (RAL 7035), interior equipment with 6 x pull-out shelf (sheet steel/polypropylene
powder-coated)
Order No. 30533-041-30550 3

Cabinet for chemicals
CS-CLASSIC model CS.195.081
body colour anthracite grey (RAL 7016), with wing
doors in light grey (RAL 7035), interior equipment with
3 x shelf, 1 x perforated insert, 1 x bottom collecting sump
(sheet steel galvanised)
Order No. 30532-041-30542 3

CS-CLASSIC-G 081 cm
Front view

203
150

1950

1950

0°

11

384

520

45

810

45

810

Top view
connection DN 75 for technical
ventilation

520

Natural ventilation

Natural ventilation

Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

810 x 520 x 1950 mm
751 x 493 x 1835 mm
68 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

7 m³/h
1 Pa
600 kg
543 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30532 —

050

040

Model
CS.195.081
CS.195.081.WDFW

Information / equipment
without interior equipment
without interior equipment with glass-paneled wing doors

Order No.
30532
30533

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
4x pull-out shelf (V=22.0L)
5x pull-out shelf (V=22.0L)
6x pull-out shelf (V=22.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated RAL 7035, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
sheet steel powder-coated/PP
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
748 x 492 x 30
748 x 492 x 30
731 x 412 x 41
736 x 415 x 112*
739 x 411 x 129*
644 x 416 x 102*
410 x 300 x 260

Order No.
30542
30543
30544
30545
30546
30547
30548
30549
30550

2)

3)

60.00
60.00
60.00

30.00

33.00
33.00
22.00

— 30542

30.00
30.00
20.00

Order No.
30552
30551
30553
30554
30555
30556
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CS-CLASSIC 081 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas
Function / construction:
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system

Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Cabinet for chemicals
CS-CLASSIC model CS.110.081
body colour anthracite grey (RAL 7016), with wing doors in light grey
(RAL 7035), interior equipment with 2 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 30530-041-30536 3

Cabinet for chemicals
CS-CLASSIC-G model CS.110.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in light grey (RAL 7035), interior equipment with 2 x shelf, 1 x perforated insert, 1 x bottom
collecting sump (sheet steel galvanised)
Order No. 30531-041-30536 3

356

Cabinet for chemicals
CS-CLASSIC-G model CS.110.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in reseda green (RAL 6011), interior
equipment with 3 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 30531-048-30541 3

Cabinet for chemicals
CS-CLASSIC model CS.110.081
body colour anthracite grey (RAL 7016), with wing doors
in gentian blue (RAL 5010), interior equipment with
2 x shelf, 1 x perforated insert, 1 x bottom collecting sump
(sheet steel galvanised)
Order No. 30530-047-30534 3

CS-CLASSIC 081 cm
Front view

Top view

connection DN 75 for technical
ventilation

520

203
150

0°

11

384

1105

1105
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45

810

45

810

Side view

Natural ventilation

Natural ventilation

Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

810 x 520 x 1105 mm
751 x 493 x 990 mm
41 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

4 m³/h
1 Pa
400 kg
358 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30531 —

050

040

Model
CS.110.081
CS.110.081.WDFW

Information / equipment
without interior equipment
without interior equipment with glass-paneled wing doors

Order No.
30530
30531

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=33.0L)
2x shelf, 1x bottom collecting sump with grid (V=33.0L)
2x pull-out shelf (V=22.0L)
3x pull-out shelf (V=22.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated RAL 7035, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
748 x 492 x 30
748 x 492 x 30
731 x 412 x 41
736 x 415 x 112*
739 x 411 x 129*
644 x 416 x 102*
410 x 300 x 260

Order No.
30534
30535
30536
30537
30538
30539
30540
30541

2)

3)

60.00
60.00
60.00

30.00

33.00
33.00
22.00

— 30534

30.00
30.00
20.00

Order No.
30552
30551
30553
30554
30555
30556
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CS-CLASSIC 054 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas
Function / construction:
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: door
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system

Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Cabinet for chemicals
CS-CLASSIC model CS.195.054
body colour anthracite grey (RAL 7016), with wing door in light grey
(RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 30561-041-30573 3

Cabinet for chemicals
CS-CLASSIC-G model CS.195.054.WDFW
body colour anthracite grey (RAL 7016), with
glass-paneled wing door in reseda green (RAL 6011),
interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 30563-048-30575 3
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Cabinet for chemicals
CS-CLASSIC-G model CS.195.054.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing door in warning yellow (RAL 1004), interior
equipment with 4 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 30563-040-30579 3

Cabinet for chemicals
CS-CLASSIC model CS.195.054
body colour anthracite grey (RAL 7016), with wing door
in gentian blue (RAL 5010), interior equipment with
3 x shelf, 1 x perforated insert, 1 x bottom collecting sump
(sheet steel galvanised)
Order No. 30561-047-30573 3

CS-CLASSIC 054 cm

545

520

Top view
connection DN 75 for technical
ventilation

273
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Side view
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Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

545 x 520 x 1950 mm
486 x 493 x 1835 mm
51 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

4 m³/h
1 Pa
600 kg
786 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30564 —

050

040

Model
CS.195.054
CS.195.054.R
CS.195.054.WDFW
CS.195.054.WDFWR

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged
without interior equipment with glass-paneled wing door, left hinged
without interior equipment with glass-paneled wing door, right hinged

Order No.
30561
30562
30563
30564

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump with grid (V=22.0L)
4x pull-out shelf (V=11.0L)
5x pull-out shelf (V=11.0L)
6x pull-out shelf (V=11.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
sheet steel powder-coated/PP
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
484 x 491 x 30
484 x 491 x 30
464 x 408 x 41
469 x 412 x 118*
466 x 406 x 136*
370 x 417 x 89*
410 x 300 x 260

Order No.
30573
30574
30575
30576
30578
30579
30580
30581

2)

3)

50.00
50.00
50.00

30.00

22.00
22.00
11.00

— 30573

20.00
20.00
10.00

Order No.
30582
30583
30584
30585
30586
30587
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CS-CLASSIC 054 cm

Safe and proper storage of non-ﬂammable chemicals and toxic
substances in working areas
Function / construction:
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: door
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system

Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Cabinet for chemicals
CS-CLASSIC model CS.110.054
body colour anthracite grey (RAL 7016), with wing door in pure white
(RAL 9010), interior equipment with 2 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 30557-050-30565 3

Cabinet for chemicals
CS-CLASSIC-G model CS.110.054.WDFW
body colour anthracite grey (RAL 7016), with
glass-paneled wing door in reseda green (RAL 6011),
interior equipment with 2 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 30559-048-30565 3
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Cabinet for chemicals
CS-CLASSIC-G model CS.110.054.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing door in warning yellow (RAL 1004), interior
equipment with 3 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 30559-040-30572 3

Cabinet for chemicals
CS-CLASSIC model CS.110.054
body colour anthracite grey (RAL 7016), with wing
door in light grey (RAL 7035), interior equipment with
2 x shelf, 1 x perforated insert, 1 x bottom collecting sump
(sheet steel galvanised)
Order No. 30557-041-30565 3

CS-CLASSIC 054 cm

545
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Top view

connection DN 75 for technical
ventilation
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Technical data

All models

Technical data

All models

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air

545 x 520 x 1105 mm
486 x 493 x 990 mm
31 kg
75 DN

Air change 10 times
Diff. pressure (air change 10 times)
Maximum load
Distributed load

2 m³/h
1 Pa
400 kg
520 kg/m²

7 door colours are available at no extra cost:
RAL
1004

040

RAL
7035

041

RAL
3020

046

RAL
5010

047

RAL
6011

048

asecos
SILVER

049

Order example - how to order correctly
RAL
9010

30560 —

050

040

Model
CS.110.054
CS.110.054.R
CS.110.054.WDFW
CS.110.054.WDFWR

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged
without interior equipment with glass-paneled wing door, left hinged
without interior equipment with glass-paneled wing door, right hinged

Order No.
30557
30558
30559
30560

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020
gentian blue RAL 5010
reseda green RAL 6011
asecos silver
pure white RAL 9010

Order No.
040
041
046
047
048
049
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump (V=22.0L)
2x shelf, 1x bottom collecting sump with grid (V=22.0L)
2x shelf, 1x bottom collecting sump with grid (V=22.0L)
2x pull-out shelf (V=11.0L)
3x pull-out shelf (V=11.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated RAL 7035, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
484 x 491 x 30
484 x 491 x 30
464 x 408 x 41
469 x 412 x 118*
466 x 406 x 136*
370 x 417 x 89*
410 x 300 x 260

Order No.
30565
30566
30567
30568
30569
30570
30571
30572

2)

3)

50.00
50.00
50.00

30.00

22.00
22.00
11.00

— 30565

20.00
20.00
10.00

Order No.
30582
30583
30584
30585
30586
30587
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CS-CLASSIC-MultiRisk

Overview: model class CS-CLASSIC-MultiRisk
Safe, approved and separated indoor storage of different non-ﬂammable hazardous
substances in one cabinet

Multifunctional

Equipment with many variants

Robust construction and
longevity

• Various interior equipment such as shelves,
pull-out shelves or boxes for chemicals
ensure an individual establishment of the
cabinet

• Sturdy all welded construction for high
industrial requirements
• High-quality, scratch-resistant outer body
• Double-walled door construction

Modern bicolour design

Ventilation system

Adjusting aids

• Body in modern Anthracite grey and wing
doors in Pure white

• Safety in daily use — integrated ventilation
system for each storage compartment
• Natural ventilation due to vent openings at
the cabinet bottom
• Ready for connection to a technical exhaust
system

• Adjusting aids are integrated in the cabinet
base
• Fast and effective compensation for uneven ﬂoor

• Separated storage of various hazardous
materials in up to 4 storage compartments
• Labelling system suitable for each stored
hazardous material
• Every storage compartment can be
equipped individually, optimal adaption to
the stored containers and user requirements

Further features of this model class

Possible interior equipment

2

1

• Height-adjustable shelves in
different versions

362

• Pull-out shelves incl. sump
made of plastic

3

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

CS-CLASSIC-MultiRisk

Safety storage cabinets for the storage of toxic and
non-ﬂammable hazardous materials in working areas
according to TRGS 510

• Figure shows model CS.195.105.MM.4WD
For more detailed information on all available
models and further model classes see the
following pages

1

3

2
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CS-CLASSIC-MultiRisk 105 cm

Safe, approved and separated indoor storage of different
non-ﬂammable hazardous substances in one cabinet
Function / construction:

Cabinet for chemicals
CS-CLASSIC-MultiRisk model CS.195.105.MM.4WD
body colour anthracite grey (RAL 7016), with wing doors in pure white
(RAL 9010), interior equipment with 4 x shelf, 2 x bottom collecting
sump, 4 x perforated insert, 2 x bottom collecting sump (sheet steel
galvanised)
Order No. 30803-050-30806 3

• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• All in one: different compartments
(multiple seperation) allow the storage
of different hazardous materials in one
cabinet
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle), each
compartment can be opened and
locked separately
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system
Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Technical data

CS.195.105.MM.4WD

External dimensions W x D x H
Internal dimensions W x D x H
Extraction air
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)

mm
mm
DN
kg
m³/h
Pa

1055 x 520 x 1950
all compartments: 475 x 495 x 905
75
80
9
2

Further information from page 408

MultiRisk pull-out shelves
Easy, comfortable and safe storage of containers especially in the lower compartments of the MultiRisk cabinet
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MultiRisk marking system
Easy and comfortable marking of the storage compartment with the attached marking system

MultiRisk cabinets
The perfect choice for an individual storage of different
hazardous materials combined with highest ﬂexibilty in
choosing the needed interior equipment

CS-CLASSIC-MultiRisk 105 cm

Cabinet for chemicals
CS-CLASSIC-MultiRisk model CS.195.105.MM.4WD
body colour anthracite grey (RAL 7016), with wing doors in pure white
(RAL 9010), interior equipment with 2 x shelf, 1 x bottom collecting sump,
2 x perforated insert, 1 x bottom collecting sump (sheet steel galvanised),
4 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 30803-050-30808 3

The ﬂexibility and variety of the interior equipment for the storage compartments is only shown exemplarily in the table below. Choose the needed
interior equipment for the MultiRisk storage compartments and
contact the asecos team! We will be pleased to assist you.

Order example - how to order correctly

30803 —

050

Cabinet for chemicals
CS-CLASSIC-MultiRisk model CS.195.105.MM.4WD
body colour anthracite grey (RAL 7016), with wing doors in pure white
(RAL 9010), interior equipment with 8 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 30803-050-31947 3

— 30806

Model
CS.195.105.MM.4WD

Information / equipment
without interior equipment, with horizontal / vertical dividing wall

Order No.
30803

Body colour
Anthracite grey RAL 7016

Door colour
pure white RAL 9010

Order No.
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x shelf, 2x bottom collecting sump (V=22.0L), 4x perforated insert, 2x bottom
collecting sump (V=22.0L)
4x shelf, 2x bottom collecting sump (V=22.0L), 4x perforated insert, 2x bottom
collecting sump (V=22.0L)
Top: 2x shelf, 2x perforated insert, 1x bottom collecting sump (V=22.0L), 1x bottom
collecting sump (V=22.0L)
Bottom: 4x pull-out shelf (V=11.0L)
Top: 2x shelf, 1x bottom collecting sump (V=22.0L), 2x perforated insert, 1x bottom
collecting sump (V=22.0L)
Bottom: 4x pull-out shelf (V=11.0L)
8x pull-out shelf (V=11.0L)

Material
sheet steel powder-coated, sheet steel galvanised

Order No.
30805

sheet steel galvanised

30806

sheet steel powder-coated, sheet steel galvanised, sheet steel powdercoated/PP RAL 7035

30807

sheet steel galvanised, sheet steel powder-coated/PP RAL 7035

30808

sheet steel powder-coated/PP

31947
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump for cabinets with vertical dividing wall
Bottom collecting sump with grid for cabinets with vertical dividing
wall
Pull-out shelf for cabinets with vertical dividing wall
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated blue

464 x 408 x 41
469 x 412 x 118*
466 x 406 x 136*

sheet steel powder-coated/PP RAL 7035
PP blue

370 x 417 x 89*
410 x 300 x 260

Accessories
Extraction unit without exhaust air monitoring

2)

3)

W x D x H (mm)
50.00
50.00
50.00

30.00

22.00
22.00

20.00
20.00

11.00

10.00

Order No.
30838
30837
30584
30840
30841
30839
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CS-CLASSIC-MultiRisk 054 cm

Safe, approved and separated indoor storage of different
non-ﬂammable hazardous substances in one cabinet
Function / construction:

Cabinet for chemicals
CS-CLASSIC-MultiRisk model CS.195.054.MH.3WDR
body colour anthracite grey (RAL 7016), with wing door in pure white
(RAL 9010), interior equipment with 3 x shelf, 3 x bottom collecting
sump, 3 x perforated insert (sheet steel galvanised)
Order No. 30804-050-30810 3

• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• All in one: different compartments
(horizontal seperation) allow the
storage of different hazardous
materials in one cabinet
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle), each
compartment can be opened and
locked separately
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

• Ventilation: natural ventilation due
to ventilation openings at the cabinet
bottom, ready for connection to a
technical exhaust system
Available equipment:
• Bottom collecting sump – optionally
in galvanised or painted version, liquidtight
• Shelves – optionally in galvanised
or powder-coated version, height
adjustable
• Perforated insert useable as storage
area
• Pull-out shelves with removable plastic
sump

Technical data

CS.195.054.MH.3WDR

External dimensions W x D x H
Internal dimensions W x D x H
Extraction air
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)

mm
mm
DN
kg
m³/h
Pa

545 x 520 x 1950
all compartments: 486 x 495 x 595
75
51
4
1

MultiRisk ventilation system
Safety in daily use — integrated ventilation system for
each compartment / storage level and natural ventilation
at the bottom

MultiRisk marking system
Easy and comfortable marking of the storage compartment with the attached marking system
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MultiRisk pull-out shelves
Easy, comfortable and safe storage of containers especially in the lower compartments of the MultiRisk cabinet

MultiRisk cabinets
The perfect choice for an individual storage of different
hazardous materials combined with highest ﬂexibilty in
choosing the needed interior equipment

CS-CLASSIC-MultiRisk 054 cm

Cabinet for chemicals
CS-CLASSIC-MultiRisk model CS.195.054.MH.3WDR
body colour anthracite grey (RAL 7016), with wing door in pure white
(RAL 9010), interior equipment with 6 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 30804-050-31946 3

The ﬂexibility and variety of the interior equipment for the storage compartments is only shown exemplarily in the table below. Choose the needed
interior equipment for the MultiRisk storage compartments and
contact the asecos team! We will be pleased to assist you.

Order example - how to order correctly

30804 —

050

Cabinet for chemicals
CS-CLASSIC-MultiRisk model CS.195.054.MH.3WDR
body colour anthracite grey (RAL 7016), with wing door in pure white
(RAL 9010), interior equipment with 1 x shelf, 1 x bottom collecting sump,
1 x perforated insert (sheet steel galvanised), 4 x pull-out shelf (sheet steel/
polypropylene powder-coated)
Order No. 30804-050-31945 3

— 30810

Model
CS.195.054.MH.3WDR

Information / equipment
without interior equipment, with horizontal dividing wall, right hinged

Order No.
30804

Body colour
Anthracite grey RAL 7016

Door colour
pure white RAL 9010

Order No.
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 3x bottom collecting sump (V=22.0L), 3x perforated insert
3x shelf, 3x bottom collecting sump (V=22.0L), 3x perforated insert
Top: 1x shelf, 1x bottom collecting sump (V=22.0L), 1x perforated insert
Central: 2x pull-out shelf (V=11.0L)
Bottom: 2x pull-out shelf (V=11.0L)
Top: 1x shelf, 1x bottom collecting sump (V=22.0L), 1x perforated insert
Central: 2x pull-out shelf (V=11.0L)
Bottom: 2x pull-out shelf (V=11.0L)
6x pull-out shelf (V=11.0L)

Material
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised, sheet steel
powder-coated/PP RAL 7035
sheet steel galvanised, sheet steel powder-coated/PP RAL 7035

31945

sheet steel powder-coated/PP

31946
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Order No.
30809
30810
31944

Material
sheet steel galvanised
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

Accessories
Extraction unit without exhaust air monitoring

W x D x H (mm)
484 x 491 x 30
484 x 491 x 30
464 x 408 x 41
469 x 412 x 118*
466 x 406 x 136*
370 x 417 x 89*
410 x 300 x 260

2)

3)

50.00
50.00
50.00

30.00

22.00
22.00
11.00

20.00
20.00
10.00

Order No.
30582
30583
30584
30585
30586
30587
30038

Order No.
14218

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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CF-CLASSIC

Safe and approved indoor storage of different hazardous substances in
one safety storage cabinet
Function / construction:

• Ventilation: ventilation openings in
the door, ready for connection (DN
75) to a technical exhaust system

• Robust construction and
longevity: sturdy sheet-steel construction
• No unauthorised use: door
lockable with cylinder locking (integrated in the turning handle)

Technical data

CF.140.120:0005

External dimensions W x D x H
Internal dimensions W x D x H
Weight
Extraction air

Cabinet for chemicals
CF-CLASSIC model CF.140.120:0005
Body colour light grey (RAL 7035), door colour warning yellow (RAL
1004), interior equipment with 3 tray shelves (galvanised sheet steel)
Order No. 30797 3

Available equipment:
• Height adjustable, galvanised tray
shelves, load capacity 50 kg

mm
mm
kg
DN

1200 x 500 x 1400
1195 x 460 x 1295
75
75
CF.140.060.R:0005

CF.140.095:0005

mm
mm
kg
DN

600 x 500 x 1400
595 x 460 x 1295
45
75

950 x 500 x 1400
945 x 460 x 1295
55
75

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight
Extraction air

Cabinet for chemicals
CF-CLASSIC model CF.140.060.R:0005
Body colour light grey (RAL 7035), door colour warning
yellow (RAL 1004), interior equipment with 3 tray shelves
(galvanised sheet steel)
Order No. 30802 3

Cabinet for chemicals
CF-CLASSIC model CF.140.095:0005
Body colour light grey (RAL 7035), door colour warning
yellow (RAL 1004), interior equipment with 3 tray shelves
(galvanised sheet steel)
Order No. 30799 3

1)
Model
CF.140.060.R:0005
CF.140.095:0005
CF.140.120:0005

Information
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 3 tray shelves (galvanised sheet steel)
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 3 tray shelves (galvanised sheet steel)
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 3 tray shelves (galvanised sheet steel)

2)

3)

W x D x H (mm)
600 x 500 x 1400

50

18

16

Order No.
30802

950 x 500 x 1400

50

20

18

30799

1200 x 500 x 1400

50

36

32

30797

1) load capacity (kg), 2) capacity (litres), 3) maximum container volume inside the cabinet (litres)
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Ready for dispatch within
Days
Weeks

CF-CLASSIC

Safe and approved indoor storage of different hazardous substances in
one safety storage cabinet
Function / construction:

• Ventilation: ventilation openings in
the door, ready for connection (DN
75) to a technical exhaust system

• Robust construction and
longevity: sturdy sheet-steel construction
• No unauthorised use: door
lockable with cylinder locking (integrated in the turning handle)

Technical data
Cabinet for chemicals
CF-CLASSIC model CF.195.120:0004
Body colour light grey (RAL 7035), door colour warning yellow (RAL
1004), interior equipment with 4 tray shelves (galvanised sheet steel)
Order No. 30796 3

External dimensions W x D x H
Internal dimensions W x D x H
Weight
Extraction air

CF.195.095.F:0005

CF.195.120:0004

mm
mm
kg
DN

950 x 500 x 1950
945 x 460 x 1845
149.727
75

1200 x 500 x 1950
1195 x 460 x 1845
115
75

CF.195.060.R:0004

CF.195.095:0004

mm
mm
kg
DN

600 x 500 x 1950
595 x 460 x 1845
65
75

950 x 500 x 1950
945 x 460 x 1845
85
75

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight
Extraction air

Available equipment:
• Height adjustable, galvanised tray
shelves, load capacity 50 kg

safety box

Cabinet for chemicals
CF-CLASSIC model CF.195.060.R:0004
Body colour light grey (RAL 7035), door colour warning
yellow (RAL 1004), interior equipment with 4 tray shelves
(galvanised sheet steel)
Order No. 30801 3

Cabinet for chemicals
CF-CLASSIC-F model CF.195.095.F:0005
Body colour light grey (RAL 7035), door colour warning
yellow (RAL 1004), interior equipment with 3 tray shelves
(galvanised sheet steel) and type 30 safety box
Order No. 30800 3

Cabinet for chemicals
CF-CLASSIC model CF.195.095:0004
Body colour light grey (RAL 7035), door colour warning
yellow (RAL 1004), interior equipment with 4 tray shelves
(galvanised sheet steel)
Order No. 30798 3

1)
Model
CF.195.060.R:0004
CF.195.095:0004
CF.195.095.F:0005
CF.195.120:0004

Information
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 4 tray shelves (galvanised sheet steel)
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 4 tray shelves (galvanised sheet steel)
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 3 tray shelves (galvanised sheet steel) and type 30 safety box
body colour light grey (RAL 7035), door colour warning yellow (RAL 1004), interior equipment
with 4 tray shelves (galvanised sheet steel)

2)

3)

W x D x H (mm)
600 x 500 x 1950

50

18.00

16.00

Order No.
30801

950 x 500 x 1950

50

20.00

18.00

30798

950 x 500 x 1950

50

20

18

30800

1200 x 500 x 1950

50

36.00

32.00

30796

1) load capacity (kg), 2) capacity (litres), 3) maximum container volume inside the cabinet (litres)

Ready for dispatch within
Days
Weeks
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E-LINE

Overview: model line E-LINE

1950 mm

E.195.095

E.140.095

E.195.095.F

EM.195.095.F

page 371

page 371

page 372

page 372

1950 mm

1950 mm

E-PSM-UF model class with wing doors and type 30-safety box
950 mm
950 mm

370

1950 mm

E-CLASSIC-UF model class with wing doors and type 30-safety box
950 mm
950 mm

1400 mm

E-CLASSIC model class with wing doors
950 mm
950 mm
1950 mm

Environmental cabinet

EP.195.095.F

EP.195.095

page 373

page 373

E-CLASSIC 095 cm

Safe and approved storage of water pollutant liquids in working areas
Function / construction:
• Robust construction and
longevity: sturdy sheet-steel construction
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)

Available equipment:
• Bottom collecting sump
• Height adjustable, galvanised tray
shelves, load capacity 50 kg

Environmental cabinet
E-CLASSIC model E.195.095
body colour gentian blue (RAL 5010), with wing doors in light grey
(RAL 7035), interior equipment with 3 x tray shelves and 1 x bottom
collecting sump (galvanised sheet steel)
Order No. 30628-007 3

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Distributed load
Maximum load

mm
mm
kg
kg/m²
kg

E.195.095

E.140.095

950 x 500 x 1950
945 x 460 x 1845
91
274
300

950 x 500 x 1400
945 x 460 x 1295
51
246
300

Environmental cabinet
E-CLASSIC model E.140.095
body colour gentian blue (RAL 5010), with wing doors in light grey
(RAL 7035), interior equipment with 2 x tray shelves and 1 x bottom
collecting sump (galvanised sheet steel)
Order No. 30626-007 3

Order example - how to order correctly

30626 —

007

Model
E.195.095
E.140.095

Information / equipment
interior equipment with 3 x tray shelves and 1 x bottom collecting sump (galvanised sheet steel)
interior equipment with 2 x tray shelves and 1 x bottom collecting sump (galvanised sheet steel)

Order No.
30628
30626

Body colour
Gentian blue RAL 5010

Door colour
light grey RAL 7035

Order No.
007
1)

Interior equipment
Tray shelf
Perforated insert
Bottom collecting sump
Sump inliner

Material
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised
PP

W x D x H (mm)
931 x 444 x 50*
930 x 440 x 40
932 x 445 x 50*
869 x 378 x 88*

50.00
75.00

2)

3)

20.00

18.18

20.50
26.50

18.64
24.09

Order No.
30632
14740
30633
8564

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks
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E-CLASSIC-UF 095 cm

type 30 safety box:

Safe and approved storage of water pollutant liquids in working areas. type
30 safety box for the storage of ﬂammable liquids, aerosol cans, etc.
Function / construction:

Environmental cabinet
E-CLASSIC-UF model E.195.095.F
body colour gentian blue (RAL 5010), with wing doors in Purple red
(RAL 3004), interior equipment with 2 x tray shelves and 1 x bottom
collecting sump (galvanised sheet steel), safety box
Order No. 30634-006 3

• Robust construction and longevity:
sturdy sheet-steel construction
• No unauthorised use: doors lockable
with cylinder locking (integrated in the
turning handle)
• Type 30 safety box: for proper storage
of ﬂammable hazardous materials in
work rooms, according to EN 14470-1
(type 30) and TRGS 510, 2 self-closing
hinged doors, bottom collecting sump,
powder-coated steel with 8.5 litres

volume and exhaust air connection (DN
75) for technical ventilation of the safety
box
Available equipment:
Equipment cabinet
• Bottom collecting sump
• Height adjustable, galvanised tray
shelves, load capacity 50 kg
Interior equipment type 30 safety box
• Shelf with load capacity 25 kg (optional)

type 30 safety box:

Safe and approved storage of consumables and tools. type 30 safety box
for the storage of ﬂammable liquids, aerosol cans, etc.
Function / construction:

Material storage cabinet
E-CLASSIC-MF model EM.195.095.F
body colour gentian blue (RAL 5010), with wing doors in Purple red
(RAL 3004), interior equipment with 4 x shelves, safety box
Order No. 30638-006 3

• Robust construction and longevity:
sturdy sheet-steel construction
• No unauthorised use: doors lockable
with cylinder locking (integrated in the
turning handle)
• Type 30 safety box: for proper storage
of ﬂammable hazardous materials in
work rooms, according to EN 14470-1
(type 30) and TRGS 510, 2 self-closing
hinged doors, bottom collecting sump,

powder-coated steel with 8.5 litres
volume and exhaust air connection (DN
75) for technical ventilation of the safety
box
Available equipment:
Equipment cabinet
• Height adjustable, galvanised tray
shelves, load capacity 50 kg
Interior equipment type 30 safety box
• Shelf with load capacity 25 kg (optional)

Model
E.195.095.F
EM.195.095.F

Information / equipment
interior equipment with 2 x tray shelves and 1 x bottom collecting sump (galvanised sheet steel), safety box
interior equipment with 4 x shelves, safety box

Order No.
30634
30638

Body colour
Gentian blue RAL 5010

Door colour
purple red RAL 3004

Order No.
006
1)

Interior equipment
Shelf
Tray shelf
Tray shelf
Perforated insert
Bottom collecting sump
Sump inliner

Material
sheet steel galvanised
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised
PP

W x D x H (mm)
944 x 456 x 25
805 x 383 x 50*
931 x 444 x 50*
930 x 440 x 40
932 x 445 x 50*
869 x 378 x 88*

50.00
25.00
50.00
75.00

2)

3)

8.50
20.00

7.73
18.18

20.50
26.50

18.64
24.09

Order No.
30640
30769
30632
14740
30633
8564

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)
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Ready for dispatch within
Days
Weeks

E-PSM 095 cm

Safe and approved storage of pesticides in working areas
Function / construction:
• Robust construction and longevity:
sturdy sheet-steel construction
• No unauthorised use: doors lockable
with cylinder locking (integrated in the
turning handle)

• Ventilation: ventilations openings in
the doors, ready for connection to a
technical exhaust system
Available equipment:
• Bottom collecting sump
• Height adjustable, galvanised tray
shelves, load capacity 50 kg

Cabinet for plant protection products
E-PSM model EP.195.095
turquoise green (RAL 6016), interior equipment with 3 x tray shelves,
1 x bottom collecting sump (galvanised sheet steel)
Order No. 30630-009 3

type 30 safety
box:

Safe and approved storage of pesticides in working areas. type 30 safety
box for the storage of ﬂammable liquids, aerosol cans, etc.
Function / construction:

Cabinet for plant protection products
E-PSM-UF model EP.195.095.F
turquoise green (RAL 6016), interior equipment with 2 x tray shelves,
1 x bottom collecting sump (galvanised sheet steel), safety box
Order No. 30636-009 3

• Robust construction and longevity:
sturdy sheet-steel construction
• No unauthorised use: doors lockable
with cylinder locking (integrated in the
turning handle)
• Ventilation: ventilations openings in
the doors, ready for connection to a
technical exhaust system
• Type 30 safety box: for proper storage
of ﬂammable hazardous materials in
work rooms, according to EN 14470-1

(type 30) and TRGS 510, 2 self-closing
hinged doors, bottom collecting sump,
powder-coated steel with 8.5 litres
volume and exhaust air connection (DN
75) for technical ventilation of the safety
box
Available equipment:
• Bottom collecting sump
• Height adjustable, galvanised tray
shelves, load capacity 50 kg

Model
EP.195.095
EP.195.095.F

Information / equipment
interior equipment with 3 x tray shelves, 1 x bottom collecting sump (galvanised sheet steel)
interior equipment with 2 x tray shelves, 1 x bottom collecting sump (galvanised sheet steel), safety box

Order No.
30630
30636

Body colour
RAL 6016

Door colour
turquoise green RAL 6016

Order No.
009

Interior equipment
Shelf
Tray shelf
Tray shelf
Perforated insert
Bottom collecting sump
Sump inliner

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
PP

W x D x H (mm)
944 x 456 x 25
931 x 444 x 50*
805 x 383 x 50*
930 x 440 x 40
932 x 445 x 50*
869 x 378 x 88*

50.00
50.00
25.00
75.00

20.00
8.50

18.18
7.73

20.50
26.50

18.64
24.09

Order No.
30640
30632
30769
14740
30633
8564

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Ready for dispatch within
Days
Weeks

373

Recirculating air ﬁlter storage cabinets

374

Recirculating air ﬁlter storage cabinets

Overview: model line FX-LINE
FX-LINE – recirculating air ﬁlter storage cabinets type 90

2294 mm

2294 mm

FX-CLASSIC-90 model class with wing doors, vertical
dividing wall and recirculating air ﬁlter system
1193 mm

2294 mm

FX-PEGASUS-90 model class with wing doors, door open arrest system,
automatic door closing (TSA), one-hand operation (AGT) and recirculating air ﬁlter system
1193 mm
893 mm
599 mm
2294 mm

focused on the storage of ﬂammable liquids and non ﬂammable hazardous materials

FX90.229.120.WDAC

FX90.229.090.WDAC

FX90.229.060.WDAC

FX90.229.120.MV

page 382

page 386

page 390

page 394

FX-LINE – recirculating air ﬁlter storage cabinets type 30
in addition to the FX-LINE type 90 the stored hazardous materials can be seen at a glance due to a large glass cutout

2294 mm

FX-DISPLAY-30 model class with wing door with glass openings
and recirculating air ﬁlter system
864 mm

FX30.229.086.WDFW

page 398

SLX-LINE – recirculating air ﬁlter storage cabinets
focused on the storage of acids and alkalis

2300 mm

2300 mm

SLX-CLASSIC model class with wing doors and recirculating air ﬁlter
system
1197 mm
600 mm

SLX.230.120.MV

SLX.230.060.MH

page 404

page 406

CX-LINE – recirculating air ﬁlter storage cabinets
CX-CLASSIC-MultiRisk model class with wing
doors and recirculating air ﬁlter system
1055 mm
2290 mm

2290 mm

CX-CLASSIC-G model class with wing doors
and recirculating air ﬁlter system
1055 mm
810 mm
2290 mm

focused on the storage of non ﬂammable, slightly aggressive hazardous and toxic materials

CX.229.105.WDFW

CX.229.081.WDFW

CX.229.105.MM.4WD

page 410

page 412

page 414
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Information – recirculating air ﬁlter storage cabinets

Your safety is our goal!
The recirculating air ﬁlter storage cabinets of the FlameFlex and ChemFlex model groups combine the regulatory compliant storage of hazardous materials with safe, technical ventilation in
the most efficient way.
They form a system comprising two components - the asecos safety storage cabinet and a
recirculating air ﬁlter module, which are individually covered by the applicable certiﬁcations and
documentations:

Component safety storage cabinet
(Q90.195.xxx/Q30.195.xxx in FX-models, SL.196.xxx in SLX-models)

`
`

Fire resistance test of safety storage cabinets in accordance with EN 14470-1 (FX
LINE only)
GS-test of the safety storage cabinets according to ProdSG and the requirements
of the laboratory furniture standard EN 14727

Component recirculation air ﬁlter module

`

Certiﬁcation by accredited measuring point infraserv utmost in accordance with
GefStoffV (German Hazardous Substances Act), test report no. S084-14

Recirculating air ﬁlter storage cabinet

`
`

CE declarations of conformity
ATEX conformity CE II 3/-G ex ic nA IIB T4 Gc (FX-LINE only)

Our certiﬁed quality management system in accordance with the international standard ISO 9001 as well as voluntary, permanent external
monitoring by a recognized and independent material testing body
ensures a consistently high quality standard for all asecos products.
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Information – recirculating air ﬁlter storage cabinets

The recirculating air ﬁlter storage
cabinets at a glance
There are innumerable hazardous materials with different characteristics and requirements. Every
application requires a suitable solution. Three different model lines offer the right product for every
range of application.
Need assistance in the selection of your cabinet? As experts on the subject of hazardous materials
storage and extraction we are happy to help you.

For the ﬁre-protected storage of hazardous materials of any kind.
5 different models are available for selection.

For the safe storage of acids and bases.
2 different models are available for selection.

For safe storage of non-ﬂammable liquids and toxins.
3 different models are available for selection.
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Information – recirculating air ﬁlter storage cabinets

The technology — how does the recirculation
air ﬁlter work?

1

4
2

3

1 Monitoring electronics

5

2 Fan

`

3 Sensor

`

4 Wideband ﬁlter
5 Fresh air supply
6

`

`
`

6 Contaminated-air outlet

`

Ideal for the direct installation in working
areas — very low noise, approx. 39 dB (A)
With multi-stage wideband ﬁlter
Optical and audible alarm including
potential-free alarm contact
Display with touch panel
Automatic electronic detection of hydrocarbons
Environmentally friendly due to long life
cycle and ﬁlter recycling

Multi-stage wideband ﬁlters (e.g. FlameFlex: ﬁve-step) with a high absorbency
capacity are used in all models. An optimised combination of the most diverse, partly impregnated types of activated carbon achieves the correspondingly
required wideband effect in all devices.
Depending on the model, asecos recirculating air ﬁlter storage cabinets are
able to permanently retain more than 99.998 % of the vapours from hydrocarbons and inorganic hazardous materials up to ﬁlter saturation.
The ﬁlters used for the ﬁltering of inorganic hazardous materials must be checked with all models by means of a manual testing device for ﬁlter saturation.
This is supported by an electronic reminder function (visual and audible). The
models from the FX-LINE additionally carry out the automatic electronic detection of hydrocarbons. The ﬁlter and exhaust air monitoring is displayed on
the touch panel. Visual and audible warning signals and a voltage free switch
contact provide for maximum safety.
All models are equipped with a control ﬁlter. As a last resort, the control ﬁlter
ensures your protection in the event of accidental damage. Should the unlikely event of a ﬁlter breakthrough occur (e. g. in case of over-saturation) the
control ﬁlter will retain the pollutants for a certain period of time and prevent
the release of hazardous vapours into the surrounding air.
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Information – recirculating air ﬁlter storage cabinets

Commissioning and ﬁlter change
We are extremely speciﬁc about the maintenance of your safety-related equipment. Particularly as safety storage cabinets with recirculating air ﬁlter
technology are designed to prevent the worst possible damage to people and the environment in an emergency and every day situation.
The full function of the device is guaranteed only with proper use and regular maintenance or ﬁlter replacement. If the product is not properly
serviced, it may result in ﬁlter failure and other malfunction. This would result in the exposure of health-endangering hazardous material vapours and
lack of ﬁre protection.
Legally, improper maintenance can have dire consequences:
in the event of damage, operators may not only lose their insurance cover but also incur immense, unmanageable costs such as production stop,
relocation of the production, logistical changes, etc.
Rely on the asecos original service! Our specialised Service Technicians or officially certiﬁed service partners ensure the safe functioning of your
recirculating air ﬁlter storage cabinets.
The annual safety-related inspection of the cabinets of the FX, CX and SLX-LINE through asecos includes:

`
`
`
`
`

Safety inspection, ﬁre protection inspection incl. functional test of the cabinet
Air-technical inspection of the ﬁlter components
Filter change including professional disposal of the contaminated ﬁlter
Legal security check (installation conditions, statutory labelling)
12 months warranty on the services

Commissioning
The FlameFlex and ChemFlex cabinets are delivered as two individual components. After the cabinet has been positioned and leveled, you can put
the recirculating air ﬁlter attachment into operation in just a few steps. You can easily install the plug-in recirculation air ﬁlter technology by yourself.
Your device is ready for use in four steps:

1

Unpack the device, open the
housing front and remove the
ﬁlter

2

Place the recirculating air ﬁlter
system on top of the cabinet
and connect it to the cabinet
ventilation

3

Insert the ﬁlter unit, fasten it and
close the housing front

4

Plug in the low-temperature IEC
power cable and switch on the
device

With every safety storage cabinet with recirculation air ﬁlter
technology, you will receive an asecos recommended list of
substances. The reference book clearly shows all substances
and mixtures suitable for storage and offers insights into the
testing and testing procedures of our recirculating air ﬁlter
storage cabinets. Furthermore, the list was developed in close
cooperation with the accredited measuring station for hazardous materials of lnfraserv GmbH & Co. Höchst KG.

379

FX-PEGASUS-90 · FX-CLASSIC-90 · FX-DISPLAY-30

Overview: model classes FX-PEGASUS-90, FX-CLASSIC-90 and
FX-DISPLAY-30
Safe and approved storage of ﬂammable liquids and further hazardous substances

Safety for employees

Flexibility³

Multifunctional

• Avoidance of explosive atmospheres

• Flexibility in the choice of the place of

• The FX-LINE recirculating air ﬁlter storage

• Extraction and ﬁltering of vapours that are
harmful to health

installation
• Flexibility in the storage of different hazardous materials
• Flexibility in the choice of the appropriate
interior equipment

cabinets enable the common storage,
extraction and ﬁltration of the most diverse
hazardous materials in one cabinet

Further features of this model class

Electronic monitoring

Modern bicolour system

Eco-friendly

• Filter saturation by solvent vapours (hydrocarbons)
• Air recirculation rate (exhaust air quantity)
• Service intervals
• Scheduling for the manual ﬁlter saturation
check

• The new recirculating air ﬁlter storage cabinets bring colour to your workplace
• Body in modern Anthracite grey
• Cabinet doors available in Traffic red, Warning yellow or Light grey

• Long ﬁlter lifetimes
• Environmentally and customer-friendly
reusable ﬁlter system

Possible interior equipment

1

• Metal-free interior equipment for the storage of aggressive hazardous materials
• As standard with removable
plastic sump

380

2

• Drawers with high storage
volumes, ideal for storing small
containers

3

• Height-adjustable shelves in
different versions

4

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

FX-PEGASUS-90 · FX-CLASSIC-90 · FX-DISPLAY-30

Recirculating air ﬁlter storage cabinets for the ﬁreprotected storage of hazardous materials of any kind

• Fire resistance of 90 minutes (type 90),
type-tested in accordance with EN 14470-1

• Fire resistance of 30 minutes (type 30),
type-tested in accordance with EN 14470-1

• GS-test of the Q-LINE safety storage cabinets
according to the requirements of EN 14470-1
and the laboratory furniture standard EN 14727
• Excellent products with special manufacturer warranty
• Extended manufacturer warranty of up to
ﬁve years in connection with an asecos service
tariff

1

2

3

4
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FX-PEGASUS-90 120 cm

Safe and approved storage of ﬂammable liquids and further hazardous
substances
Function / construction:

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.120.WDAC
body colour anthracite grey (RAL 7016), with wing doors in traffic red
(RAL 3020), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 32905-046-33635 6
(base cover optional)

Further information from page 394

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass
ﬁlter, environmentally friendly due to long service lifetimes and ﬁlter recycling

382

Cabinet body
• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Effortless use: one-hand operation
for double-door cabinets (AGT)
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested doors
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system

Available equipment:
• Drawers – high storage capacity, optimal
use of the available storage capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity of
100 kg
• Tray shelves with load capacity of 150 kg
• Bottom collecting sump

possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
and ﬁltration incl. cool-device cable
and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• ATEX compliant: )F II 3/-G Ex ic nA
IIB T4 Gc

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

FX-PEGASUS-90 120 cm

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.120.WDAC
body colour anthracite grey (RAL 7016), with wing doors in warning yellow
(RAL 1004), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 32905-040-33647 6
(base cover optional)

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.120.WDAC
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 32905-041-33649 6
(base cover optional)

Order example - how to order correctly

3 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

32905 —

040

Model
FX90.229.120.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Order No.
32905

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

Order No.
040
041
046

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x perforated insert, 1x bottom collecting sump (V=55.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
4x shelf, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x tray shelf (V=33.0L), 1x bottom collecting sump (V=33.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)
4x drawer (V=29.0L)
5x drawer (V=29.0L)
6x drawer (V=29.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035

— 33642

Order No.
33635
33636
33637
33638
33640
33642
33643
33644
33645
30013
30014
33647
33648
33649
33651
33652
33653

Ready for dispatch within
Days
Weeks
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FX-PEGASUS-90 120 cm
Individual conﬁguration of model FX90.229.120.WDAC
Model
FX90.229.120.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

W x D x H (mm)
1193 x 615 x 2294

Order No.
32905

Order No.
040
041
046
1)

Interior equipment

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1040 x 432 x 30*
1040 x 432 x 30*
1022 x 442 x 80*
1022 x 442 x 80*

Tray shelf metal-free

PP grey

Grid as storage level

steel galvanised

2)

3)

Order No.

Shelf
Shelf
Tray shelf

75.00
75.00
150.00
150.00

33.00
33.00

30.00
30.00

30021
30024
30028
30064

888 x 415 x 107*

50.00

33.00

30.00

30027

1036 x 450 x 30

180.00

27566

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

1024 x 417 x 60
1024 x 417 x 60

75.00
75.00

5536
5773

Perforated insert height = 135 mm

sheet steel powder-coated RAL 7035

1004 x 422 x 135

135.00

14084

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

1025 x 445 x 80*
1025 x 445 x 80*
1016 x 439 x 80*
1022 x 442 x 122*

33.00
33.00
55.00
55.50

30.00
30.00
50.00
50.45

33634
33641
33639
30026

PP grey

888 x 415 x 111*

33.00

30.00

33830

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

844 x 488 x 90*
844 x 488 x 90*
843 x 487 x 162*
843 x 487 x 162*

29.00
29.00
66.00
66.00

26.36
26.36
60.00
60.00

30031
30033
30032
30034

Bottom collecting sump
Bottom collecting sump
Bottom collecting sump capacity 55.5 ltr
Bottom collecting sump metal-free
Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030

Sump inliner for shelf

polyethylene black

1000 x 392 x 50*

18.00

16.36

7223

Sump inliner for drawer

PP grey

834 x 450 x 96*

33.50

30.45

10054

Anti-slip rubber mat for drawer

black

840 x 490 x 1

8699

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

30793

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Activated carbon
replacement ﬁlter
with multistage ﬁlter system
Order No. 32950 3
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Ready for dispatch within
Days
Weeks

FX-PEGASUS-90 120 cm
Front view

Side view

1193

Selectional view

1193

615

Recirculating air ﬁlter module

Tray shelf, metal-free

2294

1954

Drawer (heavy-duty)

Drawer

Tray shelf (bottom collecting
sump used as storage area)
Storage box
Shelf
Bottom collecting sump
Perforated insert
1120

Top view

FX90.229.120.WDAC

mm
mm

90
1120

°

Transport base
Entry height transport base
Entry width transport base

89

1193 x 615 x 2294
1050 x 522 x 1647
459
546
600
50
230
0.5
120
50

°

mm
mm
kg
kg/m²
kg
Hz
V
A
W
W

89

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

1166

Technical data

1007

FX90.229.120.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
130
185
130
170
215
130
170
200
280
130
170
200
230
280
280
130
170
200
230
295
230
130
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

FX90.229.120.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

FX90.229.120.WDAC
Quantity
90
40
40
40
15

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

375
360
360
390
4
370
285
315
315

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

3

2

1
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FX-PEGASUS-90 090 cm

Safe and approved storage of ﬂammable liquids and further hazardous
substances
Function / construction:

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.090.WDAC
body colour anthracite grey (RAL 7016), with wing doors in traffic red
(RAL 3020), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 32910-046-33622 6
(base cover optional)

Available equipment:
• Drawers – high storage capacity, optimal
use of the available storage capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity of
100 kg
• Tray shelves with load capacity of 150 kg
• Bottom collecting sump

386

Cabinet body
• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Effortless use: one-hand operation
for double-door cabinets (AGT)
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested doors
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system

possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
and ﬁltration incl. cool-device cable
and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• ATEX compliant: )F II 3/-G Ex ic nA
IIB T4 Gc

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass ﬁlter,
environmentally friendly due to long service lifetimes and
ﬁlter recycling

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Extraction and ﬁltration
Filtration of solvent vapours (hydrocarbons) as well as
inorganic and organic hazardous materials

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

FX-PEGASUS-90 090 cm

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.090.WDAC
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 32910-041-33627 6
(base cover optional)

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.090.WDAC
body colour anthracite grey (RAL 7016), with wing doors in warning yellow
(RAL 1004), interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 32910-040-33629 6
(base cover optional)

Order example - how to order correctly

3 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

32910 —

040

Model
FX90.229.090.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Order No.
32910

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

Order No.
040
041
046

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33623

Order No.
33622
33623
33624
33625
30047
30048
30049
30050
30051
30052
33627
33628
33629
33631
33632
33633

Ready for dispatch within
Days
Weeks
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FX-PEGASUS-90 090 cm
Individual conﬁguration of model FX90.229.090.WDAC
Model
FX90.229.090.WDAC

Information / equipment
without interior equipment, with TSA, AGT, door open arrest system

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
traffic red RAL 3020
warning yellow RAL 1004
light grey RAL 7035

W x D x H (mm)
893 x 615 x 2294

Order No.
32910

Order No.
046
040
041
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

sheet steel powder-coated RAL 7035
stainless steel

725 x 445 x 80*
723 x 488 x 83*

22.00
22.00

20.00
20.00

33621
30062

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035

Base cover

sheet steel powder-coated textured RAL 7016

818 x 35 x 85

30069

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

Document holder DIN A5

polystyrene

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
30029
30030
27948
9707

30793

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Activated carbon
replacement ﬁlter
with multistage ﬁlter system
Order No. 32950 3

388

Ready for dispatch within
Days
Weeks

FX-PEGASUS-90 090 cm
Front view

Side view
893

Selectional view
893

615

Recirculating air ﬁlter module

Tray shelf, metal-free

Drawer (heavy-duty)

2294

1954

Drawer

Tray shelf (bottom collecting sump used as
storage area)

Storage box
Shelf
Bottom collecting sump
Perforated insert
820

Top view

FX90.229.090.WDAC

mm
mm

90
820

°

Transport base
Entry height transport base
Entry width transport base

89

893 x 615 x 2294
750 x 522 x 1647
370
667
600
50
230
0.5
120
50

°

mm
mm
kg
kg/m²
kg
Hz
V
A
W
W

89

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

1016

Technical data

706

FX90.229.090.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
185
135
185
135
170
215
135
170
200
280
135
170
200
230
280
280
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

FX90.229.090.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

FX90.229.090.WDAC
Quantity
49
23
23
23
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

375
360
360
390
4
370
285
315
315

3+1

3

2

470
525
525

1050
490

3

2

400
380
410

3

2

1
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FX-PEGASUS-90 060 cm

Safe and approved storage of ﬂammable liquids and further hazardous
substances
Function / construction:

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.060.WDAC
body colour anthracite grey (RAL 7016), with wing door in traffic red
(RAL 3020), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated)
Order No. 32915-046-33600 6
(base cover optional)

Cabinet body
• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• User-friendly and safe: door open
arrest system (standard), convenient and safe removal or storage of
containers
• Always closed: serial automatic door
closing (TSA) releases arrested door
after approx. 60 seconds; acoustic and
visual signal before closing
• No unauthorised use: door lockable
with cylinder locking (integration in an
existing locking system possible) and
locking state indicator (red/green)

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

390

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass
ﬁlter, environmentally friendly due to long service lifetimes and ﬁlter recycling

• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
and ﬁltration incl. cool-device cable
and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• ATEX compliant: )F II 3/-G Ex ic nA
IIB T4 Gc

Available equipment:
• Drawers – high storage capacity, optimal
use of the available storage capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage area
• Metal-free tray shelves and collecting
sumps
• Tray shelves with load capacity of 150 kg
• Bottom collecting sump

FX-PEGASUS-90 060 cm

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.060.WDAC
body colour anthracite grey (RAL 7016), with wing door in warning yellow
(RAL 1004), interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 32915-040-33608 6
(base cover optional)

Recirculating air ﬁlter storage cabinet
FX-PEGASUS-90 model FX90.229.060.WDAC
body colour anthracite grey (RAL 7016), with wing door in light grey (RAL 7035),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 32915-041-33610 6
(base cover optional)

Order example - how to order correctly

3 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

32915 —

040

Model
FX90.229.060.WDAC
FX90.229.060.WDACR

Information / equipment
without interior equipment, left hinged, with TSA, AGT, door open arrest system
without interior equipment, right hinged, with TSA, AGT, door open arrest system

Order No.
32915
32920

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

Order No.
040
041
046

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=11.5L), 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L)
5x drawer (V=4.5L)
6x drawer (V=4.5L)
3x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=4.5L), 1x drawer (disposal) (V=7.5L), 1x bottom collecting sump (V=22.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035
7035

7035
7035
7035
7035
7035

— 33608

Order No.
Door hinge: left right
33600 34371
33602 34372
33603 34373
33604 34374
33606 34375
30081 33412
30082 33413
30083 33414
30084 33415
30085 33416
30086 33417
30087 33418
33608 34376
33609 34377
33610 34378
30091 33422
30092 33423
33616 34381
33617 34382
33618 34383
30096 33427
30097 33428

Ready for dispatch within
Days
Weeks
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FX-PEGASUS-90 060 cm
Individual conﬁguration of model FX90.229.060.WDAC
Model
FX90.229.060.WDAC
FX90.229.060.WDACR

Information / equipment
without interior equipment, left hinged, with TSA, AGT, door open arrest system
without interior equipment, right hinged, with TSA, AGT, door open arrest system

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

W x D x H (mm)
599 x 615 x 2294
599 x 615 x 2294

Order No.
32915
32920

Order No.
040
041
046
1)

Interior equipment

Material

2)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

Shelf
Shelf
Tray shelf
Tray shelf metal-free

3)

W x D x H (mm)

30106

30106

Perforated insert
Perforated insert

sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60

75.00
75.00

5555
5776

5555
5776

Perforated insert height = 180 mm

sheet steel powder-coated RAL 7035

438 x 453 x 180

75.00

17693

17693

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

30030 30030

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

8719

8719

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

30035 30035

Base cover

sheet steel powder-coated textured RAL 7016

524 x 35 x 85

30112

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037 30037

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories

30112

30793 30793

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Activated carbon
replacement ﬁlter
with multistage ﬁlter system
Order No. 32951 3

392

Ready for dispatch within
Days
Weeks

FX-PEGASUS-90 060 cm
Front view

Side view

599

Selectional view

615

599

Recirculating air ﬁlter module

2294

1954

Tray shelf, metal-free

Drawer

Tray shelf (bottom collecting sump
used as storage area)
Storage box
Shelf

Bottom collecting sump
Perforated insert
526

Top view

FX90.229.060.WDAC
599 x 615 x 2294
450 x 522 x 1647
287
915
600
50
230
0.5
120
50

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
526

FX90.229.060.WDAC
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
180
135
180
135
170
210
135
170
200
275
135
170
200
230
275
275
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
475

FX90.229.060.WDAC
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

FX90.229.060.WDAC
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

°

mm
mm
kg
kg/m²
kg
Hz
V
A
W
W

89

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

1129

Technical data

4

3+1

3

2

370
360
360
390

340
330
330
475

470
525
525

1045
490

3

2

4
370
285
315
315

400
380
410

3

2

1
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FX-CLASSIC-90 120 cm

Safe and approved storage of ﬂammable liquids and further hazardous
substances
Function / construction:

Recirculating air ﬁlter storage cabinet
FX-CLASSIC-90 model FX90.229.120.MV
body colour anthracite grey (RAL 7016), with wing doors in traffic red
(RAL 3020), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel powder-coated), 3 x tray shelf,
1 x bottom collecting sump (PP)
Order No. 33286-046-33656 6
(base cover optional)

Available equipment:
• Drawers – high storage capacity, optimal
use of the available storage capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity of
100 kg
• Tray shelves with load capacity of 150 kg
• Bottom collecting sump

394

Cabinet body
• Robust construction and
longevity: triple hinged door, safety
elements assembled outside the
storage compartment for increased
protection against corrosion, scratchand impact-resistant surface, easy to
clean
• Two in one: 2 compartments (vertical
separation) allow the separated
storage of different hazardous
materials in one cabinet
• Easy handling with comfort: doors
stop in any position, self-closing in the
event of ﬁre
• No unauthorised use: doors
lockable with cylinder locking (integration in an existing locking system

possible) and locking state indicator
(red/green)
• Easy transport: integrated transport
base with removable, optional base
cover
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
and ﬁltration incl. cool-device cable
and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• ATEX compliant: )F II 3/-G Ex ic nA
IIB T4 Gc

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass
ﬁlter, environmentally friendly due to long service lifetimes and ﬁlter recycling

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

Separate storage
Dividing wall allows the spatial separated storage of
different hazardous materials

FX-CLASSIC-90 120 cm

Recirculating air ﬁlter storage cabinet
FX-CLASSIC-90 model FX90.229.120.MV
body colour anthracite grey (RAL 7016), with wing doors in light grey (RAL 7035),
interior equipment with 3 x tray shelf, 1 x bottom collecting sump (PP), 6 x drawer
(sheet steel powder-coated)
Order No. 33286-041-33657 6
(base cover optional)

Recirculating air ﬁlter storage cabinet
FX-CLASSIC-90 model FX90.229.120.MV
body colour anthracite grey (RAL 7016), with wing doors in warning yellow
(RAL 1004), interior equipment with 3 x shelf, 1 x perforated insert, 1 x bottom
collecting sump (stainless steel), 3 x tray shelf, 1 x bottom collecting sump (PP)
Order No. 33286-040-33544 6
(base cover optional)

Order example - how to order correctly

3 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

040

041

046

33286 —

040

Model
FX90.229.120.MV

Information / equipment
without interior equipment, with vertical dividing wall

Order No.
33286

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

Order No.
040
041
046

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)
Left: 6x drawer (V=4.5L)
Right: 3x tray shelf (V=11.0L), 1x bottom collecting sump (V=11.0L)

Material
sheet steel powder-coated RAL 7035, PP grey
stainless steel, PP grey

— 33657

Order No.
33656
33544

sheet steel powder-coated RAL 7035, PP grey

33657

stainless steel, PP grey

33658

Ready for dispatch within
Days
Weeks
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FX-CLASSIC-90 120 cm
Individual conﬁguration of model FX90.229.120.MV
Model
FX90.229.120.MV

Information / equipment
without interior equipment, with vertical dividing wall

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

W x D x H (mm)
1193 x 615 x 2294

Order No.
33286

Order No.
040
041
046
1)

Interior equipment

Material

2)

3)

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

440 x 432 x 30*
440 x 432 x 30*
427 x 442 x 70*
427 x 442 x 70*

75.00
75.00
150.00
150.00

11.50
11.50

Door hinge: left right
30098 30098
30102 30102
10.45
30099 30099
10.45
30103 30103

PP grey

370 x 417 x 89*

50.00

11.00

10.00

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

420 x 439 x 60
420 x 439 x 60
438 x 453 x 180
438 x 453 x 170

75.00
75.00
75.00
75.00

Bottom collecting sump height = 180 mm
Bottom collecting sump height = 170 mm

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

442 x 457 x 130
415 x 480 x 127*
439 x 454 x 180*
439 x 504 x 171*

22.00
22.00
33.00
33.00

20.00
20.00
30.00
30.00

33594 33594
30104 30104
33605 33605
30105 30105

Bottom collecting sump metal-free

PP grey

449 x 505 x 94

11.00

10.00

33828 33828

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

345 x 500 x 50*
345 x 500 x 50*
329 x 462 x 200*
329 x 462 x 150*

4.50
4.50
7.50
7.50

4.09
4.09
6.82
6.82

30108
30110
30109
30111

sheet steel powder-coated RAL 7035

380 x 420 x 360

Shelf
Shelf
Tray shelf
Tray shelf metal-free

30106

30106

Perforated insert
Perforated insert
Perforated insert height = 180 mm
Perforated insert height = 170 mm

5555 5555
5776
5776
17693 17693
10254 10254

Bottom collecting sump
Bottom collecting sump

Drawer
Drawer
Drawer (disposal)

25.00
25.00
50.00
50.00

33383
33396
33399
33400

Accessories
Storage box left hinged

30029 30029

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner

PP grey

353 x 406 x 88*

11.50

10.45

30030 30030
9706

9706

Sump inliner for drawer disposal

PP black

313 x 413 x 175*

18.50

16.82

18474

18474

Sump inliner for drawer

PP undyed

318 x 449 x 66*

8.50

7.73

18472

18472

8719

8719

Anti-slip rubber mat for drawer supply

black

495 x 340 x 1

Pipe lead-through

sheet steel powder-coated RAL 7035

182 x 104 x 48

Base cover

sheet steel powder-coated textured RAL 7016

1118 x 35 x 85

30036 30036

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037 30037

Box for chemicals

PP blue

410 x 300 x 260

30038 30038

Document holder DIN A5

polystyrene

30035 30035

30793 30793

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Activated carbon
replacement ﬁlter
with multistage ﬁlter system
Order No. 32950 3
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Ready for dispatch within
Days
Weeks

FX-CLASSIC-90 120 cm
Front view

Side view

1193

Selectional view
1193

615

Recirculating air ﬁlter
module

Tray shelf, metal-free

Tray shelf (bottom
collecting sump used
as storage area)

2294

1954

Drawer

Storage box

Shelf

Bottom collecting
sump
Perforated insert
1120

Top view

FX90.229.120.MV

kg
kg/m²
kg
Hz
V
A
W
W

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
1120

FX90.229.120.MV
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers (right or left side)
9
8
7
6
5
4+1
4
3+1
3
180
135
180
135
170
210
135
170
200
275
135
170
200
230
275
275
135
170
200
230
295
230
370
340
135
170
200
230
295
230
360
330
470
170
170
200
230
295
230
360
330
525
200
200
200
230
295
475
390
475
525

FX90.229.120.MV
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves (right or left side)
4
3
370
285
400
315
380
315
410

FX90.229.120.MV
Quantity
30
12
12
12
6

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

°

Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

1193 x 615 x 2294
left: 450 x 522 x 1647
right: 450 x 522 x 1647
554
595
600
50
230
0.5
120
50

.5

mm
mm

89

External dimensions W x D x H
Internal dimensions W x D x H

1166

Technical data

1007

2

1045
490

3

3

2

2

1

1

2
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FX-DISPLAY-30 086 cm

Safe and approved storage of ﬂammable liquids and further hazardous
substances
Function / construction:

Recirculating air ﬁlter storage cabinet
FX-DISPLAY-30 model FX30.229.086.WDFW
body colour anthracite grey, with glass-fronted wing door in warning
yellow (RAL 1004), interior equipment with 3 x shelf, 1 x perforated
insert, 1 x bottom collecting sump (sheet steel powder-coated)
Order No. 32946-060-33622 6
(base cover optional)

Cabinet body
• Robust construction and
longevity: triple hinged door,
cabinet body made of melamine
resin and ﬂame retardant special
plates, safety elements assembled
outside the storage compartment for
increased protection against corrosion,
doors with metal front as well as
scratch-and impact-resistant surface,
easy to clean
• All containers at a glance: door
with large glass cutout allows a quick
and easy overview of the stored
containers – even with closed doors
• Easy handling with comfort: door
stops in any position, self-closing in the
event of ﬁre

Available equipment:
• Drawers – high storage capacity, optimal
use of the available storage capacities
• Sump inliner (PE or PP)
• Shelves with load capacity of 75 kg
• Storage box
• Perforated insert useable as storage area
• Metal-free tray shelves and collecting
sumps
• Drawers heavy-duty with load capacity of
100 kg
• Tray shelves with load capacity of 150 kg
• Bottom collecting sump

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass
ﬁlter, environmentally friendly due to long service lifetimes and ﬁlter recycling
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• No unauthorised use: door lockable
with proﬁle cylinder (integration in an
existing locking system possible)
• Easy transport: integrated transport
base with removable, optional base
cover or adjusting aids with base cover
Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
and ﬁltration incl. cool-device cable
and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• ATEX compliant: )F II 3/-G Ex ic nA
IIB T4 Gc

FX-DISPLAY-30 086 cm

Recirculating air ﬁlter storage cabinet
FX-DISPLAY-30 model FX30.229.086.WDFW
body colour anthracite grey, with glass-fronted wing door in light grey (RAL 7035),
interior equipment with 4 x drawer (sheet steel powder-coated)
Order No. 32946-061-33627 6
(base cover optional)

Recirculating air ﬁlter storage cabinet
FX-DISPLAY-30 model FX30.229.086.WDFW
body colour anthracite grey, with glass-fronted wing door in traffic red (RAL 3020),
interior equipment with 6 x drawer (sheet steel powder-coated)
Order No. 32946-066-33629 6
(base cover optional)

Order example - how to order correctly

3 door colours are available at no extra cost:
RAL
1004

RAL
7035

RAL
3020

060

061

066

32946 —

060

Model
FX30.229.086.WDFW

Information / equipment
without interior equipment with glass-fronted wing door, left hinged

Order No.
32946

Body colour
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

Order No.
060
061
066

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x perforated insert, 1x bottom collecting sump (V=22.0L)
3x shelf, 1x bottom collecting sump (V=22.0L)
4x shelf, 1x bottom collecting sump (V=22.0L)
3x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x tray shelf (V=22.0L), 1x bottom collecting sump (V=22.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)
4x drawer (V=19.0L)
5x drawer (V=19.0L)
6x drawer (V=19.0L)

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel
stainless steel
PP grey
PP grey
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
stainless steel
stainless steel
stainless steel

7035
7035
7035
7035

7035
7035
7035

— 33627

Order No.
33622
33623
33624
33625
30047
30048
30049
30050
30051
30052
33627
33628
33629
33631
33632
33633

Ready for dispatch within
Days
Weeks
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FX-DISPLAY-30 086 cm
Individual conﬁguration of model FX30.229.086.WDFW
Model
FX30.229.086.WDFW

Information / equipment
without interior equipment with glass-fronted wing door, left hinged

Body colour
Anthracite grey
Anthracite grey
Anthracite grey

Door colour
warning yellow RAL 1004
light grey RAL 7035
traffic red RAL 3020

W x D x H (mm)
864 x 620 x 2294

Order No.
32946

Order No.
060
061
066
1)

Interior equipment

2)

3)

Material

W x D x H (mm)

Order No.

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

740 x 432 x 30*
740 x 432 x 30*
725 x 445 x 80*
723 x 488 x 83*

75.00
75.00
150.00
150.00

23.50
22.00

21.36
20.00

30059
30061
30828
30829

PP grey

644 x 416 x 102*

50.00

22.00

20.00

30063

sheet steel powder-coated RAL 7035
stainless steel

724 x 417 x 70
724 x 417 x 70

75.00
75.00

Bottom collecting sump

sheet steel powder-coated RAL 7035
stainless steel

725 x 445 x 80*
723 x 488 x 83*

22.00
22.00

20.00
20.00

33621
30062

Bottom collecting sump metal-free

PP grey

749 x 505 x 107

22.00

20.00

33829

sheet steel powder-coated RAL 7035
stainless steel
sheet steel powder-coated RAL 7035
stainless steel

544 x 488 x 90*
544 x 488 x 90*
543 x 487 x 162*
543 x 487 x 162*

19.00
19.00
45.00
45.00

17.27
17.27
40.91
40.91

30065
30067
30066
30068

Storage box left hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Storage box right hinged

sheet steel powder-coated RAL 7035

380 x 420 x 360

Sump inliner for drawer

polyethylene white

536 x 480 x 90*

22.00

20.00

Sump inliner for shelf

PP grey

653 x 406 x 88*

21.50

19.55

Anti-slip rubber mat for drawer

black

540 x 490 x 1

15653

Pipe lead-through

sheet steel powder-coated RAL 7035

Shelf
Shelf
Tray shelf
Tray shelf metal-free
Perforated insert
Perforated insert

11165
11168

Bottom collecting sump

Drawer
Drawer
Drawer (heavy duty)

60.00
60.00
100.00
100.00

Accessories
30029
30030
27948
9707

182 x 104 x 48

30035

Base cover with adjusting device (available for
panel melamine resin-coated RAL 7016
order only in combination with cabinet)

786 x 536 x 88

31010

Base cover

panel melamine resin-coated RAL 7016

786 x 536 x 88

31924

Q-mover 2 pieces

steel powder-coated textured RAL 7016

600 x 140 x 130

30037

Box for chemicals

PP blue

410 x 300 x 260

30038

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Activated carbon
replacement ﬁlter
with multistage ﬁlter system
Order No. 32951 3
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Ready for dispatch within
Days
Weeks

FX-DISPLAY-30 086 cm
Front view

Side view

Selectional view

620

864

864

Recirculating air ﬁlter module

Tray shelf, metal-free

1947

2287

1490

Storage box

Shelf

Tray shelf (bottom collecting sump used
as storage area)
Drawer
Drawer (heavy-duty)

273

Bottom collecting sump

Perforated insert

90

Top view

FX30.229.086.WDFW
mm
mm
kg
kg/m²
kg
Hz
V
A
W
W

864 x 620 x 2294
750 x 519 x 1626
245
608
600
50
230
0.5
120
50

Transport base
Entry height transport base
Entry width transport base

mm
mm

90
788

FX30.229.086.WDFW
Drawers/number
Distance
v (mm)
Distance
u (mm)
Distance
t (mm)
Distance
s (mm)
Distance
r (mm)
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the drawers
9
8
7
6
5
4+1
130
135
130
135
170
160
135
170
200
225
135
170
200
230
225
225
135
170
200
230
295
230
135
170
200
230
295
230
170
170
200
230
295
230
200
200
200
230
295
490

FX30.229.086.WDFW
Shelves/number
Distance
q (mm)
Distance
p (mm)
Distance
o (mm)
Distance
n (mm)

Standard storage heights of the shelves

FX30.229.086.WDFW
Quantity
49
23
23
23
9

Storage capacities per drawer/type of container
Type of container
Container size
Aerosol cans
400 ml
Cans
1 litre
Laboratory glass bottles
1 litre
Laboratory PE-bottles
1 litre
Laboratory glass bottles
2.5 litres

4

320
360
360
390
4
350
285
315
315

3+1

°

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

90

Technical data

1394

712

3

2

420
520
520

865
615

3

2

380
380
410

3

2

1
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SLX-CLASSIC

Overview: model class SLX-CLASSIC
Safe and approved storage of aggressive, non ﬂammable hazardous materials in
workrooms

Multifunctional

Flexibility³

Extraction and ﬁltration

• The SLX-CLASSIC recirculating air ﬁlter

• Flexibility in the choice of the place of

• Filtration of inorganic and/or weakly aggres-

installation
• Flexibility in the storage of different hazardous materials
• Flexibility in the choice of the appropriate
interior equipment

• Recirculating air ﬁlter tested and certiﬁed by
accredited testing body (Infraserv Höchst)
in accordance with GefahrstoffV (German
Hazardous Substances Act)

Safety in operation

High quality and durable

Eco-friendly

• The ﬁlters used for the ﬁltering of inorganic
hazardous materials must be checked with
all models by means of a manual testing
device for ﬁlter saturation. This is supported
by an electronic reminder function (visual
and acoustic). The check itself takes place
using suitable means of testing (e.g. test
tube with pump)

• Outer body made of epoxy-resin-coated
high-grade steel plate and inside made
of highly resistant melamine-resin-coated
special plates

• Long ﬁlter lifetimes
• Environmentally and customer-friendly
reusable ﬁlter system

storage cabinets enable the common
storage, extraction and ﬁltration of the most
diverse aggressive acids, alkalis and further
chemicals in one cabinet

sive hazardous materials

Further features of this model class

Possible interior equipment

1

• Pull-out shelves incl. sump
made of plastic

402

SLX-CLASSIC

Recirculating air ﬁlter storage cabinets for the storage
extraction and ﬁltration of acids and alkalis

• GS-test of the SL-LINE safety storage cabinet
according to the requirements of the laboratory
furniture standard EN 14727
• Excellent products with special manufacturer warranty
• Extended manufacturer warranty of up
to ﬁve years in connection with an asecos
service tariff

1
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SLX-CLASSIC 120 cm

Safe and approved storage of aggressive, non ﬂammable hazardous
materials in workrooms
Function / construction:

Recirculating air ﬁlter storage cabinet
SLX-CLASSIC model SLX.230.120.MV
light grey (RAL 7035), interior equipment with 12 x pull-out shelf
(panel/PP)
Order No. 32936-001-30608 6

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

Cabinet body
• Robust construction and
longevity: cabinet body made of
powder-coated sheet steel, safety
elements assembled outside the
storage compartment for increased
protection against corrosion
• Two in one: two hermetically
separated storage compartments
allow the isolated storage of acids and
bases in one cabinet
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
incl. cool-device cable and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• Manual check of the ﬁlter saturation

Available equipment:
• Bottom collecting sump PE (V=68 ltr.) with
grid
• Shelf with plastic sump (V=33.5 ltr.) and
grid
• Pull-out shelves with removable plastic
sump
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Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass ﬁlter,
environmentally friendly due to long service lifetimes and
ﬁlter recycling

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

Pull-out shelves
Sturdy construction with removable plastic sump

SLX-CLASSIC 120 cm
Front view

Side view

1197

Selectional view

615

Recirculating air ﬁlter module
12

2300

1960

Pull-out shelf with plastic sump

Shelf with plastic sump and
grid

Bottom collecting sump PE with
grid (V=68 ltr.)

Top view

°
80
.1
ax

°

m

80

kg
kg/m²
kg
Hz
V
A
W
W

.1

Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

1197 x 615 x 2300
all compartments:
485 x 565 x 1865
195
204
300
50
230
0.5
120
50

ax

mm
mm

m

External dimensions W x D x H
Internal dimensions W x D x H

603

SLX.230.120.MV

1153

Technical data

Order example - how to order correctly

32936 —

001

— 30607

Model
SLX.230.120.MV

Information / equipment
without interior equipment, with vertical dividing wall

Order No.
32936

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Left: 4x pull-out shelf (V=11.0L)
Right: 4x pull-out shelf (V=11.0L)
Left: 6x pull-out shelf (V=11.0L)
Right: 6x pull-out shelf (V=11.0L)

Material
panel/PP grey

Order No.
30607

panel/PP grey

30608
1)

Interior equipment
Pull-out shelf with PP-sump
Sump pallet on shelf with grid
Sump pallet with grid

Material
panel melamine resin-coated/PP grey
polyethylene
polyethylene

W x D x H (mm)
407 x 468 x 80*
459 x 555 x 167*
454 x 538 x 314*

25.00
70.00

2)
11.00
33.50
68.00

3)
10.00
30.45
61.82

Order No.
30609
30610
30611

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Accessories
Activated carbon replacement filter

Material
activated carbon

W x D x H (mm)
270 x 270 x 246

Order No.
32952

Ready for dispatch within
Days
Weeks
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SLX-CLASSIC 060 cm

Safe and approved storage of aggressive, non ﬂammable hazardous
materials in workrooms
Function / construction:

Recirculating air ﬁlter storage cabinet
SLX-CLASSIC model SLX.230.060.MH
light grey (RAL 7035), interior equipment with 6 x pull-out shelf
(panel/PP)
Order No. 32939-001-30615 6

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

Cabinet body
• Robust construction and
longevity: cabinet body made of
powder-coated sheet steel, safety
elements assembled outside the
storage compartment for increased
protection against corrosion
• Two in one: two hermetically
separated storage compartments
allow the isolated storage of acids and
bases in one cabinet
• No unauthorised use: doors
lockable with proﬁle cylinder (integration in an existing locking system
possible)

Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
incl. cool-device cable and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• Manual check of the ﬁlter saturation

Available equipment:
• Bottom collecting sump PE (V=68 ltr.) with
grid
• Shelf with plastic sump (V=33.5 ltr.) and
grid
• Pull-out shelves with removable plastic
sump
Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass ﬁlter,
environmentally friendly due to long service lifetimes and
ﬁlter recycling

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Pull-out shelves

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

Sturdy construction with removable plastic sump
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SLX-CLASSIC 060 cm
Front view

Side view

600

Selectional view

615

Recirculating air ﬁlter module
12

Pull-out shelf with plastic sump

2300

1960

Shelf with plastic sump and grid

Bottom collecting sump PE with grid
(V=68 ltr.)

Top view

SLX.230.060.MH

°
80

kg
kg/m²
kg
Hz
V
A
W
W

.1

Weight without interior equip.
Distributed load
Maximum load
Frequency
Nominal voltage
Max. current consumption
Power consump. in operation
Power consump. in standby mode

600 x 615 x 2300
all compartments:
485 x 565 x 914
152
363,00
300
50
230
0.5
120
50

ax

mm
mm

m

External dimensions W x D x H
Internal dimensions W x D x H

1119

Technical data

Order example - how to order correctly

32939 —

001

— 30614

Model
SLX.230.060.MH
SLX.230.060.MH.R

Information / equipment
without interior equipment, with horizontal dividing wall, left hinged
without interior equipment, with horizontal dividing wall, right hinged

Order No.
32939
32942

Body colour
Light grey RAL 7035

Door colour
light grey RAL 7035

Order No.
001

Interior equipment packages
(can only be ordered in combination with the cabinet)
Top: 2x pull-out shelf (V=11.0L)
Bottom: 2x pull-out shelf (V=11.0L)
Top: 3x pull-out shelf (V=11.0L)
Bottom: 3x pull-out shelf (V=11.0L)

Material
panel/PP grey

Order No.
30614

panel/PP grey

30615
1)

Interior equipment
Pull-out shelf with PP-sump
Sump pallet on shelf with grid
Sump pallet with grid

Material
panel melamine resin-coated/PP grey
polyethylene
polyethylene

W x D x H (mm)
407 x 468 x 80*
459 x 555 x 167*
454 x 538 x 314*

25.00
70.00

2)
11.00
33.50
68.00

3)
10.00
30.45
61.82

Order No.
30609
30610
30611

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Accessories
Activated carbon replacement filter

Material
activated carbon

W x D x H (mm)
270 x 270 x 181

Order No.
32953

Ready for dispatch within
Days
Weeks
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CX-CLASSIC-G · CX-CLASSIC-MultiRisk

Overview: model classes CX-CLASSIC-G and CX-CLASSIC-MultiRisk
Safe and approved storage of water pollutants, non-ﬂammable liquids and toxics in
working areas according to TRGS 510

Multifunctional

Flexibility³

Extraction and ﬁltration

• The CX-LINE recirculating air ﬁlter storage

• Flexibility in the choice of the place of

• Filtration of inorganic and/or weakly aggres-

installation
• Flexibility in the storage of different hazardous materials
• Flexibility in the choice of the appropriate
interior equipment

• Recirculating air ﬁlter tested and certiﬁed by
accredited testing body (Infraserv Höchst)
in accordance with GefahrstoffV (German
Hazardous Substances Act)

Safety in operation

Modern bicolour system

Eco-friendly

• The ﬁlters used for the ﬁltering of inorganic
hazardous materials must be checked with
all models by means of a manual testing
device for ﬁlter saturation. This is supported
by an electronic reminder function (visual
and acoustic). The check itself takes place
using suitable means of testing (e.g. test
tube with pump)

• Body in modern Anthracite grey
• Cabinet doors available in Pure white or
Light grey

• Long ﬁlter lifetimes
• Environmentally and customer-friendly
reusable ﬁlter system

cabinets enable the common storage,
extraction and ﬁltration of the most diverse
hazardous materials in one cabinet

sive hazardous materials

Further features of this model class

Possible interior equipment

2

1

• Height-adjustable shelves in
different versions

408

• Pull-out shelves incl. sump
made of plastic

3

• Bottom collecting sump —
safe collection of leakages
• Usable as storage level in
conjuction with perforated
insert

CX-CLASSIC-G / CX-CLASSIC-MultiRisk

Recirculating air ﬁlter storage cabinets for safe storage of
non-ﬂammable liquids and toxins.

• Excellent products with special manufacturer warranty
• Extended manufacturer warranty of up
to ﬁve years in connection with an asecos
service tariff

2

1

3
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CX-CLASSIC-G 105 cm

Safe and approved storage of water pollutants, non-ﬂammable liquids
and toxics in working areas according to TRGS 510
Function / construction:
Cabinet body
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Recirculating air ﬁlter storage cabinet
CX-CLASSIC-G model CX.229.105.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors
in light grey (RAL 7035), interior equipment with 3 x shelf, 1 x perforated insert, 1 x bottom collecting sump (sheet steel galvanised)
Order No. 32925-041-30508 6

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equipment
Distributed load
Frequency
Nominal voltage
Maximum current consumption
Power consumption in operation
Power consumption in standby
mode

Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
incl. cool-device cable and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• Manual check of the ﬁlter saturation

CX.229.105.WDFW
mm
mm
kg
kg/m²
Hz
V
A
W
W

1055 x 520 x 2290
996 x 493 x 1835
105
440
50
230
0.5
120
50

Available equipment:
• Bottom collecting sump – optionally in
galvanised or painted version, liquid-tight
• Shelves – optionally in galvanised or
powder-coated version, height adjustable
• Perforated insert useable as storage area
• Pull-out shelves with removable plastic
sump

410

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass ﬁlter,
environmentally friendly due to long service lifetimes and
ﬁlter recycling

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances

Extraction and ﬁltration
Filtration of solvent vapours (hydrocarbons) as well as
inorganic and organic hazardous materials

CX-CLASSIC-G 105 cm

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-G model CX.229.105.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in
pure white (RAL 9010), interior equipment with 4 x pull-out shelf (sheet steel/
polypropylene powder-coated)
Order No. 32925-050-30516 6

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-G model CX.229.105.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in
light grey (RAL 7035), interior equipment with 6 x pull-out shelf (sheet steel/
polypropylene powder-coated)
Order No. 32925-041-30518 6

2 door colours are available at no extra cost:
RAL
7035

041

Order example - how to order correctly

RAL
9010

32925 —

050

041

Model
CX.229.105.WDFW

Information / equipment
without interior equipment with glass-paneled wing doors

Order No.
32925

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
light grey RAL 7035
pure white RAL 9010

Order No.
041
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=66.0L)
3x shelf, 1x bottom collecting sump with grid (V=66.0L)
4x pull-out shelf (V=33.0L)
5x pull-out shelf (V=33.0L)
6x pull-out shelf (V=33.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel powder-coated, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
sheet steel powder-coated/PP

Order No.
30508
30509
30510
30511
30512
30513
30514
30515
30516
30517
30518
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

W x D x H (mm)
993 x 492 x 30
993 x 492 x 30
976 x 427 x 41
978 x 430 x 85*
984 x 424 x 106*
984 x 382 x 175*
888 x 415 x 107*
410 x 300 x 260

— 30510

2)

3)

100.00
100.00
60.00

30.00

33.00
33.00
66.00
33.00

30.00
30.00
60.00
30.00

Order No.
30519
30520
30521
30522
30523
30524
30525
30038

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Accessories
Activated carbon replacement filter

Material
activated carbon

W x D x H (mm)
270 x 270 x 246

Order No.
32952

Ready for dispatch within
Days
Weeks
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CX-CLASSIC-G 081 cm

Safe and approved storage of water pollutants, non-ﬂammable liquids
and toxics in working areas according to TRGS 510
Function / construction:
Cabinet body
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle)
• Easy alignment: adjusting aids to
compensate for uneven ﬂoor
Recirculating air ﬁlter storage cabinet
CX-CLASSIC-G model CX.229.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors
in light grey (RAL 7035), interior equipment with 4 x pull-out shelf
(sheet steel/polypropylene powder-coated)
Order No. 32929-041-30548 6

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equipment
Distributed load
Frequency
Nominal voltage
Maximum current consumption
Power consumption in operation
Power consumption in standby
mode

Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
incl. cool-device cable and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• Manual check of the ﬁlter saturation

CX.229.081.WDFW
mm
mm
kg
kg/m²
Hz
V
A
W
W

810 x 520 x 2290
751 x 493 x 1835
93
563
50
230
0.5
120
50

Available equipment:
• Bottom collecting sump – optionally in
galvanised or painted version, liquid-tight
• Shelves – optionally in galvanised or
powder-coated version, height adjustable
• Perforated insert useable as storage area
• Pull-out shelves with removable plastic
sump
Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass ﬁlter,
environmentally friendly due to long service lifetimes and
ﬁlter recycling

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Extraction and ﬁltration
Filtration of solvent vapours (hydrocarbons) as well as
inorganic and organic hazardous materials

Manual test device
Easy monitoring of the ﬁlter saturation when storing
inorganic substances
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CX-CLASSIC-G 081 cm

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-G model CX.229.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in
light grey (RAL 7035), interior equipment with 6 x pull-out shelf (sheet steel/
polypropylene powder-coated)
Order No. 32929-041-30550 6

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-G model CX.229.081.WDFW
body colour anthracite grey (RAL 7016), with glass-paneled wing doors in
pure white (RAL 9010), interior equipment with 3 x shelf, 1 x perforated insert,
1 x bottom collecting sump (sheet steel galvanised)
Order No. 32929-050-30542 6

2 door colours are available at no extra cost:
RAL
7035

041

Order example - how to order correctly

RAL
9010

32929 —

050

041

Model
CX.229.081.WDFW

Information / equipment
without interior equipment with glass-paneled wing doors

Order No.
32929

Body colour
Anthracite grey RAL 7016
Anthracite grey RAL 7016

Door colour
light grey RAL 7035
pure white RAL 9010

Order No.
041
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x perforated insert, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
3x shelf, 1x bottom collecting sump with grid (V=33.0L)
4x pull-out shelf (V=22.0L)
5x pull-out shelf (V=22.0L)
6x pull-out shelf (V=22.0L)

Material
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel powder-coated RAL 7035, sheet steel galvanised
sheet steel galvanised, sheet steel galvanised and coated blue
sheet steel powder-coated RAL 7035, sheet steel galvanised and coated blue
sheet steel powder-coated/PP
sheet steel powder-coated/PP
sheet steel powder-coated/PP
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump
Bottom collecting sump with grid
Pull-out shelf with PP-sump
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated RAL 7035
sheet steel galvanised
sheet steel galvanised
sheet steel galvanised and coated blue
sheet steel powder-coated/PP RAL 7035
PP blue

W x D x H (mm)
748 x 492 x 30
748 x 492 x 30
731 x 412 x 41
736 x 415 x 112*
739 x 411 x 129*
644 x 416 x 102*
410 x 300 x 260

Order No.
30542
30543
30544
30545
30546
30547
30548
30549
30550

2)

3)

60.00
60.00
60.00

30.00

33.00
33.00
22.00

— 30542

30.00
30.00
20.00

Order No.
30551
30552
30553
30554
30555
30556
30038

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Accessories
Activated carbon replacement filter

Material
activated carbon

W x D x H (mm)
270 x 270 x 181

Order No.
32953

Ready for dispatch within
Days
Weeks
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CX-CLASSIC-MultiRisk 105 cm

Safe, approved and separated storage of water pollutants,
non-ﬂammable liquids and toxics in working areas according to TRGS
510
Function / construction:

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-MultiRisk model CX.229.105.MM.4WD
body colour anthracite grey (RAL 7016), with wing doors in pure white
(RAL 9010), interior equipment with 4 x shelf, 2 x bottom collecting
sump, 4 x perforated insert, 2 x bottom collecting sump (sheet steel
galvanised)
Order No. 32933-050-30806 6

• Easy alignment: adjusting aids to
compensate for uneven ﬂoor

Cabinet body
• Robust construction and
longevity: robust, high-quality,
scratch-resistant outer body with
powder-coated textured surface
• All in one: different compartments
(multiple seperation) allow the storage
of different hazardous materials in one
cabinet
• No unauthorised use: doors
lockable with cylinder locking (integrated in the turning handle), each
compartment can be opened and
locked separately
Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equipment
Distributed load
Frequency
Nominal voltage
Maximum current consumption
Power consumption in operation
Power consumption in standby
mode

Recirculating air ﬁlter system
• Ideal for the direct installation in
working areas – very low noise, only
approx. 39 dB (A)
• With multi-stage wideband ﬁlter
• Monitoring electronics for extraction
incl. cool-device cable and power plug
• Optical and acoustical alarm including
potential-free alarm contact
• Display with innovative touch panel
• Manual check of the ﬁlter saturation

CX.229.105.MM.4WD
mm
mm
kg
kg/m²
Hz
V
A
W
W

1055 x 520 x 2290
all compartments: 475 x 495 x 905
98
435
50
230
0.5
120
50

Available equipment:
• Bottom collecting sump – optionally in
galvanised or painted version, liquid-tight
• Shelves – optionally in galvanised or
powder-coated version, height adjustable
• Perforated insert useable as storage area
• Pull-out shelves with removable plastic
sump
Reusable ﬁlter system
Multistage, high-capacity and robust broad band-pass ﬁlter,
environmentally friendly due to long service lifetimes and
ﬁlter recycling

Easy operation
Monitoring electronics with state-of-the-art 4.7” graphic
display incl. touch panel, displays all essential monitoring-details

Extraction and ﬁltration
Filtration of solvent vapours (hydrocarbons) as well as
inorganic and organic hazardous materials

MultiRisk marking system
Easy and comfortable marking of the storage compartment with the attached marking system
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CX-CLASSIC-MultiRisk 105 cm

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-MultiRisk model CX.229.105.MM.4WD
body colour anthracite grey (RAL 7016), with wing doors in pure white
(RAL 9010), interior equipment with 2 x shelf, 1 x bottom collecting sump,
2 x perforated insert, 1 x bottom collecting sump (sheet steel galvanised),
4 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 32933-050-30808 6

Recirculating air ﬁlter storage cabinet
CX-CLASSIC-MultiRisk model CX.229.105.MM.4WD
body colour anthracite grey (RAL 7016), with wing doors in pure white
(RAL 9010), interior equipment with 8 x pull-out shelf (sheet steel/polypropylene powder-coated)
Order No. 32933-050-31947 6

Order example - how to order correctly

32933 —

050

— 30806

Model
CX.229.105.MM.4WD

Information / equipment
without interior equipment, with horizontal / vertical dividing wall

Order No.
32933

Body colour
Anthracite grey RAL 7016

Door colour
pure white RAL 9010

Order No.
050

Interior equipment packages
(can only be ordered in combination with the cabinet)
4x shelf, 2x bottom collecting sump (V=22.0L), 4x perforated insert, 2x bottom
collecting sump (V=22.0L)
4x shelf, 2x bottom collecting sump (V=22.0L), 4x perforated insert, 2x bottom
collecting sump (V=22.0L)
Top: 2x shelf, 2x perforated insert, 1x bottom collecting sump (V=22.0L), 1x bottom
collecting sump (V=22.0L)
Bottom: 4x pull-out shelf (V=11.0L)
Top: 2x shelf, 1x bottom collecting sump (V=22.0L), 2x perforated insert, 1x bottom
collecting sump (V=22.0L)
Bottom: 4x pull-out shelf (V=11.0L)
8x pull-out shelf (V=11.0L)

Material
sheet steel powder-coated, sheet steel galvanised

Order No.
30805

sheet steel galvanised

30806

sheet steel powder-coated, sheet steel galvanised, sheet steel powder-coated/PP
RAL 7035

30807

sheet steel galvanised, sheet steel powder-coated/PP RAL 7035

30808

sheet steel powder-coated/PP

31947
1)

Interior equipment
Shelf
Shelf
Perforated insert
Bottom collecting sump for cabinets with vertical dividing wall
Bottom collecting sump with grid for cabinets with vertical dividing
wall
Pull-out shelf for cabinets with vertical dividing wall
Box for chemicals

Material
sheet steel galvanised
sheet steel powder-coated
sheet steel galvanised
sheet steel galvanised
sheet steel powder-coated blue

464 x 408 x 41
469 x 412 x 118*
466 x 406 x 136*

sheet steel powder-coated/PP RAL 7035
PP blue

370 x 417 x 89*
410 x 300 x 260

2)

3)

W x D x H (mm)
50.00
50.00
50.00

30.00

22.00
22.00

20.00
20.00

11.00

10.00

Order No.
30838
30837
30584
30840
30841
30839
30038

* usable storage space W x D (mm)
1) load capacity (kg), 2) retention capacity (ltr.), 3) maximum container volume in the cabinet (ltr.)

Accessories
Activated carbon replacement filter

Material
activated carbon

W x D x H (mm)
270 x 270 x 246

Order No.
32952

Ready for dispatch within
Days
Weeks
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Storage of compressed gas cylinders

416

Storage of compressed gas cylinders

Storage of compressed gas cylinders
Outdoor or indoor? Central or local?
Perfectly customised to your requirements!

asecos, as the market leader for ﬁreresistant safety storage cabinets, offers you a variety of products for the
storage, provision and extraction of
compressed gases and also for handling gas cylinders. With respect to the
ﬁre-resistant compressed gas cylinder cabinets (EN 14470-2), the 90
minute standard would have outdone the old cabinet models with less
ﬂame resistance within a few years

and turned out into state-of-the-art.
This is reason enough for asecos to
once again work intensively on these
models and improve them further in
terms of customer ergonomics and
handling as well as extend the range
of models and the accessories available. You will ﬁnd interesting information in this regard and much more on
the following pages ...
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G-LINE

418

G-LINE

Overview: model line G-LINE
Compressed gas cylinder cabinets for indoor and outdoor storage

598 mm

598 mm
1450 mm

2050 mm

598 mm
2050 mm

898 mm
2050 mm

2050 mm

2050 mm

G-ULTIMATE-90 model class with wing doors
1398 mm
1198 mm

G90.205.140

G90.205.120

G90.205.090

G90.205.060

G90.205.060.2F

G90.145.060

page 422

page 424

page 426

page 430

page 428

page 430

598 mm
2050 mm

898 mm
2050 mm

2050 mm

2050 mm

G-CLASSIC-30 model class with wing doors
1398 mm
1198 mm

G30.205.140

G30.205.120

G30.205.090

G30.205.060

page 436

page 436

page 438

page 438

2149 mm
GOD.215.100

GOD.215.070.R

page 442

page 444

page 446

1006 mm
2149 mm

2149 mm

2149 mm

2149 mm

G-OD model class with wing doors with ﬁxed or hinged window
1356 mm
1356 mm
1006 mm

706 mm

706 mm
2149 mm

GOD.215.135

2149 mm

2149 mm

2149 mm

G-OD model class with wing doors with ﬁxed or hinged window
1356 mm
1006 mm
706 mm

GOD.215.135.WDFW

GOD.215.135.WDHW

GOD.215.100.WDFW

GOD.215.100.WDHW

GOD.215.070.WDFWR

GOD.215.070.WDHWR

page 442

page 442

page 444

page 444

page 446

page 446

460 mm
750 mm

840 mm
750 mm

1500 mm

1485 mm

1500 mm

G-PG model class with wing doors and perforated or closed body
1680 mm
840 mm
840 mm

GPG.150.168.P

GPG.150.084

GPG.150.084.P

GPG.075.084

GPG.075.046

page 449

page 449

page 449

page 449

page 449
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G-ULTIMATE-90

Overview: model class G-ULTIMATE-90
Safe and approved storage of ﬂammable or toxic gases in working areas –
for up to 4 x 50-litre gas cylinders or 8 x 10-litre gas cylinders

Maximum ﬁre resistance
• G-ULTIMATE-90 cabinets offer maximum
safety when storing gas cylinders – 90
minutes ﬁre resistance

Optimal ventilation that
complies with the
standard
• Tested and certiﬁed in accordance with the
tightened GS regulations
• Complete and even ventilation in the
whole interior of the cabinet
• Pressure drop values of all models
< 150 Pa

Space-saving talent
• Unique on the market: gas cylinder cabinet
with a 60 cm width for the storage of two
50 litre steel gas cylinders or two 40 litre
aluminium gas cylinders with a diameter of
230 mm

Further features of this model class

Locking

Pipe lead-throughs

Comfortable adjusting possibilities

• Doors lockable with proﬁle cylinder lock
(integrated in the door handle)
• Cabinets can be integrated by the customer in an existing master key system

• Large area for ﬂexible lead-through possibilities on the top of the cabinet
• No additional insulation of piping necessary

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

2

1

• Standard interior equipment
complete with mounting rails,
cylinder retainer and matching
tension belts and rolling ramp

420

• Comfort interior equipment
complete with mounting rails,
cylinder retainer and matching
tension belts and rolling ramp
with pneumatic damper

• Lateral cylinder retainer for
two 10-litre cylinders, alternatively in height-adjustable
version (no tools required)

• Shelves in different versions,
can also be installed at an angle
for the storage of small gas
cylinders

G-ULTIMATE-90

Safety storage cabinets for the storage of pressurised
gas cylinders in working areas according to EN 14470-2
and TRGS 510

• Fire resistance 90 minutes (type G90),
type-tested in accordance with EN 14470-2

• GS-tested (EN 14727, document EK5/
AK4 09-10, ProdSG)
• 50,000 wear-free opening and closing actions
• Test basis: all cabinets of this model group
correspond to the requirements of the Product
Safety Act (§21 Para. 1) with respect to the
guarantee of safety and health
• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

2

1
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G-ULTIMATE-90 140 cm
Safe and approved storage of ﬂammable or toxic gases
in working areas – for up to 4 x 50-litre gas cylinders or
8 x 10-litre gas cylinders
Function / construction:
• No unauthorised use: doors lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
• Tested and certiﬁed: according to the stricter GS principles
Available equipment:
• Cylinder retainer – variable installation in the cabinet, ﬂexibly
adjustable in depth, across the entire width of the cabinet
• Comfort interior equipment – complete with mounting rails,
rolling ramp (L = 350 mm) with pneumatic damper, cylinder
retainer and matching tension belts
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer
• Lateral cylinder retainer – for two 10-litre cylinders, alternatively in height adjustable version (no tools required)
Gas cylinder cabinet
G-ULTIMATE-90 model G90.205.140
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30641-001-30642 4

Comfort interior equipment
Extremely ﬂat rolling angle, optimum slip resistance,
folding out almost weightlessly

Complete ventilation
In the interior from the bottom to the top

422

Cylinder lock integrated in the door handle
The cabinet can be integrated into a locking system

Gas cylinder trolley
Direct placement of gas cylinders into asecos gas cylinder
cabinets

G-ULTIMATE-90 140 cm
Front view

Side view

Selectional view

615

75

71

1398

mounting rails
50 L
(4x)
660

10 litres (2x)

10 L
(8x)
2050

cylinder retainer

900

lateral cylinder retainer

rolling ramp

Technical data

Top view

G90.205.140

Earthing link

Pipe lead-through area
Fresh air

Exhaust air DN 75

80

°

1337

.1
ax

°

m

80

RAL
7035

001

325

1206

96

.1

Available colours:

584
50

230

126
150

1398 x 615 x 2050
1245 x 400 x 1858
690
600
571
9
5
5
111
54
143

ax

mm
mm
kg
kg
kg/m²
m³/h
Pa
Pa
m³/h
Pa
Pa

m

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Maximum load
Distributed load
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Air change 120 times
Diff. pressure (air change 120 times)
Diff. pressure (air change 120 times EK5/AK4)

1191

Order example - how to order correctly

RAL
1004

30641 —

002

001

— 30642

Model
G90.205.140

Information / equipment
without interior equipment

Order No.
30641

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x standard interior equipment gas cylinders
1x comfort interior equipment gas cylinders

Material
sheet steel galvanised and powder-coated
sheet steel galvanised and powder-coated

Order No.
30642
30643
1)

Interior equipment
Shelf
Shelf inclined for storage of small bottles
Grid as storage level
Securing chain in place of tension belts
Cylinder retainer on the sidewall
Cylinder retainer on the sidewall height adjustable without tools
Cylinder retainer for storage of small bottles (2 u. 3 litres) on inclined shelves
Cylinder retainer profile as a cylinder retainer incl. 2 tension belts and mounting
material flexible mounting in height at the rear wall

Accessories
Document holder DIN A5
Ermeto-fitting
Preparation for lead-through with female thread
Tension belt additional
Gas cylinder trolley, 1 x 50 litre bottle
Add-on kit door latching for one wing door for G-ULTIMATE-90

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
steel galvanised
steel galvanised
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated

7035
7035

7035
7035
7035

W x D x H (mm)
1235 x 241 x 25*
1235 x 372 x 28*
1233 x 280 x 30

75.00
75.00
180.00

350 x 175 x 175
350 x 175 x 175

75.00
75.00

Order No.
30644
30399
30645
30646
30647
30648
30847
30650

Order No.
30793
5981
30649
13181
26294
29818

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-ULTIMATE-90 120 cm
Safe and approved storage of ﬂammable or toxic gases
in working areas – for up to 4 x 50-litre gas cylinders
Function / construction:
• No unauthorised use: doors lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
• Tested and certiﬁed: according to the stricter GS principles
Available equipment:
• Cylinder retainer – variable installation in the cabinet, ﬂexibly
adjustable in depth, across the entire width of the cabinet
• Comfort interior equipment – complete with mounting rails,
rolling ramp (L = 350 mm) with pneumatic damper, cylinder
retainer and matching tension belts
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer
• Lateral cylinder retainer – for two 10-litre cylinders, alternatively in height adjustable version (no tools required)

Gas cylinder cabinet
G-ULTIMATE-90 model G90.205.120
light grey (RAL 7035), interior equipment with 1 x comfort interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30657-001-30659 4

Lateral cylinder retainer
For two 10-litre cylinders, alternatively in height-adjustable
version (no tools required)

Comfort interior equipment
Extremely ﬂat rolling angle, optimum slip resistance,
folding out almost weightlessly

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

Complete ventilation

Cylinder lock integrated in the door handle
The cabinet can be integrated into a locking system

Large interior height
Easy and effective mounting of the connecting pipes and
gas equipment in the cabinet

In the interior from the bottom to the top
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G-ULTIMATE-90 120 cm
Front view

Side view

Selectional view

615

105

71

1198

mounting rails

2050

660

10 litres (2x)

cylinder retainer

900

lateral cylinder retainer

rolling ramp

Top view

G90.205.120

Earthing link

Pipe lead-through area
Fresh air

Exhaust air DN 75
484

96

325

55

230

150

1198 x 615 x 2050
1045 x 400 x 1858
610
600
625
8
5
5
93
49
103

°

1238

1006

80

°

m

80

ax

.1

.1

ax

mm
mm
kg
kg
kg/m²
m³/h
Pa
Pa
m³/h
Pa
Pa

m

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Maximum load
Distributed load
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Air change 120 times
Diff. pressure (air change 120 times)
Diff. pressure (air change 120 times EK5/AK4)

126

Technical data

991

Available colours:
RAL
7035

001

Order example - how to order correctly

RAL
1004

30657 —

002

001

— 30658

Model
G90.205.120

Information / equipment
without interior equipment

Order No.
30657

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x standard interior equipment gas cylinders
1x comfort interior equipment gas cylinders

Material
sheet steel galvanised and powder-coated
sheet steel galvanised and powder-coated

Order No.
30658
30659
1)

Interior equipment
Shelf
Shelf inclined for storage of small bottles
Grid as storage level
Securing chain
Cylinder retainer on the sidewall
Cylinder retainer on the sidewall height adjustable without tools
Cylinder retainer for storage of small bottles (2 u. 3 litres) on inclined shelves
Cylinder retainer profile as a cylinder retainer incl. 2 tension belts and mounting
material flexible mounting in height at the rear wall

Accessories
Document holder DIN A5
Ermeto-fitting
Preparation for lead-through with female thread
Tension belt additional
Gas cylinder trolley, 1 x 50 litre bottle
Add-on kit door latching for one wing door for G-ULTIMATE-90

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
steel galvanised
steel galvanised
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated

7035
7035

7035
7035
7035

W x D x H (mm)
1035 x 241 x 25*
1040 x 432 x 30*
1033 x 280 x 30

75.00
75.00
180.00

350 x 175 x 175
350 x 175 x 175

75.00
75.00

Order No.
30660
30771
30661
30662
30647
30648
30847
30650

Order No.
30793
5981
30649
13181
26294
29818

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-ULTIMATE-90 090 cm
Safe and approved storage of ﬂammable or toxic gases
in working areas – for up to 3 x 50-litre gas cylinders
Function / construction:
• No unauthorised use: doors lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
• Tested and certiﬁed: according to the stricter GS principles
Available equipment:
• Cylinder retainer – variable installation in the cabinet, ﬂexibly
adjustable in depth, across the entire width of the cabinet
• Comfort interior equipment – complete with mounting rails,
rolling ramp (L = 350 mm) with pneumatic damper, cylinder
retainer and matching tension belts
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer
• Lateral cylinder retainer – for two 10-litre cylinders, alternatively in height adjustable version (no tools required)

Gas cylinder cabinet
G-ULTIMATE-90 model G90.205.090
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30667-001-30668 4

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

Complete ventilation
In the interior from the bottom to the top

426

Large interior height
Easy and effective mounting of the connecting pipes and
gas equipment in the cabinet

Gas cylinder trolley
Direct placement of gas cylinders into asecos gas cylinder
cabinets

G-ULTIMATE-90 090 cm
Front view

Side view

898

Selectional view

45

71

616

mounting rails

660

10 litres (2x)

2050

cylinder retainer

900

lateral cylinder retainer

rolling ramp

Top view

G90.205.090

Earthing link

Pipe lead-through area

898 x 615 x 2050
745 x 425 x 1858
490
600
752
6
5
5
66
42
147

Exhaust air DN 75

fresh air Ø75

334

96

325

55

230

°

1089

706

80

°

m

80

ax

.1

.1

ax

mm
mm
kg
kg
kg/m²
m³/h
Pa
Pa
m³/h
Pa
Pa

m

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Maximum load
Distributed load
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Air change 120 times
Diff. pressure (air change 120 times)
Diff. pressure (air change 120 times EK5/AK4)

126
150

Technical data

691

Available colours:
RAL
7035

001

Order example - how to order correctly

RAL
1004

30667 —

002

001

— 30668

Model
G90.205.090

Information / equipment
without interior equipment

Order No.
30667

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x standard interior equipment gas cylinders
1x comfort interior equipment gas cylinders

Material
sheet steel galvanised and powder-coated
sheet steel galvanised and powder-coated

Order No.
30668
30669
1)

Interior equipment
Shelf
Shelf inclined for storage of small bottles
Grid as storage level
Securing chain in place of tension belts
Cylinder retainer on the sidewall
Cylinder retainer on the sidewall height adjustable without tools
Cylinder retainer for storage of small bottles (2 u. 3 litres) on inclined shelves
Cylinder retainer profile as a cylinder retainer incl. 2 tension belts and mounting
material flexible mounting in height at the rear wall

Accessories
Document holder DIN A5
Ermeto-fitting
Preparation for lead-through with female thread
Tension belt additional
Gas cylinder trolley, 1 x 50 litre bottle
Add-on kit door latching for one wing door for G-ULTIMATE-90

Material
sheet steel powder-coated RAL
sheet steel powder-coated RAL
steel galvanised
steel galvanised
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated RAL
sheet steel powder-coated

7035
7035

7035
7035
7035

W x D x H (mm)
735 x 241 x 25*
740 x 432 x 30*
733 x 280 x 30

75.00
75.00
180.00

350 x 175 x 175
350 x 175 x 175

75.00
75.00

Order No.
30670
30787
30671
30672
30647
30648
30847
30650

Order No.
30793
5981
30649
13181
26294
29818

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-ULTIMATE-90 060 cm
Safe and approved storage of ﬂammable or toxic gases
in working areas – for up to 2 x 50-litre gas cylinders
Function / construction:
• No unauthorised use: door lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
• Tested and certiﬁed: according to the stricter GS principles
Available equipment:
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer

Gas cylinder cabinet
G-ULTIMATE-90 model G90.205.060.2F
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30678-001-30682 4

Cylinder lock integrated in the door handle
The cabinet can be integrated into a locking system

Adjusting aids
To compensate for uneven ﬂoor and an easy alignment

Large interior height
Easy and effective mounting of the connecting pipes and
gas equipment in the cabinet
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Gas cylinder trolley
Direct placement of gas cylinders into asecos gas cylinder
cabinets

G-ULTIMATE-90 060 cm
Front view

Side view

Selectional view

615

60

71

598

mounting rails

660

50 litres (2x)

2050

10 litres (3x)

900

cylinder retainer

rolling ramp

Technical data

Top view

G90.205.060.2F

Exhaust air DN 75

Earthing link

205

183

126

fresh air Ø75

.1

80

°

270

406

96

ax

598 x 615 x 2050
477 x 425 x 1858
365
600
999
4
5
5
45
45
76

m

mm
mm
kg
kg
kg/m²
m³/h
Pa
Pa
m³/h
Pa
Pa

1134

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Maximum load
Distributed load
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Air change 120 times
Diff. pressure (air change 120 times)
Diff. pressure (air change 120 times EK5/AK4)

Pipe lead-through area

Available colours:
RAL
7035

001

Order example - how to order correctly

RAL
1004

30678 —

002

001

Model
G90.205.060.2F
G90.205.060.2F.R

Information / equipment
without interior equipment, for 2x 50 liter cylinders, left hinged
without interior equipment, for 2x 50 liter cylinders, right hinged

Order No.
30678
30679

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
1x standard interior equipment gas cylinders

Accessories
Ermeto-fitting
Preparation for lead-through with female thread
Gas cylinder trolley, 1 x 50 litre bottle
Add-on kit door latching for one wing door for G-ULTIMATE-90
Document holder DIN A5

Material
sheet steel galvanised and powder-coated

— 30682

Order No.
30682

Order No.
5981
30649
26294
29818
30793

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-ULTIMATE-90 060 cm
Safe and approved storage of ﬂammable or toxic gases
in working areas – for up to 1 x 50-litre gas cylinders or
2 x 10-litre gas cylinders
Function / construction:
• No unauthorised use: door lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
• Tested and certiﬁed: according to the stricter GS principles
Available equipment:
• Cylinder retainer – variable installation in the cabinet, ﬂexibly
adjustable in depth, across the entire width of the cabinet
• Comfort interior equipment – complete with mounting rails,
rolling ramp (L = 350 mm) with pneumatic damper, cylinder
retainer and matching tension belts
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer
• Lateral cylinder retainer – for two 10-litre cylinders, alternatively in height adjustable version (no tools required)
Gas cylinder cabinet
G-ULTIMATE-90 model G90.205.060
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30676-001-30680 4

Comfort interior equipment
Extremely ﬂat rolling angle, optimum slip resistance,
folding out almost weightlessly

Gas cylinder cabinet
G-ULTIMATE-90 model G90.145.060
light grey (RAL 7035), interior equipment with 1 x standard
interior equipment gas cylinders (sheet steel galvanised and
powder-coated)
Order No. 30689-001-30691 4
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Cylinder lock integrated in the door handle
The cabinet can be integrated into a locking system

Gas cylinder trolley
Direct placement of gas cylinders into asecos gas cylinder
cabinets

G-ULTIMATE-90 060 cm
Front view

Side view

598

Selectional view

55

71

615

mounting rails

50

660

50 litres (1x)

2050/1450

mounting rails

10 litres (2x)
440

10 litres (2x)

cylinder retainer

Technical data

G90.205.060

rolling ramp

600

rolling ramp

900

cylinder retainer

Top view

G90.145.060

Exhaust air DN 75

Earthing link

205

183

126

fresh air Ø75

80

°

270

406

96

.1

598 x 615 x 1450
445 x 425 x 1246
278
600
909
2
5
5
28
18
42

ax

598 x 615 x 2050
445 x 425 x 1858
365
600
999
4
5
5
42
95
85

m

mm
mm
kg
kg
kg/m²
m³/h
Pa
Pa
m³/h
Pa
Pa

1134

External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Maximum load
Distributed load
Air change 10 times
Diff. pressure (air change 10 times)
Diff. pressure (air change 10 times EK5/AK4)
Air change 120 times
Diff. pressure (air change 120 times)
Diff. pressure (air change 120 times EK5/AK4)

Pipe lead-through area

Model
G90.205.060
G90.205.060.R
G90.145.060
G90.145.060.R

Information / equipment
without interior equipment, left hinged
without interior equipment, right hinged
without interior equipment, left hinged
without interior equipment, right hinged

Order No.
30676
30677
30689
30690

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
G90.205.060(.R)
1x standard interior equipment gas cylinders
1x comfort interior equipment gas cylinders

sheet steel galvanised and powder-coated
sheet steel galvanised and powder-coated

G90.145.060(.R)
1x standard interior equipment gas cylinders

sheet steel galvanised and powder-coated

Material

Order No.
30680
30681

30691
1)

Interior equipment
G90.205.060(.R)
Shelf
Shelf inclined for storage of small bottles
Cylinder retainer for storage of small bottles (2 u. 3 litres) on
inclined shelves
Cylinder retainer on the sidewall
Cylinder retainer on the sidewall height adjustable without tools
G90.145.060(.R)
Securing chain in place of tension belts

steel galvanised

30684

sheet steel powder-coated
polyethylene black
sheet steel powder-coated RAL 7035

5981
13181
30649
26294
30793
29818

Accessories for all items
Ermeto-fitting
Tension belt additional
Preparation for lead-through with female thread
Gas cylinder trolley, 1 x 50 litre bottle
Document holder DIN A5
Add-on kit door latching for one wing door for G-ULTIMATE-90

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

435 x 241 x 25*
440 x 432 x 30*

75.00
75.00

30683
30788
30847

sheet steel powder-coated RAL 7035
sheet steel powder-coated RAL 7035

350 x 175 x 175
350 x 175 x 175

75.00
75.00

30647
30648

NaN x NaN x 1290
polystyrene

Order No.

Ready for dispatch within
Days
Weeks
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G-ULTIMATE-90 special equipment

MODEL CLASS G-ULTIMATE-90 —
SPECIAL SOLUTIONS

Suspended storage
of special gas cylinders, taking model
G90.205.120 as an example

Combined storage
of 3 and 5-litre cylinders, taking model G90.205.120 as
an example, with 2 inclined shelves (Order No. 30771)
and 2 shelves (Order No. 30660)
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Storage of 2-litre cylinders (max. number)
taking model G90.205.120 as an example, with 5
inclined shelves (Order No. 30771)

Combined storage
of 2 and 10-litre cylinders, taking model G90.205.060.R
as an example, and 1 inclined shelf with standard interior
equipment (Order No. 30782) and 1 inclined shelf (Order
No. 30788)

G-ULTIMATE-90 special equipment

SPECIAL INTERIOR CONFIGURATIONS

Apart from the standard or comfort interior equipment,
many more individual interior conﬁgurations are possible
upon request.
For accommodating small gas cylinders (e.g. 2- or 3-litres)
the conﬁguration can be tailored to the cylinder size on
multiple storage levels. The storage levels can be installed
at an angle depending on the length of the cylinders and
the inner rear wall will be equipped with shock absorbers.
Each cylinder is inserted from the front, resting on the
respective storage level. Additional ﬁxations are available to
prevent the cylinders from slipping.
Additional means of mounting (e.g. suspended) can be
realized for special cylinders such as medical Oxygen.
For any special conﬁgurations, please ask your local dealer
or contact the asecos team directly. We will be pleased to
assist you. Once your individual requirements are clear you
will receive a detailed technical drawing to make sure you
get precisely what you need.
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G-CLASSIC-30

Overview: model class G-CLASSIC-30
Safe and approved storage of ﬂammable or toxic gases in working areas –
for up to 4 x 50-litre gas cylinders or 8 x 10-litre gas cylinders

Proven technology
• G-CLASSIC-30 gas cylinder cabinets
convince due to proven technology

Storage directly in the
working area
• Safe storage of gas cylinders directly in the
working area – 30 minutes ﬁre resistance

Further features of this model class

Locking

Pipe lead-throughs

Comfortable adjusting possibilities

• Doors lockable with proﬁle cylinder lock
• Cabinets can be integrated by the customer in an existing master key system

• Large area for ﬂexible lead-through possibilities on the top of the cabinet
• No additional insulation of piping necessary

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

1

• Standard interior equipment
complete with mounting rails,
cylinder retainer and matching
tension belts and rolling ramp
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2

• Lateral cylinder retainer for
two 10-litre cylinders, alternatively in height-adjustable
version (no tools required)

• Shelves in different versions

G-CLASSIC-30

Safety storage cabinets for the storage of pressurised
gas cylinders in working areas according to EN 14470-2
and TRGS 510

• Fire resistance 30 minutes (type G30),
type-tested in accordance with EN 14470-2

• Excellent products with special
manufacturer warranty
• Extended manufacturer warranty of up
to 5 years in combination with the asecos
BASICPlus tariff

2

1
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G-CLASSIC-30 140 / 120 cm
Safe and approved storage of ﬂammable or toxic
gases in working areas – for up to 4 x 50-litre gas
cylinders
Function / construction:
• No unauthorised use: doors lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
Available equipment:
• Cylinder retainer across the entire width of the cabinet
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer
• Lateral cylinder retainer – for two 10-litre cylinders, alternatively in height adjustable version (no tools required)

Gas cylinder cabinet
G-CLASSIC-30 model G30.205.140
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30651-001-30652 4

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Air change 120 times
Diff. pressure (air change 120 times)
Distributed load
Maximum load

G30.205.140
mm
mm
kg
m³/h
Pa
m³/h
Pa
kg/m²
kg

1398 x 616 x 2050
1294 x 479 x 1874
545
12
5
139
143
507
600

mm
mm
kg
m³/h
Pa
m³/h
Pa
kg/m²
kg

1198 x 616 x 2050
1094 x 479 x 1874
485
10
5
118
103
560
600

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Air change 120 times
Diff. pressure (air change 120 times)
Distributed load
Maximum load
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G30.205.120

Gas cylinder cabinet
G-CLASSIC-30 model G30.205.120
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30663-001-30664 4

G-CLASSIC-30 140 / 120 cm
Front view

Side view

Selectional view

616
60

44

1398 / 1198

465
630

mounting rails

cylinder retainer

2050

lateral cylinder retainer

cylinder retainer

rolling ramp

Top view

fresh air Ø75
96

82
150

Earthing link
584

Exhaust air DN 75

m

80

ax

.1

.1

ax

m

80

°

1294

1206

325

Pipe lead-through area

°

Available colours:
RAL
7035

001

Order example - how to order correctly

RAL
1004

30663 —

002

001

— 30652

Model
G30.205.140
G30.205.120

Information / equipment
without interior equipment
without interior equipment

Order No.
30651
30663

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
G30.205.140
1x standard interior equipment gas cylinders

Material

Order No.

sheet steel galvanised and powder-coated

G30.205.120
1x standard interior equipment gas cylinders

30652

sheet steel galvanised and powder-coated

30664
1)

Interior equipment
G30.205.140
Shelf
Grid as storage level
G30.205.120
Shelf
Grid as storage level

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
steel galvanised

1281 x 331 x 25*
1233 x 280 x 30

75.00
180.00

30653
30654

sheet steel powder-coated RAL 7035
steel galvanised

1081 x 331 x 25*
1033 x 280 x 30

75.00
180.00

30665
30666

Accessories
Ermeto-fitting
Preparation for lead-through with female thread
Tension belt additional
Cylinder retainer profile as a cylinder retainer incl. 2 tension belts and mounting material flexible mounting in height at the rear wall
Cylinder retainer on the sidewall
Cylinder retainer on the sidewall height adjustable without tools
Gas cylinder trolley, 1 x 50 litre bottle

Order No.

Order No.
5981
30649
13181
30650
30647
30648
26294

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-CLASSIC-30 090 / 60 cm
Safe and approved storage of ﬂammable or toxic
gases in working areas – for up to 3 x 50-litre gas
cylinders
Function / construction:
• No unauthorised use: doors lockable with proﬁle cylinder
(integration in an existing locking system possible)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
large interior height (1890 mm), many lead-through possibilities on the top of the cabinet
• Ventilation: integrated air ducts ready for connection
(DN 75) to a technical exhaust, even ventilation inside the
cabinet
Available equipment:
• Cylinder retainer across the entire width of the cabinet
• Standard interior equipment – complete with mounting rails,
rolling ramp and cylinder retainer
• Lateral cylinder retainer – for two 10-litre cylinders, alternatively in height adjustable version (no tools required)

Gas cylinder cabinet
G-CLASSIC-30 model G30.205.090
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30673-001-30674 4

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Air change 120 times
Diff. pressure (air change 120 times)
Distributed load
Maximum load

G30.205.090
mm
mm
kg
m³/h
Pa
m³/h
Pa
kg/m²
kg

898 x 616 x 2050
794 x 479 x 1874
340
7
5
86
147
648
600

mm
mm
kg
m³/h
Pa
m³/h
Pa
kg/m²
kg

598 x 616 x 2050
494 x 479 x 1874
290
4
5
53
85
921
600

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Air change 10 times
Diff. pressure (air change 10 times)
Air change 120 times
Diff. pressure (air change 120 times)
Distributed load
Maximum load
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G30.205.060
Gas cylinder cabinet
G-CLASSIC-30 model G30.205.060
light grey (RAL 7035), interior equipment with 1 x standard interior equipment
gas cylinders (sheet steel galvanised and powder-coated)
Order No. 30685-001-30687 4

G-CLASSIC-30 090 / 60 cm
Front view

Selectional view

616

44

898 / 598

Side view

325
632

130

mounting rails

2050

cylinder retainer

lateral cylinder retainer

cylinder retainer

rolling ramp

Top view
Pipe lead-through area

Earthing link

706

Available colours:
RAL
7035

001

m

ax

.1

80

°

1045

96

334

82

230

325

fresh air Ø75

150

Exhaust air DN 75

Order example - how to order correctly

RAL
1004

30686 —

002

001

— 30674

Model
G30.205.090
G30.205.060
G30.205.060.R

Information / equipment
without interior equipment
without interior equipment, left hinged
without interior equipment, right hinged

Order No.
30673
30685
30686

Body colour
Light grey RAL 7035
Warning yellow RAL 1004

Door colour
light grey RAL 7035
warning yellow RAL 1004

Order No.
001
002

Interior equipment packages
(can only be ordered in combination with the cabinet)
G30.205.090
1x standard interior equipment gas cylinders

Material

Order No.

sheet steel galvanised and powder-coated

G30.205.060(.R)
1x standard interior equipment gas cylinders

30674

sheet steel galvanised and powder-coated

30687
1)

Interior equipment
G30.205.090
Shelf
Grid as storage level
G30.205.060(.R)
Shelf

Material

W x D x H (mm)

sheet steel powder-coated RAL 7035
steel galvanised

782 x 337 x 25*
733 x 280 x 30

75.00
180.00

30675
30789

sheet steel powder-coated RAL 7035

482 x 337 x 25*

75.00

30688

Accessories
Ermeto-fitting
Preparation for lead-through with female thread
Tension belt additional
Cylinder retainer profile as a cylinder retainer incl. 2 tension belts and mounting material flexible mounting in height at the rear wall
Cylinder retainer on the sidewall
Cylinder retainer on the sidewall height adjustable without tools
Gas cylinder trolley, 1 x 50 litre bottle

Order No.

Order No.
5981
30649
13181
30650
30647
30648
26294

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks

439

G-OD

Overview: model class G-OD
Safe and approved outdoor storage of ﬂammable or toxic gases –
for up to 5 x 50-litre gas cylinders

Robust, high-quality construction

Door variations

Maximum storage volume

• Folding doors with large opening angle

• For up to ﬁve 50-litres pressurised gas

• Perfect for the installation in outside areas
• Completely galvanised sheet steel construction with plastic laminated structured
surface
• Stainless steel base
• Sloping roof with supernatant allows water
to drain

• Doors also available with ﬁxed or hinged
window – all ﬁttings at a glance, even with
doors closed

cylinders

Further features of this model class

Locking

Ventilation

Comfortable adjusting possibilities

• Solid 3-point locking with lockable turning
lever (also available as proﬁle cylinder lock,
cabinets can be integrated by the customer
in an existing master key system)

• Effective ventilation through openings
beneath the doors and at the rear wall

• Integrated adjusting aids in the cabinet
base ensure a fast and effective compensation for uneven ﬂoor of up to 10 mm

Possible interior equipment

1

2

• Standard interior equipment
complete with mounting rails,
cylinder retainer and matching
tension belts

• Rolling ramp simple rolling in
and removal of the gas cylinders
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• Lateral cylinder retainer for
two 10-litre cylinders, height-adjustable version (no tools
required)

• Shelves height-adjustable
version (no tools required), load
capacity 75 kg

G-OD

Safety storage cabinets for the storage of pressurised
gas cylinders in outdoor areas according to TRGS 510

1

2
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G-OD 135 cm
Safe and approved outdoor storage of ﬂammable or
toxic gases – for up to 5 x 50-litre gas cylinders
Function / construction:
• Robust construction and longevity: completely galvanised and powder-coated structured surface and stainless
steel base
• No unauthorised use: lockable turning lever (doors also
available with proﬁle cylinder, compatible for locking system)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
lead-through points in the ceiling of the cabinet
• Ventilation: effective ventilation through openings beneath
the doors and at the rear wall
Available equipment:
• Rolling ramp – simple rolling in and removal of the gas
cylinders
• Shelf – across the entire width of the cabinet (load
capacity 75 kg), height adjustable without tools
• Window – optionally available as ﬁxed or hinged version
• Standard interior equipment – complete with mounting rails,
cylinder retainer and matching tension belts
• Lateral cylinder retainer – height adjustable (no tools
required), distributed load 55 kg

Gas cylinder cabinet
G-OD model GOD.215.135
light grey (RAL 7035), with standard interior equipment for 5 x 50 litre
gas cylinders
Order No. 30692-015 1
(rolling ramp optional)

Fixed window
All stored gas cylinders at a glance even with doors
closed

Lateral cylinder retainer
For 10-litre cylinder, height adjustable without tools
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Lockable turning lever with proﬁle cylinder lock
(optional)
The cabinet can be integrated into a locking system

G-OD 135 cm
Front view

Side view

470

Top view

50

1200 (16x80)
120

78

50

470

Ø22 (16x)

403

window
optionally
available
530

window
optionally
available

1356
17

3

3

1350

600

2117

1415

2149

330

1356

400

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Maximum load
Distributed load

All models
mm
mm
kg
DN
m³/h
kg
kg/m²

1356 x 400 x 2149
1345 x 370 x 2070
138
75
10
600
390

Gas cylinder cabinet
G-OD model GOD.215.135.WDFW
light grey (RAL 7035), with ﬁxed window and standard interior equipment for 5 x 50 litre gas cylinders
Order No. 30730-015 4
(lockable turning lever with cylinder lock optional)

Color of cabinet body/doors:
RAL
7035

Model
GOD.215.135
GOD.215.135.WDFW
GOD.215.135.WDHW

Information / equipment
with standard interior equipment for 5 x 50 litre gas cylinders
with fixed window and standard interior equipment for 5 x 50 litre gas cylinders
with hinged window and standard interior equipment for 5 x 50 litre gas cylinders

Order No.
30692-015
30730-015
30731-015
1)

Interior equipment
Mounting kit for installation of various cabinets in a row
Extraction air outlet with flange
Shelf
Document holder DIN A5
Handle version turning lever with profile cylinder locking
Rolling ramp
Cylinder retainer on the sidewall height adjustable without tools

Material
PP
sheet steel powder-coated RAL 7035
polystyrene
polyamide
sheet steel painted black
sheet steel powder-coated RAL 7035

W x D x H (mm)

1340 x 340 x 35

75.00

1200 x 220 x 50
312 x 183 x 450*

50.00

Order No.
30792
30791
30694
30793
30790
30693
30695

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-OD 100 cm
Safe and approved outdoor storage of ﬂammable or
toxic gases – for up to 3 x 50-litre gas cylinders
Function / construction:
• Robust construction and longevity: completely galvanised and powder-coated structured surface and stainless
steel base
• No unauthorised use: lockable turning lever (doors also
available with proﬁle cylinder, compatible for locking system)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
lead-through points in the ceiling of the cabinet
• Ventilation: effective ventilation through openings beneath
the doors and at the rear wall
Available equipment:
• Rolling ramp – simple rolling in and removal of the gas
cylinders
• Shelf – across the entire width of the cabinet (load
capacity 75 kg), height adjustable without tools
• Window – optionally available as ﬁxed or hinged version
• Standard interior equipment – complete with mounting rails,
cylinder retainer and matching tension belts
• Lateral cylinder retainer – height adjustable (no tools
required), distributed load 55 kg

Gas cylinder cabinet
G-OD model GOD.215.100
light grey (RAL 7035), with standard interior equipment for 3 x 50 litre
gas cylinders
Order No. 30697-015 1

Shelf
Can be installed over the whole width of the cabinet,
optionally available and height adjustable without tools

Rolling ramp
Optionally available, mounted in the safety storage
cabinet
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Lateral cylinder retainer
height adjustable without tools

Lockable turning lever with proﬁle cylinder lock
(optional)
The cabinet can be integrated into a locking system

G-OD 100 cm
Front view

Side view

470

Top view

50

1006
880 (11x80)

470

120

63

403

window
optionally
available

Ø22 (12x)

50

530

window
optionally
available

17

3

3

1000

425

2117

1415

2149

330

1006

400

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Maximum load
Distributed load

All models
mm
mm
kg
DN
m³/h
kg
kg/m²

1006 x 400 x 2149
995 x 370 x 2070
113
75
8
600
509

Gas cylinder cabinet
G-OD model GOD.215.100.WDFW
light grey (RAL 7035), with ﬁxed window and standard interior equipment for 3 x 50 litre gas cylinders
Order No. 30732-015 4
(lockable turning lever with cylinder lock optional)

Color of cabinet body/doors:
RAL
7035

Model
GOD.215.100
GOD.215.100.WDFW
GOD.215.100.WDHW

Information / equipment
with standard interior equipment for 3 x 50 litre gas cylinders
with fixed window and standard interior equipment for 3 x 50 litre gas cylinders
with hinged window and standard interior equipment for 3 x 50 litre gas cylinders

Order No.
30697-015
30732-015
30735-015
1)

Interior equipment
Mounting kit for installation of various cabinets in a row
Extraction air outlet with flange
Shelf
Document holder DIN A5
Handle version turning lever with profile cylinder locking
Rolling ramp
Cylinder retainer on the sidewall height adjustable without tools

Material
PP
sheet steel powder-coated RAL 7035
polystyrene
polyamide
sheet steel painted black
sheet steel powder-coated RAL 7035

W x D x H (mm)

990 x 340 x 35

75.00

704 x 225 x 60
312 x 183 x 450*

50.00

Order No.
30792
30791
30699
30793
30790
30698
30695

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-OD 070 cm
Safe and approved outdoor storage of ﬂammable or
toxic gases – for up to 2 x 50-litre gas cylinders
Function / construction:
• Robust construction and longevity: completely galvanised and powder-coated structured surface and stainless
steel base
• No unauthorised use: lockable turning lever (door also
available with proﬁle cylinder, compatible for locking system)
• Easy alignment: adjusting aids to compensate for uneven
ﬂoor
• Easy mounting of connecting pipes and gas ﬁttings:
lead-through points in the ceiling of the cabinet
• Ventilation: effective ventilation through openings beneath
the doors and at the rear wall
Available equipment:
• Rolling ramp – simple rolling in and removal of the gas
cylinders
• Shelf – across the entire width of the cabinet (load
capacity 75 kg), height adjustable without tools
• Window – optionally available as ﬁxed or hinged version
• Standard interior equipment – complete with mounting rails,
cylinder retainer and matching tension belts
• Lateral cylinder retainer – height adjustable (no tools
required), distributed load 55 kg

Gas cylinder cabinet
G-OD model GOD.215.070.R
light grey (RAL 7035), with standard interior equipment for 2 x 50 litre
gas cylinders
Order No. 30701-015 1
(rolling ramp optional)

Hinged window
Lockable with simple hasp locking

Shelf
Can be installed over the whole width of the cabinet,
optionally available and height adjustable without tools

Rolling ramp
Optionally available, mounted in the safety storage
cabinet
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Lockable turning lever with proﬁle cylinder lock
(optional)
The cabinet can be integrated into a locking system

G-OD 070 cm
Front view

Side view

470

Top view

50

706
73

560 (7x80)

Ø22 (8x)

50

530

403

window
optionally
available

470

120

17

3

3

700

564

2117

1415

2149

330

706

400

Technical data
External dimensions W x D x H
Internal dimensions W x D x H
Weight without interior equip.
Extraction air
Air change 10 times
Maximum load
Distributed load

All models
mm
mm
kg
DN
m³/h
kg
kg/m²

706 x 400 x 2149
695 x 370 x 2070
85
75
5
600
699

Gas cylinder cabinet
G-OD model GOD.215.070.WDFWR
light grey (RAL 7035), with ﬁxed window and standard interior equipment for 2 x 50 litre gas cylinders
Order No. 30752-015 4
(lockable turning lever with cylinder lock optional)

Color of cabinet body/doors:
RAL
7035

Model
GOD.215.070.R
GOD.215.070.WDFWR
GOD.215.070.WDHWR

Information / equipment
with standard interior equipment for 2 x 50 litre gas cylinders
with fixed window and standard interior equipment for 2 x 50 litre gas cylinders
with hinged window and standard interior equipment for 2 x 50 litre gas cylinders

Order No.
30701-015
30752-015
30753-015
1)

Interior equipment
Mounting kit for installation of various cabinets in a row
Extraction air outlet with flange
Shelf
Document holder DIN A5
Handle version turning lever with profile cylinder locking
Rolling ramp
Cylinder retainer on the sidewall height adjustable without tools

Material
PP
sheet steel powder-coated
polystyrene
polyamide
sheet steel painted black
sheet steel powder-coated RAL 7035

W x D x H (mm)

690 x 340 x 35

75.00

440 x 225 x 60
312 x 183 x 450*

50.00

Order No.
30792
30791
30703
30793
30795
30702
30695

* usable storage space W x D (mm) / 1) load capacity (kg)

Ready for dispatch within
Days
Weeks
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G-PG 168 cm

75
7
5
cm

Safe and approved outdoor storage of liquid gases

150
1
50
cm

Function / construction:
• Robust: high protection against corrosion due to hot-dip
galvanised sheet steel (including rear wall and bottom
grid), dissaembled delivery
• No unauthorised use: doors lockable with cylinder
locking (integrated in the turning handle)
• Ventilation: natural ventilation through openings in the
doors

Gas cylinder cabinet
G-PG model GPG.150.168.P
perforated version, double door, with storage capacities (gas cylinders in kg) of
9 x 33 kg, 20 x 11 kg or 36 x 5 kg
Order No. 2846 3

Gas cylinder cabinet
G-PG model GPG.075.046
closed version, single door, with a storage capacity of one 11-kg
propane gas cylinder
Order No. 10185 3

Gas cylinder cabinet
G-PG model GPG.150.084
closed version, single door, with a storage capacity of 2 x 33-kg propane
gas cylinders
Order No. 10188 3

Gas cylinder cabinet
G-PG model GPG.150.084.P
perforated version, single door, with storage capacities (gas cylinders in
kg) of 4 x 33 kg, 10 x 11 kg or 18 x 5 kg
Order No. 2845 3

External dimensions W x D x H
Number of doors
Version

Model
GPG.150.084.P
GPG.150.168.P
GPG.075.046
GPG.075.084
GPG.150.084

mm

GPG.150.168.P

GPG.150.084.P

GPG.075.046

GPG.075.084

GPG.150.084

1680 x 690 x 1500
2
perforated

840 x 690 x 1500
1
perforated

460 x 400 x 750
1

840 x 400 x 750
1

840 x 400 x 1485
1

Storage capacity
4 x 33 kg or 10 x 11 kg or 18 x 5 kg
9 x 33 kg or 20 x 11 kg or 36 x 5 kg
1 x 11 kg
2 x 11 kg
2 x 33 kg

Order No.
2845
2846
10185
10186
10188

Ready for dispatch within
Days
Weeks
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Participate in our monthly prize draws!
Over the next months until March 31st, 2020 we will be giving great prizes to your
company and your colleagues.
For all available prizes and further information see the following pages in this catalogue
or www.asecos-25.com.

A small excerpt from 25 years of company history:
1994

1996

2001

2004

2006

Foundation of asecos
Germany and development
of the ﬁrst Type 90 safety
storage cabinet.

First FWF90 safety storage
cabinet made from sheet
steel, labelled in accordance
with DIN 12925-1.

asecos presents the ﬁrst
FWF90 safety storage cabinet,
PHOENIX model, with folding
doors and drawers.

Our true classic. The S-LINE
safety storage cabinets
conquer the market with
their new and improved
build - a ﬁrst-time type
testing according to the EN
standard 14470-1.

asecos becomes the ﬁrst company to offer
certiﬁed G90 pressurised gas cylinder cabinets.
asecos expands their business ﬁeld into hazardous substance extraction - presentation of the
smoke & talk smoking cabins.
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2011

2014

2015

2017

2019

Presentation of the Q-LINE: safety
storage cabinets accessible without
restrictions, with a new construction
and modern design.

Safe and refrigerated storage
of hazardous materials is made
possible – asecos presents its safety
storage under bench cabinet with
refrigerating unit and recirculating air
ﬁlter system.

FlameFlex and ChemFlex recirculating air ﬁlter storage cabinets enable
the common storage of the most
diverse hazardous materials in one
cabinet. Vapours that are harmful to
health are extracted and ﬁltered at
the same time.

WORLD EXCLUSIVE: asecos
presents the V-LINE, the ﬁrst Type
90 safety storage cabinet with
innovative vertical drawer technology for simpliﬁed operation.

asecos celebrates its 25th anniversary! We will continue to create
innovative products and solutions
for your health and safety in the
future.
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55" LED-TV
e. g. for your meeting
room or lounge

Safety containers
made of stainless steel

Walkie talkie consumer radios
e. g. for inhouse
communication

Fully automatic coffee machine
e. g. for your canteen

Cordless impact
screwdriver

asecos Type 90 safety
storage cabinet
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asecos experimental
lecture
on site
Charcoal barbecue
for outdoor use

Ice cream for your staff
worth 1,000 €

Team building
beer brewing course
worth 1,300 €

Christmas dinner
worth 750 €

First aid station
according to DIN EN 13169

Sorbents emergency set
in trolley

3 x navigation systems
e. g. for your ﬂeet

Water dispenser
e. g. for your canteen

Colour laser printer
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... we have formed many signiﬁcant partnerships, who have contributed greatly to the success of
asecos GmbH.
We would like to thank you for our loyal partnership and for your kind words of congratulations regarding our company anniversary. We look forward to maintaining our
strong partnership with you, long into the future!
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Content
Extraction systems for safety storage cabinets

Work stations for safely handling hazardous materials

Storage of hazardous materials
sump pallet systems made from steel

Storage of hazardous materials
sump pallet systems made from polyethylene

Handling of hazardous materials

Service and information
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Extraction air monitoring
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page 470
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Pharmaceutical exhaust
Suction hoods

page 508–509
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Steel sump pallets

page 514–517

Polyethylene sump pallets
IBC stations

page 518–521
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Bunded spill ﬂoorings

page 526–527

Drum accessories
Oil can system
Safety containers
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Plunger can
Sorbents
Emergency shower

page 542–543
page 544
page 546–551
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Index

page 560

General information
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Information page for ventilation

Technical ventilation of safety storage cabinets

1.

2.

The legislative authority has facilitated the

Please bear in mind that other regulations

With the recirculating air ﬁlter system

operation of safety storage cabinets without

in addition to TRGS 510 (Annexe 3) can

UFA.20.30, it is also possible to ensure a

technical ventilation on the basis of TRGS

also make technical ventilation necessary.

technical ventilation of safety storage cabi-

510, Annexe 3, 2.2. If technical ventilation is
not carried out in the long-run, contingency

For example, if corrosive or poisonous
substances are stored or there is unpleasant

nets without an expensive exhaust fan and
by avoiding explosion protection measures

measures must be implemented, which
ensure comparable explosion protection.

odour for the employees due to the substances stored, a technical ventilation of the
safety storage cabinet must be planned as a

(Applicable for German market)

rule; for this, please refer to the Ordinance
on Hazardous Substances or Workplaces
Ordinance.

3.

in a cost-effective manner!
Please adhere to the country-speciﬁc terms of use
binding for you. In case of any doubt, the possible
applications must be agreed with the relevant
authority having jurisdiction.

Natural ventilation

+ No cost-intensive exhaust air ducts are necessary
− Explosion zones must be permanently ensured around the safety
storage cabinet

− Possible health risk to the employees
− Ignition sources must still exist inside the safety storage cabinet
Technical ventilation using Local Exhaust
Ventilation (LEV)

+ No health risk to the employees
+ All the hazardous materials (also acid and base vapours) will be
eliminated

− Cost-intensive exhaust air ducts with possible wall/ceiling breaks
will be necessary

− Installation of the safety storage cabinet becomes inﬂexible
− Energy consumption due to heat losses in the exhaust air
Technical ventilation using a recirculating air
ﬁlter system

+ No health risk to the employees/workers
+ No cost-intensive exhaust air ducts are necessary
+ Flexible installation of the safety storage cabinet
+ No energy losses due to exhaust duct outwards
+ Permanent electronic monitoring of the exhaust air volume
+ Tested and certiﬁed system
− Only solvent vapours (hydrocarbons) can be ﬁltered

If you have any further questions on ventilation of safety storage cabinets, please contact us.
Our employees will be happy to help you.
Please adhere to the country-speciﬁc regulations and provisions that are applicable for you.
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Area classiﬁcation for ﬂammable liquids – storage in a safety storage cabinet
(DGUV-standard 113-001, collection of examples 2.2.8)

NO AREA CLASSIFICATION

Case A: the LEL (lower explosion limit) is sufficiently below the ﬂashpoint as the
ﬂashpoint of the ﬂammable liquid is sufficiently above the storage temperature
(refer to TRBS 2152 Part 1 point 3.2 (3) – TRGS 721)
OR
Case B: the ﬂashpoint is not sufficiently above the storage temperature (refer to
TRBS 2152 Part 1, point 3.2 (3) – TRGS 721)
Technical ventilation is available and the following conditions are fulﬁlled:
• container securely closed, regularly checked for leakage
• sealed containers only (no ﬁlling or decanting, no sampling)
• dried containers, no external ﬂammable liquid residue
Protective measures:
Case A: in accordance with TRBS 2152 Part 2, point 2.3.2 (TRGS 722)
Case B: in accordance with TRBS 2152 Part 2, point 2.4.4.3 (TRGS 722)
Case A and B: in accordance with TRBS 2152 Part 4, none

Area classiﬁcation ZONE 2 inside the cabinet
No area classiﬁcation outside the cabinet
the ﬂashpoint is not sufficiently above the storage temperature
(refer to TRBS 2152 Part 1, point 3.2 (3) – TRGS 721)
Case C: technical ventilation is available, the conditions for area classiﬁcation
(Case B) are not fulﬁlled in all points, containers are however tightly closed
OR
Case D: natural ventilation is available and the following conditions are
fulﬁlled:
• container securely closed, regularly checked for leakage
• sealed containers only (no ﬁlling or decanting, no sampling)
• dried containers, no external ﬂammable liquid residue
Protective measures:
Case C: in accordance with TRBS 2152 Part 2, point 2.4.4.3 (TRGS 722)
Case D: in accordance with TRBS 2152 Part 2, point 2.4.4.2 (TRGS 722)
Case C and D: in accordance with TRGS 2152 Part 4, none

Area classiﬁcation ZONE 1 inside the cabinet
Area classiﬁcation ZONE 2 outside the cabinet
the ﬂashpoint is not sufficiently above the storage temperature
(refer to TRBS 2152 Part 1, point 3.2 (3) – TRGS 721)
Case E: natural ventilation is available, the conditions for area classiﬁcation
(Case D) are not fulﬁlled in all points, containers are however tightly closed
Protective measures:
Case E: in accordance with TRBS 2152 Part 2, point 2.4.4.2 (TRGS 722)
Case E: in accordance with TRBS 2152 Part 4, none

Deﬁning the zones for avoiding ignition sources in accordance with
TRBS 2152 Part 3
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Recirculating air ﬁlter systems

You can avoid this in the
future!

Our solution: the asecos recirculating air ﬁlter
system

1

Extraction air monitoring
• Permanent, electronic monitoring of
the extraction air quantity
• Integrated pressure drop sensor
• Optical and acoustical alarm including
potential-free alarm contact

3

Installation, easy and safe in just two steps:
• Position the recirculating air ﬁlter unit on top of the cabinet
• Plug in the power cord
• Optionally use the potential-free contact for alarm activation

2

Filter monitoring
• Continous monitoring of the ﬁlter
saturation
• Two-stage alarm: optical and
potential-free switch contact

Operating principle
Fresh air supply
from the
working area

Return of the
cleaned air into
the working area

Your advantages
• Avoid complex wall and ceiling openings
and expensive exhaust air ducts
• High ﬂexibility in choosing the installation
location
• Active personal protection through safe
capture of harmful vapours with retention in the ﬁlter system
• Very low noise, only approx. 39 dB (A)
• Principle avoidance of hazardous area
zones inside and around the safety
storage cabinet according to BGR 104
(Ex-RL)
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Recirculating air ﬁlter systems

Recirculating air ﬁlter system – avoid complex wall
breakthroughs and expensive exhaust air ducts

Recirculating air ﬁlter system
for tall cabinets, for assembling on the safety storage cabinet
Order No. 25099 3

The recirculating air ﬁlter system
from asecos—successfully tested by
the certiﬁed testing institute:

• High ﬂexibility in choosing the installation location
• Active personal protection through safe capture of harmful
vapours with retention in the ﬁlter system
• Very low noise, only approx. 39 dB (A)
• ATEX compliant: )F II 3/-G Ex ic nA IIB T4 Gc
• Housing made of sheet-steel powder-coated
• With multistage ﬁlter system and power cord
• Incl. monitoring electronics for exhaust air and ﬁlter
monitoring
• Optical and acoustic alarm including potential-free alarm
contact
The plug-in recirculating air ﬁlter system, type
UFA.20.30 is capable of retaining solvent vapours
(hydrocarbons) permanently up to a ﬁlter saturation
of more than 99.999%, under normal operating
conditions as well as for a simulated accident in the
safety storage cabinet.
A special version of the recirculating air ﬁlter system is also
available to meet the pressure and volumentric ﬂow conditions inside XL-drum cabinets.
Please adhere to the country-speciﬁc terms of use binding for you. In
case of any doubt, the possible applications must be agreed with the
relevant authority.

Technical data
External dimensions W x D x H
Nominal voltage
Frequency
Max. current consumption
Noise level (approx.)
Speed
Weight
Volume ﬂow
Potential-free alarm contact
Max. continuous current
Max. nominal voltage AC
Max. nominal voltage DC

All models
mm
V
Hz
A
dB
rpm
kg
m³/h
A
V
V

305 x 555 x 210
230
50/60
0.07
39.0
2200
17
25
10
230
30

Model
Recirculating air filter system with exhaust air monitoring
Recirculating air filter system with exhaust air monitoring for drum cabinets

Order No.
25099
27887

Accessories for both sides
New filter (activated carbon)

Order No.
24212

Ready for dispatch within
Days
Weeks
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Recirculating air ﬁlter systems

Recirculating air ﬁlter system for under bench
cabinets – safe capturing of escaping vapours at
the point where they are released or produced
The recirculating air ﬁlter system UFA.20.30-AUS was
especially designed for the pressure conditions and
volumetric ﬂows of safety storage cabinets with a small
internal volume. It can be installed on a wall bracket or in a
convenient housing unit.

Recirculating air ﬁlter system
for under bench cabinets, for wall mounting or installation in the optional
housing unit
Order No. 27144 3
(housing unit and safety storage cabinet optional)

• High ﬂexibility in choosing the installation location
• Active personal protection through safe capture of harmful
vapours with retention in the ﬁlter system
• Very low noise, only approx. 39 dB (A)
• ATEX compliant: )F II 3/-G Ex ic nA IIB T4 Gc
• Housing made of sheet-steel powder-coated
• With multistage ﬁlter system and power cord
• Incl. monitoring electronics for exhaust air and ﬁlter
monitoring
• Optical and acoustic alarm including potential-free alarm
contact
Technical data
External dimensions W x D x H
Nominal voltage
Frequency
Max. current consumption
Noise level (approx.)
Speed
Weight
Volume ﬂow
Potential-free alarm contact
Max. continuous current
Max. nominal voltage AC
Max. nominal voltage DC

mm
V
Hz
A
dB
rpm
kg
m³/h
A
V
V

305 x 555 x 210
230
50/60
0.07
39.0
2200
17
25
10
230
30

Adapter for wall mounting 2 sockets for external connection and protection
(sheet steel powder-coated)
Order No. 23458 3

Model
Recirculating air filter system with exhaust air monitoring, for under bench cabinets

Order No.
27144

Accessories
Adapter for wall mounting
Adapter as separate housing unit for lateral mounting (suitable for cabinets with depth 574 mm)
New filter (activated carbon)

Order No.
23458
26885
24212

Ready for dispatch within
Days
Weeks
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Extraction module

Extraction module for technical ventilation of up to
4 safety storage cabinets
Safe capturing of escaping vapours and gases at the
point where they are released or produced
• Suitable for 10 times air change
• Extraction air monitoring with integrated pressure leak
detector
• Connecting ﬁtting DN 100/140
• ATEX compliant: )F II 3/-G Ex c llC T4
• Housing made of sheet steel powder-coated
For wall-mounting
• Including mounting kit

Extraction module
for wall mounting, for technical ventilation of up to 4 safety storage cabinets
Order No. 8678 3

Technical data

HF.EA.8678

External dimensions W x D x H
Nominal voltage
Frequency
Max. current consumption
Noise level (approx.)
Speed
Weight

600 x 375 x 600
230
50
0.6
39.0
2780
25

mm
V
Hz
A
dB
rpm
kg

Diagram
300

250

200

150

Pressure drop in Pa

100

50

50

100

150

200

250

300

Volumetric ﬂow in m³/h

Model
Extraction module with exhaust air monitoring for technical ventilation of up to 4 safety storage cabinets
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Order No.
8678

Ready for dispatch within
Days
Weeks

Extraction units

Extraction units/modules for installation on the
cabinet or wall mounting – ready to plug-in, easy
and quick installation
Safe capturing of escaping vapours and gases at the
point where they are released or produced

Extraction unit
for tall cabinets, with exhaust air monitoring
Order No. 14220 3

Extraction unit
for tall cabinets, without exhaust air
monitoring
Order No. 14218 3

•
•
•
•

Very low noise, ideal for direct installation at the workplace
With connection cable and power cord
Connecting ﬁtting DN 75
ATEX compliant: )F II 3/-G Ex c llC T4

Without extraction air monitoring
• The green LED turns of in case of power failure
With extraction air monitoring
• Integrated pressure leak detector
• The green LED turns off in case of failure and the red LED
lights up
Voltage free switch contact
• Additionally available for units with extraction air monitoring
For wall mounting
• Incl. installation bracket, ﬂexible hose, hose clips and
installation material

Technical data

Extraction module for wall mounting
for under bench cabinets, with exhaust air monitoring
Order No. 24315 3
(under bench cabinet optional)

External dimensions W x D x H
Nominal voltage
Frequency
Max. current consumption
Noise level (approx.)
Speed
Weight

All models
mm
V
Hz
A
dB
rpm
kg

200 x 400 x 200
230
50
0.35
35.0
2400
11

Pressure drop in Pa

Diagram

Extraction module for wall mounting
for tall cabinets, without exhaust air monitoring
Order No. 17178 3

Volumetric ﬂow in m³/h

Model
Extraction unit without exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction unit with exhaust air monitoring
Extraction module without exhaust air monitoring for wall mounting
Extraction module with exhaust air monitoring for wall mounting
Extraction module with exhaust air monitoring for wall mounting
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets

with potential-free alarm contact

with potential-free alarm contact
with potential-free alarm contact

Order No.
14218
14220
16454
17178
17177
18568
24732
24315

Ready for dispatch within
Days
Weeks
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Exhaust air monitoring systems

Exhaust air monitoring systems – quick installation
for a safe and reliable monitoring of the exhaust air
Exhaust air and volume ﬂow monitoring
• With connection cable (3 m) and power cord
• Mounting between cabinet and on-site air exhaust-system
• Connecting ﬁtting DN 75
• Ready to plug-in, quick installation
• ATEX compliant: )F II 3/-G Ex n llC T4
Model BASIC-Line
• Electro-pneumatic air exhaust monitoring
• Minimum volume ﬂow 30 m³/h
BASIC-LINE model APG.26.30-BL
exhaust air monitoring for installation on top of the safety storage
cabinet
Order No. 14945 6

Model COMFORT-Line
• Electronic volume ﬂow monitoring
• Minimum volume ﬂow 20 m³/h
Model HIGH-Line
• Electronic volume ﬂow monitoring
• Minimum volume ﬂow 20 m³/h
• Potential-free alarm contact
• Localisation of cabinet’s or on-site dysfunction

Technical data
External dimensions W x D x H
Frequency
Max. current consumption
Noise level (approx.)
Weight
Min. volume ﬂow

APG.26.30-BL
mm
Hz
A
dB
kg
m³/h

Technical data
External dimensions W x D x H
Frequency
Max. current consumption
Noise level (approx.)
Weight
Min. volume ﬂow

300 x 400 x 265
50
0.15
28.0
10
30

APG.26.30-CL
/-HL/-EL
mm
Hz
A
dB
kg
m³/h

300 x 400 x 265
50
0.15
28.0
10
20

COMFORT-LINE model APG.26.30-CL
electronic volume ﬂow monitoring for installation on top of
the safety storage cabinet
Order No. 14372 6

Model
APG.26.30-BL
APG.26.30-CL
APG.26.30-HL
APG.26.30-EL
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Model EXCLUSIVE-Line
• Electronic volume ﬂow monitoring
• Minimum volume ﬂow 20 m³/h
• Potential-free alarm contact
• Localisation of cabinet’s or on-site dysfunction
• Digital display of the exact volume ﬂow and acoustic alarm
in case of power breakdown

HIGH-LINE model APG.26.30-HL
electronic volume ﬂow monitoring with potential-free alarm
contact, for installation on top of the safety storage cabinet
Order No. 14371 6

description
Air exhaust monitoring module with exhaust air monitoring BASIC-LINE
Unit for volume flow monitoring without exhaust air monitoring COMFORT-LINE
Unit for volume flow monitoring with exhaust air monitoring HIGH-LINE
Unit for volume flow monitoring with exhaust air monitoring EXCLUSIVE-LINE

EXCLUSIVE-LINE model APG.26.30-EL
elextronic volume ﬂow monitoring with potential-free alarm
contact and digital display, for installation on top of the
safety storage cabinet
Order No. 14352 6

Order No.
14945
14372
14371
14352

Ready for dispatch within
Days
Weeks

Fans

Fans - powerful and safe ventilation of safety
storage cabinets
•
•
•
•
•
•
•

Housing and impeller made of polypropylene
Sealed against gas emission
Connecting ﬁtting DN 75
Protection class IP 55
Air ﬂow 60-250 m³/h
Total pressure 240-175 Pa
Incl. PA/GFK console

Fan for safety storage cabinets
)F II 2G Ex e IIB T4 Gb / NB 07 ATEX D105X
explosion proof
Order No. 5794 3

Technical data
External dimensions W x D x H
Nominal voltage
Frequency
Max. current consumption
Noise level (approx.)
Speed
Weight

mm
V
Hz
A
dB
rpm
kg

Motor protection switch suitable for fans
Order No. 5799 3

EH.VE.5793

EH.VE.5794

275 x 225 x 312
230
50/60
4.5
45.0
2850
4.2

335 x 225 x 312
3x400
50/60
2.9
45.0
2800
4.8

Flexible extraction hose made from plastic,
inner diameter 75 mm
Order No. 1434 3

Fan for safety storage cabinets
)F II 3G Ex n IIB T4 Gc / NB 07 ATEX D105X
suitable for extraction out of explosive area 2, can’t be installed within
explosive areas
Order No. 5793 3

Butterﬂy damper made from polyethylene,
inner diameter 75 mm
Order No. 5798 3

Hose clamp made from chrome steel,
diameter 70—90 mm
Order No. 5797 3

Model
Fan without exhaust air monitoring
Fan without exhaust air monitoring

Order No.
5793
5794

Accessories
Motor protection switch suitable for fans
Protective housing for motor protection switch
Flexible extraction hose made from plastic, inner diameter 75 mm
T-piece made from PVC, inner diameter 75 mm
Butterfly damper made from polyethylene, inner diameter 75 mm
Hose clamp made from chrome steel, diameter 70—90 mm
Eccentric adapter DN 50 to DN 75

Order No.
5799
5803
1434
8681
5798
5797
32165

Ready for dispatch within
Days
Weeks
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Hazardous material work stations

At a glance: hazardous material work stations
Hazardous material work stations depth 600 mm and 750 mm

1100 mm

1100 mm

900–1800 mm

900–1800 mm
1400 mm

900–1800 mm
1400 mm

900–1800 mm

GAP.095.090.060
GAP.095.120.060
GAP.095.150.060
GAP.095.180.060

GAP.125.090.060
GAP.125.120.060
GAP.125.150.060
GAP.125.180.060

GAP.095.090
GAP.095.120
GAP.095.150
GAP.095.180

GAP.125.090
GAP.125.120
GAP.125.150
GAP.125.180

page 482

page 486

page 490

page 494

600 mm

900 mm

Weighing work stations
1200 mm
1400 mm

1400 mm

900 mm

GAP.125.090.WA

GAP.125.120.WA

page 498

page 498

Pharmaceutical exhaust
750 mm
1460 mm

1460 mm

900 mm

APA.145.090

APA.145.075

page 508

page 508

500 mm

1200 mm
900 mm

900 mm

900 mm

500 mm

Suction hoods

ASE.090.090.060

ASE.090.120.060

ASE.050.060.040

ASE.050.090.040

page 510

page 510

page 510

page 510
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Are you working with hazardous materials
at your workplace?
Legal requirements for employers have steadily increased in recent years and although these are tending towards deregulation, they do, however,
confer with them a higher degree of responsibility.
Air is a suitable medium to move hazardous materials from one hazardous area to another such as, for example all types of ﬁlters or to areas of
higher dilutions. The primary aim is, above all to protect personnel against harmful vapours.
A wide range of applications.
Along with traditional laboratories, such as those mentioned in the guidelines “Working Safely in Laboratories”, (German regulations BGI 850-0),
there are many other workplaces where hazardous materials are handled in some form or another. These are, for example:
• machines (for cooling, grinding, dust, chips …)
• storage (solvents, chemicals…)
• workshops (with soldering, welding, bonding, cleaning, painting, grinding areas…)
• working with solvents (cleaning, decanting, adhesive bonding, painting)
• or medical pathology
The following diagram provides the user and employer (at the workplace) with an overview to quickly ﬁnd practical solutions to
work-related issues.

Are you working with hazardous materials at your workplace?
(German regulations ArbSchG §§ 4,5,6; BetrSichV §3; ArbStättV §3)

YES

NO

no further action
required

YES

no further action
required

Can the work with hazardous materials be avoided? (Risk assessment,
BetrSichV, TRGS 400)

NO
Initiate protective measures (GefStoffV §§7–10)

effectiveness

In addition to organizational and personal protective measures, technical procedures are the most important and efficient
means for providing maximum personal protection.

•
•
•
•
•
•

Fume cupboard according to EN 14175-3
Hazardous material work station with volume ﬂow monitoring, tested in accordance with EN 14175-3
Pharmaceutical exhaust according to EN 12924 part 4: 2012
Suction hoods without volume ﬂow monitoring, tested in accordance with EN 14175-3
Spot and source extraction
Various bench extraction systems

Technical solutions are always preferable to organisational
and personal measures!
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The solutions

Hazardous material work stations

How does the asecos hazardous
materials work station work?

The capacity of the hazardous material work
station to hold pollutants in check depends to a
large extent on the air speeds achieved by the
device's inlet air.
Increasing the inlet air ﬂow increases the
exhaust air ﬂow at the same time. High air
speeds are needed in the area of the front
opening in order to capture pollutants optimally
and direct them elsewhere.
It is only this interaction that can prevent the
possibility of pollutants "rebounding" from the
rear wall and being pushed forwards out of the
hazardous material work station.

Fresh air curtain
Thanks to the optimised exhaust air ducts, and
to the use of fresh air curtains in the upper and
lower parts of the front opening, the asecos
hazardous material work station can satisfy the
requirements described above:
• Air supply to the fresh air curtain through a
powerful radial fan
• Air required is sucked in from the work area
• Fresh air transported through the aluminium
frame sections jointed at corner nodes
• Excess pressure developed in the tubular
frame feeds the fresh air nozzles, which
point inwards at 45°
• Hazardous materials (gases, vapours or suspended solids) present or being generated in
the working area are securely captured and
transported back towards the rear wall
• For optimised evacuation, efficient capture of
the hazardous materials through the suction
slots and transfer to the exhaust air system,
the hazardous material work station must
always be connected to a suitable exhaust
air system

Secure function
• Permanent display of the air system
parameters through monitoring equipment
ﬁtted as standard
• Monitoring the air in the exhaust and supply
ducts through pressure measurement
• Integrated pressure cells with adjustable
nominal value, adjusted for the required
(minimum) quantities
• Alarm signal (audible and visible) given if the
parameters drift outside a 10% tolerance
from the speciﬁed ﬁgures. The visual alarm
only stops when the nominal values are
reached again.
• Optional isolated alarm contact for signaling to
a central control point
• Integrated back-up battery to maintain
function of the monitoring unit in the event of
a power failure

Conclusion
The hazardous material work stations from
asecos offer

› optimal matched fresh air curtains in the
region of the front opening

› optimised exhaust air ducts
› equipment to monitor the air parameters
as standard

and so guarantee the user the highest
levels of safety and protection against
hazardous substances.

Air entering through the front opening
Radial fan air intake
Aluminium tubular frame
Upper fresh air curtain
Lower fresh air curtain
Deﬂector
Exhaust air

Secure pollutant capture
The hazardous material work station offers the
user a highly efficient form of pollutant capture
through blowing carefully directed fresh air
curtains at the front, and through a vacuum at
the rear wall.
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Ventilation testing in accordance
with EN 14175 – Part 3
What does that mean?

EN 14175 consists of the following parts:
Part 1: Terms
Part 2: Requirements for safety and
capacity
Part 3: Type test methods
Part 4: On-site test procedure
Part 5: Recommendations for installation
and servicing
Part 6: Exhausts with regulated volume
ﬂow rates
Part 7: Fume cupboards for special
application with high thermal load and/
or acidic load
Aim:
The aim of Part 3 of the European standard EN
14175 is to specify the type testing procedure
for evaluating the safety and the airﬂow
capacity of exhaust equipment.
In accordance with the hazardous materials
regulations and the workplace regulations,
hazardous vapours, gases or suspended solids
that are released must be fully captured at the
place where they emerge or where they are
created before they can damage health or the
environment.
The asecos hazardous material workplace is a
highly effective way of ensuring that no vapours,
gases or suspended solids involved in handling
hazardous working materials (for instance when
ﬁlling containers, gluing, cleaning, preparing,
weighing etc.) pollute the breathable air.
This has been proven in tests that accord with
EN 14175 Part 3, Type Testing Procedure for
Exhausts, paragraph part 5.4.4 (Robustness of
the retention capacity), if properly used they
also ensure that no explosive gas-air mixtures
accumulate inside the device (proven by an
additional test according with DIN 12924 Part
1, Concentration of hazardous gases inside
devices).
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Comment:
The lowest known explosion limits are around
6000 ppm (the lower explosive limit (LEL)
of hydrogen). Testing in accordance with DIN
12924 Part 1 for the maximum pollutant
concentration in the interior of the device
deﬁnes a maximum permissible concentration
of 2000 ppm of pollutant (which represents
a safety factor of at least 3). In this test it has
been clearly demonstrated that the maximum
pollutant concentration in the asecos hazardous
material workplace has not exceeded 320
ppm. This offers the user a safety level that is
20 times higher and thereby far exceeds the
requirements of DIN 12924 Part 1.
All tests have been carried out by recognised
and certiﬁed test institutes.
Test setup:
• In order to test the robustness of the retention
capacity, nine samplers are positioned on a
grid directly in front of the hazardous material
workstaion in a measuring plane that is
parallel to the front opening (refer also here
to ﬁgure 2).
• In addition, a ﬂat, rectangular board with a
height of 1900 mm and a width of 400
mm (movable along a line parallel to the
front opening) is constructed in front of the
hazardous material workstation.
• When testing the robustness of the capture
capacity, the board is moved back and forth at
a speed of 1 m/s transverse to the front side,
across the full width of the hazardous material
work station.
• A mixture of sulphur hexaﬂuoride (SF6) and
nitrogen (N2) is used as a test gas, in which
the proportion of SF6 by volume is 10%.

Test procedure:
• The board which is vertical and oriented at a
right angle to the workplace, is moved back
and forth at a speed of 1 m/s transverse the
front face.
• At each side the board is moved to a point at
least 600 mm beyond the total width of the
workplace.
• Thirty seconds elapse between each transit.
The concentration of test gas is measured and
recorded.
• The movement of the plate is started after 60
s and six complete transits are carried out.
• The gas analyser continues to measure the
signal for a further 30 s.
• The test gas outlet is shut off, and the data
evaluated.
All the evaluated measurements are
collected and listed on the test report.
The results achieved in the tests
underline the outstanding performance
of the asecos hazardous material work
stations.

Conclusion:
If the hazardous material work
station is used properly, the
resulting pollutant concentrations are far below the levels
permitted by DIN 12924 Part 1,
thus preventing the formation
of explosive gas-air mixtures!

Hazardous material work stations

Measuring grid with 9 samplers
Moveable board positioned parallel to
the front of the hazardous material work
station
Hazardous material work station

ﬁgure 1

ﬁgure 2

ﬁgure 3
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Hazardous material work stations –
Real life application

1.

2.

3.

Hazardous material work station for bonding,
casting and cleaning at Endress+Hauser
Flowtec, Reinach, Switzerland.

Hazardous material work station for restoring
books using solvents at the City Archives,
Bochum, Germany.

Hazardous material work station for
investigating tissue samples at the Medical
University, Innsbruck, Austria.

4.

5.

6.

Hazardous material work station with supply
systems for the Chemical and Veterinary
Investigation Institute, Rhein-Ruhr-Wupper,
Krefeld, Germany.

Hazardous material work station for
investigating chemical samples at Bayer
CropScience, Monheim, Germany.

Hazardous material work station on mobile
trial vehicles at the Fire Brigade, Cologne,
Germany.
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At a glance: model line GAP-LINE

2

3

Exhaust air monitoring

Anti-glare lighting

• With visual and audible alarm
• Optionally included potential-free alarm
contact
• Integrated on/off switch and light switch

• Energy-saving lamp with removable cover

Disposal system for type 90 under bench cabinets

• Easily accessible, easy replacement of the

• Suitable for your hazardous material work

1

ﬂuorescent tube

station

4

5

Aluminium tubular frame design

Electrical sockets with earthing
contact

• Robust, rigid design, low weight, low ﬂoor
stress
• Anodised surface, chemically resistant

• Splash-proof IP 54, integrated into the media
duct as standard (min. 2)
• Additional sockets by request (sockets also
possible without media duct)

6
Transparent side panes
• Optimum brightness in the hazardous
material work station, transparent side panes
made from 5 mm toughened safety glass
• Closed version also available as an option,
special material boards coated in melamine
resin

7

8

Compatible with a variety of under bench cabinets

Media duct

• For storing ﬂammable liquids, acids, alkalis etc.
• Can be used together with support frames
• Matching cover for uniform appearance (optional)

• Optional, for ﬁtting a wide range of media
supplies such as water, gas, compressed
air etc.

9

10

11

Working surfaces

Support frames

Deﬂector

• Choose, according to need, from: special
material board coated in melamine resin,
1.4301 stainless-steel or technical ceramic
(high resistance to many acids and alkalis)
• The hazardous material work station is also
available without a working surface, ideal for
mounting on existing working surfaces

• Can be chosen for standing or sitting work
• Strong tubular frame design, material
strength 4 mm, light grey powder-coated
(similar to RAL 7035)
• Height can be set by means of adjustable
feet, covers optionally available

• Easily dismantled for optimum cleaning
• Easy cleaning throughout the interior
• A transparent version of the rear wall and
deﬂector is optionally available, ideal for
placement in the middle of a room
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1
2
11
6

8

4

5

9

10

7 3

For further information about our products please contact your specialised dealer.
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Hazardous material work stations height 110 cm / depth 60 cm

180 cm

Hazardous material work stations with fresh air curtain
Function / construction:
•
•
•
•
•
•
•
•

Required occupational exposure limits are maintained
Testing of the air equipment according to EN 14175 Part 3 (5.4.4)
Maximum user safety
Robust construction made of chemically resistant, anodised aluminium
proﬁles
Transparent side panes made from 5 mm (toughened safety glass)
Highly effective capturing of hazardous materials inside the work station
through special fresh air curtain technology
Prepared for connection to the on-site exhaust air system and for
electrical supply (230 V / 50 Hz)
For mounting on existing working surfaces

Standard equipment
• Melamine resin coated rear wall
• Exhaust and fresh air monitoring with visual and audible alarm
• Interior lighting (energy-saving lamp, anti-glare arrangement)
• Transparent side walls
• Opaque, fold-away deﬂector
Hazardous material work station
model GAP.095.090.060
for mounting on existing working surfaces, for accessories such as media
supplies see table
Order No. 32786 4

Accessories
• Transparent, fold-away deﬂector
• Working surfaces either melamine resin coated, made from stainless
steel or ceramic
• Media ducts
• Support frames
• Media supplies (gas, water, air)

Anti-glare lighting
Equipped with energy-saving lamp with removable cover,
easily accessible

Disposal system for type 90 under bench cabinets
Active disposal of ﬂammable liquids in a system.
Further information see page 304
Different working surfaces
Choose, according to need, from: special material board
coated in melamine resin, 1.4301 stainless-steel or
technical ceramic
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Media ducts
Optional, for ﬁtting a wide range of media supplies such
as water, gas, compressed air etc., with 2 or 4 earthed
mains plugs IP 54

Hazardous material work stations height 110 cm / depth 60 cm

Hazardous material work station
model GAP.095.120.060
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32788-901 4
(under bench cabinet and support frame cover optional)

Hazardous material work station
model GAP.095.180.060
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32792-901 4

* basic model = without any further option, only for installation
on existing working surfaces.

Basic model*
GAP.095.090.060
GAP.095.120.060
GAP.095.150.060
GAP.095.180.060

W x D x H (mm)
900 x 600 x 1100
1200 x 600 x 1100
1500 x 600 x 1100
1800 x 600 x 1100

Package article based on
GAP.095.090.060

with the following components

Order No.
32786
32788
32790
32792
Order No.
32786-901

working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile
GAP.095.120.060

32788-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.150.060

32790-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.180.060

32792-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

Ready for dispatch within
Days
Weeks
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Hazardous material work stations height 110 cm / depth 60 cm
Conﬁgure your own hazardous material work station:
Hazardous material work station
Basic model*
GAP.095.090.060
GAP.095.120.060
GAP.095.150.060
GAP.095.180.060

Order No.
32786
32788
32790
32792

GAP.095.090.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
59 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

GAP.095.120.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
110 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

GAP.095.150.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; 2 pieces for cabinet width 59 cm
Support frame for standing activities with cover; for cabinet width 140 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

GAP.095.180.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface incl. 4 sockets
Media duct with working surface incl. 4 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet width 140 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

All models
Accessories
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Socket(s)
Socket(s)
Socket(s)
Electrical component
Electrical component
Earthing link

Equipment
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
1 piece 400V, IP 44, up to 16A
1 pair 230 V, IP54, up to 16A
surface-mounted sockets 1 pair 230 V, IP44, up to 16A
potential-free alarm contact with fitting plug
potential-free alarm switch
of the work surface (stainless steel)

W x D x H (mm)
790 x 490
790 x 490 x 8
790 x 490 x 10

900 x 555 x 685
900 x 555 x 865
900 x 555 x 865

W x D x H (mm)
1090 x 490
1090 x 490 x 8
1090 x 490 x 10

1200 x 555 x 685
1200 x 555 x 865
1200 x 555 x 865

W x D x H (mm)
1390 x 490
1390 x 490 x 8
1390 x 490 x 10

1500 x 555 x 685
1500 x 555 x 865
1500 x 555 x 865
1500 x 555 x 865

W x D x H (mm)
1690 x 490
1690 x 490 x 8
1690 x 490 x 10

1800 x 555 x 685
1800 x 555 x 865
1800 x 555 x 865

Information
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct or media slot
integrated in media duct or media slot
integrated in base

mounted in the profile

Order No.
32409
32826
32836
32064
32853
16478
16479
32867
32864
32880

Order No.
32890
32827
32837
32819
32854
16153
16482
32868
32863
32879

Order No.
32895
32828
32838
32821
32855
16487
16488
32870
32866
32883
32881

Order No.
32891
32829
32839
32820
32856
16493
16494
32869
32865
32882

Order No.
32885
32886
32884
32889
25419
25418
24268
25417
32848
32850
32256
32846
32847
32851

For suitable fans and motor protection switches see page 503
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Ready for dispatch within
Days
Weeks

Hazardous material work stations height 110 cm / depth 60 cm
Front view

Side view

900 / 1200 / 1500 / 1800

Top view

600

230

600

≈800

950

1100

exhaust air Ø160
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Technical data

GAP.095.090.060

GAP.095.120.060

GAP.095.150.060

GAP.095.180.060

External dimensions (mm)
Height (external)

1100.00

1100.00

1100.00

1100.00

Height with support frame for sitting work

1785.00

1785.00

1785.00

1785.00

Height with support frame for standing work

1965.00

1965.00

1965.00

1965.00

Width (external)

900.00

1200.00

1500.00

1800.00

Depth (external)

600.00

600.00

600.00

600.00

Clear height

855.00

855.00

855.00

855.00

Width (internal)

865.00

1165.00

1465.00

1765.00

Depth (internal)

500.00

500.00

500.00

500.00

Width usable work surface

790

1090

1390

1690

Depth usable work surface with media duct

380

380

380

380

Depth usable work surface

490

490

490

490

Max. charge of the working surface

3000 N/m²

3000 N/m²

3000 N/m²

3000 N/m²

Work height sitting

720

720

720

720

Work height standing

900

900

900

900

86 kg

95 kg

118 kg

127 kg

Point load per support

222 N

260 N

298 N

336 N

Amount of air ducts

1 piece

1 piece

1 piece

2 piece

Nominal volume ﬂow

370 m³/h

510 m³/h

650 m³/h

790 m³/h

Differential pressure per air duct

52 Pa

99 Pa

163 Pa

71 Pa

Noise level (approx.)

32.0 dB

32.0 dB

32.0 dB

36.0 dB

Frequency

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

Power consump. in operation

50 W

60 W

65 W

70 W

Max. current consumption

0.5 A

0.5 A

0.5 A

0.5 A

Nominal voltage

230 V

230 V

230 V

230 V

Internal dimensions (mm)

Usable work surface (mm)

Work height (mm)

Weight (kg)
Weight
Further information
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Hazardous material work stations height 140 cm / depth 60 cm

180 cm

Hazardous material work stations with fresh air curtain
Function / construction:
•
•
•
•
•
•
•
•

Required occupational exposure limits are maintained
Testing of the air equipment according to EN 14175 Part 3 (5.4.4)
Maximum user safety
Robust construction made of chemically resistant, anodised aluminium
proﬁles
Transparent side panes made from 5 mm (toughened safety glass)
Highly effective capturing of hazardous materials inside the work station
through special fresh air curtain technology
Prepared for connection to the on-site exhaust air system and for
electrical supply (230 V / 50 Hz)
For mounting on existing working surfaces

Standard equipment
• Melamine resin coated rear wall
• Exhaust and fresh air monitoring with visual and audible alarm
• Interior lighting (energy-saving lamp, anti-glare arrangement)
• Transparent side walls
• Opaque, fold-away deﬂector
Hazardous material work station
model GAP.125.120.060
for mounting on existing working surfaces, for accessories such as media ducts
see table
Order No. 32802 4

Accessories
• Transparent, fold-away deﬂector
• Working surfaces either melamine resin coated, made from stainless
steel or ceramic
• Media ducts
• Support frames
• Media supplies (gas, water, air)

Anti-glare lighting
Equipped with energy-saving lamp with removable cover,
easily accessible

Different working surfaces
Choose, according to need, from: special material board
coated in melamine resin, 1.4301 stainless-steel or
technical ceramic
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Media ducts
Optional, for ﬁtting a wide range of media supplies such
as water, gas, compressed air etc., with 2 or 4 earthed
mains plugs IP 54

Plinth versions
Complete depth of the work surface is usable as no
media duct is necessary, media supplies and shockproof
sockets are installed in the plinth, serial made from FP,
optionally available in aluminium

Hazardous material work stations height 140 cm / depth 60 cm

Hazardous material work station
model GAP.125.180.060
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32808-901 4

Hazardous material work station
model GAP.125.120.060
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32802-901 4

* basic model = without any further option, only for installation
on existing working surfaces.

Basic model*
GAP.125.090.060
GAP.125.120.060
GAP.125.150.060
GAP.125.180.060

W x D x H (mm)
900 x 600 x 1400
1200 x 600 x 1400
1500 x 600 x 1400
1800 x 600 x 1400

Package article based on
GAP.125.090.060

with the following components

Order No.
32798
32802
32806
32808
Order No.
32798-901

working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile
GAP.125.120.060

32802-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.150.060

32806-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.180.060

32808-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

Ready for dispatch within
Days
Weeks
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Hazardous material work stations height 140 cm / depth 60 cm
Conﬁgure your own hazardous material work station:
Hazardous material work station
Basic model*
GAP.125.090.060
GAP.125.120.060
GAP.125.150.060
GAP.125.180.060

Order No.
32798
32802
32806
32808

GAP.125.090.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
59 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

GAP.125.120.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
110 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

GAP.125.150.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; 2 pieces for cabinet width 59 cm
Support frame for standing activities with cover; for cabinet width 140 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

GAP.125.180.060
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface incl. 4 sockets
Media duct with working surface incl. 4 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet width 140 cm

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

All models
Accessories
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Socket(s)
Socket(s)
Socket(s)
Earthing link
Electrical component
Electrical component

Equipment
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
1 piece 400V, IP 44, up to 16A
1 pair 230 V, IP54, up to 16A
surface-mounted sockets 1 pair 230 V, IP44, up to 16A
of the work surface (stainless steel)
potential-free alarm contact with fitting plug
potential-free alarm switch

W x D x H (mm)
790 x 490
790 x 490 x 8
790 x 490 x 10

900 x 555 x 685
900 x 555 x 865
900 x 555 x 865

W x D x H (mm)
1090 x 490
1090 x 490 x 8
1090 x 490 x 10

1200 x 555 x 685
1200 x 555 x 865
1200 x 555 x 865

W x D x H (mm)
1390 x 490
1390 x 490 x 8
1390 x 490 x 10

1500 x 555 x 685
1500 x 555 x 865
1500 x 555 x 865
1500 x 555 x 865

W x D x H (mm)
1690 x 490
1690 x 490 x 8
1690 x 490 x 10

1800 x 555 x 685
1800 x 555 x 865
1800 x 555 x 865

Information
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct or media slot
integrated in media duct or media slot
integrated in base
mounted in the profile

Order No.
32892
32826
32836
32064
32853
16478
16479
32867
32864
32880

Order No.
32893
32827
32837
32819
32854
16153
16482
32868
32863
32879

Order No.
32896
32828
32838
32821
32855
16487
16488
32870
32866
32883
32881

Order No.
32894
32829
32839
32820
32856
16493
16494
32869
32865
32882

Order No.
32885
32886
32884
32889
25419
25418
24268
25417
32848
32850
32256
32851
32846
32847

For suitable fans and motor protection switches see page 503
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Ready for dispatch within
Days
Weeks

Hazardous material work stations height 140 cm / depth 60 cm
Front view

Side view

900 / 1200 / 1500 / 1800

Top view
600

230

600

≈1100

1250

1400

exhaust air Ø160
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Technical data

GAP.125.090.060

GAP.125.120.060

GAP.125.150.060

GAP.125.180.060

External dimensions (mm)
Height (external)

1400.00

1400.00

1400.00

1400.00

Height with support frame for sitting work

2085.00

2085.00

2085.00

2085.00

Height with support frame for standing work

2265.00

2265.00

2265.00

2265.00

Width (external)

900.00

1200.00

1500.00

1800.00

Depth (external)

600.00

600.00

600.00

600.00

Clear height

1105.00

1105.00

1105.00

1105.00

Width (internal)

865.00

1165.00

1465.00

1765.00

Depth (internal)

500.00

500.00

500.00

500.00

Width usable work surface

790

1090

1390

1690

Depth usable work surface with media duct

380

380

380

380

Depth usable work surface

490

490

490

490

Max. charge of the working surface

3000 N/m²

3000 N/m²

3000 N/m²

3000 N/m²

Work height sitting

720

720

720

720

Work height standing

900

900

900

900

96 kg

106 kg

131 kg

141 kg

Point load per support

250 N

290 N

328 N

366 N

Amount of air ducts

1 piece

1 piece

1 piece

2 piece

Nominal volume ﬂow

500 m³/h

690 m³/h

890 m³/h

1080 m³/h

Differential pressure per air duct

96 Pa

185 Pa

305 Pa

114 Pa

Noise level (approx.)

32.0 dB

32.0 dB

32.0 dB

35.0 dB

Frequency

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

Power consump. in operation

50 W

60 W

65 W

70 W

Max. current consumption

0.5 A

0.5 A

0.5 A

0.5 A

Nominal voltage

230 V

230 V

230 V

230 V

Internal dimensions (mm)

Usable work surface (mm)

Work height (mm)

Weight (kg)
Weight
Further information
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Hazardous material work stations height 110 cm / depth 75 cm

180 cm

Hazardous material work stations with fresh air curtain
Function / construction:
•
•
•
•
•
•
•
•

Required occupational exposure limits are maintained
Testing of the air equipment according to EN 14175 Part 3 (5.4.4)
Maximum user safety
Robust construction made of chemically resistant, anodised aluminium
proﬁles
Transparent side panes made from 5 mm (toughened safety glass)
Highly effective capturing of hazardous materials inside the work station
through special fresh air curtain technology
Prepared for connection to the on-site exhaust air system and for
electrical supply (230 V / 50 Hz)
For mounting on existing working surfaces

Standard equipment
• Working surface (stainless steel brush-ﬁnished)
• Support frame for standing activities (steel powder-coated)
• Aluminium base (aluminium anodised)
• Earthing link mounted in the proﬁle
Hazardous material work station
model GAP.095.120
standard version, illustration shows support frame for sitting work (optional), for
further accessories such as work surfaces and media ducts see table
Order No. 32787 4

Accessories
• Transparent, fold-away deﬂector
• Working surfaces either melamine resin coated, made from stainless
steel or ceramic
• Media ducts
• Support frames
• Media supplies (gas, water, air)

Support frames
Height adjustable due to adjustable feet +/– 15 mm,
optionally available for either standing or sitting work

Plinth versions
Complete depth of the work surface is usable as no
media duct is necessary, media supplies and shockproof
sockets are installed in the plinth, serial made from FP,
optionally available in aluminium
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Disposal system for type 90 under bench cabinets
Active disposal of ﬂammable liquids in a system.
Further information see page 304
Transparent side walls
Ideal for placement in the middle of a room due to
transparent version (optionally available)

Hazardous material work stations height 110 cm / depth 75 cm

Hazardous material work station
model GAP.095.120
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32787-901 4

Hazardous material work station
model GAP.095.090
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and
1 1/2" outlet (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32785-902 6

* basic model = without any further option, only for installation
on existing working surfaces.

Basic model*
GAP.095.090
GAP.095.120
GAP.095.150
GAP.095.180

W x D x H (mm)
900 x 750 x 1100
1200 x 750 x 1100
1500 x 750 x 1100
1800 x 750 x 1100

Package article based on
GAP.095.090

with the following components

Order No.
32785
32787
32789
32791
Order No.
32785-901

working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile
GAP.095.090

32785-902
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and 1 1/2" outlet (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.120

32787-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.120

32787-902
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and 1 1/2" outlet (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.150

32789-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.180

32791-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.095.180

32791-902
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and 1 1/2" outlet (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

Ready for dispatch within
Days
Weeks
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Hazardous material work stations height 110 cm / depth 75 cm
Conﬁgure your own hazardous material work station:
Hazardous material work station
Basic model*
GAP.095.090
GAP.095.120
GAP.095.150
GAP.095.180

Order No.
32785
32787
32789
32791

GAP.095.090
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
59 cm

GAP.095.120
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
59 cm
Support frame for standing activities with cover; for cabinet/compartment width
89 cm
Support frame for standing activities with cover; for cabinet/compartment width
110 cm

GAP.095.150
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; 2 pieces for cabinet width 59 cm
Support frame for standing activities with cover; for cabinet/compartment width
110 cm
Support frame for standing activities with cover; for cabinet width 140 cm

GAP.095.180
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface incl. 4 sockets
Media duct with working surface incl. 4 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet width 140 cm

All models
Accessories
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Socket(s)
Socket(s)
Socket(s)
Electrical component
Electrical component
Earthing link

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

W x D x H (mm)
790 x 640
790 x 640 x 8
790 x 640 x 10

900 x 625 x 685
900 x 625 x 865
900 x 625 x 865

W x D x H (mm)
1090 x 640
1090 x 640 x 8
1090 x 640 x 10

1200 x 625 x 685
1200 x 625 x 865
1200 x 625 x 865

Order No.
32409
32830
32840
32822
32853
16334
16335
32861
32860
32871

Order No.
32890
32831
32841
32823
32854
15938
15937
32255
32857
32875

steel powder-coated / panel melamine resin-coated RAL 7035

1200 x 625 x 865

32876

steel powder-coated / panel melamine resin-coated RAL 7035

1200 x 625 x 865

32873

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

Equipment
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
1 piece 400V, IP 44, up to 16A
1 pair 230 V, IP54, up to 16A
surface-mounted sockets 1 pair 230 V, IP44, up to 16A
potential-free alarm contact with fitting plug
potential-free alarm switch
of the work surface (stainless steel)

W x D x H (mm)
1390 x 640
1390 x 640 x 8
1390 x 640 x 10

1500 x 625 x 685
1500 x 625 x 865
1500 x 625 x 865
1500 x 625 x 865
1500 x 625 x 865

W x D x H (mm)
1690 x 640
1690 x 640 x 8
1690 x 640 x 10

1800 x 625 x 685
1800 x 625 x 865
1800 x 625 x 865

Information
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct or media slot
integrated in media duct or media slot
integrated in base

mounted in the profile

Order No.
32895
32832
32842
32824
32855
15968
15967
32862
32814
32872
32878
32815

Order No.
32891
32833
32843
32825
32856
15974
15973
32858
32859
32874

Order No.
32885
32886
32884
32889
25419
25418
24268
25417
32848
32850
32256
32846
32847
32851

For suitable fans and motor protection switches see page 503
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Ready for dispatch within
Days
Weeks

Hazardous material work stations height 110 cm / depth 75 cm
Front view

Side view

900 / 1200 / 1500 / 1800

Top view

750

260

600

≈800

1100

950

exhaust air Ø160

620

Technical data

GAP.095.090

GAP.095.120

GAP.095.150

GAP.095.180

External dimensions (mm)
Height (external)

1100.00

1100.00

1100.00

1100.00

Height with support frame for sitting work

1785.00

1785.00

1785.00

1785.00

Height with support frame for standing work

1965.00

1965.00

1965.00

1965.00

Width (external)

900.00

1200.00

1500.00

1800.00

Depth (external)

750.00

750.00

750.00

750.00

Clear height

855.00

855.00

855.00

855.00

Width (internal)

865.00

1165.00

1465.00

1765.00

Depth (internal)

650.00

650.00

650.00

650.00

Width usable work surface

790

1090

1390

1690

Depth usable work surface with media duct

530

530

530

530

Depth usable work surface

640

640

640

640

Max. charge of the working surface

3000 N/m²

3000 N/m²

3000 N/m²

3000 N/m²

Work height sitting

720

720

720

720

Work height standing

900

900

900

900

93 kg

103 kg

126 kg

136 kg

Point load per support

257 N

295 N

336 N

371 N

Amount of air ducts

1 piece

1 piece

1 piece

2 piece

Nominal volume ﬂow

370 m³/h

510 m³/h

650 m³/h

790 m³/h

Differential pressure per air duct

52 Pa

99 Pa

163 Pa

61 Pa

Noise level (approx.)

32.0 dB

32.0 dB

35.0 dB

36.0 dB

Frequency

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

Power consump. in operation

50 W

60 W

70 W

70 W

Max. current consumption

0.5 A

0.5 A

0.5 A

0.5 A

Nominal voltage

230 V

230 V

230 V

230 V

Internal dimensions (mm)

Usable work surface (mm)

Work height (mm)

Weight (kg)
Weight
Further information
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Hazardous material work stations height 140 cm / depth 75 cm

180 cm

Hazardous material work stations with fresh air curtain
Function / construction:
•
•
•
•
•
•
•
•

Required occupational exposure limits are maintained
Testing of the air equipment according to EN 14175 Part 3 (5.4.4)
Maximum user safety
Robust construction made of chemically resistant, anodised aluminium
proﬁles
Transparent side panes made from 5 mm (toughened safety glass)
Highly effective capturing of hazardous materials inside the work station
through special fresh air curtain technology
Prepared for connection to the on-site exhaust air system and for
electrical supply (230 V / 50 Hz)
For mounting on existing working surfaces

Standard equipment
• Working surface (stainless steel brush-ﬁnished)
• Support frame for standing activities (steel powder-coated)
• Aluminium base (aluminium anodised)
• Earthing link mounted in the proﬁle
Hazardous material work station
model GAP.125.120
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32801-901 4

Accessories
• Transparent, fold-away deﬂector
• Working surfaces either melamine resin coated, made from stainless
steel or ceramic
• Media ducts
• Support frames
• Media supplies (gas, water, air)

Anti-glare lighting
Equipped with energy-saving lamp with removable cover,
easily accessible

Disposal system for type 90 under bench cabinets
Active disposal of ﬂammable liquids in a system.
Further information see page 304
Different working surfaces
Choose, according to need, from: special material board
coated in melamine resin, 1.4301 stainless-steel or
technical ceramic
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Media ducts
Optional, for ﬁtting a wide range of media supplies such
as water, gas, compressed air etc., with 2 or 4 earthed
mains plugs IP 54

Hazardous material work stations height 140 cm / depth 75 cm

Hazardous material work station
model GAP.125.090
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32797-901 4

Hazardous material work station
model GAP.125.180
working surface (stainless steel brush-ﬁnished), aluminium base (aluminium
anodised), earthing link mounted in the proﬁle, support frame for standing
activities (steel powder-coated)
Order No. 32807-901 4
(under bench cabinets and support frame cover optional)

* basic model = without any further option, only for installation
on existing working surfaces.

Basic model*
GAP.125.090
GAP.125.120
GAP.125.150
GAP.125.180

W x D x H (mm)
900 x 750 x 1400
1200 x 750 x 1400
1500 x 750 x 1400
1800 x 750 x 1400

Package article based on
GAP.125.090

with the following components

Order No.
32797
32801
32805
32807
Order No.
32797-901

working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile
GAP.125.090

32797-902
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and 1 1/2" outlet (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.120

32801-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.120

32801-902
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and 1 1/2" outlet (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.150

32805-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.180

32807-901
working surface (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

GAP.125.180

32807-902
working surface incl. sink no. 9 (200 x 400 x 170 – L x W x H in mm) and 1 1/2" outlet (stainless steel brush-finished)
aluminium base (aluminium anodised)
support frame for standing activities (steel powder-coated)
earthing link mounted in the profile

Ready for dispatch within
Days
Weeks
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Hazardous material work stations height 140 cm / depth 75 cm
Conﬁgure your own hazardous material work station:
Hazardous material work station
Basic model*
GAP.125.090
GAP.125.120
GAP.125.150
GAP.125.180

Order No.
32797
32801
32805
32807

GAP.125.090
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
59 cm

GAP.125.120
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet/compartment width
59 cm
Support frame for standing activities with cover; for cabinet/compartment width
89 cm
Support frame for standing activities with cover; for cabinet/compartment width
110 cm

GAP.125.150
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface with 2 sockets
Media duct with working surface with 2 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; 2 pieces for cabinet width 59 cm
Support frame for standing activities with cover; for cabinet/compartment width
110 cm
Support frame for standing activities with cover; for cabinet width 140 cm

GAP.125.180
Interior equipment
Rear wall
Working surface
Working surface
Working surface
Aluminium base
Media duct with working surface incl. 4 sockets
Media duct with working surface incl. 4 sockets
Support frame for seated activities
Support frame for standing activities
Support frame for standing activities with cover; for cabinet width 140 cm

All models
Accessories
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Media supply
Socket(s)
Socket(s)
Socket(s)
Electrical component
Electrical component
Earthing link

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

W x D x H (mm)
790 x 640
790 x 640 x 8
790 x 640 x 10

900 x 625 x 685
900 x 625 x 865
900 x 625 x 865

W x D x H (mm)
1090 x 640
1090 x 640 x 8
1090 x 640 x 10

1200 x 625 x 685
1200 x 625 x 865
1200 x 625 x 865

Order No.
32892
32830
32840
32822
32853
16334
16335
32861
32860
32871

Order No.
32893
32831
32841
32823
32854
15938
15937
32255
32857
32875

steel powder-coated / panel melamine resin-coated RAL 7035

1200 x 625 x 865

32876

steel powder-coated / panel melamine resin-coated RAL 7035

1200 x 625 x 865

32873

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

Material
PMMA (acrylic glass)
stainless steel brush-finished
ceramic
panel melamine resin-coated RAL 7035
aluminium anodised
aluminium / stainless steel
aluminium / ceramic
steel powder-coated RAL 7035
steel powder-coated RAL 7035
steel powder-coated / panel melamine resin-coated RAL 7035

Equipment
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
compressed air with stop valve
butane with stop valve
industrial compressed air outlet
water with stop valve
1 piece 400V, IP 44, up to 16A
1 pair 230 V, IP54, up to 16A
surface-mounted sockets 1 pair 230 V, IP44, up to 16A
potential-free alarm contact with fitting plug
potential-free alarm switch
of the work surface (stainless steel)

W x D x H (mm)
1390 x 640
1390 x 640 x 8
1390 x 640 x 10

1500 x 625 x 685
1500 x 625 x 865
1500 x 625 x 865
1500 x 625 x 865
1500 x 625 x 865

W x D x H (mm)
1690 x 640
1690 x 640 x 8
1690 x 640 x 10

1800 x 625 x 685
1800 x 625 x 865
1800 x 625 x 865

Information
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in base or media slot
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct
integrated in media duct or media slot
integrated in media duct or media slot
integrated in base

mounted in the profile

Order No.
32896
32832
32842
32824
32855
15968
15967
32862
32814
32872
32878
32815

Order No.
32894
32833
32843
32825
32856
15974
15973
32858
32859
32874

Order No.
32885
32886
32884
32889
25419
25418
24268
25417
32848
32850
32256
32846
32847
32851

For suitable fans and motor protection switches see page 503
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Hazardous material work stations height 140 cm / depth 75 cm
Front view

Side view

900 / 1200 / 1500 / 1800

Top view

750

260

600

≈1100

1250

1400

exhaust air Ø160

620

Technical data

GAP.125.090

GAP.125.120

GAP.125.150

GAP.125.180

External dimensions (mm)
Height (external)

1400.00

1400.00

1400.00

1400.00

Height with support frame for sitting work

2085.00

2085.00

2085.00

2085.00

Height with support frame for standing work

2265.00

2265.00

2265.00

2265.00

Width (external)

900.00

1200.00

1500.00

1800.00

Depth (external)

750.00

750.00

750.00

750.00

Clear height

1105.00

1105.00

1105.00

1105.00

Width (internal)

865.00

1165.00

1465.00

1765.00

Depth (internal)

650.00

650.00

650.00

650.00

Width usable work surface

790

1090

1390

1690

Depth usable work surface with media duct

530

530

530

530

Depth usable work surface

640

640

640

640

Max. charge of the working surface

3000 N/m²

3000 N/m²

3000 N/m²

3000 N/m²

Work height sitting

720

720

720

720

Work height standing

900

900

900

900

103 kg

114 kg

139 kg

150 kg

Point load per support

287 N

325 N

363 N

401 N

Amount of air ducts

1 piece

1 piece

1 piece

2 piece

Nominal volume ﬂow

500 m³/h

690 m³/h

890 m³/h

1080 m³/h

Differential pressure per air duct

96 Pa

185 Pa

305 Pa

114 Pa

Noise level (approx.)

32.0 dB

32.0 dB

32.0 dB

35.0 dB

Frequency

50/60 Hz

50/60 Hz

50/60 Hz

50/60 Hz

Power consump. in operation

50 W

60 W

65 W

70 W

Max. current consumption

0.5 A

0.5 A

0.5 A

0.5 A

Nominal voltage

230 V

230 V

230 V

230 V

Internal dimensions (mm)

Usable work surface (mm)

Work height (mm)

Weight (kg)
Weight
Further information
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Hazardous material work stations – weighing work station

Weighing work stations with testing of the air equipment
according to EN 14175-3 (5.4.4)
Function / construction:
• Robust construction made of chemically resistant, anodised
aluminium proﬁles
• Weighed materials are not scattered by the fresh air curtain at
the front
• Vibration-free facility for mounting the analytical scales on a
granite block decoupled from the hazardous material work
station
• Usable for analytical scales with a measuring range of up to
0,00001 g
• Highly effective capturing of hazardous materials inside the work
station through special fresh air curtain technology
• Prepared for connection to the on-site exhaust air system and
for electrical supply (230 V/50 Hz)

Weighing work station
model GAP.125.120.WA
working surface with cutout 400x400mm (stainless steel brush-ﬁnished),
aluminium base (aluminium anodised), socket(s) 1 pair 230 V, IP54, up to
16A integrated in media duct or media slot, electrical component preinstalled
outlet with cable duct integrated in media duct or media slot, earthing link
mounted in the proﬁle, support frame as weighing rack with granite block for
seated activities (panel melamine resin-coated)
Order No. 32804-901 9

Model
GAP.125.090.WA

Standard equipment
• Monitoring electronics with visual and audible alarm
• Workplace light
• Fold-away deﬂector
• Melamine resin coated rear wall
• Electrical connection socket (230 V) on the roof
• Preinstalled empty socket incl. empty conduit for data cable
• 2 sockets (230 V / 50 Hz)
• Support frame for sitting work with decoupled granite block,
cutout 400 x 400 mm
• Work surface made of brushed stainless steel

with the following components

Order No.
32800-901

working surface with cutout 400x400mm (stainless steel brush-finished)
aluminium base (aluminium anodised)
socket(s) 1 pair 230 V, IP54, up to 16A integrated in media duct or media slot
electrical component preinstalled outlet with cable duct integrated in media duct or media slot
earthing link mounted in the profile
support frame as weighing rack with granite block for seated activities (panel melamine resin-coated)
GAP.125.120.WA

32804-901
working surface with cutout 400x400mm (stainless steel brush-finished)
aluminium base (aluminium anodised)
socket(s) 1 pair 230 V, IP54, up to 16A integrated in media duct or media slot
electrical component preinstalled outlet with cable duct integrated in media duct or media slot
earthing link mounted in the profile
support frame as weighing rack with granite block for seated activities (panel melamine resin-coated)
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Ready for dispatch within
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Hazardous material work stations – weighing work station
Front view

Side view

Top view

260

150

600

750

exhaust air Ø160

2090

1400

≈1100

1200

350
70 200

connector socket

C

685

Technical data

GAP.125.090.WA

GAP.125.120.WA

External dimensions (mm)
Height (external)

1400.00

1400.00

Height with support frame for sitting work

2090.00

2090.00

Width (external)

900.00

1200.00

Depth (external)

750.00

750.00

Clear height

1105.00

1105.00

Width (internal)

865.00

1165.00

Depth (internal)

650.00

650.00

Width usable work surface

790

1090

Depth usable work surface

640

640

Max. charge of the working surface

2850 N/m²

2850 N/m²

725

725

103 kg

114 kg

Point load per support

287 N

325 N

Amount of air ducts

1 piece

1 piece

Nominal volume ﬂow

500 m³/h

690 m³/h

Differential pressure per air duct

96 Pa

185 Pa

Noise level (approx.)

32.0 dB

32.0 dB

Frequency

50/60 Hz

50/60 Hz

Power consump. in operation

50 W

60 W

Max. current consumption

0.5 A

0.5 A

Nominal voltage

230 V

230 V

Internal dimensions (mm)

Usable work surface (mm)

Work height (mm)
Work height sitting

Weight (kg)
Weight
Further information
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SERVICE AND MAINTENANCE —
OUT AND ABOUT FOR YOUR SAFETY

asecos is uncompromising when it comes to safety.
Our expertise as developers and manufacturers of
technical safety products is also reflected in the range of services we offer. Seamless, professional maintenance can prevent serious damage in critical cases, and is also required by law in many countries.
A selected number of sales partners around the world
have undergone a special certification process and are
able to provide professional services where asecos cannot be present personally. Ask us for more information.
With the asecos services you are always on the safe side.

For more information on the asecos service programme visit www.asecos.global
or contact our experts via service@asecos.com.
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Hazardous material work stations
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Fans

Radial fans – safe technical ventilation
of hazardous material work stations in
accordance with regulations
•
•
•
•
•

Fan
CE compliant: ) F II _/3G c e IIB T4
Order No. 33561 3

Impeller and housing made of PPS
CE compliant
Protection class IP 55
Incl. mounting bracket with shock absorber
Also available as explosion protected version

Fan
CE compliant: ) F II 3/2G c e IIB T4, explosion-proof
Order No. 33564 8

700
EP.VE.29421
EP.VE.29424
EP.VE.29427

600
500
400

EP.VE.29422
EP.VE.29425
EP.VE.29428

Pressure drop in Pa

300
200

EP.VE.29423
EP.VE.29426
EP.VE.29429

100
0
0

500

1000

1500

2000

2500

Volumetric ﬂow in m³/h

Technical data
EP.VE.29421
External dimensions W x D x H
Nominal voltage
Frequency
Max. current consumption
Noise level (approx.)
Weight
Max. volume ﬂow
Min. volume ﬂow
Diff. pressure

Model
Fan EP.VE.29421
Fan EP.VE.29422
Fan EP.VE.29423
Fan EP.VE.29424
Fan EP.VE.29425
Fan EP.VE.29426
Fan EP.VE.29427
Fan EP.VE.29428
Fan EP.VE.29429

360 x 350 x 430
400
Hz
50/60
A
0.65
dB
41.0
kg
6.708
m³/h 600
m³/h 250
Pa
240-125
mm
Hz

EP.VE.29422

EP.VE.29423

EP.VE.29424
/29427

EP.VE.29425
/29428

EP.VE.29426
/29429

420 x 440 x 540
400
50/60
1.1
49.0
18.012
1200
350
400-250

530 x 540 x 670
400
50/60
2.2
56.0
21.011
2500
750
620-300

360 x 350 x 430
400
50/60
0.47
41.0
10
600
250
240-125

420 x 440 x 540
400
50/60
1.1
49.0
11
1200
350
400-250

530 x 540 x 670
400
50/60
2.25
56.0
21.811
2500
750
620-300

for explosive area II
for explosive area II
for explosive area II
for expolsive area I
for expolsive area I
for expolsive area I

Accessories
Current limiting circuit-breaker for radial fan EP.VE.29421 / 29424 / 29427
Current limiting circuit-breaker for radial fan EH.VE.8680, EP.VE.29425 / 29428
Current limiting circuit-breaker for fans EP.VE.29426 / 29429 / 29423

Order No.
33561
33562
33563
33564
33565
33566
33567
33568
33569
Order No.
32845
32849
33826

Ready for dispatch within
Days
Weeks
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Hazardous material work stations
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Hazardous material work stations

Customised solutions when working
with hazardous materials

The preceding pages have shown that a wide
variety of work procedures require unique
solutions when handling hazardous materials.
The modular hazardous material work stations
by asecos guarantee the ideal product is found
quickly.

A safe decision
Do you have a quite speciﬁc application
but are not sure if this can be done with an
asecos hazardous material work stations?
No problem — in our test and application
centre in Gründau (Germany) you can test
the application while totally protected by the
asecos hazardous material work stations. See
for yourself, and without risk, how effective our
products are.
For more information simply visit us online at:
www.asecos.global

Special requests welcome
Bushings, sinks, special connections, and
various work surfaces with cutouts or balance
table accessory — our experts will advise you
on the many options available to personalise
your speciﬁc hazardous material work station.
Complete supply and waste disposal systems
are also available along with asecos under
bench cabinets so that hazardous material
storage is thus possible directly on site.
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Hazardous material work stations — references

Application
Hazardous material work station with special size for the production of
plastic models
Company
Düker GmbH & Co. KGaA
Location
Karlstadt (Germany)
Sector
Manufacturer of ﬁttings and pressure pipe ﬁttings
Implemented by asecos partner
Günther Fachhandel, Bad Neustadt/Saale

Application
Hazardous material work station with safety storage under bench cabinet
and front panel for the preparation of tissue samples, using for example
xylene and formalin
Company
Klinikum Fulda gAG, pathology
Location
Fulda (Germany)
Sector
Hospitals
Implemented by asecos partner
Vogel GmbH & Co. KG, Gießen

Application
Hazardous material work station for bonding, sheding and cleaning
Company
Endress+Hauser Flowtec AG
Location
Reinach (Switzerland)
Sector
Electronics assembly
Implemented by asecos partner
Waldner AG
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Hazardous material work stations — references

Application
Hazardous material work station with safety storage under bench
cabinet for the investigation of water samples
Company
Justizvollzugsanstalt Landsberg am Lech
Location
Landsberg (Germany)
Sector
Authorities
Implemented by asecos partner
CVent

Application
Hazardous material work station for book restoration with solvents
Company
Stadt Bochum - Stadtarchiv
Location
Bochum (Germany)
Sector
Public institution
Implemented by asecos partner
B+G Balandis + Grewe GmbH, Bochum

Application
Hazardous material work station for cleaning work with ﬂammable
liquids
Company
Canberra Semiconductor
Location
Olen (Belgium)
Sector
Manufacturer electronics assembly
Implemented by asecos partner
DENIOS BV
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Pharmaceutical exhausts

75 cm

Pharmaceutical exhausts according to DIN 12924 Part 4:
2012
Function / construction:
• Safe handling of chemicals, protection from hazardous vapours
and potentially explosive atmospheres
• Easily mounted on a table top
• Robust construction made of chemically resistant, antibacterial
powder-coated sheet steel
• Testing of the air equipment by recognized test institute
Standard equipment
• Exhaust air fan
• Monitoring electronics with visual and audible alarm
• Workplace light
• Steplessly height adjustable front sash made from acrylic glass
• 2 sockets
Accessories
Ventilation set 1:
1 m ﬂexible hose DN 100
2 hose clamps
1 wall bushing

Pharmaceutical exhaust
model APA.145.090
media supplies optional
Order No. 31834 2

Ventilation set 2:
7,5 m ﬂexible hose DN 125
2 hose clamps
1 wall bushing
1 reducing adapter DN 100/125
Ventilation set 3:
1 fan DN 150
2 reducing adapters DN 150/125
7,5 m ﬂexible hose DN 125
2 hose clamps
6 drilling screws 4,2 x 16

Model
APA.145.075
APA.145.090

W x D x H (mm)
750 x 600 x 1460
900 x 600 x 1460

Order No.
31833
31834

Accessories APA.145.075
Support frame
Media supply butane with stop valve
Media supply water with stop valve
Media supply Water and natural gas with shutoff valve

Order No.
33188
33197
33195
33193

Accessories APA.145.090
Support frame
Media supply butane with stop valve
Media supply water with stop valve
Media supply Water and natural gas with shutoff valve

Order No.
33187
33198
33196
33194

All models
Ventilation set 1: ventilation accessories, ø100 mm, 1 m hose
Ventilation set 2: ventilation accessories, ø125 mm, 7,5 m hose
Ventilation set 3: support fan, ø125 mm, 7,5 m hose

Order No.
33189
33190
33191
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Pharmaceutical exhausts
Side view

750 / 900

600

107

Front view

display with monitoring
electronics

924

1460

fan integrated

500

900

water supply, cold
(optional)

636

natural gas supply
(optional)
421

151

150

69

141

679 / 829

drainage connection for 40 sanitary
pipe

water supply, cold (optional)
earthed sockets (IP54, 2x)
natural gas supply (optional)

Technical data

uniﬂex hoses with union nut 1/2'',
protruding length approx. 450

switch on/off

APA.145.075

APA.145.090

External dimensions (mm)
Height (external)

1460.00 mm

1460.00 mm

Width (external)

750.00 mm

900.00 mm

Depth (external)

600.00 mm

600.00 mm

Internal dimensions (mm)
Clear height

924.00 mm

924.00 mm

Width (internal)

740.00 mm

890.00 mm

Depth (internal)

440.00 mm

440.00 mm

Usable work surface (mm)
Width usable work surface

745 mm

895 mm

Depth usable work surface

440 mm

440 mm

Work height (mm)
Weight

91 kg

100 kg

Amount of air ducts

1 piece

1 piece

Nominal volume ﬂow

330 m³/h

330 m³/h

Differential pressure per air duct

315 Pa

315 Pa

Frequency

50/60 Hz

50/60 Hz

Power consump. in operation

160 W

160 W

Power consump. in standby mode

0,5 W

0,5 W

Nominal voltage

230 V

230 V
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Suction hoods
Suction hoods — safe working with open containers or other sources of harmful
substances/vapours

2

1

Robust, user-friendly and
safe

Ventilation

Certiﬁed safety

• Robust construction made of chemically
resistant, anodised aluminium proﬁles
• Fracture-resistant acrylic glass, 5 mm

• Quickly put into operation
• Connecting hood (DN 169) in the ceiling
for connection to the on-site exhaust air
system

• Ventilation testing of the air equipment in
accordance with EN 14175-3 (5.4.4)
• The prescribed speciﬁed workplace limit
values are maintained

1
510

2

Suction hoods

Suction hoods — safe working with open containers
or other sources of harmful substances/vapours
Function / construction:
• Ventilation testing of the air equipment in accordance with
EN 14175-3 (5.4.4)
• The prescribed speciﬁed workplace limit values are
maintained
• Ideal for assembly on an existing workplace
• Robust construction made of chemically resistant,
anodised aluminium proﬁles
• Fracture-resistant acrylic glass, 5 mm
• Mounting on an on-site air exhaust system
• Connecting pieces (DN 160) in the ceiling for connection
to the on-site exhaust air system
• The air speed should be 0,3 m/s

Suction hood
model ASE.090.120
Order No. 16556 4
(support frame not included in the scope of delivery)

Technical data
External dimensions W x D x H
Weight
Differential pressure per air duct
Nominal volume ﬂow

mm
kg
Pa
m³/h

ASE.050.060.040

ASE.050.090.040

600 x 400 x 500
11.6
45
250

900 x 400 x 500
14.6
64
300

ASE.090.090.060

ASE.090.120.060

900 x 600 x 900
26.4
93
360

1200 x 600 x 900
30.4
208
540

Technical data
External dimensions W x D x H
Weight
Differential pressure per air duct
Nominal volume ﬂow

mm
kg
Pa
m³/h

Suction hood
model ASE.050.060.040
Order No. 16553 4

Model
ASE.050.060.040
ASE.050.090.040
ASE.090.090.060
ASE.090.120.060

W x H (mm) front opening
484 x 437
600 x 437
600 x 542
900 x 542

Order No.
16553
16554
16555
16556

Ready for dispatch within
Days
Weeks
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Sump pallets — Introduction

The right sump pallet for your application
Which hazardous materials should be stored? The properties of the hazardous material determine the material of the sump pallet:
Storage of ﬂammable substances and/or water
pollutants such as oils, varnishes, etc.

Storage of non-ﬂammable, water pollutants,
aggressive substances such as acids and bases

Steel sump pallets either in coated
or galvanised design

Polyethylene sump pallets

Which containers should be stored?
When storing hazardous materials, the sump pallet must ensure an adequate collection volume. Depending on
whether small containers, 60 or 200 litre drums, 1,000 litre containers or different container sizes are supposed
to be clustered, the asecos delivery programme offers the right sump pallet
60-litre containers/drums

200-litre drums

Which application is required?
The sump pallet systems offer you maximum ﬂexibility
For placing on the ﬂoor or on wooden
pallets

Can be rolled-under with a fork lift or
fork lift truck

Can be moved with rollers and push
handles

Extensive protection

512

1,000-litre containers

Sump pallets

Overview: sump pallet (steel)
For up to 2 x 200 litre drums

page 514

page 515

page 515

page 517

page 517

For up to 8 x 200 litre drums

page 516

Overview: sump pallet (PE)
For 60 litre drums

page 518

page 518

page 518

page 520

page 521

page 523

page 524

For up to 4 x 200 litre drums

page 519
For up to 2 x 1000 litre IBC

page 522

page 525

Bunded spill ﬂoorings made from polyethylene

page 526
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Steel sump pallets for 1 x 200 litre drum

Steel sump pallet with 200 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants and ﬂammable
liquids
Flexible
• Direct storage in the sump pallet or on the grid
• Available either painted (RAL 5010 gentian blue) or galvanised
Forklift pockets
• Accessible from below on 4 sides
• Easy and safe in-house transport

Sump pallet
steel painted gentian blue (RAL 5010), grid galvanised, for 1 x 200 litre drum +
small containers
Order No. 2516 3

Drum mount made from polyethylene
Order No. 9875 3

Sump pallet
steel galvanised, grid galvanised, for 1 x 200 litre drum + small
containers
Order No. 2517 3

Type
Sump pallet steel painted with forklift pockets
Sump pallet steel galvanised with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets

Sump pallet
steel painted gentian blue (RAL 5010), for 1 x 200 litre drum or small
containers
Order No. 9844 3

Capacity
1 x 200 litre drum or small containers
1 x 200 litre drum or small containers
1 x 200 litre drum + small containers
1 x 200 litre drum + small containers

W x D x H (mm)
815 x 840 x 473
815 x 840 x 473
815 x 840 x 473
815 x 840 x 473

200
200
200
200

550
550
550
550

Order No.
9844
9843
2516
2517

1) capacity (litre), 2) load capacity (kg)
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Ready for dispatch within
Days
Weeks

Steel sump pallets for up to 2 x 200 litre drums

Steel sump pallet with 200 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants and ﬂammable
liquids
Flexible
• Direct storage in the sump pallet or on the grid
• Available either painted (RAL 5010 gentian blue) or galvanised
• By adding drum mounts, 60-litre and 200-litre drums can be
stored horizontally

Sump pallet
steel galvanised, grid galvanised, for 2 x 200 litre drum
Order No. 2505 3

Forklift pockets
• Accessible from below on 4 sides
• Easy and safe in-house transport

Order No. 2512 3

Order No. 2500 3

Sump pallet
steel galvanised, grid galvanised, for 2 x 200 litre drum
Order No. 2513 3

Model
Sump pallet steel painted
Sump pallet steel galvanised
Sump pallet steel painted with galvanised grid
Sump pallet steel galvanised with galvanised grid
Sump pallet steel painted with forklift pockets
Sump pallet steel galvanised with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets

Capacity
1 x 200 litre drum + small containers
1 x 200 litre drum + small containers
2 x 200 litre drum
2 x 200 litre drum
1 x 200 litre drum + small containers
1 x 200 litre drum + small containers
2 x 200 litre drum
2 x 200 litre drum
2 x 200 litre drum

W x D x H (mm)
815 x 1235 x 255
815 x 1235 x 255
815 x 1235 x 255
815 x 1235 x 255
815 x 1235 x 350
815 x 1235 x 350
815 x 1235 x 350
815 x 1235 x 350
850 x 1340 x 325

200
200
200
200
200
200
200
200
205

800
800
800
800
800
800
800
800
900

Order No.
2500
2501
2504
2505
2508
2509
2512
2513
8431

1) capacity (litre), 2) load capacity (kg/m²)

Ready for dispatch within
Days
Weeks
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Steel sump pallets for up to 4 x 200 litre drums

Steel sump pallet with 200 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants and ﬂammable
liquids
Flexible
• Direct storage in the sump pallet or on the grid
• Available either painted (RAL 5010 gentian blue) or galvanised
Forklift pockets
• Accessible from below on 4 sides
• Easy and safe in-house transport

Sump pallet
steel galvanised, grid galvanised, for 4 x 200 litre drum
Order No. 2515 3

Drum mount galvanised for 2 x 50/60
litre drums or 200 litres, W x D x H (mm):
1160 x 600 x 380
Order No. 2561 3

Sump pallet
steel galvanised, grid galvanised, for 4 x 200 litre drum
Order No. 2507 2

Type
Sump pallet steel painted
Sump pallet steel galvanised
Sump pallet steel painted with galvanised grid
Sump pallet steel galvanised with galvanised grid
Sump pallet steel painted with forklift pockets
Sump pallet steel galvanised with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets

Sump pallet
steel painted gentian blue (RAL 5010), grid galvanised, for 4 x 200
litre drum
Order No. 2514 3

Capacity
1 x 200 litre drum + small containers
1 x 200 litre drum + small containers
4 x 200 litre drum
4 x 200 litre drum
1 x 200 litre drum + small containers
1 x 200 litre drum + small containers
4 x 200 litre drum
4 x 200 litre drum

W x D x H (mm)
1210 x 1240 x 190
1210 x 1240 x 190
1210 x 1240 x 190
1210 x 1240 x 190
1210 x 1240 x 285
1210 x 1240 x 285
1210 x 1240 x 285
1210 x 1240 x 285

200
200
200
200
200
200
200
200

1200
1200
1200
1200
1200
1200
1200
1200

Order No.
2502
2503
2506
2507
2510
2511
2514
2515

1) capacity (litre), 2) load capacity (kg)
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Ready for dispatch within
Days
Weeks

Steel sump pallets for up to 4 x or 8 x 200 litre drums

Steel sump pallet with 400 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants and ﬂammable
liquids
Sump pallet
steel painted gentian blue (RAL 5010), grid galvanised, for 4 x 200 litre drum
Order No. 2520 3

Flexible
• Direct storage in the sump pallet or on the grid
• Available either painted (RAL 5010 gentian blue) or galvanised
• By adding drum mounts, 60-litre and 200-litre drums can be
stored horizontally
Accessible
• Particularly ﬂat surface design
• Allows loading with pallet trucks

Drum mount galvanised for 3 x 50/60
litre drums or 2 x 200 litre drums,
W x D x H (mm): 1160 x 600 x 380
Order No. 2562 3

Forklift pockets
• Accessible from below on 4 sides
• Easy and safe in-house transport

Sump pallet
steel galvanised, grid galvanised, for 4 x 200 litre drum
Order No. 8433 3

Sump pallet
steel painted gentian blue (RAL 5010), grid galvanised, for 8 x 200 litre drum
Order No. 2522 2

Type
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets
Sump pallet steel painted with galvanised grid with forklift pockets
Sump pallet steel galvanised with galvanised grid with forklift pockets

Capacity
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
4 x 200 litre drum
8 x 200 litre drum
8 x 200 litre drum

W x D x H (mm)
1260 x 1340 x 270
1260 x 1340 x 270
1260 x 1340 x 390
1260 x 1340 x 390
1260 x 1340 x 195
815 x 2470 x 250
815 x 2470 x 250
815 x 2470 x 355
815 x 2470 x 355
1210 x 2455 x 250
1210 x 2455 x 250

205
205
400
400
205
260
260
400
400
340
340

1400
1400
1400
1400
1400
1200
1200
1200
1200
2000
2000

Order No.
8432
8433
23037
23038
2518
2520
2521
23039
23040
2522
2523

1) capacity (litre), 2) load capacity (kg)

Ready for dispatch within
Days
Weeks
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Polyethylene sump pallets for 60 litre containers

Polyethylene sump pallet with 60 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Highly resistant against oil, acid, alkali, etc.
• Also available with galvanised grid or PE grid
• Sump pallet for direct placing on the ﬂoor or Euro-Pallet
Sump with feet
• Ideal for in-house transport of the empty sump pallet
Mobile version
• Movable with castors and handle

Sump pallet
polyethylene blue, for 1 x 60 litre drum + small containers
Order No. 18447 3

Sump pallet
polyethylene blue, grid galvanised, for 2 x 60 litre drum
Order No. 18448 3

Sump pallet
polyethylene blue, grid PE, for 2 x 60 litre drum
Order No. 18078 3

Sump pallet
polyethylene blue, grid PE, for 2 x 60 litre drum
Order No. 18075 3

1)
Type
Sump pallet PE
Sump pallet PE with galvanised grid
Sump pallet PE with PE-grid
Sump pallet PE with feet
Sump pallet PE with galvanised grid with feet
Sump pallet PE with PE-grid with feet
Sump pallet PE movable
Sump pallet PE with galvanised grid movable
Sump pallet PE with PE-grid movable

Capacity
1 x 60 litre drum + small containers
2 x 60 litre drum
2 x 60 litre drum
1 x 60 litre drum + small containers
2 x 60 litre drum
2 x 60 litre drum
1 x 60 litre drum + small containers
2 x 60 litre drum
2 x 60 litre drum

W x D x H (mm)
725 x 525 x 235
725 x 525 x 235
725 x 525 x 235
725 x 525 x 320
725 x 525 x 320
725 x 525 x 320
725 x 525 x 330
725 x 525 x 330
725 x 525 x 330

60
60
60
60
60
60
60
60
60

2)
150
150
150
150
150
150
120
120
120

Order No.
18447
18448
18449
18073
18074
18075
18076
18077
18078

1) capacity (litre), 2) load capacity (kg)
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Ready for dispatch within
Days
Weeks

Polyethylene sump pallets for up to 2 x 200 litre drums

Polyethylene sump pallet with 220 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Highly resistant against oil, acid, alkali, etc.
• Also available with galvanised grid or PE grid
Flat surface design
• For an easy and comfortable storage of drums
• Robust construction, shock resistant
Sump pallet
polyethylene blue, grid galvanised, for 2 x 200 litre drum
Order No. 33057 3

Sump pallet
polyethylene blue, for 1 x 200 litre drum or small containers
Order No. 33056 3

Mobile version
• Movable with castors and handle

Sump pallet
polyethylene blue, grid PE, for 2 x 200 litre drum
Order No. 33059 3

1)
Type
Sump pallet PE movable
Sump pallet PE with galvanised grid movable
Sump pallet PE with PE-grid movable

Capacity
1 x 200 litre drum or small containers
2 x 200 litre drum
2 x 200 litre drum

W x D x H (mm)
865 x 1245 x 1060
865 x 1245 x 1060
865 x 1245 x 1060

220
220
220

2)
620
620
620

Order No.
33056
33057
33059

1) capacity (litre), 2) load capacity (kg)

Ready for dispatch within
Days
Weeks
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Polyethylene sump pallets for up to 2 x 200 litre drums

Polyethylene sump pallet with 220 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Sump pallet
polyethylene blue, for 1 x 200 litre drum or small containers
Order No. 33052 3

Highly resistant against oil, acid, alkali, etc.
• Also available with galvanised grid or PE grid
Flat surface design
• For an easy and comfortable storage of drums
• Robust construction, shock resistant

Drum mount made from polyethylene
Order No. 9875 3

Sump pallet
polyethylene blue, grid PE, for 2 x 200 litre drum
Order No. 33055 3

Forklift pockets
• Easy and safe in-house transport of the empty sump by pallet
truck and forklift truck

Sump pallet
polyethylene blue, grid galvanised, for 2 x 200 litre drum
Order No. 33054 3

1)
Type
Sump pallet PE with forklift pockets
Sump pallet PE with galvanised grid with forklift pockets
Sump pallet PE with PE-grid with forklift pockets

Capacity
1 x 200 litre drum or small containers
2 x 200 litre drum
2 x 200 litre drum

W x D x H (mm)
865 x 1245 x 350
865 x 1245 x 350
865 x 1245 x 375

220
220
220

2)
760
760
760

Order No.
33052
33054
33055

1) capacity (litre), 2) load capacity (kg)
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Ready for dispatch within
Days
Weeks

Polyethylene sump pallets for up to 4 x 200 litre drums

Polyethylene sump pallet with 255 litres capacity
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Highly resistant against oil, acid, alkali, etc.
• Also available with galvanised grid or PE grid
Flat surface design
• For an easy and comfortable storage of drums
• Robust construction, shock resistant
Forklift pockets
• Easy and safe in-house transport of the empty sump by forklift
truck

Sump pallet
polyethylene blue, grid galvanised, for 4 x 200 litre drum
Order No. 31861 3

HIGHLIGHT
4

1

2
3

1
2
3
Sump pallet
polyethylene blue, grid PE, for 4 x 200 litre drum
Order No. 31862 3

4

• Rigid structure, shock proof
• Forklift accessible for easy loading and transport
• Completely sealed, made without seams using an injection
moulding process
• Easy to clean, highly resistant to oils, acids, alkalis and other
aggressive substances, corrosion-proof

1)
Type
Sump pallet PE with forklift pockets
Sump pallet PE with galvanised grid with forklift pockets
Sump pallet PE with PE-grid with forklift pockets

Capacity
1 x 200 litre drum + small containers
4 x 200 litre drum
4 x 200 litre drum

W x D x H (mm)
1235 x 1235 x 275
1235 x 1235 x 275
1235 x 1235 x 300

255
255
255

2)
950
950
950

Order No.
31860
31861
31862

1) capacity (litre), 2) load capacity (kg)

Ready for dispatch within
Days
Weeks
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IBC station for 1 x 1,000 litre IBC

Polyethylene sump pallet with 1,100 litres capacity for the
storage of IBC
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Complete corrosion protection
• Optionally with integrated dispensing area
• Integrated polyethylene storage mount with upturned edges to
prevent IBC from slipping

IBC station
polyethylene blue, with storage mount
Order No. 13054 3
Extension tap (polyethylene)
Order No. 9891 3

IBC station
polyethylene blue, with storage mount, with dispensing area
Order No. 13055 3

1)
Type
IBC station PE with storage mount with forklift pockets
IBC station PE with storage mount, with dispensing area with forklift pockets

Accessories
Extension tap

W x D x H (mm)
1380 x 1575 x 760
1380 x 1800 x 760

1000
1100

2)
2000
2000

Order No.
13054
13055

Order No.
9891

1) capacity (litre), 2) load capacity (kg)
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Ready for dispatch within
Days
Weeks

IBC station for 2 x 1,000 litre IBC

Polyethylene sump pallet with 1,100 litres capacity for the
storage of IBC
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Ideal for storing 1,000 litre IBC or small containers
• Optionally with an integrated pallet shape storage platform made
of polyethylene
• 2,000 kg load capacity per storage area depending on the selfweight of the container
• Ideal suited for storing liquids with a maximum speciﬁc weight of
up to 1,800 kg/m³

IBC station
polyethylene blue, PE storage platform
Order No. 15477 3

IBC station
polyethylene blue
Order No. 15479 3

IBC station
polyethylene blue, PE storage platform
Order No. 15480 3

1)
Type
IBC station PE with storage platform (PE) with forklift pockets
IBC station PE with forklift pockets
IBC station PE with storage platform (PE) with forklift pockets

W x D x H (mm)
1430 x 1430 x 965
2260 x 1430 x 720
2260 x 1430 x 745

1100
1100
1100

2)
2000
2000
2000

Order No.
15477
15479
15480

1) capacity (litre), 2) load capacity (kg/storage area)

Ready for dispatch within
Days
Weeks
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IBC station for 1 x 1,000 litre IBC

Polyethylene sump pallet with 1,000 litres capacity for the
storage of IBC
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Complete corrosion protection
• Optionally available with galvanised grid or PE grid
• The empty IBC sump can be transported and loaded by using a
pallet truck or forklift truck

IBC station
polyethylene blue, grid PE
Order No. 2684 3

IBC station
polyethylene blue, grid galvanised
Order No. 2683 3

1)
Type
IBC station PE with galvanised grid with forklift pockets
IBC station PE with PE-grid with forklift pockets

W x D x H (mm)
1760 x 1410 x 660
1760 x 1410 x 660

1000
1000

2)
2000
2000

Order No.
2683
2684

1) capacity (litre), 2) load capacity (kg)
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Ready for dispatch within
Days
Weeks

IBC station for 2 x 1,000 litre IBC

IBC station
polyethylene blue, grid PE
Order No. 8833 3

IBC station
polyethylene blue, grid galvanised
Order No. 8437 3

1)
Type
IBC station PE with galvanised grid with forklift pockets
IBC station PE with PE-grid with forklift pockets

W x D x H (mm)
2480 x 1410 x 470
2480 x 1410 x 490

1000
1000

2)
2000
2000

Order No.
8437
8833

1) capacity (litre), 2) load capacity (kg/storage area)

Ready for dispatch within
Days
Weeks
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Bunded spill ﬂoorings, polyethylene, height 150 mm
Bunded spill ﬂooring made from polyethylene
(height 150 mm)
Compact and robust design – safe and approved
• Approved for the safe storage of water pollutants
Flexible
• Ideal for covering a large storage area
• High resistance against chemicals
• Height 150 mm – large collecting volume
• Optionally available with galvanised or polyethylene grid
• Ramps for wheel loads up to 150 kg

Various combinations - example no. 1:
1 bunded spill ﬂooring 3000 × 1500 mm

1 bunded spill ﬂooring 3000 × 1500 mm

1 bunded spill ﬂooring 1500 × 1500 mm

1 ramp

1 ramp

4 edge fastener

4 edge fastener
1 joining element, length = 1420 mm
2 distance joiner

526

Various combinations - example no. 2:

Bunded spill ﬂoorings, polyethylene, height 150 mm

Distance joiner
Order No. 11262 3

Cross joiner — coverage of the
corner shots (when 4 bunded spill
ﬂoorings meet)
Order No. 8831 3

Joining element, length 720 mm
Order No. 23068 3

Joining element, length 1420 mm
Order No. 8685 3

Joining element, length 2120 mm
Order No. 23069 3

Joining element, length 2920 mm
Order No. 8830 3

Edge fastener
Order No. 8701 3

Ramp made from polyethylene,
dimensions W x D x H (mm):
900 x 940 x 150
Order No. 8832 3

1)
Bunded spill floorings with polyethylene grid (height 150 mm)
Bunded spill flooring PE with PE-grid
Bunded spill flooring PE with PE-grid
Bunded spill flooring PE with PE-grid
Bunded spill flooring PE with PE-grid

Wheel load (kg)
150
150
150
150

W x D x H (mm)
1500 x 790 x 150
1500 x 1500 x 150
2200 x 1500 x 150
3000 x 1500 x 150

Bunded spill floorings with galvanised grid (height 150 mm)
Bunded spill flooring PE with galvanised grid
Bunded spill flooring PE with galvanised grid
Bunded spill flooring PE with galvanised grid
Bunded spill flooring PE with galvanised grid

Wheel load (kg)
150
150
150
150

W x D x H (mm)
1500 x 790 x 150
1500 x 1500 x 150
2200 x 1500 x 150
3000 x 1500 x 150

125
220
355
400

2)

1)
125
220
355
400

Order No.
19234
8684
19236
8829

800
800
800
800

2)
800
800
800
800

Order No.
17301
8827
19235
8828

1) capacity (litre), 2) load capacity (kg/m²)

Ready for dispatch within
Days
Weeks
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Expert Information

asecos HazMat Guide
The ultimate FLAMMABLE storage guide
The ﬁrst edition of the asecos HazMat Guide series puts special focus on ﬂammable storage. We have collected information from many sources and added our own content to make the HazMat Guide a comprimising piece of literature
to help designing the safest possible workplace.
The brochure contains detailed information and many legal bases, such as:
· the terms and deﬁnitions of hazardous material
· the storage of hazardous materials
· the storage of ﬂammable liquids in ﬁre-resistant safety storage cabinets

Make sure to get your copy now – visit
www.asecos.global or contact us.

Look out for our future HazMat Guide
releases, specializing in corrosive storage,
gas cylinder storage and more.
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Overview: hazardous materials handling
Drum accessories

Drum wrench

Drum tap

Drum funnel

page 530

page 530

page 531

Safety container

Disposal container

Cleaning containers

Plunger can

Collection container

page 532

page 538

page 542

page 544

page 545

Sorbents oil

Sorbents universal

Sorbents special

page 547

page 548

page 549

Safety container

Sorbents

Emergency showers

Eye showers

Body showers

page 552

page 553
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Drum pumps/accessories
Drum accessories – safe handling of drums
1

2

3

4

5

6

Level indicator
• With protecting cap, integrated ventilation indicates when drum
is nearly full
Level indicator
• Made from chromed steel
• Fits 3/4" drum taps
• Enables ﬁlling to be carried out in installed state
Drum safety vent made of brass with 2" thread
• Provides the necessary pressure balance when dispensing or
pumping down
• Valve opens at 0.35 bars
Drum tools
• Simultaneous opening and emptying of drums, suitable for
drums with 2" BSP-Tri-Sure thread
• Electric or pneumatic connection not necessary
• Complete emptying of a drum in horizontal position
Drum wrench made of cast iron
• Suitable for all bung types
Drum wrench made of bronze
• Suitable for all common drum types
• Compact design
• Sparking is completely eliminated

1

2

Order No. 18094 3

Order No. 2776 3

3

4

Order No. 2777 3

Order No. 2774 3

5

6

Order No. 2781 3

Order No. 2780 3

Taps – safe extraction of drums
1

2

3

4

5

6

7

8

9

Flexible spout extension
• Length 150 mm
Flexible spout extension
• Length 80 mm
Fine dosing tap made of injection moulding zinc with 3/4"
thread
• Self closing incl. ﬂame arrester and plastic seal for alkaline liquids
and mineral oil products
Stainless steel tap with 3/4" thread
• Self closing with ﬂame arrester and PTFE seal
• Adjustable in position
• For aggressive liquids
Brass tap with 3/4" thread
• Self closing with ﬂame arrester and PTFE seal
• For non-corrosive liquids < 30 SAE
Fine dosing tap made of stainless steel with 3/4" thread
• Self closing with ﬂame arrester and PTFE seal
• Adjustable in position
• For aggressive liquids
Brass tap with 3/4" thread
• Self closing with ﬂame arrester and PTFE seal
• For aggressive liquids
Polyethylene taps
• For corrosive and aggressive chemicals
• Fast outﬂow (2" tap = 200-litre-drum in approx. 3 minutes)
• 3/4" and 2" Tri-Sure thread
Brass tap with 2" thread
• Self closing with ﬂame arrester and PTFE seal
• For viscous liquids > 30 SAE

1

2

Order No. 15590 3

3

Order No. 2796 3

6

Order No. 2795 3

Order No. 15589 3

4

Order No. 2797 3

7

Order No. 2798 3

5

Order No. 2799 3

8

Order No. 2801 3
3/4" Tri-Sure thread
Order No. 2802 3
2" Tri-Sure thread

9

Order No. 2800 3
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Ready for dispatch within
Days
Weeks

Drum pumps/accessories
Drum funnel made of polyethylene
• Cans and ﬁlters can be put on the ﬂuted area for draining
• Optional available lid protects againts contamination and can be locked
• Suitable for 200 litre drums
• Max. ﬁlling volume: 5 litres

Drum funnel with lid, without sieve, lockable
(polyethylene)
Order No. 2731 2

Drum funnel without sieve (polyethylene)
Order No. 2729 3
Drum funnel with sieve (polyethylene)
Order No. 2730 3

Drum funnel with lid and sieve, lockable
(polyethylene)
Order No. 2732 3

Drum funnel made of polyethylene with
high sidewalls
• Covers the whole drum surface
• Grooved surface allows a clean and splashfree inﬁlling
• Optional available lid protects against contamination and can be locked
• Suitable for 200-litre-drums (steel and plastic
drum, bung hole drum or drum with lid)
• Max. ﬁlling volume: 22 litres

Drum funnel with lid and sieve (polyethylene)
Order No. 11311 3
Drum funnel with sieve (polyethylene)
Order No. 11309 3

Drum funnel made of steel
• Extensive, safe ﬁlling in the 2" bung hole of
200 litre steel drums
• Sturdy steel design, plastic laminated
• The funnel has a 30 litre capacity, suitable
to ﬁll in large amounts of liquid into the
drum quickly

Drum funnel (steel)
Order No. 12125 3

Model
Drum funnel made of polyethylene without sieve
Drum funnel made of polyethylene with sieve
Drum funnel made of polyethylene without sieve, with lid
Drum funnel made of polyethylene with sieve, with lid

Ø x H (mm)
Ø 580 x 115
590 x 575 x 115
Ø 580 x 145
605 x 605 x 145

Max. filling volume (l)
5.00
5.00
5.00
5.00

Order No.
2729
2730
2731
2732

Model
Drum funnel made of polyethylene without sieve
Drum funnel made of polyethylene with sieve
Drum funnel made of polyethylene without sieve, with lid
Drum funnel made of polyethylene (conductive) without sieve, with lid
Drum funnel made of polyethylene with sieve, with lid
Drum funnel made of polyethylene (conductive) with sieve, with lid
Drum funnel made of steel

Ø x H (mm)
690 x 690 x 190
690 x 690 x 190
670 x 710 x 230
Ø 690 x 190
690 x 690 x 190
670 x 710 x 190
650 x 650 x 135

Max. filling volume (l)
22.00
22.00
22.00
22.00
22.00
22.00
30.00

Order No.
11308
11309
11310
23117
11311
23119
12125

Ready for dispatch within
Days
Weeks
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Safety containers made of steel
Safety containers made from steel – safe storage and distribution of
ﬂammable liquids, protect the daily requirements of ﬂammable liquids
in the working area
Safety container made from sheet steel PREMIUM LINE
• Interior tin-coated, exterior with high quality powder coating
• Self-closing opening for pouring
• Automatic pressure compensation
• Integrated ﬂame arrester made from stainless steel
• Safe and comfortable operation with release lever or free swinging
handle
• High stability
• Container label included in the scope of delivery
• Approved safety products (FM, UL/ULC)

Safety container type II made from sheet steel AccuFlow™ PREMIUM LINE
Ideal for controlled pouring into small openings
• Interior tin-coated, exterior with high quality powder coating
• Self-closing opening for pouring and ﬁlling
• Automatic pressure/vacuum compensation between 0.2 and 0.35 bar
• Integrated ﬂame arrester made from stainless steel
• High stability
• Safe and comfortable operation – the combination handle enables weight transfer
in the palm of the hand and eases the lifting of the container
• Ergonomic lift lever opens the self-closing spout wide for easy ﬁlling
• Opening closes after releasing the handle
• Container labels included in scope of delivery
• Approved safety products (FM, UL/ULC)

Type I
Safety container
Safety container
Safety container
Safety container
Safety container
Safety container

Ø x H (mm)
Ø 241 x 349
Ø 241 x 279
Ø 298 x 292
Ø 184 x 292
Ø 298 x 429
Ø 117 x 210

Capacity (l)
7.5
4.0
9.5
4.0
19.0
1.0

Order No.
33515
33514
33516
33513
33517
33512

Type II
Safety container
Safety container
Safety container

Ø x H (mm)
Ø 298 x 305
Ø 298 x 445
Ø 241 x 267

Capacity (l)
9.5
19.0
4.0

Order No.
33520
33521
33519
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Ready for dispatch within
Days
Weeks

Safety containers made of polyethylene
Safety containers made from polyethylene — safe storage and distribution of ﬂammable and corrosive liquids, protect the daily requirements of
ﬂammable liquids in the working area

Safety container type I made from polyethylene PREMIUM LINE
• Sturdy construction made from 4 mm thick HDPE
• Operating elements and ﬂame arrester made of stainless steel with PTFE seals
• Self-closing opening for pouring
• Automatic pressure compensation
• Operation optionally with lever or handle
• Exterior earthed connection to the ﬂame retarder
• High media resistance
• Container labels included in the scope of delivery
• Approved safety products (FM – oval containers / FM, UL – round containers)

Safety containers made from
polyethylene STANDARD LINE
• Sturdy construction made from HDPE
• Operating elements and ﬂame arrester made
of stainless steel
• Self-closing opening for pouring
• Automatic pressure compensation
• Container labels included in the scope of
delivery

Safety container
polyethylene, yellow, capacity 19 L, W x D x H (mm):
320 x 320 x 430
Order No. 2638 3

W x D x H (mm)

PREMIUM LINE
Safety container oval
Safety container oval
Safety container round
Safety container round

117 x 194 x 241
117 x 194 x 324
Ø 273 x 362
Ø 324 x 406

Colour
red
red
red
red

Capacity (l)
2.0
4.0
9.5
19.0

Order No.
33522
33523
33526
33527

STANDARD LINE
Safety container
Safety container

W x D x H (mm)
Ø 320 x 330
Ø 320 x 430

Colour
yellow
yellow

Capacity (l)
11.0
19.0

Order No.
2637
2638

Ready for dispatch within
Days
Weeks
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Safety containers made of stainless steel
Safety containers made from stainless steel — protect the daily requirements of
ﬂammable liquids in the working area

Dispensing cans
• Made of stainless steel 1.4401
• PTFE seals
• Removable ﬂame arrester made of perforated stainless steel
• Ergonomic form, safe working
• Fine dosing tap can be rotated through 360°
• With ventilation and pressure relief valve

Transport cans
• With transport certiﬁcation according to GGVSEB / GGVSee / LuftVZO
/ ADR / RID IMDG Code / IACO-TI
• Transport cans: UN 1A1/X1.3/250…
• Transport canisters: UN 3A1/X1.3/250…
• Screw cap secured against loss

Fine dosage taps for all stainless steel cans and
canisters
Order No. 14752 3
Dispensing and transport cans made of stainless steel for sizes of 1, 2,5, 5 litres

Container type
Dispensing can
Dispensing can
Dispensing can
Transport can
Transport can
Transport can

Ø x H (mm)
Ø 115 x 210
Ø 145 x 280
Ø 145 x 445
Ø 115 x 160
Ø 140 x 230
Ø 145 x 400

Accessories
Dosing tap for all stainless steel cans and canisters
Screw cap for stainless steel 1 litre can
Screw cap for stainless steel 2.5 and 5 litre can
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Capacity (l)
1.0
2.5
5.0
1.0
2.5
5.0

Order No.
14745
14746
14747
14748
14749
14750
Order No.
14752
24161
24162

Ready for dispatch within
Days
Weeks

Safety containers made of stainless steel

Dispensing canisters
• Made of stainless steel 1.4401
• PTFE seals
• Removable ﬂame arrester made of perforated stainless steel
• Ergonomic form, safe working
• Fine dosing tap can be rotated through 360°
• With ventilation and pressure relief valve

Transport canisters
• With transport certiﬁcation according to GGVSEB / GGVSee / LuftVZO
/ ADR / RID IMDG Code / IACO-TI
• Transport cans: UN 1A1/X1.3/250…
• Transport canisters: UN 3A1/X1.3/250…
• Screw cap secured against loss

Screw cap suitable for all stainless steel canisters
Order No. 24175 3

Container type
Dispensing canister
Dispensing canister
Dispensing canister
Transport canister
Transport canister
Transport canister
Transport canister

W x D x H (mm)
234 x 402 x 126
240 x 430 x 240
175 x 380 x 495
240 x 405 x 125
240 x 405 x 195
240 x 405 x 240
175 x 380 x 495

Accessories
Screw cap suitable for all stainless steel canisters
Dosing tap for all stainless steel cans and canisters

Capacity (l)
5.0
10.0
20.0
5.0
10.0
10.0
20.0

Order No.
14757
14758
14759
14753
14754
14755
14756
Order No.
24175
14752

Ready for dispatch within
Days
Weeks
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Safety containers made of steel
Safety containers made from steel – protect the daily requirements of ﬂammable liquids in the working area

Storage and transport cans
• Space-saving and sturdy design
• Made of galvanised steel with additional signal yellow coating or
stainless steel
• Ergonomic handles
• UN certiﬁcation for the transport of liquids of the packaging groups I, II
and III (UN 3A1/X/250/…)
• Ventilation valve for even and fast dispensing
• Opening Ø approx. 43,5 mm with screw cap made of aluminium
• Seals made of NBR
• Standard with ﬂexible outlet pipe made of plastic (Ø approx. 20 mm)
• Storage of the dirt-proof outlet pipe inside the container
• Incl. classiﬁcation labels with danger symbols and warning notes

Container type
Storage/transportation canister
Storage/transportation canister
Storage/transportation canister
Storage/transportation canister
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Material
sheet steel
sheet steel
stainless steel
stainless steel

W x D x H (mm)
170 x 340 x 280
170 x 340 x 470
170 x 340 x 280
170 x 340 x 470

Capacity (l)
10.0
20.0
10.0
20.0

Order No.
36478
36479
36480
36481

Ready for dispatch within
Days
Weeks

Safety containers made of steel
Safety containers with dispensing tap
• Space-saving and sturdy design
• Made of galvanised steel with additional signal yellow coating or
stainless steel
• Ergonomic handles
• Dispensing tap made of stainless steel
• The dispensing tap with easy to use operating lever allows dispensing
into smaller containers
• Can be stored e.g. on a shelf with the ﬁlling tap ﬁtted
• Ventilation valve for uniform, precision ﬁlling
• Opening Ø approx. 43,5 mm with screw cap made of aluminium
• Seals made of NBR
• Incl. classiﬁcation labels with danger symbols and warning notes

Accurate ﬁlling due to
integrated ventilation valve

Funnel
made of stainless steel with bevelled
pipe socket
Order No. 36486 2

Container type
Safety container with dosing tap
Safety container with dosing tap
Safety container with dosing tap
Safety container with dosing tap

Material
sheet steel
sheet steel
stainless steel
stainless steel

Accessories
Funnel

Material
stainless steel

W x D x H (mm)
170 x 445 x 280
170 x 445 x 470
170 x 445 x 280
170 x 445 x 470

Capacity (l)
10.0
20.0
10.0
20.0

Order No.
36482
36483
36484
36485
Order No.
36486

Ready for dispatch within
Days
Weeks
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Disposal containers
Safety containers made from steel and polyethylene – safe collection
of residual and used liquids
Disposal container made of conductive polyethylene
• Fully drainable
• Can be stacked and recycled multiple times
• Type approved in accordance with IMDG, RID, ADR and ICAO-TI
• Transport approval for packaging group II and III

Collecting and transport containers made of sheet steel
• Internal PE container
• Type-tested, approved packing material (GGVSee, GGVSE)
• 3-fold stackable

Funnel high
Order No. 13610 3

Disposal and transport containers
polyethylene (conductive), black, capacity 10 L, W x D x
H (mm): 200 x 300 x 265
Order No. 13611 3

Funnel high
Order No. 8880 3

Disposal and transport containers
sheet steel painted, blue, capacity 12 L, W x D x H (mm):
285 x 285 x 350
Order No. 8882 3

Sumps for waste oil
• Safe collecting of waste oil
• Optionally in closed or open version

Waste oil and cooling liquid sump
polyethylene, black, capacity 8 L, W x D x
H (mm): 390 x 515 x 145
Order No. 2726 3

Waste oil and cooling liquid sump
polyethylene, black, capacity 14 L, W x D x
H (mm): 450 x 585 x 175
Order No. 2725 3

Waste oil collecting sump
Waste oil and cooling liquid sump
Waste oil and cooling liquid sump
Waste oil and cooling liquid sump
Waste oil and cooling liquid sump
Container type
Disposal and transport containers
Disposal and transport containers
Disposal and transport containers

Material
polyethylene
polyethylene
polyethylene
polyethylene
Material
polyethylene (conductive) black
sheet steel painted blue
sheet steel painted blue

Accessories
Stainless steel funnel for models 8881 and 8882
Stainless steel funnel flat for models 8881 and 8882
Stainless steel funnel for model 13611
Stainless steel funnel flat for model 13611
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Waste oil and cooling liquid sump
polyethylene, grey, capacity 19 L, W x D x
H (mm): 457 x 610 x 178
Order No. 2727 3

Waste oil and cooling liquid sump
polyethylene, black, capacity 60 L, W x D x
H (mm): 660 x 915 x 241
Order No. 2728 3

W x D x H (mm)
390 x 515 x 145
450 x 585 x 175
457 x 610 x 178
660 x 915 x 241

Capacity (l)
8.0
14.0
19.0
60.0

Order No.
2726
2725
2727
2728

W x D x H (mm)
200 x 300 x 265
Ø 230 x 200
Ø 285 x 350

Capacity (l)
10.0
6.0
12.0

Order No.
13611
8881
8882
Order No.
8880
16793
13610
16792

Ready for dispatch within
Days
Weeks

Disposal containers
Safety collection and disposal containers made from polyethylene—
safe collection and disposal of residual and used liquids

Polyethylene disposal containers
PREMIUM LINE
• Sturdy construction made from 4 mm thick HDPE
• Operating elements and ﬂame arrester made of stainless steel with PTFE seals
• Self-closing opening for pouring and ﬁlling, lockable in the ﬁlling process
• Large ﬁlling hole (Ø 90 mm), safe ﬁlling
• Automatic pressure compensation
• Exterior earthed connection to the ﬂame retarder
• High media resistance against corrossive liquids
• Container labels included in the scope of delivery
• Approved safety products (FM)

Safety containers made from polyethylene
STANDARD LINE
• Sturdy construction made from HDPE
• Operating elements and ﬂame arrester made of
stainless steel
• Self-closing opening for pouring
• Automatic pressure compensation
• Container labels included in the scope of delivery

PREMIUM LINE
Disposal container
Disposal container

Ø x H (mm)
Ø 305 x 375
Ø 305 x 508

Capacity (l)
7.5
19.0

Colour
red
red

Order No.
33528
33529

STANDARD LINE
Disposal bin
Disposal bin

Ø x H (mm)
Ø 320 x 370
Ø 320 x 470

Capacity (l)
11.0
19.0

Colour
yellow
yellow

Order No.
2639
2640

Ready for dispatch within
Days
Weeks
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Safety containers made of polyethylene

LubriFlex containers – safe, clean and comfortable dispensing of liquids in the
workplace
•
•
•
•
•

Resistant, chemically stable and UV-stable containers
Incl. 2 screw-on type outlets in different sizes
18 labels in 9 signal colours and a multilingual safety label for content labelling according to GHS
With stable handles for ergnomic handling
Available with 2, 5 or 10 litres capacity

LubriFlex containers with 18 adhesive labels in 9 signal colours for clear labelling

LubriFlex containers with coloured adhesive ﬁlms for labelling
the application area and substances

LubriFlex containers are
supplied with screw-on
drain hoses in long and
short versions.
Ergonomic handle (with integrated ventilation valve) for
safe and comfortable handling
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Ready for dispatch within
Days
Weeks

Safety containers made of polyethylene

LubriFlex container with large opening for safe and convenient ﬁlling

Dispensing can
polyethylene, capacity 2 L, W x D x H (mm):
140 x 413 x 316
Order No. 36487 2

Container type
Dispensing can
Dispensing can
Dispensing can

LubriFlex container with long outlet – for safe and clean
ﬁlling in hard-to-reach areas.

Dispensing can
polyethylene, capacity 5 L, W x D x H (mm):
173 x 413 x 416
Order No. 36488 2

Material
polyethylene
polyethylene
polyethylene

W x D x H (mm)
140 x 413 x 316
173 x 413 x 416
260 x 413 x 523

Dispensing can
polyethylene, capacity 10 L, W x D x H (mm):
260 x 413 x 523
Order No. 36489 2

Capacity (l)
2.0
5.0
10.0

Order No.
36487
36488
36489

Ready for dispatch within
Days
Weeks
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Cleaning containers
Cleaning containers made of stainless steel
Cleaning containers made from stainless
steel:
• When closing the lid the immersion sieve
is pressed down, pushing the parts to be
cleaned into the cleaning ﬂuids
• Clamps keep the lid closed

Cleaning and immersion containers made from
stainless steel
• High resistance even to aggressive cleaning ﬂuids

Order No. 8632 3

Parts basket for article 8570
Order No. 8571 3

Dip tank made from stainless steel — designed for
cleaning larger parts safely and conveniently at
work surface height
• Stainless steel lid and basin
• Sheet steel base frame as liquid-tight drip sump
• Dispensing tap made from brass at the basin bottom
• The lid is opened by pressing the foot pedal
• W x D x H (mm) exterior: 640 x 540 x 950
• W x D x H (mm) interior: 640 x 540 x 950
• Weight approx.: 32 kg

Immersion container with stainless steel
basin
Order No. 2898 3

Suitable sieve bottom, W x D x H (mm):
600 x 311 x 17
Order No. 2901 3

Cleaning and immersion container - stainless steel
Cleaning and immersion container
Cleaning and immersion container
Parts cleaner

Ø x H (mm)
Ø 270 x 270
Ø 270 x 430
Ø 265 x 160

Accessories
Small parts basket
Small parts basket
Small parts basket

For container
capacity 10 ltr
capacity 20 ltr
capacity 10 and 20 ltr
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Capacity (l)
10.0
20.0
2.5

Suitable part basket, W x D x H (mm): 400 x 300 x 125
Order No. 2900 3

Order No.
8570
8633
8632
Order No.
8571
8635
8634

Ready for dispatch within
Days
Weeks

Cleaning containers
Cleaning containers made from sheet steel – safe cleaning
with ﬂammable liquids

Cleaning containers made from sheet steel
PREMIUM LINE
• Interior tin-coated, exterior with high quality powder coating
• Ideal cleaning and immersion of small items
• Sieve mounted on a spring also serve as a ﬂame arrester
• Dosed, efficient use of solvents
• Safety due to edge protection
• Container labels included in the scope of delivery
• Approved safety products (FM)

Cleaning containers PREMIUM LINE made of sheet steel

Cleaning and immersion containers made
from sheet steel PREMIUM Line
• Interior tin-coated, exterior with high quality powder
coating
• Ideal for cleaning and immersion of small items
• Sturdy design
• Items can be immersed in a optionally available
part basket
• Self-closing cover in the event of ﬁre due to an
integrated thermal release (fusible link)
• High stability, safe working
• Approved safety products (FM)

Cleaning and dip tank made of sheet steel and suitable
part baskets, see table for variations

Small parts baskets — sheet steel
Ø x H (mm)
Order No.

1 Litre
Ø 124 x 140
33534

Cleaning and immersion container - sheet
steel
Ø x H (mm)
Order No.

4 Litre
Ø 238 x 140
18433

small parts basket
galvanised
capacity 8 litres
9210

Accessories for cleaning and
immersion container
Accessories of
Order No.

2 Litre
Ø 238 x 83
33535

4 Litre
Ø 238 x 114
33536

8 Litre
Ø 292 x 149
33537

8 Litre

19 Litre

19 Litre HDPE Inliner

30 Litre

Ø 238 x 254
18434

Ø 349 x 330
34105

Ø 349 x 330
34106

Ø 397 x 362
18435

small parts basket
galvanised
capacity 19 litres
34107

small parts basket PP

small parts basket
galvanised
capacity 30 litres
9211

capacity 19 litres HDPE
34108

Ready for dispatch within
Days
Weeks
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Plunger cans
Safety containers made from steel, polyethylene and stainless steel –
economical moistening of cloth, wipes, tissues etc.
Sheet steel plunger can PREMIUM LINE
• Interior tin-coated, exterior with high quality powder
coating
• Ideal for the economical moistening of cleaning
rags
• Pump mechanism made of brass
• Spring-mounted dasher plate incl. ﬂame arrester
• Unused liquid ﬂows back into the container
• Container reduces escaping vapours to a minimum
• High stability
• Container labels included in the scope of delivery
• Approved safety products (FM)

Polyethylene plunger can STANDARD LINE
• Spring-mounted dasher plate incl. ﬂame arrester
• Unused liquid ﬂows back into the container
• Pump mechanism made of brass
• Shock resistant and explosion proof

Plunger can
• Easy to operate spring-mounted dasher plate
• Dasher plate incl. ﬂame arrester
• Unused liquid ﬂows back into the container
• Cans with protector ring

PREMIUM LINE
Plunger can
Plunger can
Plunger can
Plunger can
Plunger can

Ø x H (mm)
Ø 125 x 133
Ø 185 x 143
Ø 185 x 187
Ø 185 x 267
Ø 141 x 210

Material
sheet steel
sheet steel
sheet steel
sheet steel
polyethylene

Colour
red
red
red
red
red

Capacity (l)
0.5
1
2
4
1

Order No.
34098
33530
33531
33532
33533

STANDARD LINE
Plunger can
Plunger can

Ø x H (mm)
Ø 135 x 250
Ø 165 x 250

Material
polyethylene
polyethylene

Colour
red
red

Capacity (l)
1
2

Order No.
18280
18281

Type
Plunger can
Plunger can

Ø x H (mm)
Ø 132 x 258
Ø 131 x 305

Material
stainless steel 1.4404
stainless steel 1.4404

Capacity (l)
1.00
2.00

Order No.
23135
23136
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Ready for dispatch within
Days
Weeks

Disposal containers

Disposal bins made of sheet steel
• Reduce escaping vapours to a minimum
• Safe installation directly at the workplace
• Lid opened by foot pedal or by hand, lid self-closing
• Bottom edge with ventilation openings prevents spontaneous combustion of contents

Models with footpedal

Models with hand operation

Disposal container foot pedal
stainless steel polished, capacity 50 L, W x D x H (mm):
390 x 390 x 600
Order No. 8641 3

Disposal container foot pedal
stainless steel polished, capacity 20 L, W x D x H (mm):
270 x 270 x 500
Order No. 8640 3

Disposal bins made of
polyethylene
• For corrosive, non solvent waste
• Lid opened with foot pedal, serial
self-closing lid

Disposal bin foot pedal
polyethylene, red, capacity 23 L, ø x
H (mm): 343 x 407
Order No. 2915 3

Container Type - sheet steel
Disposal bin foot pedal
Disposal bin foot pedal
Disposal bin foot pedal
Disposal bin foot pedal
Disposal bin Hand operation
Disposal bin Hand operation
Disposal bin Hand operation

Version
foot pedal
foot pedal
foot pedal
foot pedal
Hand operation
Hand operation
Hand operation

Colour
red
red
red
red
red
red
red

Disposal bin foot pedal
polyethylene, red, capacity 38 L, ø x
H (mm): 458 x 458
Order No. 2916 3

W x D x H (mm)
Ø 300 x 400
Ø 360 x 460
Ø 410 x 510
Ø 470 x 600
Ø 300 x 400
Ø 350 x 460
Ø 470 x 600

Disposal bin foot pedal
polyethylene, red, capacity 53 L, ø x
H (mm): 458 x 534
Order No. 2917 3

Capacity (l)
20.0
34.0
52.0
80.0
20.0
34.0
80.0

Order No.
18424
18425
18426
18428
18429
18430
18432

Ready for dispatch within
Days
Weeks
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Transport trolley universal sorbents

PREMIUM transport trolley, universal,
W x D x H (mm): 410 x 590 x 950
Order No. 14412 3

Emergency set in trolley with Universal-Sorbents
• Suitable for oil, water, coolants and cleaning liquids
• Trolley made from polypropylene, with lid and wing doors

546

• Easy handling, convenient transport, fast access in case of leakage
• Content: 6 cushions, 3 socks, 20 mats, 3 pair protective gloves, 5 plastic bags
and 1 pair full vision safety glasses with elastic strap

Ready for dispatch within
Days
Weeks

Oil sorbents

Oil Sorbents – water repellant, safe absorption of oils,
petrol, diesel, etc.
PREMIUM
• Very strong durability
• Suitable for heavy and long-lasting use
• Tightly woven ﬁbres, high abrasion resistance and low-lint surface
• Outstanding absorption performance
• Large absorption capacity (up to 16 time of own weight)

Application example of oil mats

Material thickness:
• Light – for smaller leakages and prevention
• Heavy – for larger leakages or absorption of puddles
• No unnecessary material usage – perforated rolls and mats, take
only as much material as necessary
• Minimised risk of dripping – outstanding ability of absorbent
surface to retain liquid
fast absorption of leakages

as work place cover

PREMIUM drum platform, oil, packaging unit: 25 pieces,
Ø: 560 mm
Order No. 14367 3

PREMIUM roll, oil, light, packaging unit: 2 pieces,
L x W: 90 m x 40 cm
Order No. 11315 3

PREMIUM mat, oil, light, packaging unit: 200 pieces,
L x W: 46 cm x 40 cm
Order No. 11327 3

Sorbents PREMIUM
Roll
Roll
Roll
Roll
Sock
Sock
Cushions
Cushions
Mat
Mat
Drum platform
Accessories
Roll stand
Roll stand
Wall bracket

Material thickness
light
light
heavy
heavy

light
heavy

Absorption (litres/PU)
250.00 l/unit
250.00 l/unit
250.00 l/unit
250.00 l/unit
57.00 l/unit
64.00 l/unit
46.00 l/unit
35.00 l/unit
136.00 l/unit
129.00 l/unit
42.00 l/unit

Packaging unit (PU)
2
1
1
2
15
6
10
20
200
100
25

for rolls with a width of 40 cm, with cutting edge
for rolls with a width of 80 cm, with cutting edge (also suitable for wall mounting)
for rolls with a width of 40 cm, with cutting edge

LxW
90 m x 40 cm
90 m x 80 cm
45 m x 80 cm
45 m x 40 cm
1.2 m x 75 mm
3 m x 75 mm
46 cm x 46 cm
25 cm x 25 cm
46 cm x 40 cm
46 cm x 40 cm
Ø 560 mm

Useful roll stand with cutting edge
(without sorbents)
Order No. 9908 3

Order No.
11315
11318
9936
9937
9930
9931
9932
9933
11327
9934
14367
Order No.
9908
9909
9905

Ready for dispatch within
Days
Weeks
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Universal sorbents

Universal Sorbents – safe absorption of oils, water,
coolants and non-aggressive chemicals
PREMIUM
• Very strong durability
• Suitable for heavy and long-lasting use
• Tightly woven ﬁbres, high abrasion resistance and low-lint surface
• Outstanding absorption performance
• Large absorption capacity (up to 16 time of own weight)

Application example of universal mats

Material thickness:
• Light – for smaller leakages and prevention
• Heavy – for larger leakages or absorption of puddles
• No unnecessary material usage – perforated rolls and mats, take
only as much material as necessary
• Minimised risk of dripping – outstanding ability of absorbent
surface to retain liquid
as work place cover

protection directly at the machine

PREMIUM drum platform, universal, packaging unit: 25
pieces, Ø: 560 mm
Order No. 9953 3

PREMIUM mat, universal, heavy, packaging unit: 100
pieces, L x W: 46 cm x 40 cm
Order No. 9951 3

PREMIUM roll, universal, light, packaging unit: 2 pieces,
L x W: 90 m x 40 cm
Order No. 11314 3

Sorbents PREMIUM
Roll
Roll
Roll
Roll
Sock
Sock
Cushions
Cushions
Mat
Mat
Drum platform
Accessories
Roll stand
Roll stand
Wall bracket
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Material thickness
light
light
heavy
heavy

light
heavy

Absorption (litres/PU)
242.00 l/unit
242.00 l/unit
242.00 l/unit
242.00 l/unit
57.00 l/unit
57.00 l/unit
46.00 l/unit
35.00 l/unit
144.00 l/unit
136.00 l/unit
42.00 l/unit

Packaging unit (PU)
2
1
2
1
6
15
10
20
200
100
25

for rolls with a width of 40 cm, with cutting edge
for rolls with a width of 80 cm, with cutting edge (also suitable for wall mounting)
for rolls with a width of 40 cm, with cutting edge

LxW
90 m x 40 cm
90 m x 80 cm
45 m x 40 cm
45 m x 80 cm
3 m x 75 mm
1.2 m x 75 mm
46 cm x 46 cm
25 cm x 25 cm
46 cm x 40 cm
46 cm x 40 cm
Ø 560 mm

Useful roll stand with cutting edge
(without sorbents)
Order No. 9908 3

Order No.
11314
11317
9949
9950
11347
9954
9943
9944
11326
9951
9953
Order No.
9908
9909
9905

Ready for dispatch within
Days
Weeks

Special sorbents

Special Sorbents – safe absorption of acids, alkalis,
aggressive chemicals and oil
PREMIUM
• Very strong durability
• Suitable for heavy and long-lasting use
• Tightly woven ﬁbres, high abrasion resistance and low-lint surface
• Outstanding absorption performance
• Large absorption capacity (up to 16 time of own weight)

Application example of special mats

Material thickness:
• Light – for smaller leakages and prevention
• Heavy – for larger leakages or absorption of puddles
• No unnecessary material usage – perforated rolls and mats, take
only as much material as necessary
• Minimised risk of dripping – outstanding ability of absorbent
surface to retain liquid
as work place cover

fast absorption of leakages

PREMIUM mat, special, heavy, packaging unit: 100
pieces, L x W: 46 cm x 40 cm
Order No. 9917 3

PREMIUM roll, special, heavy, packaging unit: 1 piece,
L x W: 45 m x 40 cm
Order No. 9913 3

Sorbents PREMIUM
Roll
Roll
Roll
Sock
Sock
Cushions
Cushions
Mat
Mat
Accessories
Roll stand
Roll stand
Wall bracket

Material thickness
light
heavy
heavy

heavy
light

Absorption (litres/PU)
268.00 l/unit
228.00 l/unit
228.00 l/unit
85.00 l/unit
84.00 l/unit
57.00 l/unit
78.00 l/unit
114.00 l/unit
163.00 l/unit

Packaging unit (PU)
2
1
1
15
6
20
10
100
200

for rolls with a width of 40 cm, with cutting edge
for rolls with a width of 80 cm, with cutting edge (also suitable for wall mounting)
for rolls with a width of 40 cm, with cutting edge

LxW
90 m x 80 cm
45 m x 40 cm
45 m x 70 cm
1.2 m x 75 mm
3 m x 75 mm
25 cm x 25 cm
46 cm x 46 cm
46 cm x 40 cm
46 cm x 40 cm

Useful roll stand with cutting edge
(without sorbents)
Order No. 9908 3

Order No.
11319
9913
9919
9914
9915
9910
9916
9917
9918
Order No.
9908
9909
9905

Ready for dispatch within
Days
Weeks
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Sorbents emergency sets in trolleys

Oil Sorbents
safe absorption of oils, petrol, diesel, hydrocarbon-based liquids etc., water repellant

Universal Sorbents
safe absorption of oils, water, coolants and non-aggressive chemicals

Special Sorbents
safe absorption of acids, alkalis, aggressive chemicals and oil

PREMIUM Sorbents emergency set in trolley
• Content: 6 cushions, 3 socks, 20 mats, 3 pair protective gloves, 5
plastic bags, 1 pair full vision safety glasses with elastic strap

PREMIUM transport trolley, special,
W x D x H (mm): 410 x 590 x 950
Order No. 14413 3

PREMIUM transport trolley, universal, W x D x H (mm): 410 x 590 x 950
Order No. 14412 3

Reﬁll kits for the
XL trolley (without protective gloves)
PREMIUM reﬁll kit oil

14414

PREMIUM reﬁll kit
universal

14415

PREMIUM reﬁll kit
special

14416
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PREMIUM transport trolley, oil,
W x D x H (mm): 410 x 590 x 950
Order No. 14411 3

Ready for dispatch within
Days
Weeks

Sorbents mobile spill kits
Handy sized mobile spill kit for fast access in case of leakage.
The chosen content of the box provides the neccessary help in serious accidents to absorb water-pollutant substances.

Oil Sorbents
safe absorption of oils, petrol, diesel, hydrocarbon-based liquids etc., water repellant

Universal Sorbents
safe absorption of oils, water, coolants and non-aggressive chemicals

Special Sorbents
safe absorption of acids, alkalis, aggressive chemicals and oil
PREMIUM mobile box
• Content: 6 cushions, 3 socks, 20 mats, 1 pair protective gloves

PREMIUM mobile box, oil, W x D x H (mm): 610 x 400 x 340
Order No. 14405 3

Reﬁll kits for the mobile box (without
protective gloves)
PREMIUM reﬁll kit for
mobile box, oil

14408

PREMIUM reﬁll kit for
mobile box, universal

14409

PREMIUM reﬁll kit for
mobile box, special

14410

PREMIUM mobile box, special,
W x D x H (mm): 610 x 400 x 340
Order No. 14407 3

PREMIUM mobile box, universal,
W x D x H (mm): 610 x 400 x 340
Order No. 14406 3

Ready for dispatch within
Days
Weeks
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Hand operated eye shower

Eye showers with hand operation — fast ﬁrst aid in case of injuries

•
•
•
•

Installation at or next to the workplace
Dust-protection-cap easily falls off during use
With handle lock, valve stays open after ﬁrst use
Flexible tube covered with stainless steel, length 1,5 m

Technical data
• Water connection: 3/8"
• Amount of water ﬂow: 6 l/min
• Min. operating pressure: 2 bar
• Max. operating pressure: 5 bar

Hand operated eye shower
for wall mounting (45° incline), number of
shower heads: 1, extendable, with dust-protection-cap
Order No. 2832 3

Hand operated eye shower
for table installation (90° incline), number
of shower heads: 1, extendable, with
dust-protection-cap
Order No. 2831 3

Emergency shower
Hand operated eye shower
Hand operated eye shower
Hand operated eye shower
Hand operated eye shower
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Version
table mounting
wall mounting
wall mounting
wall mounting

Hand operated eye shower
for wall mounting (90° incline), number of
shower heads: 1, extendable, with dust-protection-cap
Order No. 2833 3

Hand operated eye shower
for wall mounting (90° incline), number of
shower heads: 1, with dust-protection-cap
Order No. 18294 3

Water connection
3/8"
3/8"
3/8"
3/8"

Colour
red
red
green
red

Water flow (l/min)
6
6
6
6

Order No.
2831
2832
18294
2833

Ready for dispatch within
Days
Weeks

Body shower

Body shower
free standing, number of shower heads: 3, with eye shower, with
dust-protection-cap
Order No. 10482 4

Eye shower
for wall mounting, number of shower heads: 2, with basin,
with dust-protection-cap
Order No. 2803 3

Body shower
free standing, number of shower heads: 3, with eye shower, with
dust-protection-cap
Order No. 18052 6

Emergency shower
Eye shower
Eye shower
Body shower
Body shower

Version
with basin
with basin
with eye shower
with eye shower

Eye shower
for wall mounting, number of shower heads: 2, with basin
Order No. 18292 3

Water connection
1/2"
1/2"
1"
1"

Colour
red
green
red
green

Water flow (l/min)
12
12
30
30

Order No.
2803
18292
10482
18052

Ready for dispatch within
Days
Weeks
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SERVICE AND MAINTENANCE —
OUT AND ABOUT FOR YOUR SAFETY

asecos is uncompromising when it comes to safety.
Our expertise as developers and manufacturers of
technical safety products is also reflected in the range of services we offer. Seamless, professional maintenance can prevent serious damage in critical cases, and is also required by law in many countries.
A selected number of sales partners around the world
have undergone a special certification process and are
able to provide professional services where asecos cannot be present personally. Ask us for more information.
With the asecos services you are always on the safe side.
For more information on the asecos service programme visit www.asecos.global
or contact our experts via service@asecos.com.
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Expert Information

asecos HazMat Guide
The ultimate FLAMMABLE storage guide
The ﬁrst edition of the asecos HazMat Guide series puts special focus on ﬂammable storage. We have collected information from many sources and added our own content to make the HazMat Guide a comprimising piece of literature
to help designing the safest possible workplace.
The brochure contains detailed information and many legal bases, such as:
· the terms and deﬁnitions of hazardous material
· the storage of hazardous materials
· the storage of ﬂammable liquids in ﬁre-resistant safety storage cabinets

Look out for our future HazMat Guide releases, specializing in corrosive storage, gas
cylinder storage and more.
Make sure to get your copy now – visit www.asecos.global or contact us.
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asecos PRODUCT CONFIGURATOR

Customised and individual
The new asecos product conﬁgurator is a valuable tool.
You can use the online tool to customise your own safety
storage cabinet, including interior equipment, dimensions, and design – your product is then displayed and
you can request an offer. Get an overview of our extensive asecos product range, and easily ﬁnd the right cabinet to meet your needs. Test the conﬁgurator now at:
www.asecos-conﬁgurator.com

Our online service for you
Our new product conifgurator provides you with technical speciﬁcations, drawings, BIM data, product images,
tender texts, operating manuals, certiﬁcates, test reports
and much more. Simply structured and easily accessible: At the end of each conﬁguration, all common data
formats to assist in designing your laboratory, are held
ready for your use.
Or visit www.asecos-specs.com to download all
available data.
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Index
A
Accessories container
Accessories fans
Accessories for recirculating air ﬁlter
system
Activated carbon ﬁlter
Automatic door closing system

Automatic folding doors

Extraction module
525
471
468, 471
465, 467
33-34, 37-38, 73-74, 77-78,
81-82, 153-154, 157-158,
193-194, 197-198, 201-202,
239-240, 383-384, 387-388,
391-392
207-208, 211-212, 215-216

B
Base, transport for type 90 tall cabinets
Body shower
Bunded spill ﬂoorings, PE

255, 257, 259
552-553
527

C
Cabinets for acids and alkalis
Cabinets for chemicals

Cabinets for chemicals with folding
doors
Cabinets for chemicals with wing doors
Cabinets for chemicals with wing doors
and type 30-safety box
Cabinets for chemicals with wing doors
with glass openings
Canister stainless steel
Canister, PE
Canister, steel
Cans, stainless steel
Cans, steel
CF-CLASSIC, cabinets for chemicals
ChemFlex
Cleaning and immersion container
Cleaning and immersion containers
Cleaning containers
Cleaning containers made from stainless
steel:
Combined safety storage cabinets

Combined safety storage cabinets
Type 30
Combined safety storage cabinets Type
30, folding doors
Combined safety storage cabinets
Type 90
Combined safety storage cabinets Type
90, drawers
Combined safety storage cabinets Type
90, folding doors
Combined safety storage cabinets Type
90, wing doors
Container, accessories
CS-CLASSIC, cabinets for chemicals with
wing doors
CS-CLASSIC-F, cabinets for chemicals
with type 30-safety box
CS-CLASSIC-G, cabinets for chemicals
with wing doors with glass opening
CS-PHOENIX, cabinets for chemicals
with folding doors
CX-CLASSIC, recirculating air ﬁlter
storage cabinets
CX-LINE, recirculating air ﬁlter storage
cabinets
C-CLASSIC 30 gas cylinder cabinets
C-CLASSIC MultiRisk
C-LINE,cabinets for chemicals
Canister, stainless steel
Cans, stainless steel
Container, stainless steel

Extraction of hazardous materials

335, 337, 341, 405, 407
349, 351, 353, 355, 357,
359, 361, 365, 367-369,
411, 413, 415
349, 353
349, 351, 353, 355, 357,
359, 361, 365, 367-369
351
349, 353, 355, 357, 359,
361
534-535, 542
533, 538-539
532, 543
534-535
532
368-369
405, 407, 411, 413, 415
542-543
542-543
542-543
542-543

Extraction systems
Extraction units

127-128, 139-140, 183-184,
235-236, 239-240, 243-244,
249, 251
243-244
243-244
127-128, 139-140, 171-172,
183-184, 235-236, 239-240,
249, 251
249, 251
171-172, 183-184, 235-236,
239-240
127-128, 139-140, 249, 251
525
349, 353, 355, 357, 359,
361
351
349, 353, 355, 357, 359,
361
349, 353

Eye showers
E-CLASSIC, environmental cabinets
E-CLASSIC-MF, equipment cabinets with
Type 30 safety box
E-CLASSIC-UF, environmental cabinets
with Type 30 safety box
E-LINE, environmental cabinets
E-PSM, pesticide cabinets
E-PSM, pesticide cabinets with Type 30
safety box

411, 413, 415
411, 413, 415
437, 439
365, 367
349, 351, 353, 355, 357,
359, 361, 365, 367-369
534-535
534-535
534-535, 542
534-535
532, 543
534-535
538-539, 545
538-539
545
538, 545
532
531
255, 257, 259
531
531

E
Environmental cabinets
Environmental cabinets with type 30
safety box
Equipment cabinets
Equipment cabinets with Typ 30
safety box
Extraction hoods

371-372
372
372
372
510-511

Fire resistant underbench cabinets

Flame Flex
Foot pedal bins
Funnel for disposal system
Funnel high
FM-approved safety storage cabinets
Type 90
FM-approved safety storage cabinets
Type 30
FX-CLASSIC-90, safety storage cabinets
Type 90
FX-DISPLAY-30, safety storage cabinets
Type 30
FX-LINE, recirculating air ﬁlter storage
cabinets Type 30
FX-LINE, recirculating air ﬁlter storage
cabinets Type 90
FX-PEGASUS-90, safety storage cabinets
Type 90

G-CLASSIC-30, gas cylinder storage
cabinets Type G30
G-LINE, gas cylinder cabinets
G-PG, gas cylinder cabinets
G-ULTIMATE 90 gas cylinder cabinets
G-ULTIMATE-90, gas cylinder cabinets

471
503
534-535
437, 439
45-46, 57-58, 61-62, 73-74,
77-78, 81-82, 87-88, 95-96,
99-100, 103-104, 115-116,
123-124, 127-128, 131-132,
135-136, 139-140, 145-146,
149-150, 153-154, 157-158,
161, 167-168, 171-172,
175-176, 179-180, 183-184,
187-188, 193-194, 197-198,
201-202, 207-208, 211-212,
215-216, 222-225, 235-236,
239-240, 243-244, 249,
251, 255, 257, 259, 265,
267, 269, 271, 273, 275,
277, 279, 281, 283-293,
295, 299, 301, 309, 313,
315, 317, 319, 383-384,
387-388, 391-392, 395-396,
399-400
249, 251, 265, 267, 269,
271, 273, 275, 277, 279,
281, 283-293, 295, 301,
309, 313, 315, 317, 319
383-384, 387-388, 391-392,
395-396, 399-400
545
538
538
64-69
106-111
395-396
399-400
399-400
383-384, 387-388, 391-392,
395-396
383-384, 387-388, 391-392

437, 439
423, 425, 427, 429, 431

423, 425, 427, 429, 431
437, 439
423, 425, 427, 429, 431
423, 425, 427, 429, 431,
437, 439, 449
437, 439
423, 425, 427, 429, 431,
437, 439, 449
449
423, 425, 427, 429, 431
423, 425, 427, 429, 431

H
Hand operated eye shower
Handling of drums
Hazardouz material work stations

552
531
483-484, 487-488, 491-492,
495-496

I
IBC station
IBC station PE
IBC station with PE sump pallet
IBC sump pallets
IBC sump pallets, PE

515
515
515
522-525
522-525

K
KTC/IBC stations, PE
K-CLASSIC, combined safety storage
cabinets, Type 90
K-LINE, combined safety storage
cabinets, Type 30
K-LINE, combined safety storage
cabinets, Type 90
K-PHOENIX Vol.2, combined safety
storage cabinets Type 90
K-PHOENIX, combined safety storage
cabinets Type 30
K-PHOENIX, combined safety storage
cabinets Type 90
K-UB, combined underbench cabinets
Type 90

522-525
127-128, 139-140
243-244
127-128, 139-140, 171-172,
183-184, 235-236, 239-240,
249, 251
239-240
243-244
171-172, 183-184, 235-236
249, 251

M
Maximised interior height under bench
cabinets
Metal-free interior equipment

Motor protection switch for fans

G
G30 gas cylinder cabinets
G90 gas cylinder cabinets

Gas cylinder cabinets
Gas cylinder cabinets Type G30
Gas cylinder cabinets Type G90
Gas cylinder storage cabinets

372
371-373
373
373

F
Fan for safety storage cabinets
Fan for work stations
Fine dosage taps
Fire resistant gas cylinder cabinets
Fire resistant safety storage cabinets

D
Dispensing/transport canister, stainless
steel
Dispensing/transport cans, sheet steel
Dispensing/transport cans, stainless steel
Disposal containers
Disposal containers, PE
Disposal containers, push bins
Disposal containers, steel
Dosage taps
Drum accessories
Drum cabinets, ﬁreresistant
Drum funnel, PE
Drum funnel, steel

34, 38, 46, 50, 54, 58, 62,
65, 67, 69, 74, 78, 82, 88,
96, 100, 104, 107, 109, 111,
116, 124, 128, 132, 136,
140, 146, 150, 154, 158,
161, 168, 172, 176, 180,
184, 188, 194, 198, 202,
208, 212, 216, 223, 225,
236, 240, 244, 249, 251,
255, 257, 259, 265, 267,
269, 271, 273, 275, 277,
279, 281, 283, 295, 297,
299, 301, 303, 313, 315,
317, 319, 335, 337, 339,
341, 349, 351, 353, 355,
357, 359, 361, 365, 367,
469-470
34, 38, 46, 50, 54, 58, 62,
65, 67, 69, 74, 78, 82, 88,
96, 100, 104, 107, 109, 111,
116, 124, 128, 132, 136,
140, 146, 150, 154, 158,
161, 168, 172, 176, 180,
184, 188, 194, 198, 202,
208, 212, 216, 223, 225,
236, 240, 244, 249, 251,
255, 257, 259, 265, 267,
269, 271, 273, 275, 277,
279, 281, 283, 295, 297,
299, 301, 303, 313, 315,
317, 319, 335, 337, 339,
341, 349, 351, 353, 355,
357, 359, 361, 365, 367,
465, 467, 469-471, 503
483-484, 487-488, 491-492,
495-496
34, 38, 46, 50, 54, 58, 62,
65, 67, 69, 74, 78, 82, 88,
96, 100, 104, 107, 109, 111,
116, 124, 128, 132, 136,
140, 146, 150, 154, 158,
161, 168, 172, 176, 180,
184, 188, 194, 198, 202,
208, 212, 216, 223, 225,
236, 240, 244, 249, 251,
255, 257, 259, 265, 267,
269, 271, 273, 275, 277,
279, 281, 283, 295, 297,
299, 301, 303, 313, 315,
317, 319, 335, 337, 339,
341, 349, 351, 353, 355,
357, 359, 361, 365, 367,
469, 511
552-553
371
372

273, 275, 281, 283, 313
45-46, 57-58, 61-62, 73-74,
77-78, 81-82, 87-88, 95-96,
99-100, 103-104, 115-116,
123-124, 127-128, 131-132,
135-136, 139-140, 145-146,
149-150, 153-154, 157-158,
167-168, 171-172, 175-176,
179-180, 183-184, 193-194,
197-198, 207-208, 211-212,
383-384, 387-388, 391-392,
395-396, 399-400
471

O
Oil cushions, sorbents
Oil drum platform, sorbents
Oil mats, sorbents
Oil rolls, sorbents
Oil socks, sorbents
Oil sorbents

547
547
547
547
547
547-549

P
PE bunded spill ﬂooring
PE canister
PE containers
PE-Sump Pallet
Pharmaceutical exhaust
Plunger can
Plunger cans
Polyethylene sump pallet
Propan gas cylinder cabinets, single
walled
PSM cabinets
PSM cabinets with Type 30 safety box
Push Bins

527
538
533, 538-539
518-525
508
544
544
518
449
373
373
545

Q
Q-CLASSIC-30, safety storage cabinets
Type 30
Q-CLASSIC-90, safety storage cabinets
Type 90
Q-DISPLAY-30, safety storage cabinets
Type 30, wing doors with glas opening
Q-LINE, safety storage cabinets Type 30
Q-LINE, safety storage cabinets Type 90
Q-PEGASUS-90, safety storage cabinets
Type 90
Q-PHOENIX-90, safety storage cabinets
Type 90

95-96, 99-100, 103-104
45-46, 49-50, 53-54, 57-58,
61-62
115-116
95-96, 99-100, 103-104,
115-116
45-46, 57-58, 61-62, 73-74,
77-78, 81-82, 87-88
73-74, 77-78, 81-82
87-88

R
Recirculating air ﬁlter storage cabinets
Recirculating air ﬁlter storage cabinets
type 30
Recirculating air ﬁlter storage cabinets
type 30, wing doors with glass cutout
Recirculating air ﬁlter storage cabinets
type 90
Recirculating air ﬁlter storage cabinets
type 90, wing doors

405, 407, 411, 413, 415
399-400
399-400
383-384, 387-388, 391-392,
395-396
383-384, 387-388, 391-392,
395-396

Recirculating air ﬁlter system

Recirculating air ﬁlter system for safety
storage cabinets
Roll stand
Roll stand for sorbents

34, 38, 46, 50, 54, 58, 62,
65, 67, 69, 74, 78, 82, 88,
96, 100, 104, 107, 109, 111,
116, 124, 128, 132, 136,
140, 146, 150, 154, 158,
161, 168, 172, 176, 180,
184, 188, 194, 198, 202,
208, 212, 216, 223, 225,
236, 240, 244, 249, 251,
255, 257, 259, 265, 267,
269, 271, 273, 275, 277,
279, 281, 283, 295, 297,
299, 301, 303, 313, 315,
317, 319, 335, 337, 339,
341, 349, 351, 353, 355,
357, 359, 361, 365, 367,
405, 407, 465, 467-471,
483-484, 487-488, 491-492,
495-496, 503, 508, 511
383-384, 387-388, 391-392,
395-396, 399-400, 411,
413, 415
547-549
547-549

S
Safety canisters
Safety disposal spill kits
Safety storage box Type 30
Safety storage cabinets

Safety storage cabinets for liquid gas
Safety storage cabinets for pesticides
Safety storage cabinets for pesticides
with Type 30 safety box
Safety storage cabinets Type 30, folding
doors
Safety storage cabinets Type 30, wing
doors
Safety storage cabinets Type 90, automatic folding door
Safety storage cabinets Type 90, drawers

Safety storage cabinets Type 90, folding
doors
Safety storage cabinets Type 90, wing
doors

Safety storage cabinets, Type 30
Safety storage cabinets, Type 90

SLX-LINE, recirculating air ﬁlter storage
cabinets
Sorbents
Sorbents, cushions and socks
Sorbents, drum platforms
Sorbents, rolls
Sorbents, rolls and mats
Special cushions, sorbents
Special drum platforms
Special mats, sorbents
Special rolls, sorbents
Special socks, sorbents
Special sorbents
Spray can stainless steel
Stainless steel container
Stainless steel funnel
Steel sump pallets
Steel sumps
Storage box, Type 30
Storage container, accessories
Storage of gas cylinder cabinets
Suction Hoods
Sump movable
Sump pallets
Sump pallets for the storage of IBC

532-535, 539, 542-543
538
351, 369, 372-373
33-34, 37-38, 45-46, 49-50,
53-54, 57-58, 61-62, 73-74,
77-78, 81-82, 87-88, 95-96,
99-100, 103-104, 115-116,
123-124, 127-128, 131-132,
135-136, 139-140, 145-146,
149-150, 153-154, 157-158,
161, 167-168, 171-172,
175-176, 179-180, 183-184,
187-188, 193-194, 197-198,
201-202, 207-208, 211-212,
215-216, 222-225, 235-236,
239-240, 243-244, 249,
251, 255, 257, 259, 265,
267, 269, 271, 273, 275,
277, 279, 281, 283-293,
295, 299, 301, 309, 313,
315, 317, 319, 383-384,
387-388, 391-392, 395-396,
399-400
449
373
373
222-225
95-96, 99-100, 103-104,
115-116, 161
207-208, 211-212, 215-216
33-34, 37-38, 265, 267,
269, 271, 273, 277, 284288, 290, 292, 295, 301
87-88, 167-168, 175-176,
179-180, 187-188, 193-194,
197-198, 201-202
45-46, 49-50, 53-54, 57-58,
61-62, 73-74, 77-78, 81-82,
123-124, 131-132, 135-136,
145-146, 149-150, 153-154,
157-158
115-116, 161, 243-244,
399-400
45-46, 57-58, 61-62, 73-74,
77-78, 81-82, 87-88, 123124, 127-128, 131-132,
135-136, 139-140, 145-146,
149-150, 153-154, 157-158,
167-168, 171-172, 175-176,
179-180, 183-184, 187-188,
193-194, 197-198, 201-202,
207-208, 211-212, 215-216,
235-236, 239-240, 265,
267, 269, 271, 273, 275,
277, 279, 281, 283-293,
295, 299, 301, 309, 383384, 387-388, 391-392,
395-396
405, 407
547-549
547-549
547-549
547-549
547-549
549
549
549
549
549
547-549
544
534-535
538
514-517
514-517
351, 369, 372-373
525
423, 425, 427, 429, 431,
437, 439, 449
510-511
518-519
514-525
517-518, 524-525

Sump pallets from polyethylene
Sumps for waste oil
S-CLASSIC-30, safety storage cabinets
Type 30
S-CLASSIC-30, safety storage cabinets
Type 90
S-LINE, safety storage cabinets for acids
and alkalis
S-LINE, safety storage cabinets type 30
S-LINE, safety storage cabinets type 90

S-PEGASUS-90, safety storage cabinets
type 90
S-PHOENIX touchless-90, safety storage
cabinets type 90
S-PHOENIX Vol. 2-90, safety storage
cabinets type 90
S-PHOENIX-30, safety storage cabinets
type 30
S-PHOENIX-90, safety storage cabinets
type 90
Storage mounts

518-520, 522-525
538
161
123-124, 131-132, 135-136,
145-146, 149-150
335, 337, 339, 341
161, 222-225
123-124, 131-132, 135-136,
145-146, 149-150, 153-154,
157-158, 167-168, 175-176,
179-180, 187-188, 193-194,
197-198, 201-202, 207-208,
211-212, 215-216
153-154, 157-158
207-208, 211-212, 215-216
193-194, 197-198, 201-202
222-225
167-168, 175-176, 179-180,
187-188
522-525

T
Technical ventilation of safety storage
cabinets

Transport can
Transport canister
Transport containers
Type 30 safety box
Type 90/30 under bench safety cabinets

34, 38, 46, 50, 54, 58, 62,
65, 67, 69, 74, 78, 82, 88,
96, 100, 104, 107, 109, 111,
116, 124, 128, 132, 136,
140, 146, 150, 154, 158,
161, 168, 172, 176, 180,
184, 188, 194, 198, 202,
208, 212, 216, 223, 225,
236, 240, 244, 249, 251,
255, 257, 259, 265, 267,
269, 271, 273, 275, 277,
279, 281, 283, 295, 297,
299, 301, 303, 313, 315,
317, 319, 335, 337, 339,
341, 349, 351, 353, 355,
357, 359, 361, 365, 367,
465, 467-471
532, 534-535
534-535, 543
532
351, 369, 372-373
265, 267, 269, 271, 273,
275, 277, 279, 281, 283293, 295, 299, 301, 309,
313, 315, 317, 319

U
UB-LINE, under bench safety cabinets
type 30
UB-LINE, under bench safety cabinets
type 90
UB-ST-90, under bench cabinets type
90 with drawers and doors
UB-S-30, under bench cabinets type 30
with drawers
UB-S-90K, under bench cabinets type
90 with cooling function
UB-S-90, under bench cabinets type 90
with drawers
UB-T-30, under bench cabinets type 30
with doors
UB-T-90, under bench cabinets type 90
with doors
Under bench cabinet with drawer and
refrigerating unit Type 90
UL/ULC-approved safety storage
cabinets Type 90
UL/ULC-approved safety storage
cabinets Type 30
UL/ULC-approved under bench cabinets
Type 90
Under bench cabinets
Under bench cabinets for acids and
alkalis
Under bench cabinets Type 30
Under bench cabinets Type 90

Under bench cabinets, combi- Type 90
Universal cushions, sorbents
Universal drum platforms, sorbents
Universal mats, sorbents
Universal rolls, sorbents
Universal socks, sorbents
Universal sorbents

313, 315, 317, 319
265, 267, 269, 271, 273,
275, 277, 279, 281, 283293, 295, 299, 301, 309
267, 273, 285, 288
313, 315, 317
309
265, 269, 271, 277, 281,
284, 286-287, 290, 292,
295, 301
319
275, 279, 283, 289, 291,
293, 299
309
64-69
106-111
260-293
339
339
313, 315, 317, 319
265, 267, 269, 271, 273,
275, 277, 279, 281, 283293, 295, 299, 301
249, 251
548
548
548
548
548
547-549

V
Volume ﬂow monitoring
V-LINE, safety storage cabinets Type 90
V-MOVE-90, safety storage cabinets
Type 90

470
26-39
26-39

W
Wing doors with glass opening
Workstation extraction systems

351, 411, 413, 415
483-484, 487-488, 491-492,
495-496, 508

X
XL-CLASSIC-90, safety storage cabinets
for drums type 90
XL-LINE, safety storage cabinets for
drums type 90

255, 257, 259
255, 257, 259

Notes
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TERMS AND CONDITIONS
Dimensions, weights and illustrations
Technical data such as dimensions and weights shown in the catalogue are approximate values.
Illustrations may contain special equipment. Products will be delivered without any decoration material.

Colour key: ready for dispatch within
days

week

weeks

weeks

weeks

weeks

weeks

weeks

The delivery times speciﬁed in the catalogue are average values. The precise delivery times are to be taken from the detailed offer and/or order.
Information on the period of having the goods ready for dispatch refers to order quantity usual in trade. For larger quantities, the delivery time can be delayed accordingly.

Customs duty / documents dispatch
In case any country-speciﬁc extra costs occur for an order (like for example customs conﬁrmation, express shipping of documents,
chamber of commerce (IHK) conﬁrmations, etc.), the charges will be passed on accordingly.

asecos Warranty
* Upon conclusion of an asecos service and maintenance agreement (BasicPlus tariff)
with a ﬁxed term of 5 years, you will get a warranty extension for a maximum of 5 years
for your safety storage cabinet according to EN 14470.
Detailed information upon request. Available only in certain markets. Please check with local partner.
* Upon conclusion of an asecos service and maintenance agreement (PREMIUM tariff),
you will get a warranty extension for up to 10 years for your safety storage cabinet.
Detailed information upon request. Available only in certain markets. Please check with local partner.

Other information:
Furthermore we refer to the general terms and conditions of the asecos GmbH on www.asecos.global and the terms and conditions of your specialised dealer.

October 2018
© The content of this catalogue is copyright protected. All rights resulting from this copyright are reserved by the publisher.
This applies in particular to reproduction, editing, translating, microﬁlming and the storage and processing in electronic systems.

Publisher
asecos GmbH
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Order example
1. Choose a safety storage cabinet
2. Now choose your prefered door colour
3. Now choose your prefered interior equipment package
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-
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-
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asecos product categories

Safety
storage
cabinets

Handling of
hazardous
materials

Air purification concepts*

Service

Acute toxity

Corrosive

Corrosive
(limited)

Dangerous
for the environment

Compressed
gasses

UL
approved

TÜV
approved

asecos
warranty

Wing door
with vent
openings

Folding door Sensor
controlled
(automatic)
door

Extraction
Sump sysof hazardous tems and
materials
container

*not included in this catalogue

Hazard pictograms

Flammable
liquids

Skin irritation

Features

Type

GS
approved

Laboratory
furniture
reglementation

CE
declaration

FM
approved

Width

Special
Depth

Height

Wing door

Wing door
Wing door
with window with hinged
window

Drawer

Door arrest
system

Cylinder
Automatic
One hand
door closing operation for locking
double door
cabinets

Profile cylin- Locking state Adjusting
der locking indicator
aids

Shelf

Tray shelf

Tray shelf
metal-free

Maximised
interior
height

Comfort
rolling ramp

Perforated
body

Closed body SOFT-CLOSE Refrigerating Technical
unit
ventilation
available

Drawer

Pull-out
shelf

Type 30
safety box

Transport
base

Vertical
drawer

Electronic
opening and
closing

Castors with Base with
plinth
vent openings

Wall
mounting

Dividing wall Dividing wall Rack system
vertical
horizontal

Transportable sump

Movable
sump

Recirculating
air filter

Features - Handling

TÜV
approved

DIBt
approved

Material:
steel

Material:
Capacity
polyethylene

Storage
capacity
drums

Storage
capacity
IBC/KTC

OIL
Sorbents

UNIVERSAL
Sorbents

SPECIAL
Sorbents

www.asecos-25.com
www.asecos.global

asecos GmbH

asecos bv

asecos Sarl

Sicherheit und Umweltschutz
Weiherfeldsiedlung 16-18
DE-63584 Gründau

Veiligheid en milieubescherming
Tuinderij 15
NL-2451 GG Leimuiden

Sécurité et protection de l’environnement
1, rue Pierre Simon de Laplace
FR-57070 Metz

Phone +49 6051 92200
Fax
+49 6051 922010
info@asecos.com

Phone +31 172 506476
Fax
+31 172 506541
info@asecos.nl

Phone +33 387 786280
Fax
+33 387 784319
info@asecos.fr

asecos S.L.

asecos Ltd.

Seguridad y Protección del Medio Ambiente
Pol. Ind. CIM Vallès
C./ Calderí, s/n. Oﬁcinas 75-77
ES-08130 Santa Perpètua de Mogoda
Barcelona

Safety and Environmental Protection
c/o Burton Accountancy Services
16 Eastgate Business Centre
Eastern Avenue
Burton on Trent, Staffordshire
GB-DE13 0AT

Phone +34 902 300385
+34 935 745911
Fax
+34 902 300395
info@asecos.es

For all other countries please contact
asecos Headquarters in Germany.

Phone +44 7880 435436
Fax
+49 6051 922010
info@asecos.co.uk

No liability can be accepted for printing errors, product alterations
due to further technical development and changes of model.
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